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MINIATURE FM TRANSMITTER 


INTELLIGENT VIATEL MODEM 
FORTH COMPUTER DISK DRIVE 





Revox B225 





For those who waited. 
And those who wish they had. 


All Compact Disc players are not created equal. This much, 
at least, has emerged from all the hype and hoopla 

some CD players are built better than others. Some have 
more sophisticated programming features. Some are easier 
to use. And, yes, some do sound significantly better than 
others 

The new B225, from Revox of Switzerland, excels on all 
counts. For those who have postponed their purchase, pa- 
tience has been rewarded. For those who didn't wait, the B225 
is the logical upgrading route. 

First, the B225 is designed for unexcelled CD reproduc- 
tion. By using oversampling (176.4 kHz) in conjunction with 
digital filtering, the B225 guarantees optimum sound resolu- 
tion and true phase response 
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For your convenience, the B225 offers programming of 
nearly every conceivable combination of start, stop, pause, 
and loop functions, in any sequence, and using mixed com- 
binations of track numbers and times. Cueing time is always 
less than 3 seconds, and a single infrared remote transmitter 
(optional) operates the B225 as well as all other components 
in the Revox 200 audio system 

Finally, the B225 is a product of refined Swiss design and 
meticulous craftsmanship. Behind its face-place of function- 
al elegance, you'll find the B225 is an audio component built 
in quiet defiance of planned obsolescence. 

Without question, the definitive CD player has now arrived 
For those who waited (and those who didn't), now is the time 
to see an authorized Revox dealer 


53 Victoria Ave., Chatswood. N.S.W. 2067 (02) 406-4700 
Vic: (03) 819-2288. Qid: (07) 371-3999. WA: (09) 328-1200 
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PORECRER RRP) yaya 


Nothing we can say will prepare you for your first 
sensational audition of the Sony D-50 Compact Disc Player. 
We could compare it with turntables that cost as much 
as a family car. But the turntables don’t measure up. 

We could compare it with other full-size Compact Disc 
Players. But its suggested retail price of $429 defies 
description. 

We could exhaust our supply of superlatives just talking 
about its specifications. But the D-50 is so superior to what 
youre used to, the exercise would be academic. _pcompact 

We could shake our heads in amazement at 
the fact that this extraordinary piece of digital orrracauoro 
audio equipment will improve almost any hi-fi system. 

Yet it is so completely portable you can carry it, and its 
optional battery pack, around with you. 

But nothing will prepare you for the experience of 
hearing it play. 

When you hear it, you'll respond like everyone else has 
responded on first hearing the Sony D-50. 

Gasp! 


SONY. 


Sydney: (02) 887 6666. Melbourne: (03) 836 4011. Brisbane: (07) 44.6554. Adelaide: (08) 212 2877. Perth: (09) 323 8640. Launceston: (003) 4 31022 Wollongong: (042) 715777. AUD O673 
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EDITORIAL 


IT’S GETTING TO the time of year, with 
Christmas and the new year in sight, that 
commentators start waxing philosophical. 
So in our last issue of the year, I’m deter- 
mined I'll be the first. 

I think it can be very fruitful to occasion- 
ally tell ETI readers about how we see our 
role as a magazine and to invite comment. 

The role of a magazine to broadcast in- 
formation is so prominent it’s easy to forget 
that we behind the magazine depend on your 
comments to plan the future issues. 

I won’t claim that we are the most re- 
sponsive magazine that ever existed, simply 
because such a claim is so hard to quantify. 
Certainly we have had our successes. In the 
last six months there has been an extra 
17,000 of you reading each issue of ETI 
which, by the way, makes us Australia’s 
fastest growing electronics magazine. 

A lot of the credit for this goes to readers who have given us encouragement and sug- 
gestions for articles in the magazine. Much of the credit also goes to the people who 
help me put the magazine together, whose tremendous enthusiasm means you can ex- 
pect better things to come. 

Planning a magazine like ours means planning for a readership that is as broad as 
they come. Our readers range from those with an interest in computers or hi-fi and vir- 
tually no knowledge of electronics to some of the top electronics designers and academ- 
ics in the country. 

Our aim is to have something like five magazines in one, with articles on a variety of 
contemporary topics for readers with varying amounts of experience. We feel an obliga- 
tion to bring new people into our community with articles for beginners in electronics, 
communications and computers. 

We must also serve our very large number of electronics industry readers. We have 
62,000 managers, engineers and technicians as readers according to the Morgan Reader- 
ship survey, a higher number than has been surveyed for any other Australian electron- 
ics magazine. 

So where do your comments come in? Well they can be one of the most important 
sources of ideas for articles in future issues. I say can be because in most cases your let- 
ters don’t give us this opportunity. 

Most of our readers’ letters are either congratulations or complaints — thankfully, I 
hasten to add, the vast majority are congratulations. 

Occasionally one of these letters tells us something that is very dear to the reader’s 
heart, something they would greatly like us to research for them and something they 
haven’t been able to find anywhere else. This sort of comment is valuable indeed. 

To our readers who already help us in this way I say thank you and to those who 
haven’t I make the invitation. For 1986 may all of our readers profit from and greatly 
enjoy their interest in electronics. 





David Kelly 
Editor 


DATA REFERENCE 
ET! apologises. The special data supple- 


NEXT MONTH 


ment on component characteristics and ap- 
plications, circuits, electromagnetic spec- 
trum, broadcast bands, etc, promised for 
this month is now scheduled for January. It 
will come with special new year cheer. 


SOUND REVIEWS 

Next month's reviews focus on the small 
and sometimes overlooked phono cartridge 
and pan out to take in a whole hi-fi system. 
The Aiwa V-800 series ambitiously com- 
bines amplifier, tuner, cassette deck, (either 
single or double), turntable, speakers and 
system rack into a very attractive bundle of 
goods. Under the microscope is the Ultra 
Cartridge. 


CELLULAR RADIO 

Cellular radio is what Telecom has planned 
for mobile radio as from late next year. It in- 
volves a lot of money and a revolutionary 
technique to squeeze the most out of limited 
frequencies. We detail how it works and 
what the user needs in the way of equip- 
ment and investment. 


COMMODORE BUS SHARER 
The do-it-yourself Commodore network — 
this handy project allows you to hook up to 
eight Commodore computers to a single 
bus. The end result: eight computers, one 
bus, one disk drive, one printer, one 
modem... 
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SERVICES 


TECHNICAL INQUIRIES: Technica! 
inquiries by mail must be accompanied 
by a stamped self-addressed envelope. 
There is no charge, but we reserve the 
right to publish the inquiry and the reply 
in Electronics Today or any of its associ- 
ated publications. We can only answer 
queries relating to projects and articles 
as published. We cannot advise on 
modifications, other than errata or ad- 
denda. Difficult questions may take 
some time to answer. 


GENERAL INQUIRIES: For ail in- 
quiries about back issues, subscriptions, 
photocopies of articles, artwork or sub- 
mitting articles, call (02) 663-9999 or 
write to: ETI Reader Services, 140 Joyn- 
ton Avenue (PO Box 227), Waterloo, 
NSW 2017. 


CONTRIBUTIONS: Submissions must 
be accompanied by a stamped, self- 
addressed envelope. The publisher 
accepts no responsibility for unsolicited 
material. 


COPYRIGHT: The contents of Elec- 
tronics Today International and associ- 
ated publications is fully protected by the 
Commonwealth Copyright Act (1968). 
Copyright extends to all written material, 
photographs, drawings, circuit diagrams 
and printed-circuit boards. Although any 
form of reproduction is a breach of copy- 
right, we are not concerned about indi- 
viduals constructing projects for their 
own private use, nor by bands (for ex- 
ample) constructing one or more items 
for use in connection with their per- 
formances. Commercial organisations 
should note that no project or part pro- 
ject described in Electronics Today Inter- 
national or associated publications may 
be offered for sale, or sold in substan- 
tially or fully assembled form, unless a 
licence has been specifically obtained 
so to do from the publisher, The Federal 
Publishing Company, or from the copy- 
right holders. 


LIABILITY: Comments and test results 
on equipment reviewed refer to the 
particular item submitted for review and 
may not necessarily pertain to other 
units of the same make or model num- 
ber. Whilst every effort has been made 
to ensure that all constructional projects 
referred to in this edition will operate as 
indicated efficiently and properly and 
that all necessary components to manu- 
facture the same will be available, no re- 
sponsibility is accepted in respect of the 
failure for any reason at all of the project 
to operate effectively or at all whether 
due to any fault in design or otherwise 
and no responsibility is accepted for the 
failure to obtain any component parts in 
respect of any such project. Further, no 
responsibility is accepted in respect of 
any injury or damage caused by any 
fault in the design of any such project as 
aforesaid. 
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From our monitor 
IT NEVER FAILS to impress me just 
where ETI gets to. In the mail today 
there was a letter from a listener in the 
Canary Islands who had been reading 
the June issue of ETI and wanted some 
details on some of the subject matter 
which I had covered in that particular 
issue. Evidence of ETI beyond the 
South Pacific area! A letter like that full 
of complimentary remarks is indeed 
something which is quite unexpected 
and shows how widely read ETI is these 
days. 

Arthur Cushen, 

Invercargill, NZ 


Course to disaster 
I PURCHASED A copy of ETI’s Top 
Projects published January °84. One 
project — 558 Masthead Strobe caught 
my eye. Electronically all is well but one 
point has been overlooked. A strobe 
light is an internationally recognised dis- 
tress signal and the use of such a device 
for any other purpose on the water is 
illegal. It can also lead to severe embar- 
rassment as well. 
Stuart Stafford, 
Nedlands, WA 6009 


The full picture 

HAVING JUST READ the review in 
September ETI of the Pioneer AM 
stereo car radio, I would like to say how 
pleasing it is to see AM performance 
measurements published for a radio. 
Those manufacturers who provide good 
performance products deserve all the 
support they can be given. 

There is one point I would like to take 
up. The article states that ‘“‘Radio Manu- 
facturing Engineers ... has ... re- 
cently commissioned most of the AM 
stereo modulation units now in use in 
Australia’. In fact, the AM stereo excit- 
ers and modulation monitors in use at 
2BS, 2MW, 2HD, 2KO, 2KY, 200, 
2WL, 3AK, 3BA, 3DB, 3MP, 3XY, 
4SS, 61X, 6KY, 6PM, 6PR, 7HO and 
7HT were made by Delta Electronics 
and supplied and commissioned by my 
company. (3AK bought its first unit 
from RME, and chose a Delta from me 
for its second transmitter, so I guess that 
one only counts as half!) 

Delta Electronics and my company, as 
its representative in Australia for broad- 
cast products, are licensed by Motorola 
to manufacture, install and commission 
C-QUAM transmitting equipment. 





RME has played a great part in getting 
AM stereo launched in Australia, and 
has supplied a few more stations than my 
company, but I believe that to say that 
they have commissioned most of the AM 
stereo modulation units now in use in 
Australia is misleading. 
John S. Innes, 
Cremorne, NSW 2090 


Phone patch storm 

TELECOM AUSTRALIA, not satis- 
fied with its massive profits and its super 
monopoly is now using muscle power 
against one of Australia’s most diplo- 
matic, law abiding, and best interna- 
tional ambassadors . . . a group which 
has neither the political power nor the fi- 
nance with which to protect itself or its 
interests. I refer to the Amateur Radio 
Service! 

Telecom’s answer to a request, from 
the Amateurs, for phone patch privi- 
leges is contained in the document, ‘‘In- 
terconnection of Mobile, Amateur and 
Citizen Band Radiocommunications 
with the Public Switched Telephone 
Network, Policy and Conditions,” Issue 
2, June 1985. This document is so re- 
strictive that it makes the use of the tele- 
phone system by the Amateur Radio 
Service unbelievably difficult. In addi- 
tion, Telecom want us to pay a surcharge 
(on top of the regular telephone 
charges) for no more facilities than nor- 
mal use of the telephone. The Depart- 
ment of Communications makes no 
extra charge for third party privileges! 

The Amateur Service cannot, by 
DOC regulation, make any profit what- 
soever, and cannot recover any costs 
whatsoever — not even the standard 
telephone charges. 

Please help us to encourage Telecom 
to modify its unreasonable and unneces- 
sary rules and regulations, and remove 
its demands for unwarranted surcharges 
on the Amateur Radio Service. 


A. D. Tregale VK3QQ, 
Watsonia, Vic 3087 


Letters to the editor are welcomed, and 
should include the author's name, address 
and telephone number. They should be 
forwarded to: 

The Editor, 

Electronics Today International, 

140 Joynton Ave, 

Waterloo, NSW 2017. 








Former engineer with this magazine, Peter Ihnat, and an as- 
sociate, Glen Moore, have discovered evidence of rings sur- 
rounding the planet Neptune. The news is exciting because it 
climaxes an international effort to find evidence for the rings, 
predicted since the discovery that Jupiter and Uranus both 


have ring systems. 


Planetary rings have been 
known since Galileo first saw 
them around Saturn with his first 
telescope. Generally they are 
composed of bits of rock and 
frozen ice, all orbiting in the 
same plane. As a result they tend 
to be’ very wide and extremely 
thin. The recent discovery con- 
firms that, in fact, all the large 
gaseous planets in the solar sys- 
tem have rings around them. 
They have eluded discovery until 
recently because, with the ex- 
ception of the Saturnian system, 
they are all very faint. 

The discovery of exceptionally 
faint, diffuse structures like 
planetary ring systems must be 
made by watching occultations, 
ie, the way in which the planet 
interferes with light from a dis- 


tant star passing behind it. One 
of the most common means of 
measurement is to chart altera- 
tions in the intensity of the light 
received here on Earth as the 
planet moves in front of a star. 

This method has been used to 
determine the existence and 
chart the pressures and composi- 
tions of planetary atmospheres 
far too faint to be studied from 
Earth. It was also used to dis- 
cover the ring system around 
Uranus, a search suggested by 
the discovery of a faint ring sys- 
tem around Jupiter during the 
recent Voyager flyby of that 
planet. 

Moore and [hnat used the half 
metre reflector on top of Mt 
Keira near Wollongong, NSW, 
for the work, which involved 


NEWS DIGEST 


Rings of Neptune 


making extremely accurate 
determinations of light intensity 
and then graphing its variation 
over time. The study of Neptune 
has been going on for over four 
years. 

Exploration of Neptune’s sys- 
tem has been plagued by contra- 
dictory and confusing findings. 
Commonly noticed by US and 
French observers: one dip in 
light intensity, just before the 
planet passes in front of the star. 
This suggests a small planet, per- 
haps a crescent; it does not sug- 
gest a ring since that would re- 
quire symmetrical dips in the 
light intensity line on both sides 
of the planet. 

However, when Moore and 
Ihnat examined their findings 
they discovered two sets of sym- 
metrical dips, suggesting a twin 
ring system. A more detailed 
look at the data has allowed the 
researchers to claim the exist- 
ence of a single discrete ring on 
the inside, with a fuzzy, large, 
group on the outside. 


The puzzle is why this has not 
been seen before. One sugges- 
tion is that the system is unsta- 
ble, constantly forming and re- 
forming. Another suggestion is 
that Neptune is surrounded by 
partial rings or arcs. But re- 
searchers have not yet suggested 
how these could be stable 
features. 

Moore and Ihnat have gone 
back over previous findings to 
see whether some assumptions 
about the plane of the rings 
could be made which would ex- 
plain the findings. It 1s easy to 
believe Neptune’s rings could be 
inclined at an odd angle because 
Neptune itself is an odd planet, 
with an axis and direction of 
rotation quite different from any 
of the other planets. They be- 
lieve they have found such a fit, 
one which makes the planet’s 
rings strongly inclined to its 
equator. 





NASA remote sensing 
package in Australia 


Private enterprise, government 
agencies and NASA have com- 
bined to bring the world’s most 
advanced airborne remote sens- 
ing package to Australia for a 
30-day survey of sites in most 
States. The data collected 
should enable the development 
of improved techniques for geo- 
logical mapping. 

The US/Australia Joint Scan- 
ner Project will collect data for 
research projects on such di- 
verse topics as groundwater hy- 
drology, soil salinity, wetlands 
and rangelands mapping, soil 
degradation processes, rock- 
type mapping and the detection 
of mineral deposits. 

NASA has provided its C-130 
Hercules remote sensing aircraft 
and a 19-member crew, includ- 
ing air and ground teams and in- 


strument operators, for the sur- 
vey which began on Monday, 30 
September. This aircraft has 
three major remote sensing in- 
struments that previously have 
not been used outside the US — 
the NSOOL thermatic mapper 
simulator, the TIMS thermal in- 
frared multispectral scanner, 
and the new AIS airborne imag- 
ing spectrometer. These instru- 
ments will collect digital image 
data with resolutions varying 
from 2.5 metres to 20 metres 
and covering areas from a few 
hundred metres to 1S 
kilometres. 

The CSIRO research Fokker 
Friendship aircraft, with its own 
advanced remote sensing scan- 
ners, is also being used for part 
of the project. 


Automated ironing 


One of the most tedious chores 
left in the household is undoubt- 
edly the ironing. Those of you 
doing it day after day will be in- 
terested in developments in 
Perth where a company called 
AIM Technology has developed 
an automatic ironing machine. 

AIM has developed the ma- 
chine to prototype level and is 
now looking at its first manufac- 
turing run, to be undertaken by 
International Task Ltd, which 
will employ 100 people on the 
project. According to the com- 
pany the machine will cost $500- 
$600, and a market of 100,000 is 
expected in Australia alone. 
Current plans will have the ma- 
chine on the market by the end 
of 1986. 

The machine looks much like 
a conventional two-door refrig- 
erator. Inside, the clothes to be 
ironed are hung over racks, the 


doors closed and a start button 
pressed. Apparently, individual 
items are then moved automati- 
cally into a special compart- 
ment, where they are squeezed 
between two rollers in the pres- 
ence of steam. They are then 
transferred into the next com- 
partment from which the opera- 
tor can collect them. 

The whole operation relies for 
its success on a certain amount 
of intelligence in the machine. It 
can recognise different types of 
materials and adjust pressure 
and temperature accordingly. It 
uses optical sensors to detect the 
shape of the cloth hanging from 
the rack and uses the informa- 
tion to guide the rollers. 

Does it work? AIM is schedu- 
ling a press briefing later this 
year, which ETI will attend with 
some unironed shirts. We’ll let 
you know. 
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E-Post national debut 


E-Post, the nation’s newest elec- 
tronic mail service, has been 
launched by Australia Post. 
Australians can now ‘post’ a let- 
ter and have it delivered in as lit- 
tle as two hours by phone. 

E-Post operates alongside the 
existing Intelpost network. Elec- 
tronic equipment links post of- 
fices in capital cities and re- 
gional centres in a large Aus- 
tralia-wide network and pro- 
vides for the typing of customer 
letters and messages and their 
electronic transmission and 
printing. 

Customers can use the ser- 
vice’s multiple address capacity. 
This saves time and money by 
sending the same text to a num- 
ber of addresses. 

Delivery within two hours can 
be made to any address in the 
built-up areas of all capital cities 
and major regional centres. 


Guaranteed next day mail de- 
livery at a lower price is avail- 
able to most areas within Aus- 
tralia. A confirmatory or file 
copy is forwarded to the sender 
by the next available mail. 

E-Post is a national service 
but plans are already underway 
for it to go same-day interna- 
tional. This will complement the 
present international Intelpost 
service for same-day document 
transfer. 

Anyone can use E-Post but 
most customers are expected to 
come from the business sector. 
For small business, E-Post offers 
a complete mail service provid- 
ing for the acceptance, transmis- 
sion, printing, enveloping and 
delivery of business mail. Multi- 
ple addressing allows business to 
easily send standard letters and 
lettergrams to groups of custom- 
ers, suppliers or agents. 





Akai’s new audio/video 


amp 


Akai’s latest amplifier, the AM- 
A301 features audio/video com- 
patible input selection. Besides 
all the standard audio inputs, 
the AM-A301 features inputs 
for compact disc, video recorder 
and video disc players, making it 
the centre of any multi-media 
home entertainment system. 
The amp delivers plenty of 
power: the dc servo amp cir- 
cuitry is claimed to deliver a 


NOTES & ERRATA 
Data Communications feature, October '85: The number listed for the 
Telebraille bulletin board is incorrect. This number is currently listed by 


clear unadulterated 60 watts x 2 
output power (1 kHz, 8 ohms). 

Other features include A and 
B speaker switching with elec- 
tronic speaker protection cir- 
cuitry; terminals for graphic 
equaliser connection; LED 
function and levels display; and 
bass and treble tone controls. It 
is available in black and silver at 
RRP of $399. 


several other bulletin boards in Sydney, and should be deleted wherever 
found. The phone’s owner calls modem hopeful’s more than computer 


nerds. 
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Racal wins defence contract 

Sydney-based Racal Electronics has been awarded a $A200 
million contract by the Australian Department of Defence for 
Project PARAKEET, a major tactical communications sys- 
tem for the Australian Army. The initial phase, worth about 
$A6.5 million, covers the detailed equipment specification of 
a digital trunk communications system. 


Anglo-French power link 

A £600 million submarine cable link enabling Britain and 
France to exchange electricity will be switched on before the 
end of the year, according to the UK Central Electricity Gen- 
erating Board. The main reason for the interchange is to ex- 
ploit the difference in peak demand times in the two coun- 
tries. Though agreeing on the overall plan, the British and 
French engineers characteristically chose different methods 
for laying the cable — the work was split on a 50-50 basis. 


CSIRONET hosts ISO meeting 

Australia’s CSIRONET computing network achieved interna- 
tional recognition when it hosted an important meeting of the 
International Organisation for Standardisation (ISO) working 
group on open systems interconnection (OSI) in Canberra re- 
cently. The meeting was attended by representatives of all 
major nations working on OSI, including the UK, the USA, 
France and Japan. 


Move over Halleys Comet 

With all the hoo-ha about Halleys Comet, you can be forgiven 
for thinking that next year’s intercept of the comet’s tail will 
be the world’s first spacecraft encounter with a comet. But 
that honour goes to Comet Giacobini-Zinner. In September 
this year a 1054-pound spacecraft travelling at 45,000 mph 
plunged into the murky tail of this lesser known celestial 
body, after a spectacular 7-year journey that covered well 
over a billion miles. 





Newsagents to cash in on 


video 


Australia’s largest newsagent 
group, Ancol, has signed with 
the Sydney-based Berkeley 
Video Rentals company in a 
deal that is expected to bring 
video movie rentals to 1600 
newsagencies throughout NSW. 

Berkeley Video Rentals man- 
aging director, Michael Tenner, 
said the ‘Video Checkout’ rental 
scheme was based on a similar 
concept which had been highly 
successful in the United King- 
dom. 

“The high turnover of cus- 
tomer traffic makes newsagents 
one of the best locations for 
renting video movies,” he said. 
“Many newsagency proprieters 
have already taken advantage of 
the extra business created by 
video rentals, and the signing of 
Ancol would see a significant in- 
crease in video rentals from 
newsagencies.” 


Berkeley’s Video Checkout is 
claimed to be ‘‘a complete rental 
merchandising programme”. It 
includes top-renting video 
movies, a free-standing merch- 
andising rack, a library card sys- 
tem for control of hired movies, 
and point of sale material. Mr 
Tenner said a major reason for 
the success of the Berkeley 
scheme was that 20 per cent of 
all titles can be replaced every 
five weeks free of charge. 

Mr Tenner has _ previously 
been involved with Intervision, 
an independent video distribu- 
tor which has established over 
6000 outlets in the UK. 

With reduced shop and staff 
overheads, the new Australian 
‘video newsagencies’ may well 
have a serious impact on some 
of the existing video specialist 
shops. 
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AUDIOCABLES “= ill Slicers PTY. LTD. 


A new concept in listening. 

Cable structure: to minimise minute ® Concentric 

vibrations in the conductor caused Brisbane: (07) 393 0377 
by signal energy, the conductor is LC-OFC Cables 

wrapped in self-shrunk polyolefin LJ Speaker cables 

tape which applies a steady Microphone cords 

concentric pressure as shown. UH) Interconnecting cables 
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Imagine the 
remote possibilities 


There was a time when music played 
by laser was considered a remote possibility. 
Then Philips invented the Compact Disc. In doing 
So they made sure they could produce the very 
best Compact Disc player there is. 

The CD304. 

One outstanding feature of the CD304 Is 
the Infra-Red remote control which means you can 
programme and operate the player from anywhere 
in the room. Another is the high quality headphone 
amplifier with separate level control - perfect for 
pure, private sound. 


Combine those features with the 
unique music scan.capable of up to 20 track 
programming and you'll see why the CD304 is 
Philios’ top of the range Compact Disc player. 
Philips imagined perfect sound and 
invented the Compact Disc. Now, with the CD304, 
you can experience the very best there Is. 


PMP V451 





SCANNERS 


Finding a scanner to suit your purposes can be a little 
intimidating, especially for the uninitiated. Here ETI gives an 
overview of the subject and outlines the performance 
requirements you should look for to make a purchase that will 





give you value for money. 


BY CONVENTION THE portion of the 
electromagnetic spectrum used by radio is 
divided up into multiples of three; thus the 
high frequency band extends from 3 to 
30 MHz, the very high frequency (WHF) 
band extends from 30 to 300 MHz and the 
ultra high frequency (UHF) band extends 
from 300 MHz to 3 GHz. 

It’s also possible to denote the spectrum 
in terms of wavelength. Once again by con- 
vention you will find it split, this time in 
multiples of ten; 10 km to 1000 m is long- 
wave, 1000 m to 100 m is mediumwave, 100 


AOR 2002 SCANNER 


to 10 m is shortwave. The region beyond 
shortwave is usually denoted extra short- 
wave down to one centimetre, where it 
blurs into the infrared. 

To convert from one to the other you can 
use a simple formula that says: 


; the speed of light 
frequency = —Savleneth 


To use the formula, set the speed of light c 
= 3x 10* and express wavelength in metres 
and frequency in hertz. If you play around 





The AOR company of Japan has recently re- 
placed the AOR 2001 with the 2002 version. 
According to Emtronics, which distributes the 
machine in Australia, it represents the ultimate 
in high performance scanners. 

Its main selling point is the very wide fre- 
quency range: 25 MHz to 1.3 GHz in two bands 
with a gap between them at 500-800 MHz. It 
can memorise 20 channels, and scan them at 
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a rate of five channels a second. Sensitivity is 
claimed to be 1 wV on wide band FM, 0.3 pV 
on narrow band FM and 0.5 pV on AM. Selec- 
tivity is claimed to be of high order, enhanced 
by image frequency rejection of 50 cB, 
achieved by running the first IF at 750 MHz in- 
stead of 10.7. 

Price is $675 from Emtronics, 92-94 Went- 
worth Ave, Sydney, NSW 2000. (02)211-0988. 





Jon Fairall 


with this a bit you will find out that short- 
wave and high frequency mean the samc, 
and the extra short waves are covered by 
the VHF/UHF part of the spectrum. 

This story is about monitoring the region 
beyond shortwave; in particular, about the 
primary tool for doing so, the scanner. 


Propagation 

It’s often supposed that the difference be- 
tween mediumwave and shortwave is just 
that mediumwave will go around corners. 
The extra shorts are strictly line of sight. 
There is just enough truth in this to be 
confusing. 

In fact, all electromagnetic radiation 
propagates in straight lines. However, since 
most of the signals we wish to receive are 
transmitted and received on Earth, it makes 
sense to wonder how the presence of such a 
body makes a difference to electromagnetic 
propagation. This is especially true since the 
Earth has a very definite magnetic presence 
itself. 

From our point of view the most impor- 
tant facet of this magnetic signature is the 
ionosphere, from 75 to 400 kilometres up. 
In this region the atmosphere ts subject to a 
barrage of high energy particles flowing out 
from the sun, the so-called solar wind. It 
consists of a sea of alpha, beta, gamma and 
ultraviolet particles, brewed up with a few 
cosmic waves for spice. Fortunately for all 
life on Earth, this little lot is stopped by the 
upper atmosphere. There, the molecules 
rob the solar wind of its energy, and in so 
doing absorb the charges themsclves. They 
become charged, or ionised. 

It’s very much the product of the random 
interaction of the solar wind and the upper 
atmosphere. Both are in constant, violent 
motion, so it Comes as no surprise that the 
characteristics of the ionosphere itself are 
always changing. However, we can say a 
few things about its macrostructure. For in- 
stance, mostly it 1s composed of a number of 
different layers, called the D, E and F 
layers. Often these split up into El and E2, 
Fl and F2. All the layers are denser at night 
than during the day. They are disturbed by 
the presence of massive trauma on the sur- 
face of the sun like sunspots and flares. 

As a result of this movement the effect of 
the ionosphere on radio communications 
can't be predicted with any great degree of 
accuracy. However, we do know something 
about its gross effect. It acts like a giant 
lens, absorbing, bending and reflecting in a 
complex manner. Just what the effect is de- 
pends to a large extent on frequency. 

The presence of the ionosphere means 


REGENCY SCANNER MX4000 


This is part of DSE’s extensive range of scan- 
ners, and is designed expressly for car or other 
mobile use. It is powered by a 13.5 Vdc input, 
or by four NiCad cells. There is an onboard 
charger for the NiCads which can be powered 
up by a 6 Vdc input. It's small enough to fit 
under the dash, and also to be removed and 
carried in a bag afterwards. 

The front panel contains information on an 
LCD display with backlighting if you need to 
use it in the dark. It's neatly laid out with big 
volume and squelch sliders across the bottom. 
On the right is a keypad with keys for entering 
numerical information as well as the set up 
controls for the scanning program. Although it's 
easy to program after a quick scan through the 
manual, | wouldn’t suggest you try to do it 
while driving the car. 

Scanning is done in a number of bands: 60- 
90, 118-136, 144-148, 148-174, 406-450, 450- 
525 and 800-899 MHz. Sensitivity is advertised 
at 0.6 »V in the VHF, 0.9 nV at 450 MHz and 
1.3 4V at 800 MHz. It will scan through the 
channels at a rate of 15 a second. 

Cost is $599 from any Dick Smith store. 


there are two forms of wave propagation in 
a terrestrial environment. The first is called 
the ground or surface wave. This sees the 
ionosphere as one side of a wave guide, the 
other being the surface of the Earth itself. 
The result is that surface waves are ducted 
around the curvature of the Earth, as if con- 
strained in a tube. 

Ideally, we would expect the best propa- 
gation from such a system when the size of 
the incident wave was of the same order as 
the size of the waveguide. And indeed, we 
do find the effect getting stronger as wave- 
length increases, and decreasing towards 
the shortwave. In fact it is insignificant for 
wavelengths below 100m or so; ie, the 
beginning of shortwave. 

A diffraction effect also works at longer 
wavelengths. Whenever the wave hits some- 
thing solid it bends around it. 

The second type. of transmission is the 
skywave. Skywaves travel in straight lines, 
and for our purposes we can talk about two 
modes in which they propagate. One is the 
line of sight transmission. This is essentially 
what it says; if you can’t see it, you can’t re- 
ceive it either. 

The second mode of propagation is re- 
flection by the ionosphere. The ionosphere 
acts like a mirror at certain frequencies, re- 
flecting waves back to Earth. 

The effectiveness of skywaves is highly 
frequency-dependent. Reflection of the 
ionosphere is rather insignificant at super 
high frequencies it becomes progressively 
more important down to high frequency 
bands and then tapers off. 

As one would expect, line of sight gets 
progressively more important as frequency 
gets higher. It really gets going towards the 
top of UHF, and becomes the primary 
mode of transmission for SHF. Of course at 
optical wavelengths, by definition, it is the 
only mode of propagation. 

The upshot of all this is that to monitor 
the UHF and VHF portions of the spectrum 
we are mostly interested in skywaves. How- 


ever, these are not limited necessarily to 
short range line of sight transmissions, but 
can include long distance skipping skywaves 
from the other side of the globe. 


Contents 

And so, if you do tune in to the extra 
shortwaves, what will you find? The UHF 
and VHF spectrum is carved up for various 
special interest groups by the Department 
of Communications. These are known as 
bands, and within each band DOC defines 
channels, each with a regulated number of 
users. There are about 20,000 VHF chan- 
nels, and 100,000 UHF ones. Regulations 
define the bandwidth of the channel, its 
centre frequency and the guard bands that 
exist on either side of it to prevent cross- 
talk. They also have regulations regarding 
the type of transmission technology to be 
used in any particular channel; the type of 
modulation, power, etc. 

A number of bands are taken up with 
radio and TV broadcasting. Other signifi- 
cant bands are taken up with the require- 
ments of amateur operators in the UHF CB 
band. There is also a large chunk reserved 
for Telecom’s mobile phone service. When 
cellular radio arrives next year it, too, will 
use a UHF band. 

Otherwise, listen to the police, firemen 
and couriers. When Aunt Martha needs a 
taxi you can be the first on the block to 
know about it, and when she needs an am- 
bulance too. Most mobile radio type appli- 
cations are contained in these bands, as is 
business radio and the airlines. 

Of course, given the large number of 
channels, and the relatively small number of 
users, much of the spectrum is still unoccu- 
pied. It’s these gaps that provide the space 
for DXing (distant reception). Spectrum 
usage in Australia conforms more or less to 
international regulations, so you should be 
able to receive much the same services from 
around the world, given luck, patience and 
a good aerial (see later). 





History 

Usage of this region of the spectrum is 
rather a recent phenomenon. It wasn’t until 
the 1960s that it really got going. The tech- 
nology to operate in the area was developed 
primarily during the second world war, as a 
natural progression of the work that was 
going on in shortwave transmission during 
the 1930s. 

The second world war gave a tremendous 
stimulus to development of small, mobile, 
short range radio. Primary requirements 
were for aircraft and battlefield communica- 
tions, and in both applications lightness, 
small physical size and reliability were 
essential. 

Almost all of these radios used the UHF 
and VHF bands, and this carried over into 
peacetime uses. Mobile radio became com- 
mon during the 50s in a number of applica- 
tions such as with police and ambulances. 
Readers who grew up in the 50s and 60s will 
remember the advertisements that used to 
tell us that this or that service was now 
‘radio controlled’. 

As services grew, manufacturers realised 
they could tempt many regular shortwave 
operators with equipment that offered some 
method of covering the VHF/UHF bands. 
In the first instance, this amounted to no 
more than a regular superhetrodyne radio 
with a redesigned front end to accept the 
higher frequencies. It soon became appar- 
ent, however, that the type of traffic was 
imposing a different operating procedure on 
the operator. 

Whereas the traditional shortwave DXer 
would find one channel and sit on it for 
hours, the VHF operator tended to ‘scan’ — 
tracking down services on various channels, 
listening to them for a short while and then 
moving on again. It got very tedious twid- 
dling that dial. 

Sometime in the mid-60s enterprising 
manufacturers got the idea of lessening the 
load by putting more crystals in the set and 
switching between them automatically. It 
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SCAN THROUGH THESE 
CHRISTMAS CRACKERS! 


Ae * 
direction finder against AM radio stations or as 


i119), 
A R a PA amp with optional mic! Cat D-2832 


» Programmable Air Band VHF 
‘World Receiver Radio with... 


a Direct Key-in World Receiver with 
Quartz Alarm Clock/Timer — there's hardly AM & FM 
a feature it hasn't got! 5 tuning functions includ- 



















6 Bands and... 
- Radio Direction 
Finder 


The ultimate in versatility! For the avid 
radio listener or boat owner this one’s a must. 
Has 6 bands including all 40 CB channels plus 

shortwave and VHF. That's not all — use it as a 


6 Band 
MW/FM/SW Radio 


Deluxe features at an economy price! 6 bands 
covering standard AM & FM PLUS 4 shortwave 
bands! Packed with features you'd expect to pay 
; $$$ more for. Comes complete 
with protective carry case and 
quality headphones 
— at no extra cost! 
Cat D-2835 


4°79 | 
The Shortwave 
Big-Daddy 
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Our MW/FM/SW 9 Band Radio is ing auto scan, direct key in and preset recall. Nine Wow! This budget aircraft band 
astounding ve ue! Superb perfor- station memory, full AM band (LW, MW and SW), sleep radio will have you listening to the 
mance over AM, FM and ail 7 SW timer in 9 selections(10-90 minutes), g__ Pilots and air traffic controllers! 
bands. Offers fantastic sensitivity, LCD display and much, much fi “tw, /\'S0 covers the normal AM 
selectivity, interference rejection. more! Cat D-2831 and FM bands so you 
and stability as well em can use it as . 
as a host of — normal radio. 
inbuilt feat BONUS OFFER ——" a exception: 
ures, The ¥ ; ; ] ou ally reliable 
ideal gift ' With ag etn $50 os uni and ; 
when you're copy of the ey're grea 
ea } World Radio TV Handbook value as well! 
about 1985 edition B-2085. Cat D-2836 
That's right— valued at 


giving! $32.50 and it's for nothing. 
Hurry it’s for this 


Cat D-2837 | - POE 4 i a AV 
Yaesu FRG 9600 MX-4000 Desk/Car Pick UpA Saving! 
Scanner | —_ Mount Scanner | Our Scanner Antenna for 65-520 megs 


is fantastic value. You'll Save $10.00. 
The tiny unit that's big on f 
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Cat D-4432 
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features! Covers 8 bands includ- 
ing 800 Megs and aircraft. 
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Search and scan, priority _ ay 
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has arrived! From Yaesu the FRG-9600 is 
an all mode scanning receiver providing Scanner. h 
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features never offered before at this price! 
Covers 60-900 MHz continuously with a It performs like a fixed model! Up to 
massive 100 keypad programmable 525MHz including aircraft band and 20 
memory! memory channels all in one tiny unit! H/o 
Cat D-2825 Pp: Priority scan and search, whip antenna, ////= 

A is Nicads ... you get > Fe vj 
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the lot! Cat D-2815 
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SAIKO SC7000 


The SC7000 from Imark has provision for 70 
channels, plus some other advanced processor 
controlled features. It can automatically search 
between preset frequencies and later recall any 
active frequencies for monitoring. It also has a 
host of other operational features that make it a 
delight to use. However you need to spend a 
bit of time with the manual first because it's not 
obvious how it all works. 

Power is from either ac mains or automotive 
12 Vdc. Special brackets and mounting screws 
are included in the kit to facilitate mounting 
under the dashboard. 

Frequencies scanned include 60-89, 108- 
138, 140-144, 144-148, 148-179, 380-470 and 
470-519 MHz. Sensitivity varies between 0.4- 
0.8 1V depending on frequency being moni- 
tored. Audio output from the internal speaker is 
two watts rms at 10% thd. 


Figure 1. Typical block diagram of a scanner. 


was extremely crude, but if you only wanted 
to sweep a limited number of channels it 
made sense. 

The next big thing to happen to the scan- 
ner market was the arrival of computer 
power. Fortunately, the increasing interest’ 
in computers coincided with a revival in the 
popularity of DXing brought about by the 
CB boom. 


The receiver 

Despite a ferocious looking front panel 
and some complex circuitry inside, the mod- 
em scanner is simplicity itself in concept 
and operation. 

Figure 1 is a block diagram of a typical 
modern scanner. There is usually a discrete 
front end for both VHF and UHF tuning, 
and discrete detectors for the different 
modulation methods. Between them: a dou- 
ble conversion superhet receiver employing 
two IF frequencies to improve selectivity 
and image frequency rejection. AGC is ab- 
solutely necessary to keep the volume con- 
stant in spite of changing station strengths, 
and this is linked to a well designed squelch 
circuit to avoid noise while sweeping from 
one frequency to another. 





There is also a phase-locked loop (PLL) 
serving as a local oscillator. The frequency 
out of the loop is determined by the divider, 
which is capable of dividing down the highly 
stable crystal frequency. The exact number 
of the division is determined by the micro- 
processor. If the set must be tuned over a 
greater range than is possible with the divid- 
er, several different oscillators may be 
provided. In this case, switching between 
the crystals will also be done by the micro. 

The micro is also employed for a number 
of other functions. At a minimum it reads 
the keyboard and controls the display. In 
most sets it also provides a number of 
memories to store commonly requested fre- 
quencies, together with their associated 
modulation methods. It also controls the 
operating procedure of the system, what- 
ever that may be. It may be set up to hop, in 
which case it will stay on a channel for some 
predetermined period of time and then seek 
the next one. A manual override permits 
you to hold a particular channel. It may 
jump only to channels selected in memory, 
or simply scan up or down in frequency. 
Other operating modes are also possible 
without any hardware changes. 


FEATURE 





Choosing 

Like making any other expensive pur- 
chase, buying your first scanner can be a bit 
nerve-racking. This is especially so when 
there is no clear right or wrong answer to 
the problem. You have to find one that 
matches your requirements of performance 
versus price. As with most electronic prod- 
ucts, you are saved by the competitiveness 
of the marketplace from having to reject 
lemons. No retailer can afford to stock 
them. 

Of course that only holds true as long as 
you are dealing with a reputable dealer. If 
you buy one that fell of the back of a truck 
you deserve everything you get. 

Be that as it may, what are the perform- 
ance requirements you should look for? 
First up, the frequency ranges. Clearly the 
Rolls Royces of the range have continuous 
coverage over the entire VHF/UHF spec- 
trum. This allows access to the broadcast 
bands, so your scanner can double as a bed- 
side tranny. You pay for the privilege, how- 
ever. 

In a more modest price range you might 
have to settle for one that covers certain 
bands where interesting things happen. If 
you want to listen to CB then make sure you 
include 27 MHz and 476 MHz. A whole 
host of public utilities cluster around 70- 
88 MHz. Between 108 and 140 MHz you 
will find aircraft services including air to 
ground radio. Between 460 and 500 MHz 
you will find police and taxis. There are also 
a couple of bands specifically reserved for 
amateurs; including 144-148 MHz and 
432 MHz. 

A second consideration is the amount of 
memory available: you may want to go back 
to favourite channels again and again. If so 
it’s nice to have the ability to get to them 
with one button operation. 

A third thought: do you want to use it for 
portable operations, in the car or indoors? 
All these possibilities have some implica- 
tions for the power supply. A wide range of 
supplies is available. Some require a simple 
mains supply, others a mixed mains/dc sup- 
ply, and still others use NiCads and require 
a separate charger. 


Antenna 

Once you’ve got the beast home the next 
problem is to make sure that it operates as 
well as possible. This means ensuring that it 
is provided with the best possible signal. 
Most scanners come with a ‘rubber ducky’ 
type 1/4 wavelength aerial attached, plus 
provision for a remote antenna if required. 

A remote antenna is well worth the trou- 
ble if you are operating from a fixed place. 
This can be as simple as a bit of coax peeled 
back to 1/4 the wavelength of the wanted 
signal and carried as high as possible. It can 
be as complex as a high gain, directional an- 


tenna with an aerial rotator. In between, > 
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GRAND OPENING 
E ht R O t] L L G — Australia’s largest & 


most sophisticated radio communication store OPENS in 


MELBOURNE 


FROM 1st NOV. YOU WILL FIND US WITH MANY OPENING SPECIALS AT: SHOP 5. 6 & 7; 
288-294 QUEEN ST MELBOURNE. (ENTRANCE FROM LITTLE LONSDALE ST.) Ph. 67 8551 or 67 7682 


PLENTY OF PARKING RIGHT OPPOSITE THE STORE! 
FOR PERSONAL SHOPPERS IN OUR NEW MELBOURNE STORE ONLY: 


3 FABULOUS LUCKY DRAW PRIZES: 
e Ist prize — KENWOOD TS-430§ sit consiveren THE BEST HF TRX ON THE MARKET 


e 2nd prize — EMTRON AC AUSTRALIAS BEST AND MOST POPULAR 40CH UHF CB HAND 


e 3rd prize -— FAMOUS REGENCY HX-1000 We, So ——<— RADIO 


COMM. EQUIPMENT « SCANNERS ¢ SHORT 
4 AND-HELD SCANNER WAVE RECEIVERS * COMM. RECEIVERS « CODE 
CONVERTERS * COMM. TERMINALS « RTTY 
COMPUTER INTERFACE UNITS ¢ ANTENNAS 
PRIZES TO BE DRAWN ON JAN. 31st AT OUR MELBOURNE STORE. ¢ ROTATORS ETC. PLUS MANY ACCESSORIES. 








bh: ‘et Listening?! 


[| AEROPLANE 
INVESTIGATION MONITORING 
—whk 


AMAZING 
FUNCTIONS... 


70 Memory channels 


> S t a: 1 a] oN : - C= . - a. 
SAI KO SC y 000 | Scans the Aircraft Band, the UHF Band 


Computerized Programmable and the VHF (High and Low) Band 


Scanning Receiver 
2.5 KHz channel steps on VHF and 


Aircraft Bands 
240 volt and 12 volt operation 


Tape Recording Connections. 


You may want to listen for many reasons 
whatever the reason, the SAIKO §C 7000 offers a 
truly “state of the art” receiver with micro- 
processor technology and far more features than 
competitive receivers 


167 RODEN STREET. WEST MELBOURNE. VIC. 3003, AUSTRALIA. 
PHONE: (03) 329 5433. TELEX: AA37753 IMARKO 
PROPRIETARY LIMITED 
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WHY PAY MORE? 
CALL (02) 349-5792 OR 


344-7880 AND SAVE! 
AR-2002 


$599 


inc. tax 


Professional 
Scanning 
Receiver. 
25-550MHz and 
800-1,300MHz 20ch, 

scan, search, delay, 

lockout, priority, clock, 
AM/FMN/FMW, 

0.3uV sensitivity NFM. Save $100! 



























We will better any 
competitor’s 
genuine 
advertised price on 
YAESU models we stock, provided 
the competitor has the goods and 
will supply at that advertised price. 
e FRG-965/9600 has 100ch 
memory, 

60-905MHz continuous coverage, rx 
SSB (to 460MHz), AMN, AMW, 
FMN, FMW. Don’t pay $799! 


REGENCY HX-2000E $445 
Programmable 20ch hand- " why pay 
held scanning receiver covers $475? 
60-89, 118-174, 436-525MHz. 90 

day warranty. 


ELECTROPHONE TX-474 
UHF CB 40ch 1.5w hana-held 


transceiver. Compare to Emtron Ace 
and ICOM IC-40. inc. 
12 months warranty. $379 tax 
This is a genuine offer. Inc. ni-cad, 

chgr, whip, earpiece etc.’ 


All our YAESU, ICOM and 
KENWOOD comes with full 12 


months parts and labour warranty, 
so why pay more? 


ICOM IC-R7000 scanner due 
soon, covers 25-1,000 MHz, is all- 
mode. Call for latest details. 

Guaranteed best price in Australia. 


















































KENPRO rotators in stock, save now. 

RF AEROSPACE & CHIRNSIDE 

‘“‘BEAMS IN STOCK NOW”. 

IC-390 UHF 10W all-mode t’cvr. $699. 

YAESU FRG-8800 etc. in stock $ Call. 
TOKYO HY-POWER DIRECT IMPORTER 


ANDREWS 
COMMUNICATIONS 
SYSTEMS 


SHOP 7, GARDEN ST., MAROUBRA 
JUNCTION, SYDNEY. N.S.W. 
P.O. BOX 33, KENSINGTON. 2033. 
THE MAIL ORDER SPECIALISTS 








FEATURE 


something else may suit your budget, needs 
and inclination. 

One popular type is the discone antenna, 
or some variation of it. This is literally a disc 
and cone, with the length of the cone being 
1/2 the wavelength of the lowest required 
frequency, and the disc diameter being 70 
per cent of that length. Often the disc and 
cone are-simulated by three posts, situated 
on the same plane as the disc and three 
posts in the same plane as the surface of the 
cone (see Figure 2). Such an aerial is easy to 
manufacture, and has good wideband per- 
formance as well as being omnidirectional. 

Whatever type of antenna you use, bear 
Figure 2. Discone antenna design. in mind that the maxim to use is: the higher 
the better. ® 





TABLE 1. PRODUCT SURVEY *Also sold by DSE and Emtronics 
COMPANY BRAND COUNTRY |FREQUENCY| MEMORY FM/AM PRICE 
OF ORIGIN | BAND MHz STORES ssB $ 


FM/AM 725 
LSB 
USB 


10 or FM 429 
16 AM 
Regency Japan 66-89 FM 475 
HX2000 118-136 AM 
144-174 
436-512 


Bail YAESU’ Japan 60 
Electronic FR6 9600 905 
(057)21-6260 
DSE Bearcat USA 66-88 
(02)888-3200 201 118-136 
138-174 
399-499 






Regency Japan 60-90 FM 599 

MX4000 118-174 

436-512 
Imark Seiko Japan 60-90 
(03)329-5433 $C7000 140-180 
380-520 
108-138 


Firealert 144-174 needs FM 198 
70-80 crystal 


DS101 


FM 495 





























Tristor 20 FM 247 
Compu 20D 
Tandy Realistic USA 68-174 FM 479.95 
(02)267-3959 | PRO2003 410-512 AM 
60-88 FM 349.95 
108-136 
138-174 
PROS 380-512 429.95 
PRO24 68-88 FM 159.95 
144-174 AM 
430-490 LSB 
PRO25 66-88 8 199.95 
118-136 
144-174 
450-512 
PRO2009 68-88 299.95 
144-174 
410-512 
~ PRO2020 68-88 429.95 
108-136 
| 138-174 
| 410-512 
~Emtronics | AOR | Japan | — 25-550 | Wide FM 559 
(02)211-0988} AR2001 Narrow FM 
| AM 
pwn eet Sees ES enh slo e  il e  ! wane 
AR2002_ | | 25-550 675 
| | 800-1300 | 20 | 
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SIMPLY SUPERIOR PERFORMANCE 


Technics’ superior performance is now (digital-to-analogue converter) coupled 
remarkably easy to use, with convenience __ witha precision optical deck assures 
features like full-function remote control, high fidelity performance not available 
15-step Random Access program- elsewhere at the price! Discover 
ming, large fluorescent the simply superior 

function display and Auto Ts] performance of the 

Cue for instant starts. in, SLP-3 at your 


Technics 16-bit DAC Technics dealer today. 





‘Technics 
Hi-Fi Systems 


National e Panasonic e Technics: are brand names of National Panasonic (Australia) Pty Limited X683 


If you’re thinking of buying a CD player but unsure which 
brand will best suit your needs, this survey of medium-priced 
units available in Australia will help you to make a choice. 


IF YOU HAVEN'T found the opportunity 
to visit your local record or music shop in 
recent months you wouldn’t be aware of the 
dramatic changes that have occurred in that 
period. Two years ago virtually all you 
would expect to find on the display counters 
or shelves were LP records, seven inch EP 
45 rpm records, a small number of half- 
speed mastered and similar high quality 
‘direct-to-disc’ records, as well as reason- 
able numbers of pre-recorded cassettes and 
cartridges. Today you will find between 
10% and 60% of the rack space devoted to 
the display of compact discs. 

What began two years ago as ‘some low 
clouds on the horizon’ has now come with 
all the fury of a cyclone to change our 
thoughts on how music should be played in 
our homes — and those thoughts have com- 
pletely altered the marketplace. As a result, 
close to one in three ETI readers probably 
already owns a CD player. And those who 
don’t own one may well be seriously con- 
templating a purchase. With this sort of in- 
terest it seemed about time we undertook a 
comparative review of CD players whose 
prices fall in the middle to bottom end of 
the market price range. 


A history of differences 

Over the last two years reviewers of high 
fidelity equipment have taken what appear 
to be two completely different stances on 
the audible characteristics of CD players. 
One notable group of English reviewers and 
their French counterparts have claimed that 
there are significant (and sometimes even 
dramatic) audible differences between dif- 


ferent CD players. By contrast, a group of 


American reviewers claims that they can’t 


Louis Challis 


hear differences (let alone readily measure 
them in their laboratories). 

Obviously, somebody has to be right (or 
wrong!) and it requires an in-depth com- 
parative review, incorporating both objec- 
tive and subjective assessments, to provide 
the sort of information that the intending 
CD player purchaser so anxiously seeks. 

From a theoretical standpoint, a digitally 
derived audio input signal provided by the 
CD disc should mean no loss of fidelity and 
very little likelihood of modifications in the 
original signal by way of frequency non- 
linearity, distortion products or unaccept- 
able increases in the signal-to-noise ratios. 
From a practical standpoint however, much 
of the testing and reviewing that we have 
performed (see ETI February 1983, Sep- 
tember 1983, February 1984, May 1984, 
August 1984, March 1985, May 1985) has 
confirmed that there are significant objec- 
tive differences and generally fine grada- 
tions of perceptible audible differences 
between one model of CD player and the 
next. 

The major factor underlying these differ- 
ences between one model and the next in 
the first generation of CD players was the 
result of frequency non-linearity, particu- 
larly at the lower end of the audible spec- 
trum. It was in this region that the ‘digital 
resolution’ was low and the digital-to- 
analogue conversion non-linearity may not 
have been as good as the designers had in- 
tended. Additional problems can be caused 
by distortion and intermodulation products 
produced by the ‘in band’ amplitude and 
phase characteristics of the digital or ana- 
logue filters. These are essential to avoid 
‘aliasing’ problems associated with the 44.1 








kHz sampling frequency. As we have noted 
in objective tests, some CD players even 
produce significant measurable output at 
44.1 kHz which could then give rise to the 
possibility of audible intermodulation 
products. 

There are of course many other ‘more 
visible’ and technical differences between 
one model and another. These do not nor- 
mally lead to acoustical problems (except 
where the drive motor and slide mechanism 
are noisy) nor do they figure prominently in 
the assessment of anybody who wishes to 
buy the ‘cheapest possible player’ which 
provides the minimum number of frills or 
who simply wants ‘to listen to music’. 


Test criteria 
The objective testing which we undertook 

for this review was of necessity a little less 

exhaustive than the testing which we nor- 
mally perform when evaluating a single 
piece of equipment. The cricital tests which 

Il elected to perform were: 

@ An evaluation of the frequency response 
between 20 Hz and 20 kHz, the results 
presented with an expanded dynamic 
range that allows you to really see the 
minute differences between one player 
and the next. These responses have been 
analysed for both the left and right chan- 
nels with the dynamic range showing 
variations as small as 0.1 dB. It should be 
noted, however, that you cannot hear dif- 
ferences of less than 1 dB. A flatter re- 
sponse and better overall linearity nor- 
mally result in fewer intermodulation 
products or other peripheral audible 
problems. Our previous investigations ® 
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have shown that most CD players exhibit 
significant differences between 10 Hz and 
20 Hz, a frequency region in which there 
is normally little musical content. 

e An evaluation of the digital-to-analogue 
conversion linearity for both left and right 
channels over the range —60dB to 
—90 dB. We have not presented an analy- 
sis over the range 0 to —60dB as we 
found no significant non-linearity in that 
region. These results provide important 
information on the quality of the conver- 
sion linearity of the digital-to-analogue 
circuitry and the associated output. 

@ Determination of the channel separation 
at 0 dB for both left to right and right to 
left channels at 100 Hz, 1 kHz, 10 kHz 
and 20 kHz. 

e Total harmonic distortion at 0 dB, 
—10 dB, —40 dB and —80 dB measured 
by logarithmic addition of the individual 
distortion products up to sixth order. 

@ ‘Theoretical’ signal-to-noise ratio for un- 
weighted and A-weighted response at 
0 dB, with and without emphasis. 


@ Frequency replay accuracy for the 19.999 
kHz test signal. 

© Output impedance of headphone socket 
(when provided). 

© Output signal level for 0 dB. 

@ Objective lens drive system tolerance to 
dirty or scratched records using a com- 
mercial test disc and five special discs pro- 
vided by Polygram. 

These tests cumulatively provide a wealth 
of objective test information facilitating a 
performance comparison between each of 
the six CD players. 

The objective test data was supplemented 
by functional data on operational features, 
as well as special characteristics either mea- 
sured or observed during the objective and 
subjective asscssments. Finally, I played 
each of the units with the special Philips, 
and selected commercial, ‘over limit’ test 
discs. These are designed for assessing per- 
formance with specific disc defects which 
fall at the outer limits of commercial accept- 
ability nominated by the Philips/Sony ‘Red 
Book’. 


The test results have been tabulated in 
two charts, one showing the electrical per- 
formance characteristics and the other the 
physical and functional characteristics. This 
form of tabulation provides a rapid inter- 
comparison which should assist in weigh- 
ing the cost and benefit achieved by 
each of the respective players. These are 
supplemented by frequency response 
graphs and photos of the square wave re- 
sponse at 1 kHz. 

The objective results, with very few ex- 
ceptions, reveal that the performance 
characteristics of these individual players 
have improved in a number of areas com- 
pared with the first generation of players. 
The most significant improvements are in 
the cost, which is now less than half of what 
it was two years ago, and in the manufactur- 
ers’ acceptance that the ergonomic features 
are in most cases more important than 
‘visual design’ features. The following sec- 
tion provides a more detailed description of 
each of the players. 
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The Akai CD-M88T. Solid engineering and good 
performance for $699 RRP. 


Square wave response at 1 kHz. 
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The players 


We have chosen six players for our sur- 
vey, and a detailed description of each 
follows. 


Akai CD-M88/T 

This player is a particularly neat unit and 
features a small slide-out disc loading tray 
located in the middle of a dark red plastic 
escutcheon, which overlies the fluorescent 
display module. This display provides track 
number, index number, individual elapsed 
time for the track being played and total 
time for music remaining on the disc. The 
controls provide sequential random selec- 
tion using the front panel controls, as well 
as the ability to select short sections for re- 
peat play with the A-B sequence buttons. 

The main and supplementary functional 
controls are laid out on the right-hand side 
of the front panel in two distinct groups. 
The main controls of PLAY, FAST FOR- 
WARD and REVERSE are physically large 
and ergonomically well conceived, while the 
PAUSE/RESET buttons are slimmer. The 
supplementary controls, including random 
programme switching with all ten numencal 
key buttons and _ logically annotated 
switches, are located on the extreme right- 
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hand side of the panel and are very simple 
to use. The headphone volume control is of 
unusual design, but is nonetheless neat in its 
appearance and is also simple to use. The 
headphone socket is regrettably a 3 mm 
diameter ‘mini-plug’ for which an adaptor 
would be required when using most high 
quality headphones. The Akai CD player is 
the heaviest of the six and this extra weight 
is primarily the result of the designers’ 
preference for strong steel and die-cast 
components, in preference to plastics or ‘ex- 
sert’ panel fabrication methods (see ETI 
May 1985). 

The inside of the unit features very well 
designed printed circuit boards with neat in- 
terconnections by means of ribbon cable 
and plugs and sockets for main connections. 
Thus the unit is easily maintained and 
trouble-shooting is greatly simplified. This 
particular unit has been designed for simple 
integration into a residential ‘mini-system’ 
where its small dimensions and rugged reli- 
able characteristics should provide superior 
audible output from the system. — 

Akai experienced design problems with 
its first generation of CD players. The com- 
pany has made outstanding improvements 
in the design of this unit to achieve a degree 
of reliability which is every bit as good as 
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that provided by its competitors. The latest 
design is based on a circuitry in which large 
scale integrated circuits feature promin- 
ently. 

The functional characteristics of this 
player, as well as the quality of the sound 
that it produces are generally excellent, 
with only the low level distortion character- 
istics falling outside the ‘norm’ of the other 
players. The frequency response is gen- 
erally good, the linearity is acceptable, the 
channel separation a little lower than that 
provided by the other players, but it tracks 
very well on the test discs and the unit is 
both objectively and aurally superior to the 
first generation of Akai CD players. 


Hitachi DA-501 

This particular player is the very latest 
unit to be released by Hitachi. It features a 
two-tiered layout of controls. The power 
and remote control infrared sensor are loc- 
ated at the left-hand side of the front panel, 
with the slide-out disc tray adjacent. The 
major controls, such as the very large com- 
bined PLAY/PAUSE pushbutton and sepa- 
rate STOP CONTROL are located at the 
extreme right-hand side of the facia. 

The fluorescent graphic display is located 
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at the upper level of the front panel adja- 
cent to the OPEN/CLOSE and REPEAT 
buttons. This display is relatively small and 
indicates play and pause, as well as track 
number, index number and time in minutes 
and seconds for both the track being played 
or remaining disc playing time. These op- 
tional functions are controlled by a small 
SHIFT button immediately below the 
OPEN/CLOSE button. 

The other controls including SKIP for- 
ward and reverse, FAST FORWARD and 
REVERSE and MEMORY are located on 
the bottom row of controls adjacent to the 
headphone socket and its small volume con- 
trol. The remote control unit is particularly 
easy to use, with ten separate numerical key 
buttons, and has a functional range extend- 
ing over a 160° arc at distances of greater 
than 6 metres. 

The physical and functional characteris- 
tics of the unit are excellent; my only criti- 
cism relates to the application of only elec- 
tronic closing of the disc tray in lieu of both 
mechanical and electrical closing which 
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most users would prefer. 

The electrical characteristics of the player 
are generally good although the distortion 
at low levels is moderately high and the 
channel separation at high frequencies is a 
trifle low. The player does not track the 
black dots on the Philips 4A Test Disc 
particularly well. The poor channel separa- 
tion at 20 kHz and the shape of the fre- 
quency response over the range 4 kHz to 
20 kHz indicates that the digital filtering 
used in the design warrants a closer ap- 
praisal by the designers. Representative 
programme material played on the Hitachi 
player exhibits differences in sound quality 
from that played on the other CD players 
and this must be assumed to be primarily 
the result of the post-digital to analogue 
conversion and filter circuits. 


Kenwood DP-840 

This player is from the same series as 
used by the ABC in some of its Sydney stu- 
dios; it has apparently impressed that aug- 
ust authority with its technical performance. 


The front panel control system layout is 
very similar to that selected by the designers 
of the other units. The power ON/OFF 
switch is on the left-hand side of the front 
panel, the disc loading is immediately adja- 
cent and the most important functional con- 
trols are on the extreme right-hand side of 
the front panel. 

The graphic display is located at the top 
centre of the front panel in line with the disc 
loading tray and flanked on the nght by the 
large PLAY button. The display provides 
data on the track number, index number 
and track playing time in minutes and sec- 
onds, as well as the remaining playing time 
on the disc. Additional information ts pro- 
vided on the memory function, and two 
small light emitting diodes indicate whether 
the unit is in the REPEAT or PAUSE 
mode. 

The functional controls include a very 
large and sensible PLAY button below 
which are backward-NEXT, PAUSE and 
forward-NEXT buttons. Below these are 
the neat slider volume control for the head- 


The Kenwood DP 840. Although it doesn’t have 
remote control, this player is one of the easier units 
to use. Priced at around $799. 


Square wave response at 1 kHz. 
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_ The Pioneer PD 5010 (BK). Good ‘no frills’ 
performance, without remote control, 


for $599 RAP. 


Square wave response at 1 kHz. 
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CD PLAYER 
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phones with a standard 6.5 mm tip ring and 
the sleeve headphone socket. In the centre 
of the front panel is the OPEN/CLOSE but- 
ton flanked by the fluorescent display 
providing details of track number, index 
number, channel number and/or time in 
minutes and seconds. Two additional dis- 
plays provide information on whether the 
repeat or pause has been activated, and on 
the bottom row of controls is a display but- 
ton and two memory buttons for memory 
repeat and clear. 

The inside of the unit features a number 
of well executed printed circuit boards with 
a significant number of large second genera- 
tion ICs. Neat ribbon cable interconnects 
the parts and full designations for servicing 
or trouble-shooting are made. 

The objective performance testing of the 
Kenwood player revealed test results which 
were generally excellent in terms of fre- 
quency response, with very good linearity 
and channel separation which was good at 
low frequencics but drooped at high fre- 
quencies (primarily as a result of the post- 
digital filtering). It showed reasonably good 
total harmonic distortion and signal-to- 
noise ratios. The frequency error of 6 Hz 
was the highest of the players and indic- 
ative of an ‘out of limit’ frequency crystal in 
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this particular player. The trackability on 
the Philips Test Disc was passable although 
the unit stopped playing with an 800 um 
black dot. 

This player also exhibits audible sound 
characteristics which are — subjectively 
slightly different from the other players, 
particularly with low level signals. 

My only criticism of its physical charac- 
teristics relates to the ‘electronic only’ clo- 
sure of the disc tray. The Kenwood player 
is, however, one of the simpler units in 
terms of its front panel layout and is particu- 
larly casy to use. 


Pioneer PD 5010 

This player has a frontal appearance 
which is again reminiscent of the general ap- 
pearance of other units, differing only in 
front panel details. 

The controls are laid out in two panels 
with the POWER/ON/OFF button at the 
left-hand side of the ‘sensored’ loading 
tray. Pioneer learnt the lesson with its first 
model and has now provided the highly 
desirable mechanical and electrical tray 
closing capabilities that most users prefer. 
The open and close button ts located im- 
mediately to the right of the tray and the 
fluorescent display is immediately to the 
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right of this. Unlike the other players this 
unit does not provide timing data, but 
only track numbers and graphical data on 
the operational mode of the disc. The data 
on it in the play, pause or repeat mode is 
shown on green, amber and red LED dis- 
plays on the front panel. While not all 
users would miss these timing controls I 
must admit that I did, particularly during 
the objective testing sequence. 

The functional controls are large, sensi- 
ble and easy to use and this particular player 
is the closest to a true ‘no frills’ machine of 
all of the units evaluated. 

The objective performance of the Pio- 
Neer unit revealed that the frequency re- 
sponse is excellent up to 15 KHz and then 
rolls over smoothly again, primarily as a re- 
sult of the type of post-digital circuitry that 
the designers have sclected. The channel 
separation of the unit is good and the distor- 
tion characteristics are quite acceptable. 
The signal-to-noise ratio of this unit turns 
out to be the best of all the units evaluated 
and the trackability also proved to be ex- 
tremely good. Although the Pioncer has the 
appearance of a ‘no frills’ machine, the ob- 
jective performance and the subjective per- 
formance belic its real potential which cer- 
tainly impressed me. 
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Sony CDP-30 

This CD player is one of the latest off- 
spring sired by the original CDP-101, which 
was the first CD player I reviewed (and 
which we still have an example of in the of- 
fice). It is smaller, neater, lighter and in 
many respects more attractive than its 
great-grandfather. The loading tray on this 
particular unit provides both the mechanical 
and electrical closer, which was the one 
obvious deficiency. 

The display characteristics of the unit are 
in many respects superior to those of the 
CDP-101, although it lacks the advantages 
of the remote control unit that endeared the 
original Sony player to so many of its pur- 
chasers. The display also shows whether the 
unit is in the play mode or pause mode and 
provides data on the activation of the repeat 
function when the A-B button is pushed on 
the panel below the display. The functional 
controls on the Sony player are the smallest 
of all of the units evaluated, although the 
PLAY and PAUSE buttons are large 
enough to satisfy my needs. 
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Other facilities provided such as the auto- 
matic music sensor and indexing follow the 
basic approach developed by Sony three 
years ago and work just as well now as they 
did in the original Sony players. 

The circuit designers at Sony have spent a 
considerable amount of time and effort in 
achieving the highest possible frequency 
linearity from their players, as the level 
recordings show quite clearly. The fre- 
quency response of this particular player is 
the best by far of all the units evaluated. 
The conversion linearity over the range 
—60 dB to —90 dB is also the tightest of all 
the units and the channel separation of this 
unit is exemplary. The total harmonic dis- 
tortion figures are extremely good, once 
again being the best of all the units evaluat- 
ed. The signal-to-noise ratio is exceptionally 
good and, with the exception of the per- 
formance on the defective record test, the 
characteristics of the player had a slight 
edge on most of the competition. 

This player did not cope particularly well 
with the Philips Test Disc 4A black dot 
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tests, although it tracked the eccentric test 
discs substantially better than does the 
CDP-101. Overall, the CDP-30 performed 
very well and is a credit to its designers. 

The subjective performance of the unit is 
in many respects determined by the choice 
of digital filtering which in turn is deter- 
mined by the low pass filter (LPF 301) 
which provides a very sharp notch at 
21 kHz. It is the high frequency phase non- 
uniformity characteristics of this particular 
filter which result in much of the ‘clinical 
sound’ that this unit exhibits. Some detrac- 
tors of this feature of the Sony circuit design 
claim that these characteristics are sufficient 
justification for incorporating the over- 
sampling techniques and 14-bit resolution 
originally developed by Philips for its CD 
players and now also favoured by many 
other circuit designers. 

The Sony player does not provide a ran- 
dom programme selection capability or a 
headphone socket or a remote control, but 
it is nonetheless an exciting little player 
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The Sony CDP-30. The best of the players without 
remote control, priced at around $529. 
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These beautitulty cratted rack 
cabinet boxes will give your 
equipment a real 1st class appear- 


ance: 

@ All aluminium construction 

@ Removeable top and bottom 
panels 

@ All dimensioning contorms to the 
Intemational Standard 

@ Natural or black finish 

® Ventilated lid 

@ Deluxe brushed finish anodised 
front pane! 


1-4 5+ 
H10401Natural $49.50 $44.50 
H10402Natural $50.50 $53.50 
H10403Natural $69.50 $62.50 
H10411 Black $55.00 $49.50 
H10412Black $65.00 $58.50 
H10413 Black $75.00 $67.50 
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Light weight, powertul suction, teflon 
tip. Replacement tips teflon and 
ceramic. Length 195mm 

Oat 711241 $15.95 


Light weight, powerful suction, teflon 
tip. Replacement tips teflon and 
ceramic, Length 165mm 

$14.95 


Oat, 711251 


Light weight, non conductive. 
powerful suction, ceramic long life 
tip. One of the best in the business 
Length 210mm, replacement tip 
HT3C ceramic 

Cat. 711261 $18.95 





A Stylistic low profile case to give 
your system the professional look it 
deserves. Comes with an attached 
encoded, paralle! output keyboard 
and provisions for 2 x 51/4 slimline 
disk drives 


Cat. X1080 $249 





Simply key in a list of commands to 
the amazing Compurobot and watch 
him go about performing even your 
most complex manuevers - up to 48 
steps! Forward, backward. left/right 
turn, left/right curve, robot noises 
flashing lights and a multi speed 
gearbox! 


Cat $49.50 


A versatile 12V electric tool for 
® Sanding 

@ Engraving 

®@ Gnnding 

@ Polishing 

®@ Cutting 

® Dnilling 

@ Milling 

® Erasing, etc 


Features: 

Operates on safe, low 12 volts from 
mains electncity via AC adaptor 
(supplied). L and easy to handie 
with touch switch and lock for 
continuous running. High tor 

motor. 10.000 A. P.M Can dnl 2mm 
holes in steel. 2 year guarantee 


Contents: 

@ 12V Super Tool 

@ Piugpack AC adaptor 

®@ 1 sphencal milling cutter 

@ 1 wire brush 

@ 1 grinding wheel 

@ 4 dni bits 06.06.10.1 2mm 
© Set of 5 chuck collets 

© 6 eraser sticks 

® Instruction sheets 


Cat. T12300 $44.95 





(An ecconomncalty pneed “hands free 
magnitier, lets you take care of all 
those tricky fine detailed jobs so 
often encountered in electronics, or 
any of many other practical uses 
such as home, work. hobbies etc 


Cat 712083 $11.95 


SS 


Plastic with metal front pane! 
available in two sizes 

Cat H10450 190x120mm $11.95 
Cat. H10455 256x185mm $19.95 
(measurements are approx. onty) 
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Available in 3 colours. red. blue and 
yellow. These units have a magnetic 
base and are fitted with 4 metres of 
cable terminating in a cigarette 
lighter plug. ideal for displays 
Parties, attention geting. motonng 


emergencies/breakdowns etc 

Desc. Cat. No. Price 
Blue A15046 $32.50 
Red Ai5047 $32.60 
Amber Ai5045 $32.50 





Check the features and the value 
tor of this stylish new 
modem 


@ Speaker Phone with Built-in 
Ampliher for Detecting Busy 
Signal dunng communication 

@ Auto/Manual Answer. Manual 

inate. Auto Disconnect 

© Carer Detect Indication 20 
Memones (each with 18 Digits 
Capacity) for Auto-dialing 

@ BELL 103 CCITT v21 

tible 

@ 300 BPS Full Dupiex 

@ Last Number Redial 

@ Pushbutton Keyboard 

®@ Volume High or Low Control 

@ FCC Approved Direct Connect 

@ ‘In-use” Dialing Indicator 


Cat. X19105 Normally $199 


Save $25! only $174 
(Not Telecom approved) 


Low dual cone. wide range 

200mm (8in.). Ideal for public 
address, background music. 

etc. Tremendous Value at these 
prices! 

Cat. C12000 $6.95 
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SIMPLE PROJECTS 





Scanner's World 
Computer Projects Vo! 1 
Lab Notes and Data 
Electronics i's Easy Vol.1 
Electronics It's Easy Vol.2 
Test Gear Vol.1 
Test Gear Vol 2 
Tesi Gear Vol 3 
Top Projects Vol. 5 
Top Projects Vol.6 
Top Projects Vol 7 
Top Projects Vol. 
Top Projects Vol 9 
Top Projects Vol 10 
ET! Circuits Vot.1 
ETI Circuits Vol. 2 
ETI Circuits Vol.3 
ETI Circuits Vol 4 
30 Audio Projects 
Audio Projects trom ET! 
Simple Projects Vol 2 
Simple projects Vol 3 
Circurtt Techniques Vol 1 
Circuit Techniques Vol 2 
Circuit Techniques Vol.3 
Circun Techniques Vol.4 
How to Burd Electronic Games 
Electronic Projects for Cars 
Project Electronics 
Radio Expenmenters Handbook 
Electronics Projects for 
Young Scientists 
Computers and Computing 
Year Book ee ae A 
Computers and Computing Vol 
$4.95 


Computers and Computing Vol.4 ‘ 
$5.95 
How to Build Gold and Treasure 


Detectors $3.95 
Electronics and Music $5.95 
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This unit magnifies any object under 
a clear cool fluorescent light. The 
magnification is the maximum 
obtainable (lens 127mm diameter 
biconvex 4 Dioptres, focal length 
254mm) consistent with minimum 
distortion and eyestrain and 
off-angle viewing. It is NOT cheap 
but then again it will definitely last a 
lifetime Itis built like a Rolls Royce! 
Spare fluoro tubes are available 
from electrical outlets. If you have 
trouble with fine PCB work or 
component identification but still 
want both hands Iree, this is for you 
TECHNICAL INFORMATION 
illumination: 22W Fluoroscent 
Weight: 81 6K 
Lateral Extension: 254mm 
Vertical Extension: 254mm 
Fixing: Heavy table base (grey) 
with two chrome plated 
fleable arms 


Cat. C92700 $179 





The WTCPN Features 

@ Power Unit 240 V AC 

@ Temperature controlled iron 
24 VAC 

@ Flexible silicon lead for ease of 
use 

@ Can be left on without fear of 
damaged tips! 

The best is always worth having 

Cat. 712500 


R.R.P.$129 Our price $109 


ry Cy 
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A must for all technicians, hobbyists 
and handy-men. Features clear 
plastic lid so you can tell at a glance 
the contents, up to 48 compariments. 
adjustable to suit r needs 

A place for everything and 
everything in its place! 


Cat. H10449 $16.95 





Tired of old fashion dialling and 
re-dialling engaged numbers? 
These convenient push button 
diallers include last number redial 
(up to 16 digits) and instructions for 
an easy changeover 

Cat. A12030 $19.95 





Including boxes" At this price you 
an afford to put a set of speakers in 

every room' 

Oimensions H475x W245 «D 200mm 


Cat C12002 Per Pair $59.50 





A 41/2 digit counter offenng 
counting to 20,000 units at rates up 
to 10MHz. The low current 
consumption makes it ideal for use 
IN portable instruments. The counter 
features high contrast 10mm digits 
5V DC or 7 5V to 15V DC suppty 
(typical consumption 1mA), and 
programmable decimal points 
Standard controls are all TTL/Cmos 
compatible and include Reset, 
Count, Inhibit, Store, Leading Zero 
Blanking. ‘Carry Output. The count 
accident 


input is protected against al 
complete with 
mounting kit and connectors 
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Horizontal Buss 

Cat H19125 $39.50 
Vertical Buss 

Cat H19130 $39.50 
Pad per Hole 

Cat. H19135 $39.50 





We have a full range of 


quality Horwood cases. 

Cat.No. Dimensions Price 
H10382 3x4x2' $5.50 
H10383 3n4x3 §S 6.50 
H10384 3x4x4" S$ 7.50 
H10385 3x4x5) S$ 7.95 
H10386 3x4x6 S$ 8.50 
H10387 3n4x7 § 9.50 
H10388 3x4x8 $10.50 
H10389 Sete” $10.95 
H10380 3x4x10 $11.95 





The estate of the art in pest control! 
Pertect for keeping the flies away 
at your summer Bar-B-Ques and 
the mossies away after sunset! 
Further more, no dead pests to 
dispose of, no toxic chemicals, 
maintenance free, ecconomical 
(approx. 2¢ a day) and covers an 
area up to 2,000 sq.ft. Simply plug it 
In and enjoy a clean pest tree 
enviroment. Perfect for the home, 
apartment, restaurant, school, office 
of any indoor area 

Effectively controls... 

© Fhes 


@ Mosquitoes 

© Mice/Rals 

@ Fleas 

@ Silvertish 

®@ Cockroaches 

@ Ants 

@ Crickets 

@ Moths 

@ Waterbugs 

@ and many other pests! 


Cat Y95510 $55.95 





This instrument is a compact. 

r , battery operated. hand held 

312 pot multimeter for measuring 

oc AC vottage, DC and AC 

current. Resistance and Diode. for 

testing Audible continuity and 

transistor hFE The Dual-slope A-D 

Converter uses C-MOS technology 

for auto-zeroing, polarity selection 

and over-range indication. Full 

overload is provided. Il 1s an ideal 

instrument for use in the field, 

laboratory. workshop, hobby and 

home applications 

Features... 

@ Push-button ON/OFF power switch 

© Single 30 position easy to use 
rotary switch for FUNCTION and 
RANGE selection 

@ 1/2" high contrast LCD 

© Automatic over-range indication 
with the “1° displayed 

@ Automatic polanity indication on 
rt anges ti led pl 

@ Ail ranges howe lus 
Automatic oe 0” of all ra 
without short arcuit except 200 ohm 
Range which shows “000 or 001 

@ High ai Voltage protection 
1.5 KV-3 KV 

© Diode testing with 1 mA fixed 
current 

® Audible Continuity Test 

@ Transistor hFE Test 

SPECIFICATIONS 

Maximum Display: 1999 counts 

31/2 digit with automatic 


poersy indicaton 
leation Method: LCD display. 
Measuring Method: Dual-siope in 


A-D converter system 
Gerange wekestion: 1" Figure 
only in the display 

Temperature Ranges: Operating 
OC to +40-C 

Power : one 9 volt battery 
(OO6P or FC-1 type of equivalent) 
Cat. Q91530 $79.95 


TOP QUALITY KITS TO MAKE 


THE BRILLIANT 


INDIVIDUAL COMPONENTS TO 
MAKE UP A SUPERB HIFI SYSTEM! 


By directly importing and a more technically orientated 
organisation, ROD IRVING ELECTRONICS can bring you these 
products at lower prices than their competitors. Enjoy the many 
other advantages of RIE Series 5000 kits such as “Superb Finish" 
front panels at no extra cost, top quality components supptied 
throughout. Over 1,000 sold! 

For those who haven't the time and want a quality hi-fi, we also 
seil the Series 5000 kits assembled and tested. 


WHY YOU SHOULD BUY A “ROD IRVING ELECTRONICS” 

SERIES 5000 POWER AMPLIFIER.... 

@ 1% Metal Film resistors are used where possible 

@ Alumimium case as per the original article 

@ All components are top quality 

®@ Over 1000 of these kits now sold. 

@ Super Finish front panel supplied at no extra cost. 

Please note that the "Superb Quality’ Heatsink for the 

Power Amplifier was designed and developed by 

ROD IRVING ELECTRONICS and is being supplied to other kit 

suppliers 

SPECIFICATIONS: 150 W RMS into 4 ohms 

POWER AMPLIFIER: 100W RMS into 8 ohms ( + — 55V Supply 

FREQUENCY RESPONSE: 8Hz to 20Hz + 0= 0.4 dB 2 8Hz to 65KHz 

+0=3dB. NOTE: These figures are determined solely by passive fitters 

INPUT SENSITIVITY: 1 V RMS for 100W ouput 

HUM: 100 GB below full output (Hat) 

NOISE: 116 d®8 below full output (flat, 20KHz bandwidth) 

2nd HARMONIC DISTORTION: :0.001% at 1 KHz (0.0007% on Prototypes) 

at 100W ouput using a + = 56V SUPPLY rated at 4A continues :0 0003 % for ali 

frequencies less than 10KHz and all powers below clipping 

amon = lapaania DISTORTION: Determined by 2nd Harmonic Distortion 

see above 

INTERMODULATION DISTORTION: 0.003% at 100W. (50Hz and 7KHz 


mixed 4:1) 
STABILITY: Unconditional 
Cat. K44771 Normally $339, NOW Only $319 
Assembled and tested $499 
packing and post $10 





THE ADVANTAGES OF BUYING A 
“ROD IRVING ELECTRONICS” SERIES 5000 
PREAMPLIFIER KIT ARE.... 
@ 1% Metal Film Resistors are supplied 
@ 14 Metres of Low Capacitance Shielded Cable are supplied 
(a bit extra in case of mistakes) 
® English “Lorlin" switches ae supplied (no substitutes here.) 
e va att imported black anodised aluminium knobs 
Available Assembled and Tested. (We believe that dollar for 
dollar there is not a commercial unit available that sounds as 


tt 

PECIFICATIONS: 

FREQUENCY RESPONSE: High-level input: 15Hz - 130KHz, +0 = 1dB 
Low-Level input-conforms to RIAA equalisation 0.208 

DISTORTION: 1KHz :0.003% on all inputs (limit of resolution on measunng 
equipment due to noise limitation) 

S/N NOISE: nen Level input. master full, with respect to 300mV input signal at 
full output (1.2V)-92dB8 flat 100dB A-weighted, MM input, master full, with 
respect to full output (1.2V) at S mV input 50ohms source resistance connected 
860B flav92dB A-weighted MC input, master full, with respect to full output 
(1.2V) and 200uV input signal: »71d6 flat 75dB8 A-weighted 


Cat. K44791 Normally $299, now only $279 


Assembled and tested $599 
packing and postage $10 





SPECIFICATIONS: 

BANDS: 28 Bands from 31.5Hz to 16KHz 

NOISE: :0.008mV, sliders at 0, gain at 0(= 103dB0) 

20KHz BANDWIDTH DISTORTION: 0.007% at 300mvV signal, 
sliders at 0, gain at 0, maximum 0.01%, sliders at minimum 
FREQUENCY RESPONSE: 12Hz= 105KHz. +0, =1d8, all 
controls flat 

BOOST AND CUT: 1448 


Cat. K44590 1 Unit .. $199 
2 Units $389 


packing and postage $10 





Here is a simple model train control 
for those enthusiasts who desire 
something better than the usual 
theostat control. It provides much 


improved low speed performance 


and is fully overload protected. yet 
contains relatively few 
componenets. Best of all, you don't 
need to be an electronic genius to 
construct it. (@0TC 12) (EA Dec 80) 


$34.50 


Cat K80120 





This clever electronic mousetrap 
disposes of mice instantly and 
mercifully, without fail, and resets 
itself automatically. They'll never get 
away with the cheese again! 

(ET! Aug. 84) ETI 1524 

Cat. K55240 $34.95 





No need for a Micro with EA's great 
Eprom Programmer suitable for 
2716/2758 Eproms 

(EA Jan 82) 82EP1 


Cat. K82013 $69.50 
(Including Textoo! Socket) 


A simple low cost add-on for your 
multimeter. This checks zeners and 
reads out the zener voltage directly 
on your multimeter It can also check 
LEDs and ordinary diodes 

(ETI May’83) ET! 164 

Cat. K41640 $9.95 





Bothered 2 smeary colours. signal 
beats and AF interference on your 
computer display? Throw away that 
cheap and nasty AF modulator and 
use a direct video connection 
instead, it's much better! The Video 
Amplitier features adjustable gain 
and provides both normal ane 
inverted outputs. Power is derived 
from a 12V DC plugback supply 
(EA Aug 83) 83VAB 

Cat K83081 $17.95 





The last power supply we did was 
the phenomenally popular ETI-131 
This low cost supply features full 
protection, output variation trom OV 
to 30V and selectable current limit 
Both volatage and current metenng 
1S provided. (ETI Dec 83) ETI 162 


Cal. K41620 $52.50 





Modem? What do | want with a 
modem? Think of these 


acymwnges: 
@ Can't afford a floppy disc? Use 


your telephone to access one for 
the cost of a call 

@ Bored with your old programs? 
Download hundreds of free 


programs 

@ Want to get in touch with fellow 
computer enthusiasts? Use 
‘electronic mail’ 

@ Ever used a CP/M system? 
CP-DOS? UNIX? Well a modem 
will make a your computer a 
remote terminal on some of the 
most exciting systems around 

Save on ready built modems. 


Cat. K97050 $99 





Tired of plug swapping when ever 
you want to change from one printer 
to another? This low-cost project 
should suit you down to the ground 
Itlets you have two Centronics-type 
printers connected up permanently, 
so that you can select one or the 
other at the flick of a switch 
(ETI 666, Feb. 85) 

$69.95 


Cal. 46660 





How many times have you cursed 
your Multimeter when you had to 
measure a low-value resistance? 
Well with the “Low Ohms Meter” you 
can solve those old problems and in 
fact measure resistance from 100 
Ohms down to 0 005 Ohms 
ETI Nov 81) ETI 158 
at. K41580 $39.50 





Have your computer print the latest 
news from the international 
shortwave news service Just hook 
up this project between your short 
wave receivers audio output and the 
MicroBee parailel port A simple bit 
of software does the decoding 

Can be hooked up to other 
computers too (ET! Apr. 83) 


Cat $19.95 
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Most car rd: el alarms are easily 
circumvented, but not this cunning 
“Ignition Killer”. This sneaky 
antitheft device uses a 555 timer to 
place an intermittent short circuit 
across the points. Until disabled by 
its hidden switch the circuit 
effectively makes the car 
utdnveable — a sure deterent to 
thieves! (EA Feb.'84) 84AU1 


Cat. K84010 $16.95 
(Our kit includes the box!) 





Mains or battery powered, this 
elecinc fence controller is both 
inexpensive and versatile. Based on 
an automative igintion coil, it 

should prove an adequeate 
deterrent to alt manner of livestock 
Additonally, its operation comforms 
to the relevant clauses of Australian 
Stnd 3129 (EA Sept 82) 82EF9 


Cat K82092 $19.50 





This Function Generator with digital 
readout produces Sine, Tnangle 
and Square waves over a frequency 
ra om below 20Hz to above 
160Hz with low distortion and good 
envelope stability. It has an inbuilt 
four-digit frequency counter for ease 
and accuracy of frequency setting. 
(EA April 62, 82A03A/B) 

Cat. K82040 


Cat K82041 $89.50 


Op 


This unit will measure the power 
consumption of any mains 
appliance with a rating up to 3 
kilowatts It makes use of a special 
Op amp called an ‘output transcon- 
ductance amp or OTA. for short 
(EA Sept. 83) 83WMB 





Cat K83082 $89.95 
1000's SOLD 


Have you ever desoldered a suspect 
transistor, only to lind that it checks 
OK? Trouble-shooting exercises are 
often hindered by this type of false 
alarm, but many of them could be 
avoided with an “in-circuit 
component tester, such as the EA 
Handy Tester. (EA Sept. 83) 83TTS 


Cat K83080 $17.95 





Fully vanable 0-40V current nmited 
0-5A supply with both voltage and 
current metering (two ranges 

0-0. 5A/0-5A) is employs a 
conventional series-pass regulator 
not a switchmode type with its 
attendant problems, but dissipation 
Is reduced by unique relay switching 
system switching between taps on 
the transtormer secondary 

(ETI May'63) ETI 163 

Cat. K41630 $182.50 





This 12 240 V inverter can be used 
to power up mains appliances rated 
up to 40 W. or to vary the speed of a 
tumtable. As a bonus. :! wil! also 
work backwards as a tnckle charger 
to top up the battery when the power 


1s on. (EA May'82) 821VS 


Cat. K82050 $57.50 
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OVER 300 SOLD! 

ing is fun, but the 
conversation between nder and 
passenger is usually just not 
possible. But build this intercom and 
you can converse with your 
Passenger at any time while you are 
on the move. There are no “pus!i-to 
talk” buttons, adjustable volume and 
it’s easy to build 
(EA Feb.'84) 84MC2 


Cat. K804020 $45.00 


Ue 


Most microcomputers worth 

owning have an ‘RS232' connector, 
or port, through which serial 
communications (input/output) is 
conducted. It is a convention that, for 
listing on a printer, the BASIC LLIST 
or LPRINT command assumes a 
printer is connected to the AS232 
port. Problem is. serial interlace 
pnnters are more expensive than 
parallel ‘Centronics’ interlace 
printers Save money by buildi 

this interface (ETI Jan.84) ETI675 


Cat. K46750 $59.00 
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100’s SOLD 


Like tone controls in a hi-fi amplifier 
touch up the signal with this Video 
Enhancer. (EA Oct.'83) 83VE10 


Cat. K83100 $39.50 





Knowing your battenes are about to 
give up on you could save many an 
embarrassing situation This simple 
low cost project will give your early 

warning of power failure. and makes 


a handy inners project 
(ET! 280, March 85) 
Cat. K42800 $7.95 





Can measure temperature trom -50 
to 150<c It simply plugs into your 
multimeter - great for digital 
multmeters. Accuracy of 0 1-c 
resolution of 0. 1-c 

(ETI June 83) ET! 153 


Cat. K41530 $27.50 





Built around positive and negative 3- 
Terminal Regulators, this versatile 
dual tracking Power Supply can 
provide voitages up to 2A. In 
addition the Supply features a fixed 
+5V 0.9A outpul and is completely 
protected against short circuits. 
overloads and thermal runaway 
EA March’'82) 82PS2 

at. K82030 $87.50 


DURING THE HOLIDAYS // 





Every digital workshop should have 
one! Can be used to program the 
popular fusible-link PROMS like the 
743188/288, 82523 & 825123 etc 
(ET! June’83) ETI 688 
Cat. K46880 


$49.50 





Dubbed the Phone Minder, this 
handy t functions as both a 
bell ext and paging unit, or it 
can perform either function 
separately, (EA Feb 84) 84TP2 


Cat. K84021 $27.50 





Here's what you've been asking for, 
a full (rasmit-receive system tor 
computer driven radio teletype 
station. The software provides all 
the latest “whizz-bangs™ tike 
split-screen operation 
automatically repeating test 
message, printer output and more 
The hardware uses tned and proven 
techniques. While designed to team 
with the popular Mir , lips are 
avaialble on intertacing the unit to 
other computers 

a TI Nov.84) ETI 755 


Cat. K47550 $139.00 


iv 


Build this pH meter tor the swimming 
pool season is here again' From 
Swimming pools to fish tanks to 
gardening. this pH meter has many 
applications around the home This 
unit features a large 31/2 digit liquid 
crystal display and resolution to 

01 pH units, making it suitable for 
use in the laboralory as well 

(EA Dec 82) 82PH12 

Cat. K82123 $139 





The “Brute” develops 300W into 4 
ohms, 200W into 6 ohms! 


For many aduio applications there's 
no substitue for sheer power - low 
efficiency speakers, outdoor sound 
systems, or maybe you like the fuil 
flavour o! the dynamic range 
attorded by a high power amp 
Whatever your requirement - this 
‘super er module should fill the 
bill. (ET! 466) (ET! Feb 80) 


Cat. K44660 $89.50 
(Heatsink not included) 


This module will deliver up to 200 
watts into an 8 ohm load and up to 
300 watts into a 4 ohm load 
Comprehensive protection is 
included and a pnnter circuit board 
bnngs It all together in a rugged 
easy-to-burld module It can be built 
in either fulty-complemetary or 
qQuasi-complementary versions. so 
oulput transistor shortages should 
be no problem at afl 

(8O0PA6) (EA July 80) 


Cat K80060 $79.50 
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Build a low cost parabola, along with 
a high gain headphone ampiitier to 
help when listening to those natural 
activities such as babbling brooks 
singing birds or perhaps even more 
sinister noises. The current cost of 
componenets tor this project is 
around $15 including sales tax. but 
not the cost of batteries or 
headphones. (EA Nov.'83) 83MA11 


Cat. K83110 $14.95 





EA's great Voice Operated Relay 
can be used to control a tape 
recorder, as a VOX circuit for a 
transmitter or to control a slide 
projector (EA Apr '82) 82VX4 


Cat. K82043 $17.95 


AM stereo is now broadcast in 
Australia on an expernmental basis 
This add-on decoder works with the 
Motorola C-QUAM system 

(EA Oct '84) 84MS10 


Cat K84100 $27.50 





Employing Hitachi Mostets. this 
power amplitier features a ‘no 
compromise design, and is rated to 
deliver 150 W RMS maximum 

and tealures extremely low 
harmonic, transient and 
intermodulation distortion 

ETI 477 (ETI Jan 81) 

(Single module only) 

Cat K44770 $79.50 
Plus power suey (No trans) $49 
Pius transformer PF4361/1 $49.50 


Here's a high power, general 
urpose 150W Moslet Power Amp 
le! Suitable for guitar and P A 
applications and employing rugged 
reliable Mosfets in the output stage 
(ETI 499) (ETI March 82) 


Cat K44990 $79 
(Heatsink not included) 
plus transformer $49.50 





Just about everyone these days who 
has a stereo system also has a good 
cassette deck. but not many people 
are able to get the best pertormance 
from it. Our Audio Test Unit allows 
you to set your cassette recorders 
bias for optimum frequency 
response for a given tape or 
alternatively. 1! allows you to find out 
which tape is best for your recorder 
(81A010) (EA Oct 81) 

$47.50 


Cat K81101 





This totalty amazing kit for the 
Microbee !s a must for ail 
Microbee owners/users! 
Most expansion units up to this time 
offered at best only one or other 
features; and this made it impossible 
to run, for example, complex sound 
effects mingled with speech. The 
Enhancer 1 will do all this and much 
more as well. [tis quite amazing how 
much has been shoe-homed into 
this compact unit 
The Enhancer 1s’ many powertul 
features inlcude 
@ Two ATARVCOMMODORE/ 
COLECO/SEARS type joystick 


Inputs 

@ Two TRS COLOR COMPUTER 
type joystick inputs 

@ Allows the connection of Touch 
Pads, Paddles. Proportional 
Joysticks, Trakballs, Mice 
temperature senors, lights level 
sensors, transducers, etc, etc! 

@ A 4 voice music/sound effects 
sythesizer 

@ Areal time clock 

@ Unlimmed vocabulary speech 

synthesizer (option) 

Parallel printer interlace (option) 

A built-in speaker with volume 

control 

Listings of all necesary routines 

for use 

@ An impressive demonstration 

regres package 

patible to all Microbees 

@ Digital recording and playback of 
speech and sound 

@ An8 channel analog to digital 
converter with variable voitage or 
variable resistance type analog 
inputs and also user selectable 
resolution from 1 to 9 bits 

@ A digital to analog converter with 
seictable resolution from 1-6 bits 

@ Allows automatic data acquisition 
and logging 

@ S digital input lines. 4 digital ouput 
lines 

@ Avoice input channel 

@ A40 pin expenmenter socket with 
all 8 analog inputs, 5 digital 
inputs, 4 digital ouputs. 3.58 MHz 
buffered clock, sound output (so 
that you can play the sound 
effects through your HI Ft), 3 high 
resolution voltage comparators 
DAC output etc 

The amazing Microbee Enhancer is 

available exclusively from 

Rod Irving Electronics 


Cat $149 





One of the handiest ‘tools’ for the 
electronics expenmenter is a 
genuine purpose audio amp. This 
module will work from a wide range 
of supply voltages, has good 
sensitivity, 1s robust and reliable - 
Tail to build too! (ET! 453) 
(ETI Apni '80) 

Cal K44530 $24.50 





Cat K44880 $27.50 
(Heatsink optional extra) 
Cal. K44801 $29.95 


(Heatsink optional extra) 


MUSICOLOUR IV 





Add excitement to parties, card 
nights and discos with EAs 
Musicolor IV light show. This is the 
latest in the famous line of 
musicolors and it offers features 
such as tour channel “color organ 
plus four channel light chaser, front 
panel LED display, internal 
microphone, single sensitivity 
control plus opto-coupled switching 
tor increased sale 

(EA Aug 81) 81MC8 


Cat. K81080 $99.00 





An “effects unit” that can create 
phasing, flanging. echo. reverb and 
vibrato effects 

(EA June 63) 83GA6 


Cat K83060 $75.00 





PRACTICE WITHOUT ANNOYING 
THE FAMILY! 

tf you play any type of electronic 
instrument this headphone amplifier 
will surely interest you. It will let 

you practice for hours without 
upsetting the household,or you can 
use tt to monitor your own 
instrument in the midst of a rowdy 
jam session. (EA Feb.‘84) 83MA11 


Cat K83011 $29.95 





A general purpose stereo 
preamplifier using a single LM382 IC. 
which can be tailored for use with 
magnetic pickups, tape recorders or 
microphones ns changing a few 
components (ET1445) (ETI July 76 


Cal K44490 $8.95 





Capabie of upto 120 watts AMS into 
4 ohm loads and up to 80 watts RMS 
into 8 ohm loads. this power 
amplifier module has been 
specifically designed for use as a 
sub-wooter driver amplifier ina 
tn-amped hi-fi system It uses four 


power Mosfets for ed. retable 
operation (EA July 82) (82PA7) 
Cat K82075 $97.50 


This high performance proyect is 
designed to complement ETI's 

60 watt low distortion amplifier 
module and forms part of a complete 
stereo system. the “Senes 4000" 
project. (ETI 471) 

(Top Projects Vol 6) 


Cat K44710 $54.50 





The best thing about stereo 1s that it 
sounds good! The greatest stereo 
hi-fi system loses its magnificence if 
the effect is so narrow you can't hear 
it. This project lets you cheat on 
being cheated and creates an 
‘enhanced stereo effect’ with a small 
unit which attaches to your amp 
(ETI 1405. ETI. MAR ‘85) 

$79.50 


Cat. K54050 
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Get sure starts every time and no 
more glow plug burnouts on your 
model engines 

(ETI June 83) ETI 1516 

Cat. 55160 $47.50 





With this unit you can test power 
supplies at currents up to 15 Amps 
and voltage up to 60 Volts It can 
“sink” up to 200 Watts on a static 
test and you can modulate the load 
to pleco dynam tests 

(ET! Oct 80) ETI 147 

Cat K41470 $119 





The Christmas season always 

brings with it an increase in home 

burglaries. so nows the time tor 

installing secunty equipment 

Relieve the boredom. save money 

and at the same time protect your 

home from intruders with this up-to- 

the-minute burgular alarm system 

Its easy to build. costs less than 

equivalent commercial units. and 

features eight seperate inputs 

individual sector control. battery 

back up and self-test facility 

Specifications: 

@ Eight sectors with LED status 
indication 

@ Two delayed entry sectors 

®@ Variable exit, entry and alarm 
time setbngs: entry delay variable 
between 10 and 75 seconds, exit 
delay variable between 5 and 45 
seconds. alarm time variable 
between t and 15 minutes 

@ Resistive loop sensing suits 
both normally open and normally 
closed alarm sensors 

@ Battery back-up with in-built 
charger arcult 

@ Built-in siren dnver 

Complete kit Inciuding deluxe 

prepunched metal work and 

electronics for only... 


Cal K85900 $129 


BANKCARD 
VISA 
MASTERCARD 


ETC 1.2/8 > pate 





This project can be built to give a 
readout of relative humidity either on 
a LED dot-mode display or a 
conventional meter !n addition it 
can be used with another project as 
a controller to tum on and off a water 
must spray in a hothouse, for 
example (ET! May 81) ETI-256 
(Includes humidity sensor $19 50) 


Cat K52460 $29.50 





A tascinating Electronic Cncket with 
justtwolCs The Cudlipp can be 
used to bug your home. office ete! 
Great fun' (EA Feb 62) 8283 
Cat K82022 12.00 





Have your voice transformed into 
that of the sinister sounding Cylons 
Great tun and scary! (EA Jan 61) 


Cat K80012 $19.95 





Want to put on really professional 
slide show? This slide cross-lader 
can provide smooth dissotves from 
one projector to another, initiate 
slide changing automatically from 
an in-built vanalbe timer. and 
synchronise shde changes to pre- 
recorded commentary or music on a 
tape recorder All this at a cost far 
less than comparable commercial 
units. (EA Nov 81) 81SS1} 

Cat K81110 $85.00 





EXPIRY OATE 


P/CODE 


’ 


ae 3 





4116 $180 $170 $1.60 
4164 $195 $175 $1.70 
2716 $5.90 $5.50 §5.50 
2732 $6.25 $5.95 $5.50 


2764 $8.25 $7.95 $6.00 
27128 $7.00 $650 $6.25 
6116 $250 $195 $1.75 
41256 $9.00 $8.00 $7.50 
6264 $8.00 $750 $7.00 
en nn! ” 
10+ 
$12.50 11.50 
1-9 10+ 
4.50 3.50 
@212 1.50 1.40 
8216 1.50 1.40 
8226 1.70 1.50 
6243 4.50 3.90 
6251 3.90 3.50 
8253 3.50 3.30 
8255 2.90 2.50 
8257 3.50 3.10 
8259 3.50 3.10 
8279 3.50 3.10 
2532 750 6.90 
2764 5.50 5.10 
27128 7.50 6.90 
1488 55 45 
489 55 45 





Electro static charge proot plastic 
{C case with conductive sponge 
Dimensions: 75 x 130 x 19mm 


Cat. H10095 $5.95 


ae 


@ Contact terminal: Phospor bronze 
@ Maternal: PBT. 94V-0 


@ Gold plated 

Qty Cat. No Pnce 

10 P12053 $ 2.95 
P12055 3 4.05 

100 P12057 $21.06 





Use these quality, alt metal, Piezo 
tweeters for great top end sound in 
your band speakers, disco sound 
system, etc. Rated at 30 watts RMS, 
in. a system they will handie over 
100 watts RMS 

Two sizes to choose from: 

Size: 4"x 101/72" 

impedance: 8 ohms 

Rating: 30 watts RMS 

Response: 1.5kHz - 14 kHz 
Dimensions: 102 x 267 x 177mm 


Cat. C92082 $49.95 


Size: 3°" 7° 

impedance: 8 ohms 

Rating: 30 watts RMS 
Response: 2kHz - 15 kHz 
Dimensions: 76 x 177 x 145mm 


Cat. C92084 $29.95 





Makes life easy! 


Cat. 011100 $29.50 





Cat. 711302 
Normally $5.05 slashed to $3.95 





festive season, 60 now is the time 
to Install a security system, 
especialty while they are this 
cheap! 


Adjustable exit/entry ime delay 
and alarm time (avoids 
unnecessary noise pollution) 
12V D.C. 1.5Amp 

Provision for battery back-up. 


f 





The first shipment sold out 
immediately to the trade. They didn’t 
reach our own retail stores! 
@ Activated and disarmed 
ignition key,so you never forget 
to tum it on 
@ Multi-function, built in siren or 
external siren, car signal hom 


output 

@ Easy to install, no door 
switch required 

@ Automatic reset after 60 
seconds 


avoids noise pollution) 
e | sensor protects Stereo 


8W, 8ohm, aluminium or plastic, 
Normally $9.50 

Aluminium Cat. C12015 

Plastic Cat. C12010 

1-9 10+ 
$6.50 $5.95 





12V DC, BW 
Cat. C12012 1-9 10+ 


$14.95 $13.95 


Pnme Spec's. We just have too 





Many in stock! 

Descri Cat.No.1-9 10+ 
1MHz Y11000 $7.50 $6.50 
1.6432MHz Y1100357.50 $6.50 
4MHz Y11020 $2.50 $2.90 
4.194304MHz Y 11022 $2.50 ( 
4.433618MHz Y11023 $2.50 00 
4.75MHz ¥11025$2.50 $2 
4.915200MHz Y 11026 $2.50 

SMHz Y11030 $2.50 
6MHz Y11040 $2.50 
6.144MHz Y1104252.50 $2 
6.670MHz Y¥11045 $2.50 $2.00 
8MHz Y 11050 $2.50 

8. 867238MHz Y11055 $2.50 

10MHz Y11060 $2 

12MHz Y11070 $2 
14.31818MHz Y170 

15MHz Y11075$ 

18MH2 Yt 

18.432MHz Y11085 

20MHz Yi 09082 50 





WHAT'S NEW AT 
ROD IRVING 
ELECTRONICS? 


We now have computer chess 
games! Excellent presents for 
chess enthusiasts or the whole 
famity! 





@ Worlds most compact sensor 
chess 


@ Idea! teacher or strong opponent 

®@ Turn orvolf anytime. It remembers 
positions for up to one year 

@ Plays for over 6 months on 3AA 
battenes 

@ Knows all the rules and will not 
accept illegal moves 

@ Low cost. 4 powerful skill leveis 
Estimated 1,400 Elo 

Cat. C30000 $99 


Save on carbon batteries with these 
Appoion Nickel cadmiums. 
Rechargeable up to 1000 times! 


1-9 10+ 
Cat $15020 AA500 MA 
$2.45 $2.25 
Cat. $15021 C1.8 AH 
$4.95 $3.95 
Cat. $15022 D4 AH 
$7.95 $6.95 





Cat $24.95 





® Streamiine design tabletop chess 
®@ New 8 level program from 
inners to experis 

@ Ideal teacher or strong opponent 

@ Turn onv/otf any time. One year 
memory 

@ 1,000 hours piay with 3AA 
battenes 

@ Optional mains adaptor available 

@ Take back moves, verify, solve 
problems to mate in 3 and beyond. 

@ Player vs. player mode, thinks on 
opponents time, built in opening 
library e a 

e inner to expert, Estimat 
1300 61 


1 lo 
MK10 offers a0 much for so little! 
Cat. C30002 $149 





SciSys No.1 selling full size 


@ Very Lphal Baked program 

@ 9 levels with special zero level for 
beginners 

© ideal teacher or formidabie 
eel 

@ Turn on/off anytime. one year 


e iG corte Play on 3AA battenes or 
optional mains adapter available 
ake back moves, verify, solve 

problems to mate in 4 and beyond 
@ Player vs. player mode, thinks on 

Opponent time, built in opening 

library and ane end game 


© Beginner thr: club player to 
expert Estimated 1 abe % 
Cat. C30004 $199 


instant response hand held chess 

computer. 

@ instant response - uses 

thinking time to prepare 

pons : 
opponent moves 

@ Strong program beats 90% of alll 
chess players (estimated 
SciSys-Elo 1800.) 

@ Automatic Display Move function 

@ Extra flat. High-value metallic 
finish 

@ Fast 8 MHz 16K chi 

© 17 playing levels. 1 Peginner. 
6 casuals, 6 club, 2 
(analysis and problem to Mate in 
ten moves) 

@ Very long battery lite, 1000 hours 
playing, one year memory 

Cat. C30006 $199 





CHESS, TIC TAC TOE, AND 
CHECKERS! 

CHESS: 8 levels. solves up to mate 
in 4 moves 

TIC TAC TOE: 4 levels of skill, big 
easy (o use pieces, quick response. 
take back tacility 

CHECKERS: 8 levels of skill. take 


back facility 
Perfect tor the whole family! 
Cat. C30008 $149 


Tremendous Value! Dimensions 
W 480 x H 134 x D 250mm 
Cat. H10415 $44.95 


ES, 





Our most popular model in a steel 
cabinet to minimise R.F I 


interference 
Green, Cat. X14500 $199 
Amber Cat 14500 $209 
3 (ema 
x 


This quality engineered European 
import enables you to monitor 
windspeed and its direction trom the 
comfort of inside your boat cabin or 
home. The system comprises a fully 
factory made wind direction 
transducer which is weatherproof 
and has a dnp seal around its 
moving collar. It is fitted with quality 
teed switches for trouble free life. An 
‘N' (indicating North) is shown on the 
outside of the body for initial 
compass alignment. The wind 
transducer ts built into a 
high quality case but is fitted 
with three moulded cups on 
equidistant radial arms. Again high 
F veraglabig reed switches are employed 
transducers are moulded 
thermoplastic and are supplied with 
25 metres (80 feet) of factory 
terminated connecting cable Each 
transducer is fitted with a stainless 
steel mounting stud with nuts. 
The output of each transducer is 
displayed on an attractive 
measunng 150(W) x 100(H)mm. A 
LED shows when the wind direction 
indicator shows main compass point 
(i.e. N,S.E.W) when the wind shifts 
between these points, two adjacent 
LEDs show. indicating the appropiate 
wind vector 
Wind speed is indicated on analogue 
meter with a standard Kr Hr scaie 
Scales of 0-30 metres/sec, 0-60 
knots, 0-70 mph and 0-7 Beaufort 
(force) scale, are also tt 
must be emphasised that the meter 
movement must be carefully 
dismantied and the scale glued on 
the face in order to mount the other 
scales. Warranty is voided doi 
this. however. damage is unlikely if 
you are careful The panel is also 
Provided with a toggle switch to 
minimise power drain. (powered by 
4 peniight batteries ) 
Dimensions of transducers 
Main body: 40mm dia. 125mm (H) 
Otameter of cup rotation is 160mm 
Diameter of vane rotation is 240mm 


Cat. Q96150 $199 





Description Cat No. 1-9 10+ 
DC46TOK A11305 2.75 2.10 
DC60TOK A11307 2.95 2.25 
DC9O0TOK A11309 3.50 2.50 
DC120 TOK A11311 5.50 4.25 
AD60TDK A11315 3.75 2.95 
ADSOTDK A11317 4.75 3.50 
AD120TOKA11319 6.95 5.50 
ADX60TOKA11320 4.95 3.50 
ADX90 TDK A11322 5.95 4.50 
SA60 TDK A11325 5.35 3.95 
SAS90 TDK A11327 5.95 4.50 
SAX60 TOK A11329 5.25 3.95 
SAX90 TOK A11332 6.95 5.95 
MAC60 TDK A11335 10.95 9.35 
MACS90 TDK A11337 9=11.50 8.75 
MAR60 TDK A11340 =: 113.50 10.95 
MARSO TDK A11342) 17.20 15.35 





Save $2. Rec retal $19.95 
Cat aio0oe «606s NOW $17.95 


| 
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VHS E60 $12.50 
E120 $12.50 
E180 $11.60 
E240 $22.40 
BETA L250 $13.50 
L500 $14.40 





Combination stabilizer, enhancer, 
distribution amptifier. RF converter 
ca gee to enchance all recording 
is. Will handle 3 VCR's 
simultaneously with virtually zero 
signal loss. Built in RF converter 
its in-line connection between 
CR and TV for improving recording 
whilst viewing 
tions: 
Power Requirements 
12V DOC 300mA 
Inputs: Video, Audio 
Outputs: 3 video, 3 audio 
RE UHF: Channel 36 


source 


Featuring a powerful 6000 r.p.m 
motor, this lightweight (1 139m anil 
is ideal for many jobs. Perfect 

PCB work! Has a 0.8 to 1.2mm 
chuck and 1mm drill bit 

pears 12V 1 AMP (use with 
M19010) 


Cat. 712302 $13.95 





@ Male to female connections 
@ All pin wired straight through 
@ Dual colour LED indicates activity 
and direction on 7 lines 
@ No battenes or power required 
D Transmt Data 
SR. Data Set Ready 
D Receive Data 
D Carrer Detect 
T S. Request to Send 
TR Data Terminal Ready 
CTS Clear to Send 
$39.95 


ov,oDoOA 


Cat 15656 


We hear on the grapevine that all 
future installation will use the 
U.S.A type of piug and eockets for 
communication lines. 





@US plugtoUS plug 

@ Replacement hand set cord 
@ Length 4 5 metres 

@ Colours cream. dark brown 


Cat Y16022 $7.95 


@US plugtoUS socket 
© Length 10 metres 
@ Cream colour cable 


Cat Y16024 $8.95 





@ Australian plug to US socket 
®@ Length 10cm 
@ Cream colour cable 


Cat Y16026 $6.95 


@US plugto2US sockets 
© Length 10 metres 
@ Cream cotour cable 


Cat 16028 $10.95 





@ interlace RS232 devices 

@ With male to female 25 pin inputs 
@ 25 leads with tinned end supplied 
©@ Complete with instructions 


Cat X15654 $25.95 


i i/ c i \ 
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which achieves a highly commendable per- 
formance. 


Yamaha CD-3 

This player is a worthy successor to the 
CD-1 and CD-2 which revolutionised the 
cost performance relationship in the CD 
player market a little more than 18 months 
ago. 

The most unusual feature of this particu- 
lar player is the incorporation of a com- 
bined alpha/numeric display in place of the 
staid and conventional numeric display fea- 
tured by most other players. When the 
OPEN/CLOSE button is pressed the word 
‘OPEN’ is displayed, when the button is 
pressed once more the tray closes and a 
series of dashes appear on the display. 
When the PLAY button is pressed the word 
‘PLAY’ is displayed for three seconds. 
When the PROGRAMME button is 
pressed the letter ‘P’ with the figure ‘1’ is 
displayed. At the end of the disc the word 
‘END’ is displayed while at the end of the 
programming cycle ‘END’ is again dis- 


played. If one attempts to play the unit 
without loading a disc, the word ‘DISC’ is 
automatically displayed. 

The display is theoretically capable of 
providing data on track number, elapsed 
time and total time, although in the unit 
that we received for review the total time 
function could not be induced to work. The 
functional buttons on the main panel are 
simple in use and are replicated on the re- 
mote control, which is relatively simple yet 
very effective. 

The design of the unit features extensive 
use of plastics and ‘exsert’ concepts to keep 
costs at the lowest possible level. The objec- 
tive performance of the unit is generally 
good with the frequency response exhibiting 
a slight rise of 0.5 dB around 15 kHz. This 
rise in the response curve is primarily the re- 
sult of double resolution digital filtering at 
88.2 kHz, as the primary digital filtering is 
followed by an active ‘gentle post-digital 
audio filtering’. These filters also appar- 
ently have an impact on the overall circuit 
linearity which surprisingly provides a posi- 


The Yamaha CD-3. The best of the players with 
remote control, for $749 RRP. 


Square wave response at 1 kHz. 


Bruel & Kjor 
Louis A Challis 
and Associates Pty Ltd 


Bide! & Kjoer 
= “Swe eee Reena eeee eee ee eee eee eee 
Potentiometer Range;__10 dB Rectifier: RMS Lower Lim Freq: 20 Hz Wr Speed: 115 mm/sec. 


Bevet & Keo n 
and Associates Pty Lid 


Potentiometer Range: 





YAMAHA CD-3 
CD PLAYER 


FREQUENCY 
RESPONSE USING 
loads por 





LEPT CHANNEL 
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YAMAHA CD-3 
CD PLAYER 





FREQUENCY 
RESPONSE USING 
10dB POT 


RIGHT CHANNEL 


Bruel & Kjaer & Kiar 
SE SBP eee eee eee ee eae eee eae ae aaa 
10 48 Rectifier RMS Lower Lim. Freq: 20 He We. 


tive going characteristic at the —90 dB 
level. 

The channel separation of this unit is ade- 
quate and the total harmonic distortion 
characteristics are good but not outstand- 
ing. The signal-to-noise ratio is good and 
the trackability on the defective record disc 
is truly excellent because of the characteris- 
tics of the three beam laser optical pick-up 
system. The player tracks defective discs 
particularly well and provides an audible 
signal which is clean and generally impres- 
sive. 

The design of the CD-3 makes maximum 
use of the large scale Yamaha integrated 
circuit, which allows Nippon Gakki to pro- 
duce cost effective consumer items and 
compete effectively in the marketplace. 

On the high quality programme content, 
the CD-3 is quite impressive and also 
sounds somewhat different from most of the 
other ‘more conventional’ CD players in- 
corporating sharper filtering in the out-of- 
band region (which has an impact on the 
audible characteristics of the sound). It is > 
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VANNY 


After 50 Years, 
something New in 
headphone design 


Swiss craftsman has created the 
world's most comfortable head- 
phone. The Jecklin Float is 
available in both electrostatic 
and dynamic versions, both of 
which lead their field in audio 
fidelity, while offering extra- 
ordinary comfort. 

Most headphones sit on or en- 
close the ear, but the Jecklin 
Float lightly surrounds your ears. 
Yet it provides full, deep bass 
response and an airy top end 
with accurate overtone balance. 


The Jecklin Float rests on top 
of the head and the weight, mere 
ounces, is distributed by means 
of a wide headband over a large 
surface resulting in complete 
freedom of pressure. 


The Jecklin Float does not 
press against the ear or physically 
contact the ear or the head area 
surrounding the ear, except be- 
hind the ear. 


As a result of this design, the 
Jecklin Float can be used for 
long periods and at high sound 
levels unlike conventional head- 
phones which invariably induce 
listener fatigue and sometimes 
headaches or vertigo. It is no 
wonder that sound engineers 





ji 
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can work for hours with thelg 


Jecklin Float without the dis- 
comfort, fatigue, perspiration, 


etc., that they previously experi-|E 


enced with other headphones. 
For your nearest Dealer or further 
information contact: 
Audio Dynamics 
155 Camberwell Road 
Hawthorn East, 3123 Vic., Australia 
Tel: (03) 813 1923 Tix: 38409 
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CASHMORE 


ENTERPRISES 


ASTRA RAJ! 65 PIN LIGHTS. 


UFO SINGLE + DOUBLE 
WITH REMOTE CONTROL. 


TWIN ROTATING + TURNING 
MIRROR BALLS 16 LAMP 


FOR (NEW] FREE CATALOGUE + 
PRICE LIST ON OUR COMPLETE 
RANGE OF LIGHTING, SOUND + 
DISCO EQUIPMENT PLEASE WRITE OR 
CALL TO OUR OFFICEISHOWROOM 
354 LIVERPOOL RD ASHFIELD 2131 
(02) 798-6782. TLX AA74549 


REHEARSAL STUDIOS AVAILABLE 
















WIRELESS 
INSTITUTE 


OF 
AUSTRALIA 


FOUNDED 1910 
The W.I.A. represents the 
Radio Amateur at Local, 
National and International 
level and offer 
following 
services: 
* Monthly 
“AMATEUR 
RADIO” 
Magazine, 
included in a 
membership fee. 
* Most REPEATERS have 
their licence, power and site 
cost paid by the institute. 
* World wide QSL-service. 
* Assistance to members in 
legal problems arising out of 
the pursuit of their hobby. 
* A Weekly Sunday Broadcast 
to Amateurs and Short Wave 
Listeners. 
* Assistance in dealing with 
Interference Problems 
(TVI-RFI etc.) 
* Novice and full call courses. 
* Trial Novice and AOCP 
theory exam papers. 
* Advice on Radio Mast approvals 
* The ONLY representation of 
the RADIO AMATEUR in 
legislative matters. 





Join the 8,600 Amateur 

members in the W.I.A. by 

forwarding this coupon to: 
W.1.A. P.O. BOX 300, 


_ CAULFIELD SOUTH, VIC. 3162 


Please forward a membership 
application form and further details 
to: 


Mr, Mrs, Miss, MS .........ccccccccccccseeee 


ACGreSS .........ecececeeeceecnccecescuscuteuces 
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—Gompact Disc and— 
ol NCONe | Sdusness caro 


TO AO SIZE PLOTS 


A Compact Disc player without INCON is only delivering The IOLINE Corporation have succeeded in 
part of its performance. With all the potential of C.D., the ea a low cost-high performance plotter 
interconnecting lead is the first obstruction and possibly the capable of business card to AO size plots, 
most damaging (musically). making it an excellent draftsmate for Engineers, 
INCON prevents the performance loss we have grown to eae sali 5 roi ical 


accept, even from fancy gold-plated connecting cables. 
INCON will TRANSFORM the sound of C.D. Most dealers 
will supply INCON leads on a “sale or return” basis to prove 
just how important INCON Is to your hi-fi system and 
especially your C.D. player. 


INCON is made from the finest quality materials by QED — Britains high 
technology audio cable research and manufacturing company INCON is very 


reasunably priced 


Delai'ed information trom Leisure Imports PO Box 245. Cremorne NSW 2090 Te 
(02) 908 3944 and QED Hi-Fi dealers 


VILLI iilililee 


Build one of the 
world’s finest 2-way 
speakers. 


$714. 


For the unadulterated 
pleasure of pure, detailed 
and accurate sound, it is 
generally accepted that the 
starting point just has to be Danish 
Dynaudio drivers. 

Dynaudio drivers use hexagonal voice 
coil wiring and magnetic 
voice coil oil for extremely 
high power handling, 
woofers with symmetrical 
drives, voice coil sizes of up = 
to 4’/and brilliantly designed crossover networks. 

For the recommended retail price of $714 we can 
show you how to enjoy a quality of sound you have 
probably never experienced before. Please call the Sole 
Australian Distributors for the name of your nearest 
Dynaudio dealer. 



































$8900 Tax Free 


Standard features of the LP3700: 


e Continuously adjustable plots from business card 
size through to AO size (including Architectural E 
size) 

e Accommodates roll and sheet media 

e Resolution and Repeatability .063mm 

e Speed 254-355mm/sec. 

e Supported by AutoCAD™ and other CAD 
packages 

e DM/PL IV™ compatible firmwave 

@ RS 232-C I/O ports (to allow eavesdrop mode) 

e Utilizes ISO standard pens on all drawing media 

e Affordable price $8900 (tax free) 

e Optional extra wooden or metal stand 


PHONE US TODAY TO DISCUSS 
YOUR PLOTTING REQUIREMENTS 


AutoCAD is the trademark of AUTODESK 
DM/PL IV is the trademark of Houston Instruments. 









Sole Australian Distributors: 
SCAN AUDIO Pty. Ltd. P.O. Box 242, ores aN, 
Hawthorn, Victoria, 3182. AUTHENTIC FIDELITY 


VIC: 17 HEATHERDALE RD., RINGWOOD (03) 873 2266 
Telephone (03) 819 5352. 


SA: 59 FULLARTON RD., KENT TOWN (08) 332 0122 
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clear that with the advanced characteristics 
and ‘visible functions’ of the CD-3, Yamaha 
will once again attract a sizable portion of 
the intending marketplace with the innova- 
tive characteristics displayed by this particu- 
lar player. 


Making a decision 

In the end, you the intending purchaser 
will still have a difficult time in selecting. 
The Yamaha and Sony were the best of the 
players with and without a remote control. 
Akai and Pioneer ranked second (and most 


certainly right behind the first two) of the 
units with and without remote control. The 
second ranking units also provided a combi- 
nation of good objective performance, in- 
novative design features and quality of 
sound. The Pioneer player warrants almost 
the same marks in that it offers a simple 
functional ‘no frills’ performance, while the 
Akai offers solid engineering and good per- 
formance. Finally I would rank the Hitachi 
(with remote control) and the Kenwood 
(without), both of which still provide good 
performance and in most respects good 


PHYSICAL AND FUNCTIONAL CHARACTERISTICS 


Model Dimensions 
wide x high 
x deep 


(mm) 


AKAI 
CD-M88/T 


350 x 73 
x 257 


HITACHI 
DA-501 


435 x 83 
x 264 


KENWOOD 
DP 840 


425 x 84 
x 309 


PIONEER 
PD-5010(BK) 


420 x 91 
x 310 


SONY 
CDP-30 


355 x 70 
x 275 


YAMAHA 
CD-3 


435 x 93 
x 291 


ELECTRICAL CHARACTERISTICS 


Brand & 
Model 


*Channel 
Separation 
100 Hz 

I kHz 

10 kHz 

20 kHz 


Frequency 
Response 
+0.2 dB 

+ 0,5 dB 

+ 1dB 


Linearity* 
-60 dB 
-70 dB 
-80 dB 
-90 dB 


Akai 
CD-M88 


20-8 kHz 
20-20 kHz 
20-20 kHz 


-0.5 dB 
-1.4 dB 
-2.9 dB 
-6.6 dB 


85.2 dB 
86.1 dB 
86.5 dB 
89.2 dB 


Hitachi 
DA-501 


20-5 kHz 
20-18 kHz 
20-20 kHz 


-0.3 dB 
-0.8 dB 
-2.2 dB 
-5.7 dB 


90.8 dB 
90.6 dB 
73.3 dB 
67.4 dB 


20-17 kHz 
20-18 kHz 
20-19 kHz 


0.0 dB 
-Q1 dB 
-0.6 dB 
-3.1 dB 


90.5 dB 
85.7 dB 
68.6 dB 
62.8 dB 


Pioneer 20-16 kHz 
PD 5010(BK) 20-17.5 kHz 
20-20 kHz 


-0.1 dB 
-0.4 dB 
-1.3 dB 
~4.0 dB 


91.4 dB 
91.6 dB 
82.3 dB 
77.4 dB 


20-20 kHz 
20-20 kHz 
20-20 kHz 


Sony 
CDP-30 


+0.1 dB 
-G1 dB 
-0.4 dB 
-2.1 dB 


109.2 dB 
108.3 dB 
97.7 dB 
94.8 dB 


20-9 kHz 
20-19 kHz 
20-20 kHz 


-0.2 dB 
-0.6 dB 
-3.4 dB 
+6.3 dB 


87.7 dB 
86.7 dB 
84.2 dB 
79.4 dB 


* Worst figure from left or right channel, as recorded 
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Electronic Random 
Opening 
Closure 
& manual 


closure 


Demo 
Disc 
supplied 


Weight Remote 
(kg) Control 
Selection 


Both Yes 


Electronic Yes 
only 


Electronic 
Only 


Both 


S/N Frequency 
@ 0dB Error @ 
Unweighted 19.999 kHz 
A-weighted 

with emphasis 


Headphone 
O/P impedance 
& Level 


Programme 


Capability 


Line 
Output 
Level 
@ 0 dB 


physical and functional characteristics. All 
of the units with remote controls provided 
outstanding angular performance (better 
than 160°) and performance beyond six 
metres. All the units which I tested had 
black fascias, though some of the manufac- 
turers do now offer silver alternatives. 
Perhaps your task may be more difficult 
than mine. I was able to put each unit 
through its paces and I tend to regard 
buying price as being a second order factor 
when compared to performance and 
ergonomics. e 


A—B 
Programme 
Repeat 


Headphone 
Socket & 
Volume 
Control 


Both 


Both 


Socket only 


Neither 


Defective Record Test 
(Philips Test (Challis Test 
Disc 4A) Discs | to 5) 
Interruption Skew Angle or 
Black Dot Eccentric centre 


0.0038 
0.0018 
0.046 
7.7 


0.0025 
0.0015 
0.024 
5.3 


0.003 
0.0089 
0.15 
6.6 


95.0 dB(L) 
10! dB(A) 


94.5 dB(L) 
98.5 dB(A) 


90.0 dB(L) 
96.0 dB(A) 


102.0 dB(L) 
104.0 dB(A) 


99.8 dA(L) 
102.2 dB(A) 


88.5 dB(L) 
104.5 dB(A) 


+0.1 Hz 


+6.0 Hz 


47 ohms 


56 ohms 


100 ohms 


56 ohms 


100 ohms 


2 volts 


2 volts 


2 volts 


2 volts 


tracks well 
audible 
clicks only 
on 800 um 


tracks poorly 
clicks 300, 
jumps 500 & 
800 um 


tracks passably 
fails 500 pm & 
Stops on 800 ym 


tracks well 
clicks on 
800 zim 


tracks passably 
clicks 300 wm, 
jumps on 500 um 
stops on 800 um 


tracks well 
clicks on 
800 um 


tracks well 
on 4 out of 5 
eccentric discs 


tracks well on 
3 out of 5 
eccentric discs 


tracks well on 
3 out of 5 
eccentric discs 


tracks well on 
4 out of 5 
eccentric discs 


tracks well on 
3 out of 5 
eccentric discs 


tracks well on 
4 out of 5 
eccentric discs 





Merry Christmas from 
Rod Irving Electronics! 


MODEMS 





Our New HITRON Multi Purpose 
Modem has arnved and has all the 
standards you require 

Just check the Ritron’s features: 


@ CCITT V21 300 Buad Full duplex 
@ CCITT V23 1200/75 

@ Bell 103 300 Full duplex 

© Bell 202 1200 Half duplex 

@ Auto answer, auto disconnect 
Telecom Approval No. C84/37/1134 


$379 


For computers not capable of spiit 
baud rates. Buffers characters at 
1200 and converts to 75 baud 


Cat. X19105 $99 





Check the features and the value 

for of this etytish new 

@ Auto/Manual Answer, Manual 
Originate, Auto Disconnect 


@ Carer Detect Indication. 20 
Memories (each with 18 Digits 


Saag ) for Auto-dialing 
@ BELL 103 CCITT V21 


© 300 BPS ri Full Duplex 


© Last Number Redial. 

@ Pushbutton Keyboard 

@ Votume High or Low Control 
@ “in-use” Dialing Indicator 

Cat. X19105 $199 
(Not Telecom approved) 


SOFTWARE & 
ACCESSORIES 


Acs 


Now everybody can creale superb 
computer graphics in minutes. Think 
of how much more professional your 
work could look with the ‘Graphic 
Mouse’! An absolute must for Apple 
lle users Inctudes software and 


mouse 
Cat. X17037 only $99) 


JOYSTICKS 


i 
© a 


Jor mth 





ideal for games or word processing 
Fits mos! 6502 “compatible” 


computers 
Cat. C14200 $29.95 





Features: 

© Selectable “Spring centering” or 
“free floating” 

® Electncal trim adjustments on both 
axis 

© 360 degree cursor control 


Cal. C14205 $39.95 


DRIVES 


aw 


Japanese Chinon mechanism 


Normally $225 This month nth $185 


(‘Apple is a registered trade mark 


HARDWARE 





OC output: + 5/13A, -5V/0 SA 
+ 12V/4 5A -12V/0 5A 
AC Input: 240V AC + - 15% 15A 
47H - 63Hz 
Cat X11096 $239) 


@ Suppresses over a wide 
frequency range 100Hz to SOMHz 

®@ incorporates voltage dependent 
transient suppression device 

© Ideal for word processors. 
personal computers etc Will also 
suppress interference on audio 
and video equi 

@ Voltage drop on full load 1 5 volts 

@ Earth leakage at 2S0V SOHz is 
0 35mA 

@ OC resistance 50 milliohms - 
senes inductance 3 S5mH 


®@ Current rating 6 amps at 
250V-S0Hz 


Cat X10094 $39.95 


€rase your EPROMs quickly and 
safely This uni is the cost effective 
solution to your problems. It will 
erase up to 9 x 24 pin devices in 
complete IN about 40 minutes 
ss for less chips) 

eatures inciude 
@ Erase up to 9 chips al a ume 
@ Chip drawer has conductive foam 


pad 

@ Mains powered 

@ High UV intensity at chip surface 
ensures EPROMs are thoroughly 
erased 

@ Engineered to prevent! UV 
exposure 

@ Dimensions 217 x 60 x 68mm 


Cat. X14950 $869.50 


CARDS 





Printer Card Cat.x17029 $89 
Orive Card Cat. X17019 $95 
80 Column Card Cat. X17025 $109 
Speech Card Cat. x17009 $69 
Music Card Cat. X17011 goo 
Super Serial Cat X17035 $129) 
RGB Card Cat. X17039 $79 





MULTIFUNCTION CARD 
(384K RAM) Parallel, senal and 
game port. Plus battery backup clock 


Cat. X18013 $42R 
DISK CONTROLLER CARD 
Controls 2 slimline drives 

Cat. X18005 $14g, 
HIGH RESOLUTION 
MONOCHROME 
GRAPHICSCARD 
Give your IBM real graphics capability 
Cat X18007 $24¢ 
512K RAM CARD 

(Includes RAM) 

Cat. X18015 $394 


MONITORS 





eR GB.TTL 
@High Resolution 
@13° CAT Dot Pitch 0. 31mm 
@Honz Resolution 720 dots 
Vert Resolution 240 TV Lines 
@Display Characters 2000 

Ch (60 x 25) 
@8 Display colours and intensity 
@Green lex! display 


Cat X14520 $799 


Suits Apple. Commodore. even your 

VCR! 

ePal and AGB 

®Normal Resolution 

@13° CRT Dot Pitch 0 65mm 

e@Horiz Resol. 320 TV lines 

e@Ven Reso! 560 TV lines 

@Display Characters 1.000 
Ch (40x25) 

@16 Cotours (Pal) 

e@Green text display 


Cat. X14522 $499 





Stylish swivel base monitor. 
available in amber or green 


Green Cat x14500 $219] 
Amber Cat. x14500 $219 


DISKETTES 





1-9 10+ 
S/ISD/ID $31.00 $29.00 
Cat C12401 
D/SD/D $38.95 $36.50 
Cat C12410 
S/OD/D $2795 $26.95 
Cat. C12501 
D/IDD/D $39.95 $3795 
Cat. C12504 
SIDD/D $24.95 $22.95 
Cat. C12421 
D/DD/D = $31.95 $29.95 
Cat. C12425 


Yes. that's nght. we now have ‘hard 
to get 31/2" diskettes! 


Cat C12600 S/S box of 10 S65 





Holds up to 30 x 51/4" diskettes 
Cat C16020 $16.95 





Quality 20 minute tapes. 


Cat D11141 
1-9 104 100+ 
$1.50 $1.40 $1.20 


CABLES AND 
CONNECTORS 


ae 


We have a wide range of 
leade available, all at very 
reasonable prices! 


@ Appie Ii, Ile, Il +, with parallel 
interface card 

® Dual 10 pin (20 contacts) 
connector to Centronics 36 pin plug 


@ Length 2.4 metres 
Cal P19025 $24.95 


@ IBM PC, XT. and look alikes with 
25 pin “D” plug on computer end 
to ronics 36 pin plug on 


pnnter end 
@ Length 2 1 metres 
Cat. P19029 $34.99 





Saves modifying or replacing non- 
mating RS232 cables by chang 
from male to female to male All 
PINs wired straight through 
Male to male Cat. X15650 $10.99 
Femate to femate Cat X15652 $19.95) 





Standard 60 column Dot Matrix 
Printer. High quality printing by 
NLQ mode. 3K Buffer. d 
low-energy consumption 9 wire 
dot head gives: Printing speed 
180 C.P.S. 
Logic seeking pnnting or incremental 
printing with high response, stepping 
motor. Use of fan-fold, roll or 
cul-sheet paper is possible with 
adjustable sprocket pin feed and 
{nction teed. Both fixed and 
Proportional character pitches are 
available. Emphasized and double 
print modes are possible. 9 graphic 
modes are available. 8 language 
international character font 
internalized 
SPECIFICATIONS: 
Printing Type: Impact Dot 
Matnx 
Maximum Abst | Range: 203m 
Print Types: ASCII 96 Others 7 
language 
Character Format: Character 
Mode Standard 9 x 9 dots 
NLQ 18 x 20 dots Graphic Mode 
Printer Modes: (a) Fixed pitch modd 
(b) Proportional pitch mode 
Character Size: 2 42(H)x 1 99(W) 
Printing Speed: 180 Character 

f sec. (pica) 

aper Feed Method: (a) Adjustabiq 
sprocket pin feed paper width 4-10 
inch (pull ae ough) (b) Fretion teed 

per width 4-8 5 inch 

Interface: Parallel interface 8-bit 
parallel (Conforms to Centromcs) 


Cat C20020 Only $499 


- an 





Protesstonal daisy wheel pnnter 

18CPS full incremental mode Diabl¢ 
630 emulation. Large range of daisy 
wheels 8K internal buffer available 


Cat C20040 $785 


CP80. BX80, DPB0. BX 100. MB100 
$9.90 


DATE 





Incredible deals to sult everyone 
aes our epecial package 
deals’ 


: Cotour Graphics, Disk 
Controller Card, 1 parailel port, 


2 disk drives and 3 months 
warranty. only $1,499 
Colour graphics. 


Multifunction Card, Disk ControHer 
Card. 2 senal and | parallel ports, 
2 disk drives and 3 months warranty 
only $2,106 
Includes 
Colour Graphics Card, Multitunction 
Card, Oisk Controter Card, 2 serial 
and 1 parallel ports A120C.P.S 
pnnter and a monochrome monitor 
and 3 months warranty! onty $2,400) 


Includes 
Colour Graphics Card, Multifunction; 
Card, Disk Controtter Card, 2 serial 
and 1 parallel ports A 120C.P.S. 
pnnter, a monochrome monitor and 
3 months warranty! onty $2,500 
“IBM (5 a registered trademark 





EXPIRY DATE 


P/CODE 


GREAT VESTA 
FIRE MR-10 


I haath tata a ee edt dededddedded 


Competition closes 31 December 1985 


OO EO EOE 







* Multitrack recorder * Overdubbing * Punch-in/punch out * Mix down 
* Ping-Pong * VU meter bridge *« dbx Type Il noise reduction 
PLUS phono inputs with fader and DIN connectors 
VALUED AT $600 EACH 


To win one of these great prizes, tell us in 25 words or less of the most original use you can think of for a portable 
multi-track mixer such as the Vesta Fire MR-10. 


Name: 


Address: 


State: 


SEND 
YOUR 
ENTRY 
TO: 


ee ss ss em a es ee a ce ce ee ee ee ee ee oe 


The Federal Publishing 
Company Pty Ltd, 

PO Box 227, 

Waterloo, NSW, 2017. 

Winners will be chosen by the Editor of ET! on 6 January 1986 and announced in the next possible issue of ETI. Employees of the Federal 


Publishing Company and Rank Electronics, and their direct relatives, are ineligible to enter this competition. Entrants from South Australia 
may enter on a separate piece of paper. 
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Electronics Today’s FREE 
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SIGHT & SOUND NEWS 





Canon 8 mm release 


Competition has begun to hot up for the 8 mm dollar. Canon 
recently released its contender during a press conference 
aboard a boat on Sydney harbour. The unit was well received 
by an enthusiastic press corps who spent a delightful few hours 
swanning about in Style taking home movies of the foreshore 


and each other. 

The Canovision VM-E1 com- 
pares favourably with the other 
runner, Sony’s Video 8. It is 
about the same weight, margin- 
ally smaller and has a similar lay- 
out and operating procedure. 
One important difference: the 
Canon has an auto focus facility. 

Canon has been playing up 
this difference as a fundamental 
difference in philosophy be- 
tween Canon and all the other 
manufacturers, including those 
who haven’t yet released a prod- 
uct in this country. Canon is the 
only optical company among all 
the electronic giants. It claims 
this has given it the edge in de- 
signing the optical system, and 
also allowed it to develop a bet- 
ter, more natural colour. 

Certainly the optical system is 
something to write home about. 
Centre stage is an f1.2 lens with 
power zoom between 8.4 mm 
and 51 mm. If you’re a 35 mm 
camera owner, multiply by four 
to get an idea of what these num- 
bers mean in terms of frame size. 
Zooming can be carried out 
manually or via a rocker switch 
on the hand grip. This is signifi- 
cant because it’s the only func- 
tion on the lens that is necessary 
to operate. Everything else is 
fully automatic. 

The viewfinder uses a 0.7 inch 


black and white CRT with 300 
lines resolution. It’s located on a 
detachable beam that runs 
across the top of the camera. All 
in all it’s a design that empha- 
sises smallness and flexibility, so 
much so that it probably goes too 
far for comfort. I found it hard to 
get my eye lined up comfortably 
with the view finder without 
squashing my face against the 
side of the camera body. 

Focusing is via an infrared sen- 
sor, the transmitter of which is 
mounted next to the lens in the 
pistol grip. The signal is received 
back through the lens and fil- 
tered out of the optical system 
via a prism. An infrared detector 
then sends a signal to the focus- 
ing computer which controls a 
motor to wind the lens into 
focus. It seems that the system 
looks at about the middle ten per 
cent of the screen for its informa- 
tion, so in order to bring some- 
thing into focus it’s only neces- 
sary to bring it into centre 
screen. There is a manual over- 
ride if you want to do something 
arty with the focus. 

There is also an override fac- 
ility on the iris control, as well as 
front light and back light 
switches that open and close it 
one stop. Special care has been 
taken to maximise the speed of 


i Ahan 





the lens in order to achieve good 
low light performance. In fact it 
can shoot as low as 19 lux, ac- 
cording to Canon. Canon be- 
lieves low light performance is 
exceptionally important in a 
home movie system, because 
one of the primary applications 
is to record events inside a home, 
without the benefit of proper 
lighting. 

Canon has chosen to remain 
with a picture tube, instead of a 
charge coupled device as other 
manufacturers have done. The 
company’s reasoning is that the 
CCDs are simply not yet de- 
veloped enough to warrant their 
inclusion, although there ap- 
peared to be a belief that the 
CCD is the technology of the 
future. 

Playback is via a TV plugged 
into the back of the camera. It is 


exceptionally simple. The rf 
modulator also comes with a 
charging unit so that the on- 
board battery is charged up at 
the same time as the tape is 
played back. Other power sup- 
plies include car adaptors and a 
mains unit for long indoor ses- 
sions. 

Canon intends to sell the unit 
through traditional _photo- 
graphic outlets, rather than elec- 
tronic stores. This reflects the 
company’s marketing philoso- 
phy, which is that the unit is a re- 
placement for 8 mm film cam- 
eras, not for 4-inch tape systems 
like Beta and VHS. 

All in all it’s an excellent little 
system, that should do well on 
the Australian market. I would 
have liked it even more if the 
eyepiece had been easier to use. 

— Jon Fairall 





Yamaha car audio 





The Yamaha car audio range 
has been launched with four 
radio cassette players, four 
power amplifiers, two graphic 
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equalisers, eleven sets of speak- 
ers and a car compact disc 
player. 

Each radio cassette combina- 


tion provides the ability to ‘add 
to’ at a later stage without hav- 
ing to change the basis of the 
system at all. This is done by the 
incorporation of pre-amplified 
outputs as well as an inbuilt 
power amplifier. Consequently, 
consumers can purchase a cas- 
sette radio and high perform- 
ance speakers, later adding 
graphic equaliser or power 
amplifier. 

Features like auto reverse, 
separate bass and treble, seek/ 
scan radio tuning, Dolby noise 
reduction, and music search are 
standard on all but the base 


radio cassette player. Added to 
this, of the eleven pairs of 
speakers, nine are water and 
weather proof. 

Yamaha's car CD player, the 
YCD1000, can be utilised in a 
Yamaha system as well as with 
other brands on the market that 
have pre out facilities. The 
YCD1000 is DIN size and can be 
dash mounted. 

Prices start at around $400 for 
a radio cassette player and $59 
for a pair of speakers. Ampli- 
fiers will commence at around 
$99. 





JVC cassette decks 

JVC has developed two new cassette deck models, the TD- 
WI10A and the TD-W20A. The TD-W10A has ANRS/Dolby 
B noise reduction and features metal tape compatibility. The 
TD-W20A incorporates double speed dubbing, the Dolby 
B/C noise reduction system, metal tape compatibility and 
stereo microphone jacks. 


High flying car unit 

Sonic International has recently released the Concord HPL 
518 AM/FM car radio/cassette with auto reverse, digital tun- 
ing with automatic scanning, FM noise reduction, Dolby noise 
reduction, dc servo tape drive, metal tape facility and sepa- 
rate bass/treble/fader. 


Dual receiver 

Dual’s latest product is the CR1320, a 2 x 40 watt receiver 
with a quartz synthesised tuner, digital frequency readout, 
auto scan, and a 7 x 7 station memory. It also includes facili- 
ties for connection of compact disc or two tape recorders with 
direct tape to tape dubbing. 


AM/FM stereo tuner 

The Carver TX-2 AM/FM stereo tuner with asymmetrical 
charge coupled FM detector needs only five microvolts in FM 
signal at its antenna terminal to provide full 50 dB quieting, 
full stereo separation and full frequency response (20 Hz to 
15 kHz +1.5 dB). With its dark pewter-finish anodised alu- 
minium face plate, the TX-2 is compatible with the Carver 
M-200t 120 watt per channel magnetic field power amplifier 
and the Carver C-2 Pre-amplifier. 


Midi component system 
Sanyo Australia’s W-10 is a midi component system with an 
AM/FM stereo receiver, double cassette deck, belt drive turn- 


table and flat base reflex speaker. The double cassette deck 
features continuous play from Tape 1 to Tape 2 and back to 
Tape 1. 


Moving coil transformer 

The Carver MCt matches the low signal output of a moving 
coil phono cartridge to the desired input sensitivity of a re- 
ceiver or pre-amplifier. Mu-metal shielded nickel steel alloy 
laminations ensure freedom from saturation in bass frequen- 
cies and minimise sensitivity from radiated signals from other 
equipment. 


AM/FM car stereo cassette 

The model FT-522M has been added to Sanyo’s Hi-Fisound 
series of products which provide 25 watts per channel. Fea- 
tures include metal tape play capability, a tape jamming pro- 
tector and built-in auto reverse function. FT532M comes with 
an automatic music select system that automatically finds and 
plays a chosen song by sensing the gaps between songs on a 
tape. 


Car cassette tuners 

The YCT-450 cassette player, in Yamaha’s ‘Maximum Recep- 
tion’ MR Series, features Dolby B and C noise reduction, 
metal/chrome compatibility and auto reverse. The tuner is de- 
signed to reinforce weak signals as well as to handle exces- 
sively strong signals. 


Rank distributes Onkyo products 

Rank Electronics has made an agreement to distribute Onkyo 
audio products in Australia. Onkyo’s range of consumer elec- 
tronic products includes the ‘Integra’ series of hi-fi audio com- 
ponents, plus a range of audio systems. 


CD cleaning system 

The Nagaoka CD Cleaning System consists of a special liquid 
formula, a lamb’s leather pad and a special cleaning brush. 
The manufacturer claims it removes contaminants such as fin- 
gerprints, liquids, tobacco, smoke, dirt and dust easily and 
effectively. 


Sanyo adds CD player 


The Sanyo CP-667 has a hori- 
zontal-slide front loading system 
with all the soft push controls, 
including the open and close 
function, actuated by micro- 
computer. To help prevent dam- 
age to the player and discs, in- 
correctly loaded discs are auto- 
matically ejected. 

Users can listen to up to 16 se- 
lections with the CP-667’s pro- 
grammable auto search system. 


Other control functions include 
pause, access, reset and repeat 
keys. 

A memory touch control will 
program the compact disc player 
with your favourite sequence of 
songs. The track number and 
index is shown by a multi display 
fluorescent indicator. 

Sanyo’s CP-667 comes in sil- 
ver or black and costs around 
$429 RRP. 





Mechanics improved for 
phono cartridge 


Audio Engineers has announced 
the release of the Ultra series, a 
new up-market range of phono 
cartridges. According to Audio 
Engineers, Shure has improved 
the performance of the car- 
tridges by concentrating on the 
mechanics of mounting. 


A broader top on the car- 
tridge body is designed for bet- 
ter contact with the tonearm 
headshell. This mounting ar- 
rangement and special headshell 
bolts are said to significantly im- 
prove sound quality by eliminat- 
ing all resonances. 


Tannoy speakers for hi-fi 


The British-made Tannoy loud- 
speakers are now available 
through specialist hi-fi retailers. 

Tannoy is known for its devel- 
opment of the ‘dual concentric 


loudspeakers’ and for loud- 
speakers used by _ recording 
studios. 


The loudspeakers will be dis- 
tributed through the dealership 





network of Rank Electronics. 
Andrew’ Harrisson, _ general 
manager of Rank Electronics’ 
Audio Division, said the active 
promotion of Tannoy speakers 
to the general consumer market 
was in response to the growing 
audio sophistication of this 
sector. 





ETI December 1985 — 37 





DDDPD PPI» PP» IDIS» 


XMAS TIME (S KIT GIVING TIME 
RE 0 Yourself that /s...) 


Join the Compact Dise 
Owners Club - ring (02) 
747 1888 or call in to 
one of our stores for 
detalis. 


NEW KITS FROM 
JAVYCAR 


The big news this month is from Electronics Australia. 
They announce 2 major projects in their December 
issue 

The first project is the world beating AM stereo/FM 
stereo fully synthesised Hi Fi tuner. The staff of EA 
have designed a tuner which they believe has no 
peer Nothing from Japan, Europe or the USA can 
beat it. Because of the complexity. this project will 
tun over several months. 

Jaycar as usual wil be providing a full kit of this 
project. It wil indude a fully punched chassis with al 
original components. We have not finalised costing 
yet BUT save your pennies! You won't believe the 
sound once you have built it 

Project No.2 is a fully functioning 5 axis robot arm 
with substantial and payload capability. This robot 
features a unique construction material - blank 
printed circuit board'! All axes are precision servo- 
controlled and a considerable arnount of software is 
provided. Truly an exciting and world class project! 
Also of note is the Dave Tillbrook designed ultra- 
fidelity preamp. Jaycar will have a full kit of this one 
too! 


wiw& NEW *& 
Motor/Gearbox Kit 


This fantastic new kit enables you to produce a shaft 
speed between 3 and 2.000 RPM! 

It uses a small DC motor with a ‘modular gearbox 
attached. You are supplied with gear wheels, spacers 
etc to configure your gearbox to almost any speed 
within the 3-2,000 RPM range Measures only 48(H) 
x meer 37(D)mm (not including output shaft) 


Cat YX-2600 
ONLY $14.95 





ww NEW x x 
300 WATT INVERTER 
WITH AUTO START 
NOTA KIT - BUILT, TESTED & 
GUARANTEED 


This is the built verston ofthe ‘Electronics Australia” 
September 1985 project! 

Just think how handy it would be to have 240 volts AC 
mains power when camping. or for your boat or 
caravan - well this brilliant new design is the answer 
@ Super compact - tough ABS case @ Uses high 
efficiency toroid transformer which keeps the weight 
down, battery drain and heat dissipation @ Auto 
start draws power from your battery on when appliance 
is plugged in and ‘turned on 1e battery can be left 
permanently connected @ Thermal overload 
automatically shuts down if/when output stage 1s 
overheated (through high ambient temperature and 
high load or combination thereof - automatic reset @ 
Current regulated inverter ensures the unit 1s being 
used within designed overload limits @ Current 
overload unit self limits . LED indicates overload 


condition 
COMPLETE KIT VERSION 
Cat KA 1610 


ONLY $199.00 


FULLY BUILT & TESTED 
Cat MI-5000 


ONLY $249.00 


BIE PNP Hexen me Hc, aS. FR 
sere ae ie ape 


38 — ETI December 1985 








OTHER POPULAR KITS 


Please excuse the lack of photographs - not 
enough space. 


Mlectronics Austraila 
Popular Kits 

* Playmaster Series ti 

200W MOSFET Amp 


Cat. KA-1500 
Fully integrated amp kit. No compromise type design 
A classic. 


ONLY $439.00 
Car Booster AMP - A Aucus 


1985 - This brute gives you 2 x SOW RMS in your car’ 
Cat. KA-1600 


ONLY $179.00 


300 WATT inverter 
(New Design) Ref. EA September 


1985 - New rugged project featuring high impact 
plastic case, double power outlets, auto start up, easy 
construction and lower cost than old model 

Cat. KA-1610 


ONLY $199.00 
8 Sector Burgier Alarm 


Ref: EA January/February 1985 - the TOTALLY 
PROFESSIONAL alarm for the concemed house- 
holder Very comprehensive 

Cat KA-1580 


ONLY $149.00 


“PEST OFF’ Ultrasonic 
Pest Repetier * EA November 


1985 - A mozzie season specia!. See last months EA 
for more information 
Cat. KA-1620 


ONLY $39.95 


Bench Type Digital 
Capacitance Meter - 2 


EA August 1985 - measure from IpF to 99 SuF with 
this handy piece of equipment 
Cat KA-1595 


ONLY $79.95 


The infra red or IR detector 
for short, falls into the Black Magic category It 
basically is a high gain passive tuned receiver of a 
particular IR band. The heart of the unit consists of a 
Bs A gain lens (antenna?) which has a “Commutated’ 
field of view. Its reception pattern is comb like. but 
Sy al tuned to the IR wavelength of human bodies 

na human passes within proximity of the pickup 
area, the lens will selectively pick up IR radiation and 
then not Movement across the pickup area will result 
m a series of pulses sent to a detector circuit 
IR detectors are very reliable as they do not transmit 
and will not respond to non heat radiating objects 
Curtains, for exarnple, can wave about without trip 
Ping the alarm Even the cat is unlikely to trip the unit 


TURES: 
@ 12V0C ered 
@ Smal 77mm x 62mm x 51mm 
@ Double sensor 
@ Computerised OC to lower failure rate 
@ Built-in test lamp 
@ Alarm output SPST 30V DC @ 1A 
@ NO or NC terminations 
Cat LA-5017 


SAVE $20.00 
ONLY $89.00 ea 
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BLECTRONICS TODAY 
INTERNATIONAL 


HT! 5000 Series Amps 


Stull without doubt our most popular Hi Fi amp kits 
ever! You KNOW that you always wanted the best 
Now that it's Xmas time why not shout yourself a 
system on your Bankcard? 


ETI G99 Mode - 2-1. May 1985. 
One of the most popular ETI kits for years. 300 Baud, 
built to Telecom specs. and very low cost! 

Cat KE-4695 


ONLY $149.00 
STI 1404 4 input Mixer 


Ref. July 1985 - Jaycars SHORT FORM kit now 
includes the Cannon connectors at no extra cost 
Cat. KE-4700 


$99.00 - A Bargainii 


#Ti 341 Hectronic 
Jumper Leads © Anifty and easy 


way (o recharge a flat battery in a car without lifting 
the bonnet! 
Cat. KE-4703 


ONLY $39.95 


#7T!1 698 Microbee 
DIGUN@F - Rei. jury 1985 - A handy addition 


to the ‘Bee if you are into communication 
Cat KE-4696 


ONLY $23.95 
STI 342 Pulse Shaped 
Discharge ignition 


Ref April 1984 - Brilliant design A must for high 
performance ignition enthusiasts Can be Hall 
Triggered Complete kit 

Cat KE-4690 


ONLY $79.50 


BTI 675 RS-232 to 
Centronics interface 


One of our most consistently popular kits. 
Cat. KE-4666 


ONLY $29.95 


yw oy NEW xy wv 
HANDS-FREE 
TELEPHONE ADAPTOR 


Ref EA November 1985 
Jaycar now has stocks of this superbly designed 
proyect Call in and check it out now! Note thts unitss 
ORIGINAL to the design 
Cat KA-1640 


ONLY $79.00 














GPEN THURS NIGHT ‘TILL 
VORK SY. CITY 
HURSTVILLE 
CARLINGFORD 
BRiGhANE 


AEM 6010 ULTRA 
FIDELITY PREAMP 


Ref Australian Electronics Monthly 
As we write this kit is nearing completion By the time 
that you read this we will have the full kit price Callin 
or ring us for further details 


Steam Sound 
Simulator 


Ref: EA December 1984 

Build this realistic steam sound simulator for your 
model train layout. It features an infra-red optical 
switch to synchronise the “chuffs” to the wheel 
rotation. Like the KA-1561, it picks up the power from 
the railway tracks. All specified components supplied 
including 32 ohm headphone type transducer. 
Cat. KA 1562 


$17.95 
















AUSTRALIAN 
BLECTRONICS 
MONTHLY KITS 


AM 3500 
‘The Listening Post’ 


Ref July 1985 - Decode all that info on your short 
wave radio to show Morse code. RTTY, Weather 
maps etc. Wonderful! (A personal computer is 
required) 

Cat. KM-3015 


$29.50 Very Popular 


AEM 6500 6O0/120W 
ity Mosfet Amp 


Uell 
ned by David Tillbrook. Brilliant 


Modules desi 
performance 60W or 120W versions 


Cat. KM-3010 (60W) 


ONLY $49.50 


Cat. KM-3012 (120W) 


ONLY $65.00 


ABM 8500 Courtesy 
Light Extender 


Ref November 1985 - Fit this to your car and your 
cabin light will stay on for a specified period - just like 
the very expensive cars! 

Cat. KM-3025 


ONLY $8.95 


AEM 9500 Beat 
Triggered Strobe 


Dance to the inbeat flash or the strobe or operate it in 
conventional fashion! 

Complete kit 

Cat. KM-3018 


ONLY $59.00 


Jaycar also carries dozens of 
other EA kits - just ask!! 


MAIL ORDER HOTLINE 
(O02) 747 1888 














“RAILMASTER’ 
Puise-Power Train 
Controtier 


Ref EA September 1984 

This 1s a state-of-the-art tra'n controller offering 

tremendous features 

%® Variable simulated inertia 

w& Full short circuit protection including both audible 
and visual indicators 

w Power and track monitoring indicators 

tw Adequate power for double and triple heading 
locos 

we Fued 12V DC and 15V AC power for lighting and 
accessories 

%& Optional walk around throttle 


The Jaycar kit includes realistic Scotchcal front panel 
arul the special console case only available from us. 
The large pacicile switches have been specially imported 
just for this kit. We believe that you will be delighted 


with this unit. 
$89.95 


Cat KA-1560 
Optional Walk Around 
Controke cat KA-1559 


ONLY $9.95 


Diese! Sound 
Simulator 


Ref: Ea November 1984 

This project mounts inside a mode train (i.e. goods 
wagon) and luces a notse similar to a diesel 
locomotive The ‘speed varies according to the 
throttle action for added realism. All listed parts 


provided 
$19.95 


Cat KA-1561 


HOW APPROPRIATE - FOR YOU” 





Erase your EPROMs quickly and safely. This unit is the cost-effective 
solution to your problems It will erase up to 9 x 24 pin devices in 
complete safety. in about 40 minutes for 9 chips (less for less chips) 


“MIF A’ 8" 2 WAY 
SPEAKER KITS 


See AEM magazine in August 
TWEETER BD25TG ca 2020 










Erase up to 9 chips at a time 


$59.95 ea $119/pair pe cere tes conductive foam pad 
WOOFER P21WO ©. cw.2132 High UV intensity at chip surface 
$149 ea $298/pair ensures thorough erase 
CROSSOVER NETWORK Engineered to prevent UV exposure 
Long life UV tube 
ae av poe a factory built precision unit Damian ene 217 x GU x Beni 
$69.95 ea $139/pair eto. eens 
TOTAL PRICE $557.90 
SPECIAL PACKAGE 
PRICE $499 


ONLY 


$99.50 


“QUARTZ KIT’ 
of 6 LCD Watches 


SAVE $58.901! 











ULTRA SLIM QUARTZ 


Cat XW-0310 


ONLY $8.95 


This ultra thin watch 1s a copy of the latest 





high 


Cat XW 0270 Tx LOC! fashion watches from Japan Note the triangular 
ONLY $ 14 Os QUAR ALARM & af yellow function change button on the face of the 
= watch not the small difficult to operate button 
This 1s once again an ideal childrens gift 6 separate ONLY $9 95 normally found on the side 
cases are supplied to maintain the childs interest Th ic. of clock: bach 2 f ey 
The watch module itself snaps into the case This s style of clock has been around for some time <2? 






module is actually Japanese made and 1s of high now but now at a very low price 






REVOLVING LIGHT 
BEACON 


Cat LA-S108 


ONLY $38.50 


This 1s the REAL THING Atrue motor driven revoling 
BEACON with automotrve type 12V lamp 

Ideal for tow trucks and other emergency vehicles as 
well as burglar alarms etc 


ELECTRONICS 


Incorporating ELECTRONIC AGENCIES 


NUMBER 1 FOR KITS 







quality 





ELECTRONIC 
TELEPHONE 
DIRECTORY 


Cat YT 6500 


ONLY $59.95 


Firstly, tt must be emphasised that this 1s avery high 


quality product 

& It can store up to 64 separate telephone number 
or other numbers 

& [ris a clock (an excellent travel clock in fact) 

w& It has an alarm in the clock function 

w& Its a full function calculator 

w& [ts supphed with a quality Dralon pouch 

w {t uses readily available AAA batteries 














QUEENSLAND 
MAIL ORDERS: 
HEAD OFFICE: 


SYDNEY: 117 York Street Tel (02) 267 1614 
CARLINGFORD: Cnr Cartingford & Pennant Hills Road Tei (02) 872 4444 
CONCORD: 115/117 Parramalta Road Tel (02) 745 3077 
HURSTVILLE: 1/1 Forest Road Tel 102) $70 7000 
GORE HILL: 188/192 Pacific Highway ‘Cnr Bellevue Avenue) Tel (02) 439 4799 
BURANDA: 144 [ogan Road Tel (07) 393 0777 
PO Box 185. CONCORD 2137 

115.117 Parramatta Road, CONCORD 2137 
Tel (02) 747 2022 Telex 


SHOP HOURS 


seventh Eure thatl 4 : 
Mon fe: Sham $Ope $i 

5 dopm 
See Box for other shop hours 


COMET ROAD FREIGHT ANYWHERE IN AUSTRALIA ONLY $1350 


Note the special cradle that allows you to wall mount 
the clock and remove it when necessary 





wow NEW xs wv 
THLEPHONE CALL 
DIVERTER 


Cat YT 6505 


ONLY $159.00 


This prece of equipment enables you to REROUTE 
that important teiephone call to ANOTHER LOCATION 
unbeknownst to the caller! 

A more satisfactory solution in many ways than a 
complicated telephone answering machine 





OPEN THURS NIGHT ’TILL 
8.30 p.m. 

YORK ST. CITY 
HURSTVILLE 
CARLINGFORD 
BRISBANE 


..,, Hands-Free 10 


Memory 
Desk/Wall Telephone 


@ Loud and clear fuly duplex hands free 2 way 
speaker @ 10 direct access memories @ Telephone 
line powered @ Unauthorised call restriction lock 
(optional) @ Adjustable volume control switch on 
handset @ Adjustable speaker volume control @ 
Privacy muting button @ Ringer Hi-Locontrol @ Ten 
18 digit memories plus one 22 digit last number 
redial @ Wall mounting or table use @ Programmable 
PABX pause 

Cat YT-7092 


ONLY $175.00 


72293 
POST & PACKING 
zt 


$9.99 $ » 
$2499 $3758 
$26 $4994 $4.50 : 
$50 $9999 $650 
$1 $196 $B CK 
Wer $1 $i 


SHS Bret ee se 





































Quartz Stop Watch 
Cat XW.0380 
$16.95 





ONLY 


Attractive all weather watch with all stopwatch 
functions as well as 5 function watch! (1e day. date 
etc) Note the generous length km: ted lanyard Very 
easy to use’ 


KID‘’S LCD NOVELTY 
GAMES 


Cat XT-1500 Marshall ' 
Cat XT-1501 Tom s Adventure 
Cat XT 1502 “Coffee House 
Cat XT-1503 Home Sweet Home 
Cat XT 1504 Nursery 


ALL PRICED AT 
$15.95 each 


Very popular when they were retailing last Christmas 
at $3440 Now they are at a much more realistic 
price Ideal Xmas gift for 4-8 year olds batteries 
included 


“CALLMASTER’’ 
‘Telephone Answering 
Machines 


Two models available both Telecom Approved 
(Telecom Permit #C81-16-18) and Electricity 
Auth rity approved (Certificate #CS2029N) @ Dual 
-assettes Once only outgoing recorded announce 
men: You can play back the messages on any 
cassette player including your car @ Large inc we 
message capacity up fo 150 messages on aC 

12 seconds average call) @ Easy change of outgoing 
message @ Callmaster stops at end of incoming 
message El:minates blank spots on the tape @ 
Precision and quality Japanese made Necd we say 
more’? @ !2 months warranty 


Cat YT-7019 
STANDARD TA100 
$245.00 
Cat YT 7020 


REMOTE CONTROL VERSION 


(all the features of the TA1OO plus remote control 


ONLY $319.00 


OPEN SATURDAY 
‘TILL 4 p.m. 
ALL STORES 













MAIL ORDER VIA 
YOUR PHONE 
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SCOPE 


EQUIPMENT REVIEW 


THE RANGE OF THE 





— Gould 1421 CRO 


Or the scope of the range? It’s certainly a contender. This 
review describes the functions and features of the Gould 1421 
digital storage oscilloscope — and might sort things out. 





IN THE ETI lab recently a situation arose 
which required the measurement of some 
fast transient current waveforms and switch- 
on voltage characteristics of a particular cir- 
cuit. A quick call to Elmeasco soon pro- 
duced one of the new series of Gould digital 
storage CROs, the 1421. So while using it to 
make the necessary measurements I took 
the opportunity to have a quick play around 
with the unit and see what it could do. 

The unit is a 20 MHz dual channel scope 
with digital storage capability on both chan- 
nels. The two channels are identical except 
for a signal invert facility on channel 2. 
Physically, the unit is compact (140 x 305 x 
460 mm) and logically set out. An 8 x 10 cm 
rectangular screen occupies the left-half of 
the front panel and under this are the IN- 
TENSITY and FOCUS controls. The IN- 
TENSITY control also acts as the power 
switch. The right half of the front panel con- 
tains the remaining controls and the input 
BNC sockets. 

All the familiar CRO controls are there. 
The sensitivity is switchable from 2 mV to 
10 V per division on both channels in the 
familiar 1-2-5 sequence and is continuously 
variable within each range using the VAR 
control. With the VAR control set fully 
clockwise (an indent pot lets you know 
when you’re there) the channels are in their 
calibrated positions. 

The timebase covers the range 0.5 ys to 
0.2 s per division in a 1-2-5 sequence and a 
button to the right of the timebase control 
allows this to be extended to 50 s per divi- 
sion when the sampling mode is being used. 
This extension of the timebase allows rela- 
tively long transients to be examined and 
could be handy for measuring thermal drifts 
or long time constant transients. 

The top right-hand corner of the unit con- 
tains two rows of six pushbuttons. The top 
row contains the NORM/STORE switch to 


40 — ETI December 1985 


select either normal mode, in which the unit 
acts as a real time analogue scope, or stor- 
age mode. The remaining buttons in this 
row are only used in storage mode and will 
be discussed later. 

The second row of buttons controls the 
trigger action and includes buttons for 
NORMAL/AUDIO, CH1, CHz2, ac, de, + 
and —. Pressing the CH1 and CH2 buttons 
simultaneously selects the external trigger 
and pressing the ac and dc buttons together 
allows the CRO to be triggered from a 1 V 
signal. This 1 V coupling consists of an ac- 
tive sync separator with line/frame selected 
by the timebase switch between 50 and 
100 ps/div. 

To the left of these rows of buttons are 
two controls for altering the vertical trace 
position for each channel. Directly below 
this are the two VAR controls which vary 
the vertical sensitivity. While using it, I 
found that I was constantly reaching for the 
VAR control each time I wanted to change 
the trace position; this might have been a 
fault of the layout or just that I’m too used 
to my old CRO, which has the vertical posi- 
tion pots directly above the sensitivity. 

Between the two VAR controls is the 
mode selector which allows the choice be- 
tween x-y, CH1, DUAL, CH2 and ADD. 
An invert switch is provided on channel 2 so 
that waveform distortion comparisons can 
be made in the ADD mode. When in 
DUAL mode alternate or chop mode is au- 
tomatically selected depending on the time- 
base setting. At settings between 0.2 ms 
and 0.5 ys/div the alternate mode is used. 
At the slower sweep ranges the signals are 
displayed in chop mode with a chopping fre- 
quency of about 500 kHz. 


Digital facilities 
Obviously, the main attraction of this 
particular CRO is its digital storage capabil- 


ities. In STORE mode (selected by a push- 
button on the front panel) the CRO be- 
comes a waveform sampling and storage 
unit, and in this mode it can be used in sev- 
eral ways. 

The row of buttons in the top left-hand 
corner can be used to select the various data 
collection and display options available. In- 
coming signals are sent through an 8-bit 
analogue-to-digital converter (ADC) and 
sampled into a 1024 x 8-bit memory store. 
The sampling speed is dependent on the 
timebase setting and has a maximum fre- 
quency of 2 MHz. As those of you who 
have heard the name Nyquist will know, 
this means that, in a one shot sampling 
situation, the signal being sampled would 
have to contain only frequency components 
below 1 MHz. This limits the minimum 
time for fast transients to greater than 1 ps. 
For repetitive waveforms with a frequency 
greater than 1 MHz the CRO uses a repeti- 
tive sampling technique to generate a repre- 
sentation of the waveform. 

In the unit’s continuous acquisition mode 
(selected by the RELEASE button) data 
are continuously fed to the memory and can 
be either continuously fed to the display 
(ROLL mode), which gives a view analo- 
gous to that of looking at the output of a 
chart recorder, or displayed on receipt of a 
trigger as in a conventional CRO (RE- 
FRESH mode). This has the advantage of 
giving very low timebase operation with a 
flicker free display. 

A single shot mode is also available which 
allows the scope to display one-off tran- 
sients. This is initialised with an ARM but- 
ton. An LED on the left-hand side of the 
front panel flashes to indicate that the CRO 
is ready to receive a trigger. Once triggered 
the CRO will sample the waveform over 
one horizontal sweep and display it until the 
ARM button is pressed once again. 


| 


Robert Irwin 


The plot 

One useful feature of the 1421 is the 
facility to interface with an x-y plotter. In 
any of the store modes the screen can be 
‘frozen’ by depressing one of the HOLD 
buttons. Both channels can be frozen or just 
channel 2. The displayed waveforms can 
then be plotted using the PLOT1 or PLOT2 
pushbuttons. The interface to the plotter is 
on the rear of the unit and consists of two 
4 mm sockets which fit banana type plugs. 


The output voltage has an amplitude of 


100 mV/div. There is also a PEN LIFT out- 
put which gives a TTL compatible signal to 
indicate the start and end of the plot. 

Also featured on the front panel is a ‘cali- 
brator pin’. This pin is an output which pro- 
vides a 1 V 2% square wave at a frequency 
of 1 kHz and can be used to check the sensi- 
tivity of the instrument or to set any particu- 
lar calibrated sensitivity. 

The horizontal trace can be rotated by a 
recessed trimpot accessed from the front 
panel. Two more recessed trimpots can be 
accessed to adjust the balance on each 
channel. 


in conclusion 

In the short time I used the unit I was im- 
pressed with its easy operation and versatili- 
ty. Although only borrowed for one particu- 
lar need, the 1421 soon became a popular 
piece of equipment in the lab. With a price 
tag around the $3500 mark this CRO should 
be quite a popular unit. That sort of money 
may seem a little extravagant compared to 
the cost of normal analogue units but the 
added flexibility of the digital facilities of- 
fered makes this CRO the sort of invest- 
ment that you are not likely to regret. The 
1421 is only one is a series of digital CROs 
manufactured by Gould. For more informa- 
tion contact Elmeasco, 15 McDonald St, 
Mortlake, NSW 2137. @ 


Sensitivity: 

Accuracy: 

Sweep rate 
normal mode: 
store mode: 


Input impedance: 


Max input: 

Trigger source: 

Sensitivity 
internal: 


Input impedance: 


Input protection: 

Digital facilities 
store size: 
resolution: 
sample rate: 

Plotting facilities 


Operating temp: 
Dimensions: 
Weight: 








GOULD 1421 SPECIFICATIONS 


Bandwidth (—3 dB): 


dc to 20 MHz 

(2 Hz to 20 MHz on ac) 

2 mV/div to 10 V/div in a 1-2-5 sequence (cont variable within each range) 
3% 


0.5 ps/div to 0.2 s/div in 1-2-5 sequence 

0.5 ws/div to 50 s/div in 1-2-5 sequence (cont variable in both modes): 
Note — x10 pushbutton gives fastest speed of 50 ns/div 

1M /28 pF 

400 Vdc or peak ac 

Ch1, Ch2 or external 


de 0.3 div to 2 MHz 
1 div to 20 MHz 
ac 0.3 div 10 Hz to 2 MHz 
1 div 4 Hz to 20 MHz 
de 150 mV to 2 MHz 
600 mV to 20 MHz 
ac 150 mV 10 Hz to 2 MHz 
600 mV 4 Hz to 20 MHz 
100k/10 pF 
250 Vdc or peak ac 


1024 x 8-bits per channel! 
vertical 30 steps/div; horizontal 100 samples/div 
2 MHz @ 0.5 ps reducing in proportion to timebase 


amplitude 100 mV/div 
amplitude 100 mV/div 
100R 

0° to 50°C 

140 x 305 x 460 mm 


6 kg approx 
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e PHONE YOUR ORDER — ALTRONICS TOLL FREE 008999007 e 


We'll Pay You $5 Cash! 


; diest Delivery in Australia Cai 
« Product Quality * Speed ou require it. 
We promise you Friendly, technical advice ed bie : a $5 tor your trouble. 


*« 
areful Packaging as 
¥ e fail you may return your purchase to us f 
* Less Transport Costs. 


EG A D % eet « pm = ay a or likely to bs 
From 59¢ 


1—9 / g9¢ Incredible | 
10—24 on ee 
25—99 69 
100 Up -: 59¢ 
1-9 


Premium Quality 10—99 
Famous PECOR Brand joo plus sf ; (whilst Mobile) 


« \nstantaneous.Average & Peak Pacer Tone an 


lori | Display * Easy 
VHS VI DEO TAPE \Cat S 5020 Speed Readout. 4 ves Distance. * ene « Fits to Bike In minutes. 


EXCELLENCE _ Solar Energy Kit Used Pecropwatch and journey time 
[itrrmenteeetetterery We've t é th Natty Solar Kit—Solar cell A tre ~ 
| demi eve tested the sunlight to electrical energy which in : 
Somos | - turn drives motor/propeller. Includes : 
| 220 ar) | Behe ee fantastic |ittle Booklet ‘on, Salar Famous PRO 2 N 
ii experimentation. Just ot for : 
up? 5. Me a bh Schoo! projects. Free aperay from Mylar Stereo 
superb - Forget all the sun. Educational — Great Fun. 
about paying a - Ee Phones with 
premium for BASF * } 
/ or TDK—Altronics i) Dynamic Mic. 
| possitively guarantee y Leal 
| War ems headset and Dynamic Mic 
sour new ME Metallic is conbination. Phones 30- 
equal to the very best- 18KHz 28 Ohms, 6.5mm 
and that goes for Stereo Jack Max. input 
mechanical 400mm Mic. -84db, 600 ohms, 
construction as well _— 6.5mm Mono Jack. 
Pet as picture quality! 


ees $12.00 Limited Stocks 
NOW $9.90 .;;;> (ieee seem 
10Up $8.90 oat Solar ¢ 


240V Maine Power From Your 12V Battery e Battery Charaer 

fue et piece with Auto Start Ha Ho s aie ait Series or parallel to obtain desired 
e pt.’ _- ours Sunlight : 4 

Just think how handy it would be to have 240 Volt AC Mains Power when camping, or . ° power configuration. (Includes 

tor your Boat or Caravan—Weill this brilliant new design from Leo Simpson and the Ties: joiner strap for this purpose) 

design Team at Electronice Austrailia is the answer. a Great Cat A 0210 


New Product 
a From ate 
{ 


FOR NEXT DAY JETSERVICE DELIVERY 
FOR NEXT DAY JETSERVICE DELIVERY 
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¢ Auto Start draws power from your battery only when appliance is plugged inand © ee , Price Break through 
“turned on” i.e. battery can be left permanently connected it desired ¢ Thermal Over : re ‘in Solar c il A 
Load © Current Regulated ¢ Current Overload : e rray 


Complete Kit K 6752 $199.00 er, ar, 18V @ 7 Watt 
Fully Built and Tested K 6754 $249.00 a ® ae " Brilliant New Solar Array at an amazing 


pice: Yes, for less than $90 we now 
i. em ; i ave just the handiest Solar Modules 
Treat yourself to the Greatest thing to happen to AM In 60 years 9) i P ' available. Superb for Powering or 


a ay Charging 12-15 Volt circuits — N 
AM Stereo Sensation ‘a ‘ there's fo excuse for that flat Car, Boat 
* Am Stereo * FM Stereo * Auto Reverse Tape Deck pall ie ‘mor Caravan Battery. Solar Cells are 
; ; ‘ ie, RR | fixed to a fibre board, front covered with 
Delightful AM Stereo is now eras Mi tough EPS and rivetted into stainless | 
yours for an unbelievable @& 4 ) steel frame. Cat A 0220. 
ae This Top pany i a ie 
oadsound RCR 760 Stereo | athe Maas il i 
AM and FM Receiver boasts 8 [95 Ta ll i Amazing 
watts per channel and high : aia Pra Price Break Through 


grade Auto reverse tape deck (= =33555 Dh Mca ‘ My 
Amazing Price $189.00 (meta! Compatibility) c 9122 — le i $89.95 
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BANCARD HOLDERS — PHONE ALTRONICS TOLL FREE 008 999 007 





e PHONE YOUR ORDER — ALTRONICS TOLL FREE 008999007 e 
STATE OF THE ART TOROID POWER TRANSFORMERS 


For the same price as your 10Up 
common garden heavy, bulky, ites 
buzzing iron (any old 43.50 
iron at that!) transformer you can 43.50 
now design in a superb Toroid 43.50 
Power Transformer from 43.50 
Altronics. 43.50 
Why a Toroid? oan 
© Smailer size and weight to meet modern 
‘Slimline’ requirements 52.50 
© Low electrically induced noise demanded by 52.50 
compact equipment 52.50 
© High effictency enabling conservative rating 52.50 
whilst maintaining size advantages 
© Lower operating temperature 
e Simple. quick single bolt mounting 


The toroidal transformer is now accepted as the 
standard in industry. overtaking the obsolete 
laminated type Industry has been quick to 
recognise the advantages toroidals offer in size. 
weight, lower radiated field and. thanks to 
Altronica—Low Price. re 
vv 


DIMENSIONS 
N 
NYS 
2 
ah ov 


. Sec V VA Ea. 
12V +12V 160W 45.00 
25V + 25V 160W 45.00 
30V + 30V 
35V + 35V 
40V + 40V 
45V + 45V 
12V + 12V 
25V + 25V 
30V + 30V 
35V + 35V 
40V + 40V 
45V + 45V 


8 


Diameter 110mm 

Height 42mm (160VA Models) 
52mm (300VA Models) 

Leads 200mm length 


Highly Recommended For. 
e Audio Amplifiers © Power Supplies 
e Microprocessor/computer equipment 


MANUFACTURERS AND BULK USERS 


PLEASE CONTACT OUR WHOLESALE DEPT. 
FOR BULK QUANTITY RATES. 


88ssssess 


Silky Quiet 
Commonwealth 
Industrial Corp. 

240V Computer Fans 


Sealed Sleeve Bearings for long life * 
Sturdy die cast Frame * Operating range - 
10 deg C to + 70 deg.C 


Your on Your Way Home from the Office Party, Doing Just a Few 
K's Over the Limit and You'd Never Guess Just Who's Over the 
Hill (Unless of course you're already the proud owner of one of these Brilliant Superhet R/D's) 


MICRO RADAR DETECTOR-CLIPS ONTO SUNVISOR 
INVISIBLE FROM OUTSIDE THE CAR) 


Now X band, {IN stationary, gun or even Mobile Radar are detected up to an amazing 13Km With the all new 
"Space Age” Micro Compuheterodyne Radar Detector. The very Ist in the world to utilize a custom 
microprocessor—hence enabling quite incredible sampling/checking detection of incoming signals—and 


oe it’s so light and compact it simply clips securely on to your sunvisor out of sight of anyone outside 
e vehicle. 


© Detects Mobile Radar equipment even monitors the pulse 
which is sent to the road from the Police vehicle to enable 
them to accurately calibrate their own speed ¢ Highway/City 
Mode switch allows monitoring of City or Highway 
conditions. By measuring and storing the field strength of 
each microwave sample taken from the source, the 
compuheterodyne will automatically, whilst in City Mode, 
discriminate between Microwave Alarm Systems and Radar 
Traps etc. — 21 Day Money Back Guarantee Unconditionally 
Guaranteed to out perform any other detector you've ever 
tried or your money back—absolutely no quibbles 


whatsoever. 
12 Key Keypad (Commercial Grade) 
These sturdy keypads were previously standard supply on STC telecom phones — 
so naturally the quality speaks for itself — Brand new fully assembled with PCB 
and 8 way wiring harness. Just the shot for microprocessor assemblies, 


combination locks etc.etc. A 0495 
1-9 $3.95 10-24 $3.00 25Up $2.50 


COMPU HET TQOOVYNE VACRO 


FOR NEXT DAY JETSERVICE DELIVERY 
FOR NEXT DAY JETSERVICE DELIVERY 


Cat 
A 0920 


$399 


Two Models 
F 1020 80mm _ $19.50 
F 1030 110mm $19.50 


Desk 
Mounted 
Lamp 
Magnifier 


— 


~ Ultrasonic Insect and Pest Repeller 949.50 


PESTREPELLER is effective in controlling mice, rats, roaches, flees, flies,crickets, siiverfish, 
waterbugs, moths, ants and most other common pests, Laboratory research has shown ultrasonic 
sound waves attack the auditory and nervous systems of most common pests causing them pain and 
discomfort 130 decibels of sound waves are out of the range of hearing of humans and most 
household pets such as dogs, cats, fish and birds and farm animals. Specifications— Dimensions: 
100 x 90 x 80 Power ery adaptor supplied 240/9V Frequency Range 30KHz to 65KHz variable 
Output level 130db Cat 008s 


BLOOD PRESSURE & HEART RATE MONITOR 
Why Risk Unnecessary Heart Attack? 

A superb Gift for the dedicated 

fitness enthusiast Absolutely 

essential for those over 40 and 

concerned with their heaith, or on 

Fitness Therapy. Use this easy to 


Only 
$169 


andl 
=) 
Oo 
mo 
oS) 
o>) 
@ 
© 
=) 
iy 
Lu 
x 
LL. 
J 
I 
2) 
= 
op) 
O 
"4 
2) 
c 
= 
= 
.- 
Lu 
=z 
2) 
hs 
o. 
| 
w 
c 


If you have trouble with fine PCB work or 
component identification but still want 


| both hands free, this is for you. We 


thoroughly recommend this quality 
Australian made product. 

TECHNICAL INFORMATION Illumination: 
22W Fluorescent Weight: 8.16kg Lateral 
Extension: 254mm Vertical Extension: 
254mm Fixing: Heavy table base (grey & 
Ivory) with two chrome plated flexible 
arms. Cat A 0980 


operate Monitor, to measure your 
pulse (or heart rate) and Blood 
Pressure. Remember hign 

blood pressure is in itself 
symptomless and the usual 
forerunner to future chronic heart 
disease. Features include “error” 
display warning of incorrect use. 
Handbook supplied will enable 
anyone in your family to be fully 
conversant with this monitor in 
minutes. Easy to read display of 
Systolic and Diastolic Blood 
Pressure and Pulse Rate. Cat X 3055 


UV EPROM 
ERASER 


Erase your EPROMS quickly 
and safely. This unit is the cost 


-effective solution to your problems 
It will erase up to 9 x 24 pin devices in 


complete safety in about 40 minutes for 


9 chips (less for less chips). 


© Erase up to 9 chips at a time © Chip 


drawer has conductive foam pad ® Mains 
Powered ® High UV intensity at chip surface 
we ensures neni erase ® Engineered to prevent 


9 UV exposure © 


ong Life UV tube e Dimensions 


oe 217 x 80 x 68mm @ Weight 670 grams 


008 999 007 Toll Free 
(09) 328 1599 


Perth Metro Area 
& After Hours Recorded Service 
ALL MAIL ORDERS: 
BOX 8280, STIRLING ST. 
PERTH W.A. 6000 
Toll Free Phone Order - Bankcard Holders 
can phone order toll free up to 6pm Eastern 
Standard Time. Remember with our 
Overnight Jetservice we deliver next day. 


“ALTRONICS DEALERS 
AUSTRALIA WIDE 
CHANCES ARE THERE 
IS AN ALTRONICS 
STOCKIST RIGHT NEAR 
YOU. PHONE US NOW 
FOR DETAILS OF YOUR 
NEAREST ALTRONICS 
DEALER.” 


PACKING AND DELIVERY 
CHARGES 


$3.00 Delivery Austrailia Wide -We process 
your order the day received and despatch 
via. Australia Post. Allow approx. 7 days 
from day you post order to when you 
receive goods. Weight limited 10Kgs. 
$5.00 Overnight Jeteervice - We process 
your order the day received and despatch 
via. overnight Jetservice Courier for deliver 
next day. Country areas please allow 
additional 24-48 hours. Weight limit 3Kg. 
$10.00 Heavy Heavy Service - All orders of 
10Kgs or more must travel express Road - 


BANCARD HOLDERS — PHONE ALTRONICS TOLL FREE 008 999 007 


Please allow 7 days for delivery. 


008 999 007 @ 





NEW COMPONENTS 


Intel/Signetics accord 


A technology and product exchange agreement covering 16-bit 
single-chip microcontrollers has been reached between Intel 
and Signetics, a Philips company. 


Signetics/Philips will be alter- 
native sources for Intel’s MCS- 
96 family of microcontrollers. 
The principal member of the 
family is the 8096. This third- 
generation microcontroller com- 
bines a 16-bit CPU with many 
input/output (I/O) features on 
the same piece of silicon. 

The agreement follows earlier 
accords between the companies 


covering 8-bit microcontrollers 
and derivatives. 

Intel and Signetics intend to 
work together to define and de- 
sign 16-bit single-chip microcon- 
trollers that are derived from the 
MCS-96 family architecture. 
Each will have the option of 
manufacturing and marketing 
on a worldwide basis products 
developed under the agreement. 


Signetics/Philips have been 
licensed alternative sources for 
Intel’s 8-bit microcontrollers 
since 1977. This new agreement 
is a natural extension of existing 
co-operative efforts on the 
MCS-48 and MCS-51 microcon- 
troller families, according to a 
spokesperson for Philips. 

As well as contnbuting to the 
establishment of the 8096 archi- 





tecture as a world standard, Sig- 
netics/ Philips intend to develop 
application-optimised versions 
when appropriate. 

Philips and Signetics plan to 
sample the 8094, 8095, 8096 and 
8097 during 1986. The availabil- 
ity of derivative products will be 
announced at a later date. 





Philips SMDs 


Philips Scientific and Industrial 
is now supplying a series of wet 
aluminium electrolytics for sur- 
face mounting, suitable for all 
current soldering methods in- 
cluding the recently developed 
vapour phase method. 

The 085-series SMDs can be 
totally immersed in a solder bath 
at 260°C for 10 seconds. These 
new wet electrolytics will com- 


pete with solid tantalum SMD’ 


capacitors, as they offer com- 
parable performance at almost 
half the price. 

The electrolytic cell consists of 
etched aluminium foil electrodes 
separated by an_ electrolyte- 
impregnated paper strip. 


It is sealed into a tiny alu- 
minium can which is then 
housed in a rectangular plastic 
case. Two case sizes are avail- 
able: 9 mm x 4 mm x 4 mm and 
12mm x 4mm x 4mm. The 
new capacitors are mainly for, 
smoothing, coupling and decou- 
pling in consumer applications 
such as audio and television cir- 
cuits. They can also be used in 
general industrial circuits, for 
example, timing and delay cir- 
cuits. 

For further information con- 
tact Philips Scientific & Industri- 
al, 25-27 Paul St, North Ryde, 
NSW 2113. (02)888-0403. 








Robotics camera 


The CCD4001 robotics camera 
is a small, rugged, solid-state 
unit designed for use in indus- 
tral environments. The 
CCD4001 incorporates a 256 x 
256 element sensor with a 
square pixel pitch format. The 
camera can provide NTSC tele- 
vision video output signals for 
display of images on standard 
monitors or for digital analysis 
using NTSC image processing 
equipment. 

The camera output is a 525- 
line interlaced format with a 
resolution of 256 lines per field 
by 256 elements per line. Each 


44 — ETI December 1985 


frame of video is composed of 
two identical fields. 

The camera can be used as a 
single-piece unit or separated 
into a camera control unit and 
sense head connected by a flex- 
ible cable. The small, rugged, 
lightweight sense head is de- 
signed to tolerate high acclera- 
tions and vibrations which might 
be encountered on a quickly 
moving robot arm. 

For more information contact 
Fairchild Australia, 366 White- 
horse Rd, Nunawading, Vic 
3131. (03)877-5444. 


Bubble memory module 


The Fujitsu Bubble Memory 
Module series consists of a bub- 
ble memory device and penph- 
eral linear ICs mounted on the 
same package. The BMM series 
modules use TTL level I/O, so 
only some control ICs are re- 
quired to create a reliable main- 
tenance-free, solid-state file 
memory. 

All components use TTL level 
I/O. From 128K up to 4 MB can 
be directly controlled, and high- 
speed file memories with an ac- 
cess time of 12.5 ms can be 
created. 

Specifications include minor 


loo memory capacity of 
1,075,722 bits (2053 bits x 524 
loops). Boot loop memory ca- 
pacity is 4106 bits. Data transfer 
rate is 100K bit/s. Access time is 
11.2 ms. Power source is +5 V 
+ 5%, 110 mA, +12 V + 5%, 
18 mA, —12 V + 5%, 190 mA, 
-5 V + 5%, 20mA. Dimen- 
sions are 65.5 mm x 43.5 mm x 
14.1 mm; structure is 40-pin 
DIP and the BMM series weighs 
approximately 75 grams. 

For further information con- 
tact IRH, 32 Parramatta Rd, 
Lidcombe, NSW 2141. (02)648- 
5455. 


Source for 6800s and 68000s 

Thomson Semiconductors has been licensed by Motorola to 
produce the 6800 and 68000 series microprocessors, deriva- 
tives and peripherals. The range includes approximately 60 
devices in NMOS and CMOS including 8-bit 6800, 6802, 6803, 
6804, 6808 and 6809; and 16- and 8-bit 68000, 68008 and 
68010. Recently Thomson has also been given the sole licence 
to produce the 32-bit 68020. For more information contact 
Promark Electronics, PO Box 381, Crows Nest, NSW 2065. 


Improving EPROMs 

The M2716 is a 16K ultraviolet erasable and electrically pro- 
grammable read-only memory (EEPROM). It operates from 
a single —5 V power supply, has a static standby mode, fea- 
tures fast single address location programming, and makes de- 
signing with EPROMs faster, easier and more economical. 
With its single 5 volt supply and an access time up to 350 ns, 
the M2716 is ideal for use with the newer high performance 
+5 V microprocessors such as the Z8, Z80 and Z8000. For 
more details contact Ellistronics Pty Ltd, 797 Springvale Rd, 
Mulgrave, Vic 3170. (03)561-5844. 


IC temperature controller 

The Telefunken U263B is a monolythic triac driver with in- 
built temperature sensor and zero voltage synchroniser for 
controlling heater loads. The IC is housed in an 8-pin mini 
DIP, runs on 240 Vac and features simple circuitry. It is suit- 
able for low cost, simple heating controllers for domestic and 
industrial use. For more information contact Promark Elec- 
tronics, PO Box 381, Crows Nest, NSW 2065. 


‘Wide-angle’ LEDs 


Siemens now has 5 mm LEDs with an increased half-intensity 
angle of 80 degrees. The new ‘wide-angle’ components come 
in four colours — standard red, high efficiency red, yellow 
and green. The maximum luminous intensity is 32 mcd at a 
forward current of 10 mA. The range also includes standard 
5mm LEDs with 50-degree angles. Further information is 


available from Siemens, 544 Church St, Richmond, Vic 3121. 
(03)420-7204. 


9450 processors 

Fairchild has developed a 16-bit floating point microproces- 
sor, the F9450. Combining Isoplanar Integrated Injection 
Logic technology with architectural innovations, the F9450 
fully implements the mature instructions set architecture of 
MIL-STD-1750A. Several support circuits are offered, includ- 
ing the F9451 memory management units and the F9452 block 
protect unit, and a comprehensive set of hardware and soft- 
ware development tools is also available. The CPU has 16 
user accessible general purpose registers. 


High speed static 

Motorola has introduced the MCM6164, the first of a family 
of 64K high speed static random access memory devices. Fab- 
ricated using Motorola’s high density HCMOS III technology, 
the MCM6164 design uses 1.5 micron rules to maximise speed 
and minimise power consumption. 


Element line scan sensor 

The CCD151 is a 3456-element line image sensor designed for 
page scanning applications including facsimile, copier, optical 
character recognition and other imaging applications which 
require very high resolution, high sensitivity and high data 
rates. It provides a 400-line per inch resolution across an 8!4- 
inch page which is double the international facsimile standard 
and satisfactory for many copier applications. For more infor- 
mation contact Fairchild Australia Pty Ltd, 366 Whitehorse 
Rd, Nunawading, Vic 3131. (03)877-5444. 


Video display, graphics controller 

Intel has announced a new chip that combines video display 
and graphics control functions on a single chip. The 82716 is 
aimed at such applications as low-cost video display, graphics 
and videotex terminals as well as personal computers. The 
chip’s high level of integration allows manufacturers to build 
in graphics capabilities while improving the reliability of dis- 
plays by keeping the number of components low. More details 
are available from Intel Australia Pty Ltd, Level 6, 200 Pacific 
Hwy, Crows Nest, NSW 2065. (02)957-2744. 





Modulation at 860 MHz The M68000KIT 


A new modulator IC marketed 
by Siemens considerably raises 
the previous frequency thresh- 
old (around 600 MHz) for such 
devices. The 5660 IDA operates 
on the rf level at frequencies 
from 30 MHz to 860 MHz. This 
enables the signals (picture and 
sound) for UHF and VHF to be 
modulated and mixed on a sin- 
gle chip. 

The TDA 5660 is suitable for 
use in TV sets and video de- 
vices, cable and TV converters, 
video generators, domestic 
video monitoring systems, ama- 
teur TV and PCs. 

With FM modulation, the 
sound signal vf is capacitively 
coupled to pin 1. The carrier 
spacing for picture and sound 
can be modified by applying a 


voltage to pin 16 which deviates 
from the internal reference volt- 
age. For AM modulation, the 
sound signal is capacitively cou- 
pled to pin 16; pins 1 and 2 are 
simply interconnected. 

The video input processes fre- 
quencies of between 0 and 
5 MHz, the sound input fre: 
quencies of between 4 and 
7 MHz and the frequency for 
the compound output signals 
lying between 30 and 860 MHz. 
Previously, the upper frequency 
range had to be covered by dis- 
crete circuitry, but with the 
TDA 5660, this can be com- 
pletely dispensed with. 

For more information contact 
Siemens, 544 Church St, Rich- 
mond, Vic 3121. (03)420-7204. 


Motorola has assembled the 
M68000KIT, a design package 
which enables the design engi- 
neer to develop M68000-based 
systems. The design kit contains 
the MC68000 and MC68008 mi- 
croprocessors, six peripheral de- 
vices, related data sheets, appli- 
cation notes and supportive 
documentation. 

Included in the M68000KIT 
are the following devices: the 
68000 16-bit microprocessor; the 
68008, an 8-bit external data bus 
version of the MC68000; the 
68230 parallel interface timer; 
the 68901 multifunction periph- 
eral; the 68440 dual DMA (di- 
rect memory access); the 68652 
multi-protocol communications 
control; a 68661 enhanced per- 
ipheral communications _inter- 


face; and the 68681 dual univer- 
sal asynchronous receiver/trans- 
mitter. 

A complete library of Moto- 
rola documentation in_ the 
M68000KIT supports system de-- 
sign. Programmer’s reference 
manuals, instruction reference 
booklets and programming 
reference cards for the MC68000 
and MC68008 are included. For 
all devices the M68000KIT pro- 
vides data sheets, application 
notes and article reprints with 
actual system design examples. 
A catalogue lists software and 
system level hardware available 
to support the M68000 family. 
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Teletext Decoder 
Get the most from your television 
with this amazing value Teletext 
Decoder! There's a mine of infor- 
mation just waiting to be plucked 
out of the air waves. You'd pay 
around $1000 for a Teletext TV: 
now you can have the same facility 


for under $250 $9929 


Cat K-6315 

IR Controller 

Now, Teletext convenience from 
your armchair! The Infra-red 
Teletext Controller is ideal when 
you just want to sit down and rest. 
Remote pack has all the same con- 
trols as the wired decoder! 





Transistor 
Tester 


Find that fault — fast! With this 
fabulous Transistor Tester kit. This 
one tests bipolar transistors, 
diodes, F.E.T.s and even S.C.R.s 
and P.U.T.s! Can even be built bya 
beginner. A useful and practical 
piece of equipment you just can't 
do without! Cat K-3052 
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tT  bigital 
Readout 
Function Generator 


The ideal gift because it's essential 
for any workshop! Hobbyists, 
technicians, engineers, etc... all 
need one! Produces sine, triangle 
and square waves from below 20Hz 
to 170kHz with a wide range of out- 





A handy device for any hobbyist to 
add to his workbench! A general 
purpose 20W amp module for 
television, tape recorders, musical 
instruments, etc. Uses discreet 
transistors for reliability and it's 
great value for money! Cat K-3445 


45% 







Playmaster 
Mosfet Amplifier 


Bookshelf 
Speakers 


Now you can have both quality and 
performance from a 2 way speaker 
system without it being a lifetime 
investment! These amazing speakers 
were designed by DSE and 
Magnavox to bring you the best 
value bookshelf speakers avail- 
able — and that's just what we've 
done! Cat K-4000 


‘229 


Complete 
Security 
Home Alarm 





The ideal compromise between 
economy and power! The orginal 
Playmaster with an incredible 45 
watt output and features you'd pay 
$$$ more for anywhere else! Give 
one of these kits for Xmas and it'll 
be remembered for years! 


Acomprehensive Home Alarm ata 
low, low price! This superb kit gives 
you features you’d normally pay 
hundreds for. 8 sectors, security 
key operation, built-in mains 
supply and battery backup... 
everything! It's a total alarm 


Cat K-3425 $4995 
REA 


put levels! Astounding value! 
Cat K-3520 § 


system at a bargain price! 


Cat K-3424 $4 20 
‘2OR 
oS, 
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Cat K-3515 $4 99 


IT’S THE PERFECT GIFT! 
A CHRISTMAS KIT FOR THE 
ELECTRONICS TINKER! 


SIGHT AND SOUND AMATEUR RADIO KITS 


KITS K-3490 Shortwave Antenna $16.95 

K-6300 UHF Amateur Transceiver $189.00 
SAVE $5 K-6302 UHF Trans. Upgrade $14.50 
K-6306 70cm Preamp $19.95 
K-6308 VHF Amateur Transceiver $189.00 
K-6310 VHF/UHF Power Supply $49.95 
K-6312 SWR/PWR Meter $39.95 
K-6318 VZ-200 RTTY Decoder $69.50 
K-6335 Cat FAX/RTTY Decoder $79.95 
K-6330 HF Transceiver $349.00 
K-6345 Radio Direction Finder $4139.00 


ASSORTED KITS 


K-3052 Transistor Tester 
K-3084 Speed Controller 
K-3439 Freq/Period Counter 
K-3450 LCD Panel Meter 
K-3451 Counter Module 
K-3453 Appliance Meter 
K-3468 RLC Bridge 

K-3469 Audio Oscillator 
K-3520 Function Generator $89.00 
K-3432 500 MHz Pre-scaler $34.50 
K-3335 Negative lon Gen. Kit WAS $39.00 $24.50 
K-3438 480 Power Supply $21.95 
K-3448 VK Powermaster $99.00 
K-3449 13-8V 5 Amp Power Supply $42.50 
K-3475 30V Variable Power Supply $54.95 





K-3472 TV Pattern Generator 
K-6325 Stereo TV Decoder 
K-3370 Led Level Meter 

K-3036 4 Input Mixer preamp 
K-4000 Book Shelf Speakers 
K-4001 Low Cost Amp 

K-3427 General Purpose Preamp 
K-3505 Super Siren 

K-3082 Fluoro Starter SAVE $1.00 
K-3095 Micro Wave Leak Detector 


K-3333 Negative lon Generator 
NEW IMPROVED DESIGN 


ALARMS AND CAR 
ACCESSORIES 


K-3250 Car Alar 

K-3251 U/Sonic Movement Detector 
K-3252 Deluxe Car Alarm 

K-3253 Car Alarm Mk Il 

K-3254 4 Sector Home Alarm 
K-3255 Igition Killer 

K-3424 Home Alarm 

K-3240 Led Tacho 

K-3245 Brake Lamp Flasher 

K-3301 T.A.I 


$33.95 
$499.00 
$45.95 
$59.95 
$229.00 
$99.00 
$7.95 
$14.95 
$3.95 
$13.95 
$34.50 


$24.95 
$109.00 
$59.00 
$39.95 
$49.00 


K-3035 Mixer preamp 
K-3143 Musicolour Mk IV 
K-3153 Beat Triggered Strobe 

K-3415 AM Stereo Decoder 

K-3441 60 Watt M/Fet Module (Complete 


K-3443 120 Watt M/Fet Module with Heatsinks)$69.00 


K-3445 20 Watt Amp Module 

K-3446 Busker Amp (Shortform Only) 
K-3500 Graphic Equaliser 

K-3509 Sound Bender 

K-3512 Music Generator 

K-3515 50 Watt M/Fet Amp 

K-3516 100 Watt M/Fet Amp Series 200 
K-3060 TV CRO Adaptor 

K-3232 M/Head Amp Mk 2 

K-3235 UHF TV Downconverter 
K-3419 Stereo Enhancer 

K-3421 Stereo Simulator 

K-3422 VCR Sound Processor 


$15.95 
$79.95 
$129.00 
$32.50 
$44.95 
$199.00 
$439.00 
$33.95 
$32.95 
$39.95 
$79.95 
$23.95 
$52.95 


pe 
K-6315 Teletext Decoder oso $229.00 
K-3425 IR Controller (Teletext) , Og 24, $49.95 
Sart Se 
or 


$19.95 
$19.95 
$119.00 
$34.95 
$23.95 
$39.95 
$44.50 
$44.50 


K-3426 IR Repeater 
K-3463 Video Enhance 


$34.50 
$33.95 
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Projecis Kits 14-40 


The ideal place to start! Project kits 1-10 assumes you know nothing about 
electronics and gets you building 10 useful projects . . . . instantly! There's 
no so'dering so you can take your project apart and build the next one. 


Everything is included! Cat K-2600 iS 7 95 
Project Kits 14-20 
Powered Radio and the World's Simplest Transmitter. You'll have hours of 
fun and learn heaps to boot! Cat K-2610 S 

1-10 to build these kits). 850 
20 new and exciting projects. They're bigger and they're better! Now you 
can do it the modern way — with printed circuit boards and soldering. The 


Instructions for these kits are in Funway 1 

Another ten fantastic kits to build! There's really useful things like the Beer 
(Also requires components from Project kit 

Finished Funway 1 — looking for something else to do? Funway 2 gives you 
funway to learn! 


K-2621 Flashing Brooch $2.95 K-2631 Wireless Mic $6.95 
K-2622 Canary Door Bell $4.95 K-2632 Light Activated Switch $5.95 
K-2623 Morse Practice Set $6.50 K-2633 Metal Pipe Locator $6.95 
K-2624 Univeral Timer 6.50 K-2634 Sound Activated Switch $7.50 
K-2625 Led Dice $5.95 K-2635 Home/Car Alarm 6.95 
K-2626 Mono Phonic Organ $8.50 K-2636 Electronic Siren $5.50 
K-2627 Pkt Transistor Radio $8.50 K-2637 Led Level Display $9.50 
K-2628 Touch Switch $5.95 K-2638 Intercom Unit 9.50 
K-2629 Mosquito Repeller $5.50 K-2639 Led Counter Module $8.95 
K-2630 Basic Amp 6.95 K-2640 Shortwave Receiver $7.50 


Funway 1 Gift Box 


The best Christmas present you could give! Contains Funway Volume 1 and 
everything you need to build any of the 20 different projects in the Funway 1 
series. And it all comes in a re-usable plastic parts tray! Cat K-2605 


WAS 
$24.50 


$4 g9s 


Funway Gift Pack Volume 2 


The perfect gift and you'll save money! This pack has been specially 
selected for quality and value! You get Funway Volume 2, a quality DSE 
soldering iron, a pack of solder, 9 volt battery and the ‘Wireless Microphone’ 


eS anwcy vue! $4 995 
SEE PAGE 108 
FOR 
ADDRESS DETAILS 





THERE’S NO BETTER WAY TO GET INTO 
ELECTRONICS THAN WITH THE FUNWAY SERIES! 
GIVE ONE THIS CHRISTMAS AND IT’LL BE 
APPRECIATED FOR YEARS TO COME! 


FUNWAY VOLUME 3 


It's the next step! Now you're becoming a more advanced hobbyist you'll 
need extra challenge. 10 great projects to build and many of them can be 
built in different forms — so there's plenty to keep you going! You'll have a 
great time with this lot and end up with plenty of useful devices to be proud of! 


K-2660 Auto Minder $4.95 
K-2661 Two Up $6.95 
K-2662 Pokey $14.95 
K-2663 Cricket $9.95 
K-2664 Miri Colour Orqan $6.95 


111 GIFTBOX 


There's 24 fant 
The most popu 
Funway series. 


astic kits to build! 
lar kits from each 
Hours of fun — 
you'll go from beginner to 


i t in next to 
electronics exper 
no time! Incredible value Xmas 


gift — you'll save heaps! 


Cat K-2680 S49 
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Se 
Fun Way 
Volume 1 


Where it all began! The 
best selling manual now 
used as an introductory 
text book in countless 
schools, colleges and 
youth groups. The ideal 
introduction for begin- 
ners from 6 to 66! 

Cat B-2600 


) 495 


Cat B-2605 


Volume 2 


It takes over where Fun- 
way 1 finishes, with 20 
exciting new projects to 
try out. But these pro- 
jects are different! 
They're all built the 
modern way — on 
printed circuit boards. 


56% 


K-2665 Light and Sound $6.95 
K-2666 Combined Timer-Lock $9.50 


K-2667 Mini Amp $14.95 
K-2668 Binary Bingo $12.95 
K-2669 Mini Synthesizor $12.95 


The ideal way to learn all about 
electronics! Step by step through 
30 projects from beginner to 
expert. Everything you need is 
right here — all components, 
PCBs and your very own 
soldering iron! Make electronics 
fun with Funway this Christmas! 
Cat K-2690 





Volume 3 


Another 100 pages of 
fun. It's the logical pro- 
gression for those who 
have worked through 
Funway Vol. 1 and 2. It's 
for the more advanced 
hobbyist, because Fun- 
way Volume 3 projects 
are based on Integrated 
Circuits. Cat B-2610 


$675 


Funway 3 Bonus Pack 


It's extra value! You get the two most popular kits in this series ... 


and we 


throw in the book FREE! You get ‘Electronic Cricket’ and the ‘Miniature 
Amplifier’ valued at $24.90 PLUS, Funway 3 book at no extra charge! 


Cat K-2670 


\ a 


Ideal for Christmas! $9490 


ELECTRON 


PTY LTD 








Project 751 





MINIATURE FM 





S.K. Hui 
Jon Fairall 


TRANSMITTER 


ETI continues its quest for smallness almost to vanishing 
point. The biggest part of this ultra tiny device is the battery. A 
fun project for Christmas. 
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WE HAVE PUBLISHED several ex- 
tremely compact projects recently. These 
have included the transmitter section of the 
optical car alarm switch (September 85) 
and the ETI-741 radio mic (January ’85). 
For one reason or another both these proj- 
ects were extremely complex and building 
them required considerable experience and 
a good deal of patience. 

Here we publish something that’s ultra 
small and easy to build. It’s a minimum 
component radio transmitter operating at 
the bottom of the VHF radio band, some- 
where around 88-90 MHz. We make no 
great claims for its fidelity, (strictly lo-fi) 
but it is perfectly adequate for transmitting 
speech over distances of 15 to 20 metres in- 
doors, and further distances outside. 

The design emphasises simplicity to the 
exclusion of almost every other considera- 
tion. The audio frequency from the micro- 
phone modulates a tuned circuit formed by 
the coil and some capacitors to derive an 
FM signal in the text book manner. Output 
from this is buffered and amplified by a sin- 
gle transistor amplifier and then fed to an 
aerial. 


Construction 

Construction is quite straightforward. 
First check the circuit board. Notice that it 
is rather small, so check that the etchant 
hasn't eaten right through the tracks any- 
where, and also that no bridges remain 
where they shouldn't. It’s a good idea to 
clean the board with some abrasive cleaner 
and plenty of water at this stage — that way 
you get to look at it closely. 

If the board hasn't already been drilled, 
do it now. Note that some of the compo- 
nents are soldered on to the back, so some 
of the pads don’t have holes in the middle of 
them. Don’t drill these out. 


Now begin to solder the components on 
to the board. Begin with the resistors, then 
solder the two microphone leads into place. 
Then place the variable resistor. Do it in 
this order because one of the mic leads goes 
under the resistor, and it’s rather tricky 
trying to get the wire into place if the resis- 
tors are already there. When you’ve done 
this, solder the two capacitors that fit on the 
component side into place, then the two 
transistors and the LED. Check the orienta- 
tion of these components. 

Now turn the board over and place the 
switch and four capacitors on the back. The 
easiest way of doing the capacitors is to first 
bend the legs at right angles about one mm 
from the component body. Cut the leg 
about one mm from the corner. Now drop 
some solder on to the pads, rest the capaci- 
tor on top of the fillet and apply some heat 
to the leg. This will heat the solder below 
and the component will sink into it. Apart 
from anything else, this method means you 
never need more than two hands for the 
operation. (Have you ever noticed how 
often in electronics you need one hand to 
hold the board, one hand for the compo- 
nent, one for the solder and one for the 
iron? If God had meant us to be electronic 
technicians we would all look like a multi 
armed Buddhist statue.) When you’ve fin- 
ished this, fold over the 33n greencap, but 
leave the others standing upright for the 
time being. 

Now comes the fun part — winding the 
coil. First wind on two turns around the for- 
mer, cut the ends off and tin them. This 
forms L2. Next do the same for L1] making 
eight turns, and solder the four ends on to 
the board. Finally, solder the battery leads 
and the aerial in place, and go back over 
your work, searching for misplaced compo- 
nents, solder bridges or splatter. 


PARTS LIST — ETI-751 


in ceramic 
1p ceramic 


100p ceramic 








BC547, '549 or equivalent 
3mm round LED 


Miscellaneous 
1x 5mm coil former, DSE Cat L-1010, together 
with a ferrite core like DSE Cat L-1302 and some 


enamelled 0.8 mm winding wire like DSE Cat: 
W-3120; one ultra miniature SPDT slide switch 
(DSE Cat S-1015). The microphone should be 
an electret type — we used the DSE C-1160. A 
battery type 216 snap connector and 1300 mm of 
thin hook up wire to serve as the antenna. 


Price estimate: $8.50 
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Setting up 

At this stage, you need some other bits 
and pieces. An FM receiver is essential, a 
function generator and CRO desirable. 
Firstly, connect the battery, operate the 
switch and check that the LED comes on. If 
it doesn’t, switch off straight away. Either 
the battery is a dud, the LED is in the 
wrong way around or you have the battery 
leads swopped over. 

With the LED on, switch on the receiver 
and sweep through the FM band to see if 
you can find the 751’s carrier. You should 
detect this as a sudden silencing of the FM 
noise. It helps if you can connect the func- 
tion generator to the mic leads. Feed in a 
sine wave of about 1 kHz, and then you 
should hear tone from the receiver when 
you’re tuned in. 

More than likely you will find nothing on 
this first attempt. Tune the receiver to 
about 88 MHz, right at the bottom of the 
FM band, and screw the slug through the 
barrel. Still no luck? Carefully remove one 
side of L1 and take a turning off the coil, 
and then repeat the whole process. The fre- 
quency of the coil is quite sensitive to the 
number of turns and the position of the 
slug; so you may have to do this a number of 
times. We eventually got ours set up at 
about six turns. 

It’s a good idea to put on more turns than 
you need. That way you know that if it’s not 
tuning properly you must remove coils. 
Also, if you need to increase the number of 
turns, you don’t have to start right from the 
beginning again with a new piece of wire. 
Be careful to use the minimum amount of 
heat possible during all this resoldering, to 
avoid damaging the tracks. 

If you have trouble during this stage of 
the operation, a CRO is very helpful. If you 
probe the collector of Q1 you should see the 
oscillator waveform, which will tell you 
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what is happening. If you don’t have access 
to a CRO that will run about 90 MHz, a 
multimeter across the base emitter of Ql 
will at least prove that part of the circuit, if 
it reads approximately 0.6 volts. 

When you get it set up remove the func- 
tion generator, solder in the mic and 
adjust the pot for maximum volume and 
minimum distortion. Fold over the remain- 
ing capacitors on the back of the board and 
glue the windings, slug and former together 
so nothing can move. 


Using 

The next problem is mounting the device. 
This is entirely up to your own ingenuity 
and imagination. A few points to notice. If 
you want to use it to monitor a particular 
position, you may not need the switch. In 
that case remove it and bridge across the 
switch pads with a bit of wire. The LED 
then serves very little purpose, so you may 
wish to consider removing it together with 
its associated resistor. As a bonus this will 
also reduce battery drain. 

However you do it, make sure the 
mic is securely mounted. If you leave it 
to dangle off the leads it won’t last long. If 
you intend mounting the device in a case 
things will take care of themselves. If not, 
consider using a short piece of one of the 
component legs instead of wire for the con- 
nection. That should lead to a sufficiently 
stiff mounting. @ 





HOW IT WORKS — ETI-751 
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The principle of the circult is obvious but the 
exact solutions for characteristics of the os- 
cillator are hard to calculate. Making rough 
approximations on the way, we found that the 
inductor L1 would be somewhere around 
500 nH. A working sample of the Inductor 
was actually measured under the L-C-R 
bridge. We obtained a value which Is fairiy 
near to the calculated one. 

The signals picked up by the condenser 
microphone are ac coupled to the transistor 
Q1. RV1 can be manually set to attenuate this 
coupling. Varying this pot will affect the 
sensitivity and the distortion of the circult. 

The ac signal from the microphone will 
vary the ac emitter current of transistor Q1. 
This changing current changes the effective- 
ness of the capacitor C4 as seen by the tuned 
circult formed by L1, R3, C3 and C4. The ap- 
parent changing capacitance of C4 shifts the 
oscillation frequency of the tuned circuits. 

Capacitor, C4, also plays an Important 
feedback role keeping the oscillator oscitlat- 
Ing. The free running frequency of the tuned 
circuit with no input microphone signal is 
around 88 MHz. This Is the carrier frequency. 
The modulation of this frequency by the 
microphone signal generates the FM signal 
which can be picked up by a normal radio. 

To stop the antenna from toading the 
tuned circuit directly, a secondary wiring is 
used to couple the signal to transistor Q2. 
This also introduces a bit more gain to the 
circuit. If the output resistance of Q1 Is Ro 
and the Input resistance of Q2 Is Ri, the turns 
ratio N of the transformer formed by L1 and 
L2 is given as: 






































Ro 
N=k — 
Ri 














where k is the coupling between the wind- 
Ings. Its value depends solely on the material 
of the slug. The LED and R5 form a circult ON 
indicator when the battery is connected to 
the circult. 
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you name itwe've got it. 
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Ex Tax 
RAM 10+ 
2114 1.49 
4116 1.49 
4168/4864 1.49 
41256 8.95 
6116 2.80 
EPROMS 
2732 5.50 
2764 6.99 
27128 10.95 
CONNECTORS 


Centronics Plugs 
Centronic-Centronic Cables 
Senal-Serial (DB25P-DB25P) 
DB Plugs or Sockets 


DISKETTES 10 YEAR WARRANTY 
(All double density) 


10+ 
$19.98 
$21.98 


DP Single Sided 
DP Double Sided 


DISK CONTAINERS 


DX85 Holds 100, Steel Lock 
DX60 Holds 60, Steel Lock 


DISK DRIVES 
e 4851 DSDD 40 track 


e 4853 DSDD 80 track 


HARD DISKS 


e521 |OMB 
e522 20 MB 


e DTC or XEBEC Controller and Cables 


” 








Ex Tax 


$19.95 
$16.95 


$169.00 
$199.00 


$599.00 
$999.00 
$380.00 


MONITORS 


Ex Tax 
Green Hi Res $139.00 
Green Hi Res Swivel Base, etc. $149.00 
Taxan Colour $399.00 
Taxan IBM/TTL $228.00 
PRINTERS 
Epson LX80 $369.00 
POWER SUPPLIES 
IBM Power Supply 135W $169.00 
Apple Power Supply STC Quality $89.00 


PHONE FOR THE BEST PRICE IN 
AUSTRALIA ON FULL RANGE. 


IBM COMPATIBLE 


Dual Drives, Full Keyboard, Colour Graphics Output and 
Printer Port. 256K Expandible to IBM $] 47) 


on board includes DOS, etc. 
Famous brand. 

MATL ORDER CENTRE 
Call direct! Call now! 

11 Edward St., Shepparton, Victoria 3630. 
Telephone: (058) 21 7155. 

Prices are subject to change without notice. 


FREIGHT ANYWHERE IN AUSTRALIA 
$8 (or Comet $12) 


This advertisement must be quoted to qualify for special price. 


TRADE ENQUIRIES WELCOME. 


CASH, CREDIT CARDS AND 
CHEQUES ACCEPTED. 


DataParts 


The best computer people in the country. 








ALBURY: 518 Macauley Street (060) 21 8088 
BALLARAT: 307 Mair Street (053) 31 3399 
BENDIGO: 419 Hargreaves Street (054) 43 4866 
CAMBERWELL: 519 Burke Road (03) 20 7897 
SHEPPARTON: | 1 Edward Street (058) 21 7155 
WAGGA WAGGA: 33 Tompson Street (069) 21 6466 
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A special 


——————neeonen 
opportunity Electronics 
for readers of Today 


Be quick!! When Electronics Today and TEAC offered the original Denon 
Technical CD Test Disc, the demand was embarassing and many of our readers ' 
$25! 





(and audiophiles) missed out. By special arrangement with TEAC Australia Pty Ltd, 
we are now able to offer readers the new Denon Digital Audio Check CD at only ......... 
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q 
The original Denon test disc set the standard for $: q 
evaluating CD players and testing audio systems. Now “Obviously, the most potent SS iW 
Denon, continuing to play a leading role in the demonstration disc would ih 
development of digital audio recording, have raised that synthesize the features of the : 
standard with their new Digital Audio Check CD. Louis Denon Technical CD disc 
Challis, Australia’s foremost audio system reviewer, with the features of sampler 
declared the new Denon test disc “‘a worthy offspring to discs . . . the Denon Digital 
the original . . . even ‘more beautiful than the Audio Check CD does just 
mother’.” that.” oe 


DENON TEST DISC ORDER FORM 


Total price of discs Somes iasvwns swan svaas 
Plus $4.25 packing & 
postage per disc SS 5 as sisiacaab dome eiidis 






| don't want to miss the opportunity to obtain a copy of this important 
audio testing tool. Please rush ME ...........0000 Denon Digital Audio 
check CD Test Discs at only $25.00 each. 





plus $4.25 packing and airmail postage anywhere in Australia TOTAL $ 
‘i Tick box to indicate payment: 
ON as ence cu exer tins ens en tisPiedinn Sesndnsinarintin Sites arp se ow sno anata wipe aa agin 4 

American Express ([_] Bankcard{] Cheque*[_]| 

POGEOSS scnsisccsiincsoconnnentientan svinsonssyas nipysmvniie aman vamvssiusionen neuen somes * Please make cheques payable to the Federal Publishing Company Pty Lid 
Credit Card No: 

Mei eax ne apa nred Postcode ................... 

SSIGIUMRGIED: 5 cssres ses txxnannenistan ues ins inne nian nsdn snos oenrpnncosemeesiensoenesmeceny Card Expiry Date: ....0...0.. cee 


Unsigned orders cannot be accepted 















UHF/VHF 
Antenna 


With 
Reflector 


GET READY 
FOR THE 


SBS 


CHANGEOVER 
ON JANUARY 53! 


SBS Ceasing transmission on 
VHF Channel 0 and transmitting 
on UHF Band 4 Channel 28 and 
UHF Band 5 depending on loca- 
tion — just check at your store. 
Australian made antennas for 
Australian conditions. 





High Gain UHF 
TV Antenna 


Another quality antenna from DSE! 
Solve those reception problems once 
and for all. This band 5 UHF is 
designed for normal reception areas 
and features variable mounting clamp 
for easy mounting and aiming! 

Cat L-4028 


Pit: bie 






It's top of the range! 
Particularly suited to fringe 
(or poor reception) areas 
you'll get a clear sharp 
picture with this one. Both 
VHF and UHF Band 4&5 
with inbuilt reflector for 
maximum gain/minimum 
ghosting! Cat L-4018 


Diy £: anid 


Got Two Antennas? 


Well, now you 
only need run 
one lead! This 
UHF/VHF 
Diplexer allows 
you to connect 





Combined UHF/ 
VHF Antenna 


Why use two antennas when one will 
handle the job? Our combined UHF/ 
VHF antenna is one of our most 
popular models. It's ideal for 
metropolitan reception areas! Great 














value for a dual purpose antenna! the two 
Cat L-4020 antennas to one 

TV feed line! 

Cat L-4470 






















Band Antenna 


ied ; 
b: + | 
Couple it to your existing VHF antenna and you've 


Econo got the best of both worlds. Gives excellent recep- 


tion! Quality Australian made Channel 28 Band 4 


UHF/VHF antenna at a DSE low price! Cat L-4029 
e 


It's made for those good reception >» 

areas! If you ‘re close to the transmitter 

you won't suffer on quality but you will 
save money. Channels 0 to 11 VHF, 

FM and UHF Band 4 including Channel 

28! Cat L-4027 


Everyone can have the 
inc convenience of a per- 
- A022 OP 10 Cont one oer Al h sonal pager with 

Ti ney passe en Yor Full p G Beeple! The lowest 
cost pager around 


b Gee” Numeric Display Whether it's for busi- 


ness or around the 

National's top of the line! Get the complete home Beeple will keep 
message — without codes! The Alpha you in touch instantly 
National 















Numeric Pager is just packed with features to ... for under $100! 
make communication simple and uncom- Now communication is 


National plicated. Can store 1200 characters over 20 _—_— within everyonés 
es = different messages — and you'll get them... reach at DSE! 
Digital Numeric Pager no matter where you are! Cat D-1002 


Cat D-1022 
Now there's bp: $ <O 
a beeper that does g i. 
h more than ; 

peep! The Digital N All pagers: connection & service cost wD 
Numeric Pager from "J 

National can teil you 4 
which number you have to 
dial or give you a complete 
coded message... instantly! 


When you need to keep in 
touch — make it easy, with a 


digital numeric pager from 
DSE. It’s a lot cheaper than Pp: 
you think! Cat D-1012 A PTY LTD 


Available all capital cities except Darwin & Hobart. Not available in country areas. See address detalls page 108 
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‘Modem’ holds its place but shakily in most peoples’ computer 
vocabularies. They might be able to tell you what it does but 
be hard put to tell you how. ET! intends to let all caring 
people into the mystery workings of modems with this 
intelligent, auto dialling, 1200/75 baud, ‘world beating’ modem 
which even operates when you're not there. Tutorial 1 begins 
by comprehensively explaining operation and design 
considerations. 


54 — ETI December 1985 








Part 1 


S.K. Hui 


DON’T BE DISAPPOINTED that the 
World Beating modem we promised isn’t 
explained completely in this one issue. A 
sophisticated project like this deserves a full 
treatment and it’s just too difficult to ex- 
plain so many things in a few pages in just 
one article. And it’s always safer to build 
something that you can understand from the 
Start. 


Saga of the project 
preparation 

I know there are a lot of well educated 
ETI readers out there who have known the 
theories of modems for years, but knowing 
theories isn’t, unfortunately, enough to de- 
sign a good modem. Telecom safety rules 
about line interfacing, CCITT standard like 
the V.21 and V.23 call establishment hand- 
shakes etc, all have to be observed. There is 
a plethora of restrictions and a good modem 
should comply with them. 

The ETI-684 intelligent modem is not 
Telecom approved just by being published 
(despite that many requests for the design 
of this modem were actually from Telecom 
engineers and technicians). /t is your re- 
sponsibility to seek approval from Telecom 
before using it. Obviously, it is a great ad- 
vantage to your application if you know the 
safety requirements in connecting private 
apparatus to the Telecom line. We, of 
course, don’t want to see anyone get hurt or 
into trouble as a result of using the modem. 
Some of the important regulations will be 
mentioned as reminders in this article. 

In the development so far, I didn’t en- 
counter any real problems with the auto 
dialling and bell detector circuit. Much time 
has been devoted to the literature especially 
Telecom rules, and the rest has been spent 
on setting up a proper development system. 
Yes! In fact this modem is going to be con- 
trolled by a dedicated microcomputer — 
well, this is intelligence! 

This approach is better than using dis- 
crete logic chips. It would cost a fortune if 
all the complex functions were performed 
by discrete chips. (A few months ago, a 
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Figure 1. Three different types of modulation. 


European magazine published a modem 
project along these lines. The end product is 
an extremely complex circuit.) A micro with 
an inbuilt control program seemed the 
cheapest solution. 

A lot of resources were needed in prepa- 
ration of this project. I would like to ac- 
knowledge D. Anisimoff, C. Begg, G. Taa- 
tjes from National Semiconductor for their 
full co-operation and technical backup on 
this project. Special thanks are also due to 
J. Skebe and P.C. Ng for their tremendous 
help in setting up the development system. 
With the generosity of Lynstan Micro- 
systems, a development system was used to 
develop the software for the modem. 
Thanks to Elmeasco Instruments, the ob- 
ject file was directly down-loaded into a 
GP-XP640 EPROM programmer (or the 
GP-XM512 emulator for in-circuit EPROM 
emulation). This greatly shortened the soft- 
ware development time for the controller of 
the intelligent modem project. 

The following sections will be on the lit- 
erature side of the modem: basically on the 
jargon, the theories and a bit of the design 
approach and specifications of the intelli- 
gent modem. This article will provide the 
necessary background if you want to build 
this project or simply want to know more 
about data communications. 


What is a modem? 

Like humans, computers need to com- 
municate with each other! To facilitate this, 
information stored in form of bytes in the 
memory of one computer needs to be trans- 
ferred to another computer’s memory. Two 
different methods of transfer are possible. 
The first is the so-called parallel transfer 
(your Centronics printer works on this prin- 
ciple). As the name implies, all the bits in 
the byte are transferred at the same time. It 
is usually done by latching the bits to an 


PROTECTIVE GROUND (CHASSIS) 
TRANSMIT DATA (TD) 

RECEIVED DATA (RD) 

REQUEST TO SEND (RTS) 

CLEAR TO SEND (CTS) 

DATA SET READY (DSR) 

SIGNAL GROUND (GND) 


RECEIVED LINE SIGNAL DETECTOR (ALSD) 


DATA TERMINAL READY? (DTR) 


Figure 2. RS232C connector signals. 


TABLE 1. RS232C ELECTRICAL SPECIFICATION 


Communication rate 
Driver output voltage levels, maximum no load 


Driver output voltage ranges for loads between 3k and 


7k ohms 
Driver output current, short circuited 
Driver output impedance with power off 
Maximum driver output slew rate 
Receiver input resistance 
Effective rceiver input capacitance 
Maximum receiver input voltage range 


eight-stage flipflop with a common clock 
(trigger). The familiar strobe pulse is used 
to trigger the flipflops to latch the bits in 
parallel. This scheme is fast but uses too 
many wires. 

Serial transfer uses fewer wires and is 
suitable for long distance communications. 
The serial transfer can be synchronous or 
asynchronous. In the former case data and 
clock signals are transmitted  simulta- 
neously. The received clock signal is then 
used to sample the data. Synchronous serial 
transmission is accurate but an extra wire is 
needed for the clock signal or a complex en- 
coder is needed to embed the clock to the 
data signal. 

Asychronous transfer is more usual. The 
famous RS232C is the typical standard for 
serial asynchronous transmission. Syn- 
chronisation of data and sampling for the 
receiving end is achieved using the start and 
stop bits but no clocking signal is sent to the 
receiver. So, for example, a byte of 8 bits 
would require a start bit to be transmitted 
before the transmission of the data bits, 
then finally a stop bit. 

In transferring the data an agreement on 
the baud rate has to be made between the 
sending and the receiving end. The baud 
rate is the number of bits sent per second. 
Depending on the agreement between the 


0-20,000 bits per second 

—25 V logic 1 

+25 V logic 0 

logic 1: —15 V (7k) — —5 V (3k) 
logic 0: +15 V (7k) — +5 V (3k) 
500 mA maximum 

300 ohms minimum 

30 volts per microsecond 

7k ohms maximum, 3k ohms minimum 
2500 pF maximum 

-25 V to +25 V 





two ends, a special format (protocol) is 
used. A typical protocol has one start bit, 
eight data bits, an odd parity bit, followed 
by two stop bits. The initial start bit resets 
the local oscillator at the receiving end and 
the subsequent data bits are sampled by the 
local timing. The local timing is derived 
from the local oscillator which is free run- 
ning at a speed the same as that at the trans- 
mitting end. There is no connection be- 
tween the two oscillators and dnft between 
them is quite possible. Therefore every byte 
of data transferred has to have the start/stop 
bits attached in order to re-synchronise at 
the receiving end. 

The parity bit is sent as an error detector 
bit. It is given a logic value depending on 
the total number of 1s in the word, which 
have to match the parity at the receiving 
end. 

What relation does all this have to the 
modem? The serial transfer mentioned 
above involves digital pulses travelling 
along cable which needs an extremely wide 
bandwidth. Some years ago a bloke called 
Fourier discovered that any repetitive wave- 
form which is not sine or cosine in shape 
consists of many harmonics (pure sine 
waves) with frequencies two, three, four 
times, etc, higher than the frequency of the 
Original waveform. This means your logic 1s 
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FORWARD CHANNEL Fo 
Mode 1: up to 600 baud 
Mode 2: up to 1200 baud 


BACKWARD CHANNEL 
Modulation rate up to 75 baud 

















and Qs pulse train has many higher fre- 
quency harmonics. This is fine if they are 
transferred over a short set of private wires. 
But Telecom will get furious if you try to 
pump digital pulses into Telecom lines. The 
higher frequencies outside the bandwidth 
specified by Telecom might create chaos in 
the exchange. Every voice channel in the 
telephone exchange allows only 3 kHz 
bandwidth. (This may be even lower in 
some international exchanges.) 

Although Telecom has sharp cutoff filters 
in the exchange to protect equipment and 
the quality of the signal against out-of-band 
signals, you are breaking the Telecom Act to 
transmit anything outside that bandwidth. 
Even within the band, some of the frequen- 
cies such as 700-800 Hz, 2230-2330 Hz, 550- 
650 Hz are reserved for Telecom uses (see 
Telecom Specification 1053, Issue 4, Clause 
14.1.2). There are a lot of catches to watch 
out for when you connect something to the 
lines! 

A modem is a device to transform your 
digital pulses into a form suitable to be 
transmitted over the telephone voice chan- 
nel and vice versa. Transformations like on- 
off keying, frequency shift keying (FSK) 
and phase shift keying (PSK) all make use 
of a carrier tone, a pure sine wave oscillat- 
ing at a particular frequency depending on 
the data baud rate and the standard (V.21, 
Bell 202 etc) used. As shown in Figure 1, 
the digital pulses alter the presence/ 
absence, frequency and phase of the carrier 
signal. This alteration is called modulation 
of the carrier. The demodulation process 
converts the changed characteristics of the 
carrier back to digital pulses. The most 
common LSI modem chips will perform 
both types of modulations using the FSK 
technique. 


Standards 

A modem has two friends to talk to: a ter- 
minal (or computer) and a remote modem 
via Telecom lines. Normally, the terminal is 
close to the local modem. Full digital pulses 
can be used in communicating between the 
two without any bandwidth problem. 

The RS232C standard, published in Aug- 
ust, 1969 by Electronic Industries Associa- 
tion (EIA) in the USA, set down the stand- 
ard for serial digital communication. The 
standard defines a set of control signals, 
voltage swings for the signal, different 
speeds of baud rate etc. Full electrical speci- 
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TABLE 2. MODULATION RATES AND CHARACTERISTIC FREQUENCIES FOR 


FORWARD/BACKWARD CHANNELS, V.23 RECOMMENDATION 


F, Fa 
1300 Hz 1700 Hz 
1300 Hz 2100 Hz 

450 Hz 


fications are given in Table 1. 

Some explanation of the RS232 conven- 
tion is called for. A standard RS232C con- 
nector is a DB 25-way connector with the 
pin assignments as shown in Figure 2. TX 
and RD are the transmission and reception 
data lines. The majority of others are pe- 
ripherals and host handshake control lines. 

To explain when and how these signals 
such as DTR, RTS, CTS etc are used here is 
an example: Say the host is a computer and 
the peripheral is a terminal. To check 
whether the terminal is on or not, the com- 
puter activates the data terminal ready 
(DTR) line. If the terminal does not re- 
spond on the data set ready (DSR) line, the 
computer simply ignores the terminal. To 
send something to the computer, the re- 
quest to send (RTS) signal from the termi- 
nal is acknowledged by the activated clear 
to send (CTS) signal from a free computer. 
Data can then be sent down to the waiting 
computer. 

The standard is pretty general to cover all 
sorts of equipment and peripherals employ- 
ing serial communication. Some of the con- 
trol signals are therefore redundant in cer- 
tain applications depending on what type of 
peripherals are involved. In the above ex- 
ample, the received line signal detector 
(RLSD) line is not used. This line is also 
known as the data carrier detect line. It is 
quite an important line if the peripherals 
concerned are modem and terminal. It sig- 
nals the terminal to stop transmitting if the 
carrier tone in the telephone line is lost. 

So much for the standards concerning the 
digital side of the modem. V.21, V.23, Bell 
202 etc, are standards used in the analogue 
or telephone side of the modem. They de- 
fine the call establishment procedures for 
different baud rate transmissions on the 
telephone voice channel. 

The American Bell 202 and the high baud 
rate standard V.22 cannot be used on a nor- 
mal 3 kHz wide voice channel without using 
sophisticated modulation techniques. High 
baud rate data transmission is usually made 
by big companies or the military on hired 
wideband Telecom lines. Some of them 
allow very high baud rates by employing an 
encoder. The encoder encodes the incoming 
data bits from the terminal into a so-called 
‘symbol’. Several bits usually form one sym- 
bol. The symbol runs at a slower rate than 
the bits but contains the same information. 
It is the symbols that are actually trans- 


al 


ferred over the lines, thus allowing high 
baud rate without violating the bandwidth 
restriction in a normal voice channel. 

None of these high baud rate details 
really concerns us, however; our modem 
can handle V.21 and V.23. These are the 
standards for data transmission at low 
modulation rates on calls set up on a 
switched telephone network under the 
CCITT standard. V.21 is a collection of 
recommendations and requirements for set- 
ting up a 300 baud full duplex communica- 
tion link over the phone line. The important 
things you need to be aware of are the car- 
rier tones and the modulated frequencies at 
both ends. 

The calling modem (ORIG) should have 
a carrier tone of 1080 Hz. A MARK is the 
result of receiving a digit 1 from the local 
terminal which shifts the carrier frequency 
to 980 Hz. A digital 0 modulates the carrier 
frequency to the SPACE of frequency 
1180 Hz. The answering modem, although 
running at the same baud rate, would have 
to have entirely different frequencies in a 
full duplex system. In a full duplex system, 
both modems are transmitting and receiving 
at the same time. 

The only way for a modem to avoid re- 
ceiving its own messages is to have a band- 
pass filter tuned to the carrier from the 
other side, rejecting the reception of the 
sent out messages. In a full duplex sys- 
tem, the carriers are at different frequen- 
cies. The answering (called) modem, run- 
ning at 300 baud has a carrier frequency of 
1750 Hz. The corresponding MARK and 
SPACE frequencies are 1650 Hz and 
1850 Hz. Call establishment procedures for 
V.21 and V.23 will be explained further in 
later sections. 

V.23 defines a set of requirements for a 
split baud rate system. A modem operating 
at this mode would transmit at one baud 
rate but receive at another. This is a useful 
standard in situations such as when people 
connect to a bulletin board. The central 
computer has to talk to many users at the 
same time. It downloads the information at 
the higher baud rate while the users, who 
respond much more slowly, transmit to the 
host computer using the lower baud rate. In 
many other applications, this slower baud 
rate channel is used as an error control 
and/or supervisory channel. 

In the V.23 standard, baud rates are han- 
dled independently by the main (forward) 
channel and the backward channel. The for- 
ward channel is the one which normally 
handles the higher baud. The backward 
channel, as you guessed already, takes care 
of the lower baud rate. Depending on 
whether the modem is the calling (ORIG) 
one or called (ANSW) one, the forward/ 
backward channels can be used for trans- 
mission or reception. Telecom’s Viatel 
modems, for example, will have their for- 
ward channel transmitting to the users at 


1200 bps and backward channels receiving 
at 75 bps. On the other hand, the Viatel 
users would have their modems transmitting 
at 75 baud on the backward channel and re- 
ceiving at 1200 baud on the forward chan- 
nel. 

According to the V.23 standard, the high- 
est baud rates available to the forward chan- 
nel are 600 baud and 1200 baud. Only one 
speed is available to the backward channel, 
which is 75 baud. The frequencies for these 
different baud rates are listed in Table 2. 


Call establishment procedure 

Without the intelligence endowed in us 
by our creator, making a phone call would 
be a very difficult task. And just like human 
beings, once a call is connected, a computer 
has to identify itself and at the same time, 
check the identification of the other end. 
(It’s a bit disconcerting to discover that the 
wrong person has been talking to you only 
after a long conversation. ) 

The identification process involves each 
device sending tones to the other, a bit like 
in the movie “Close Encounters Of The 
Third Kind”, in which scientists communi- 
cate with the UFO using tones from a syn- 
thesiser. 

Of course, it is all laid down clearly on 
V.21, V.23, Bell 103 etc, what frequency 
and duration of the tones is appropriate to 
that particular standard. Normal data com- 
munication can commence as soon as these 
tones are recognized by the two modems 
operating on the same standard. Since our 
intelligent modem is fully automatic, it has 
to do more than just that. What if the 
modem call is answered by an unsuspecting 
human? What if the telephone number 
given to the modem to dial is wrong? What 
if the number dialled is busy? And what if 
the number connected keeps ringing while 
no one answers? These problems have to be 
taken into account by our modem, the cir- 
cumstances weighed up and reaction deter- 
mined accordingly. 

So just how difficult is it to perform the 
above functions? The accompanying flow 
charts should give you some idea. Before I 
go into the explanation of the flow charts, 
there are several hardware facilities on the 
modem that you have to be aware of. 

In 1977, an American company called 
DC Hayes Corp introduced the Smartmo- 
dem 300 similar to the RS232C standard to 
the market. This modem was a Bell 103 
standard modem which could be com- 
manded by software to handle auto dial, 
auto answer and its operating mode. Our 
ETI modem has been designed to handle 
these Hayes commands as well. There is 
hardware on board to detect the ring tone, 
busy tone, the bell signals etc. Furthermore, 
the ETI modem is capable of generating the 
necessary tones in V.21 and V.23 standards 
for modem identification purposes. These 
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ALL YOU HAVE EVER WANTED IN AN ELECTRONIC STORE - AND MORE! 


LOTS OF STOCK CLEARANCE SPECIALS AT BOTH ACTIVE STORES 
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ACTIVE ELECTRONICS 
PRO-QUALITY KITS 


TYPE DESCRIPTION 
AE 1000 AEM 3500 Listening Post 
AE 100! AEM 6500 60/120W Utility 


MEMORY Mosfet Amp 
SPECIALS AE 1002 AEM 6500 Addon Parts for 


120W Version 
AE 1003 Logic Pulser 
AE 1004 Eprom Programmer for 2716/2732 
includes ZIF Socket 
AE 1005 Microcomp 1.A 3 Chip Z80 
HIGH POWERED , Computer Kit low cost introuction into 
microcomputer programming 
PANTHER AE 1006 TEC IB Computer 
AE 1007 TEC IB Computer Power Supply 
inc. transformer and case 
AE 1008 Combination Lock 
AE 1009 Counter Module 
AE 1010 Seven Segment Display 
AE 101! Cube Puzzle 
AE 1012 Capacitance Meter 
AE 1013 ~=Digi Chaser 
AE 1014 Diode Tester 
AE 1015 Dual Power Supply 
AE 1016 Dual Tracking Supply 
AE 1017 8 Watt Amplifier 
AE 1018 FM Bug 
AE 1019 Logic Designer 
AE 1020 Logic Probe 
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BUILD YOUR OWN PROGRAMMABLE 
NAVIGATING ROBOT 


Order now and let your Hobbybot serve your 
Christmas drinks! 


This all-Australian designed do-it-yourself robot can be programmed to do countless 
navigating tasks. You can use it just for fun or teach it to do practical things like following 
you while you work, carrying tools or food. You can even send it around the house on its 
own, performing various tricks. 


LOOK AT ALL THESE FEATURES! 


* Self contained — no extra computer or other 
equipment required (as with many others’ 


robots). 


* High level programming language built-in. The 
language designed especially for this robot is 
similar to languages like C and LOGO and allows 
both simple programming for beginners and 
complex programming for experts. 


* Expandable — specifically designed for the 
hobbyist to experiment with. Not only is an 
expansion port provided, software designed to 
allow easy control of the expansion electronics is 
included in the Hobbybot language. 


* Ultrasonic sensor — no device is really a robot 
unless it has a sensor so that it can interact with 
its environment. (Some robots at $399 have no 
sensor!) 


* Designed by world’s most prolific personal robot 
designer. 
1979 Tasman Turtle 
1981 Talking Turtle 
1982 Turtle Tot 
1983 Elami (Hong Kong), Chester (Commodore 
Bus. Mach. Texas) 
1984 Blinker 
1985 Hobbybot 
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capabilities affect the strategies outlined in 
the flow charts. 

Let’s start with the flow chart of the call- 
ing modem (ORIG). The modem is woken 


up from the low power sleeping mode by | 


the DTR signal when the terminal is turned 
on. To dial a telephone number, a standard 
Hayes command is typed and transferred to 
the modem. The micro sets a variable N=0 
(the significance of which will become clear 
later). Before the micro operates a relay to 
off-hook the phone line, it has to make sure 
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the phone is not in use (Telecom Spec 1255, 
Clause 9.8a). 

If the phone is not being used the micro 
loops the line and waits for the dial tone to 


come from the exchange (Telecom Spec 


1255, Clause 8.1). If the modem has not re- 
ceived a dial tone after three seconds, a 
message is sent back to the operator to indi- 
cate the Telecom line is unconnected and 
the dial command is abandoned. The con- 
trol on-hooks the line and returns to the 
command level. 








As soon as the dial tone is detected diall- 
ing starts. It usually takes a short while to 
dial and any key pressed in this period stops 
the dialling process — a handy feature if 
you discover that the number is incorrect. 
Once the dialling is done, the micro waits 
for either a busy tone or a ring tone. If nei- 
ther is detected within the set time, the 
micro abandons the call. A ‘no phone con- 
nected at far end’ message is sent to the 
operator’s terminal. 

If, however, the busy tone is detected, 
the micro will on-hook the line, delay one 
second and try again. The micro will keep 
trying until the far end of the line is free. 

Eventually, when the ringing tone is 
sensed by the micro, it will send a calling 
tone with frequency 1300 Hz, 0.5 to 0.7 sec- 
onds ON, 1.5 to 2 seconds OFF (Telecom 
Spec 1255, Clause 2.1.3). 

The micro waits 25 rings before it aban- 
dons the call. It increments a variable M 
representing the number of call attempts. 
Before repeating the procedure, the value 
of M is checked to see if it equals the maxi- 
mum value (or the number of times the user 
sets the micro to call an unanswered num- 
ber). 

Given that the phone is picked up within 
the timing period, the micro sets a 2.6 to 3 
second delay and waits for the answering 
tone at frequency 2100 Hz (Telecom Spec 
1255, Clause 2.1.2; also CCITT Orange 
Book Volume III.1 Recommendation 
G161). If there is no sign of the answering 
tone within six seconds of the line being 
connected, the micro will hang up. 

The phone at the other end may be 
picked up in three different situations: (1) 
by a normal person; (2) by a computer 
operator; or (3) by an ETI modem. 

(1) In this circumstance, all the answer- 
ing person would hear is the boring calling 
tone sent from the calling modem. The re- 
spondent does not know what a modem is 
and naturally, thinks someone is mucking 
around and would simply hang up. The call- 
ing modem, not receiving the 2100 Hz an- 
swer tone, hangs up when the timing 
expires. 

Before a second attempt at dialling the 
same number, variable N (counting the call 
attempts) is incremented, and a check is 
made to see whether it has reached the max- 
imum. If it has, the whole thing is aban- 
doned. The maximum value of N limits the 
number of times the modem calls an unan- 
swered tone and is important since there is 
always a chance that the user has supplied a 
wrong number for the modem to dial. The 
maximum value of N is suggested to be no 
more than 3. 

(2) The interrupting tone indicates the 
modem has called the computer operator. 
The operator presses a button on his 
modem and hangs up. His modem gener- 
ates the answer tone, the Telecom line is 
switched to the modem automatically and 





the answer tone sent down the line — so 
long as the operator works within the time 
limit of three seconds set by the calling 
modem. The identifying procedure will then 
start. 

(3) The called (ANSW) modem will 
wake up from the standby mode when the 
phone rings. It does not answer the call im- 
mediately but waits in case an operator an- 
swers. The modem counts 20 rings or so. 
The auto answer procedure may be either 
V.21 or V.23 standard depending on the 
switch setting. The beauty of this modem is 
that the terminal connected to the called 
modem does not have to be on when the call 
is made. The called modem answers the 
phone and knows that there is no operator. 
Any messages received will be automati- 
cally stored in RAMs on board and the 
stored messages examined later when the 
operator returns. 

The flow chart for the called modem 
(ANSW) is quite simple. A bell signal. de- 
tector circuit is active all the time but the 
rest of the modem circuit is half asleep. The 
ringing on the phone wakes up the rest of 
the circuit. The number of rings is counted. 
If the phone is picked up before the maxi- 
mum count is reached (sensed by the ab- 
sence of the bell), the micro sets a timing 
loop of a few seconds. The call picked up by 
the operator may have been made by a 
human or a calling modem. If the button is 
pressed by the operator within the set peri- 
od, the micro assumes the call was made by 
a modem and auto answer procedure starts 
immediately. Another timing period is initi- 
ated in case a mistake was made in pressing 
the button. If the auto answer and identi- 
fication processes are unsuccessful, the 
micro hangs up at the end of that timing 
period. If, on the other hand, the button is 
not pressed within the timing period (it 
being a normal human call), the modem 
goes back to sleep. 

In the case of there being no one to an- 
swer the phone after the twentieth ring, the 
micro answers the phone. Regardless of 
who is calling, the called modem sends out 
the answer tone and depending on what 
standard it is set (V.21, V.23), it proceeds 
to sense the calling tone. A timing loop of 
several seconds is again initiated: if a reply 
tone is not sensed within the timing period, 
the called modem hangs up assuming it was 
a person, not a modem that rang. 


It is important to note that, despite no 
conversation a charge is made for the call 
and thus the reason why the called modem 
does not answer the phone until the twenti- 
eth ring. How many people would be pa- 
tient enough to wait 20 rings? It is your job 
to inform your friends not to wait too long 
on the phone if it keeps ringing. Hanging up 
quickly and trying again is best. 

A lot of complex procedures in the 
modem cannot be realised without the abil- 
ity to detect and distinguish the service 
tones from the Telecom exchanges. Full de- 
tails of the specifications of these tones are 
set out in Telecom Specs 1104, Issue 3. 
Anyone who is interested can obtain a copy 
from Telecom. For our ETI readers’ con- 
venience, the specifications for the most 
common service tones are listed in Table 3. 
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RSC-FORTH CARD 
EXTENSION 


Rockwell's Forth microcomputer card offers the power of a 
high level language coupled with the speed you could expect 
at machine level. This, the second in our series on the 
Rockwell board, describes the implementation of a disk drive 


and house keeping commands. 


EVERY COMPUTER enthusiast has a 
special regard for the computer manual. 
Full of jargon and special terms, even the 
formally trained can find it a little daunting. 

Manuals are usually divided into sections, 
with each section covering a particular com- 
mand or feature. While individual sections 
can be quite clear the links between the sec- 
tions or features can be poorly covered. The 
other sort of manual of course is the type 
that is very easy to read but provides only 
shallow discussion of the hardware and soft- 
ware. 

The problems of understanding the com- 
puter manual become even greater when 
you start to work at machine level. The 
commands needed to store files on a disk, 
send a file from the screen to the printer or 
transfer a file from the disk to the printer 
are no longer self-explanatory. 

Fortunately the Rockwell Forth manual 
is of the type that will become more and 
more useful as you go along. Unfortunately 
it is the type that takes some effort to 
assimilate. 

The main approach of this article will be 
to get you started on the important house- 
keeping operations so when you make that 
step into the manual, it will be much less 
daunting. This approach should suit begin- 
Ners as well as the computer literate. 


The kit 

This kit is somewhat different from most 
described in this magazine. It is based on a 
Rockwell single-chip computer that has a 
6502 CPU, the heart or kernel of the oper- 
ating system in ROM, RAM, a timer and 
input and output ports — all on one chip. 

The CPU, pc board and any ‘rare’ parts 
are available in a kit from Energy Control in 
Brisbane. The double sided, solder masked 
and screen printed boards were developed 
by Rockwell and Energy Control and will 
greatly simplify construction. In the May 
issue this year Peter Ihnat described the 
construction of the basic computer board. A 
number of extension kits like the one for the 
disk drive controller described in this article 
are also available from Energy Control. 

The sections of this article are presented 
in the same order that you will have to fol- 
low in setting up your Forth computer 
board. It will help if you follow this se- 
quence faithfully. 


Construction and setting up 
Whether you already have the basic com- 
puter board or are starting from scratch, 
construction of the kit is relatively simple. 
You are less likely to be plagued by forgot- 
ten feed through wires and solder bridging 
as the pc boards are plated through and sol- 
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der masked. A screen printed component 
overlay simplifies component placement. 
As a result these construction hints apply 
equally to the basic or extension kits. 

As usual, insert the least sensitive parts 
first, placing components in the order of 
links, connectors, switches, IC sockets, 
resistors and capacitors before soldering in 
the ICs or placing ICs in sockets. 

Be careful to correctly orientate all ICs 
and electros. The body of the 2 MHz crystal 
should be connected to ground by soldering 
a wire between the case and one of the holes 
in the board at the side of the crystal pack- 
age. 

There are a number of jumpers on the 
board marked A, B, M2 etc, which config- 
ure the board for different CPU and 
memory options. The arrangement of the 
jumpers for this project is shown on the 
component overlay. 

You should now be ready to set up the 
board for initial testing. Connect 5 Vdc to 
the terminal block (TB1). Be careful of the 
polarity of the wires and check that the 
board draws about 400 mA from your 
power supply. 

To communicate with the Forth board, 
you will need a terminal. If your terminal 
outputs true RS232 signals with +12 V 
swings, it can be directly hooked to the 
Forth board. For some other voltages, you 
could contact our technical service for help. 

To connect the RS232 interface, only 
three wires are needed. J2 on the Forth 
board is a DB-25 connector intended for an 
RS232 serial interface. Pin 3 on the connec- 
tor is the transmit pin and pin 2 accepts 
serial signals from your terminal. The 
ground line on pin 7 should join to the 
ground pin in your terminal. 

Now set your terminal to 2400 baud and 7 
bit data with two stop bits, no parity check, 
no echo and full duplex. If your terminal 
has the X-ON X-OFF option, leave it out. 
Turn on the 5 V power supply to the Forth 
card and your screen should display 

RSC-FORTH V1.7 

Pressing the reset button on the Forth 
card or typing COLD then pressing RETURN 
on your keyboard should cause the same 
message to be displayed again. A few sim- 
ple interactive commands can be tried out 
immediately. Type 

VLIST [RETURN ] 





The screen will start to display a list of all 
the possible Forth words (commands) that 
you can use. The listing will take a few sec- 
onds to finish. Pressing the control key and 
the S key together on your keyboard will 
terminate the listing action earlier. 

One of the simpler commands you can try 
is multiplication. Type 

5 8 * [RETURN ] 
The Forth card will respond with OK im- 
mediately after RETURN is pressed. The 
numbers 5 and 8 are first pushed on to the 
stack with 8 on the top of the stack. En- 
countering the *, the Forth compiler will 
compile and execute the multiplying func- 
tion. It pulls the top two numbers from the 
stack, multiplies them and puts the answer 
back on the top of the stack. You can verify 
your answer by typing 

. [RETURN ] 
The response is 

40 OK. 

The . command allows you to pull the 
value from top of the stack to be displayed 
on screen. Other simple commands like +, 
—,/, .Setc could be explored with the help 
of the RSC-Forth manual. If everything 
looks fine, the next step is to hook up the 
disk drive and the printer. 


Disk and printer set up 

To save trouble and time, I suggest for 
your disk drive you use the TEC FB-503 40 
track, which is available from Energy 
Control. 

The Forth board is capable of controlling 
up to four disk drives. They can be con- 
nected in a daisy chain or radial chain man- 
ner as shown in Figure 1. Each drive has a 
terminator installed when shipped from the 
factory which looks rather like a 14-pin IC. 
Remove this terminator if necessary. 

The numbering of each drive is deter- 
mined by the FDD shorting plug. On the as- 
sumption that most people will use only one 
drive, the FDD plug is put in the DSO posi- 
tion before shipment. DSO, DS1 etc have 
been marked on the pc board against the 
jumper socket. Refer to Figure 2. 

The connector cables are your next prob- 
lem. Every disk drive needs two cables; one 
connects the power and the other is for the 
V/O signalling. The power cable consists of 
four wires connecting the drive to +12 V, 
+5 V and two grounds (see photo). If the 
TEC disk drive is used, the J1 connector on 
the Forth card is pin-to-pin compatible with 
that on the disk drive. A 34-way ribbon 
cable is used to link up the two units. 

The J4 connector on the Forth card is to 
drive a Centronics printer. To save room on 
the board, J4 is only a 20-way connector 
(the standard Centronics connector has 34 
pins). On the card end a 20-way rmbbon 
cable is cramped into a normal 20-way con- 
nector. At the other end the 20-way cable 
has to be placed against the pin 1 side of the 
34-pin connector (see photo). To print 


something, you need to consult the accom- 
panying printer driver program. 

You should expect the disk drive to draw 
about 200 mA from your 12 V supply when 
idle. This could go up to 500 or 600 mA 
when the motors are running. Your 5 V 
power supply has to be able to supply at 
least 900 mA when the Forth card (drawing 
400 mA) and the disk drive are hooked up 
to it. 

Now turn the power to the system back 
on. The same start up message RSC-FORTH 
V1.7 should be displayed. The system 
needs at least 6K memory to run a disk. So 
make sure you have 6116 RAMs in sockets 
8, 9, 10. 

Put a 5%-inch floppy disk into the disk 
drive ready for formatting. The disk operat- 
ing system has to know where the top of the 
RAM memory is. So on resetting you 
should type 

HEX 1800 MEMTOP [RETURN } 
The system will respond with OK. Hex tells 
the system that any number received will be 
in hexadecimal. The addresses of the RAMs 
range from 0200 to 17FF (in hex). The next 
address is 1800 and this is the one you 
should nominate with the command 


Two ends of the 20-way printer cable, 
one cramped to a 34-way Centronics plug. 








Disk drive (jeft) and Forth card (right) showing power cable combination. 


memory top (MEMTOP). Once this parame- 
ter is set, you format the disk by typing 
DECIMAL 40 0 FORMAT 

The disk drive should start to format the 
disk immediately. DECIMAL tells the system 
to change back to decimal mode. The 40 
tells the system that the disk is 40 track and 
O tells the system to format disk drive 0 
(remember that the system can control up 
to four drives). This job takes about a 
minute or so to do. When the OK sign is dis- 
played, you are ready to create your pro- 
gram and store it in the disk. 


Disk file handling 
A 40-track drive gives you 314 blocks. 
They are from block 0 to 157 and block 320 
to 476. Blocks between 158 and 319 are 
used by an 80-track drive. Details can be 
found in appendix N of the Forth manual 
and the ‘‘Disk Interface” box. A block con- 
sists of 1024 bytes. Blocks 0 and 1 are re- 
served for storing system parameters. To 
create a file or program, type 
5 LIST {RETURN ] 
The system responds by displaying 
SCR #5 


ODNOAAANN-HO 


ETI December 1985 — 63 


> 


Project 696 


These are line numbers and can be modified 
by the >LINE command. Say you want to 
create a program for displaying a message 
on the screen when you execute it. You 
enter the instruction of the program in line 0 
by typing 
O >LINE : TRY [RETURN] 

There needs to be a space between 0 and >. 
The : is a Forth command for creating a 
word called, in our example, TRY. To de- 


FDD PLUG 


REAA DISK DRIVE 
FRAME 


Figure 2. Disk drive hardware set up. 


fine what TRY does, enter your next instruc- 
tion by typing 
1 >LINE .'' This is a small 
testing program ''; 
A space must be allowed between the .'' 
command and the This. The command al- 
lows the string of characters to be displayed 
inside the double quotes. To terminate the 
definition of TRY, the ; is put at the end. 
You can look at what you have entered by 
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Close up of the disk drive to show the location of the FDD plug connectors and the terminator. 


64 — ETI December 1985 





typing 5 LIST [RETURN] again. The 
screen will display 
SCR #5 
0 : TRY 
1 .'' This is a small testing 
program ''; 


ODNNDOAWNN 


OK 

If the listing shows a mistake in any line, 
it can be corrected by using the x >LINE 
command, where x is the number of the line 
carrying the mistake. You can also erase a 
whole line by typing 

x >LINE 
followed by two or more spaces and then 
[RETURN ] 

Line x will be totally erased. You can 

verify this with 
0 >LINE [RETURN] 
5 LIST [RETURN] 

Line 0 should be a blank line. Now re- 
type your erased instruction in line 0 to 
complete your program. To store the pro- 
gram in the disk type 

FLUSH [RETURN ] 

The system responds with OK. The com- 
mand INDEX in the Forth dictionary allows 
you to check what is on the disk. An execu- 
tion of this command will display the first 
line in every block in the disk you want to 
look at. Type 

DECIMAL [RETURN ] 
0 10 INDEX [RETURN ] 

The DECIMAL command is just to make 
sure the 0 and the 10 are not in hexadeci- 
mal. The system will display 


: TRY 


ODNONIAWNNEFO 


10 OK 

Indeed, the program is actually stored in 
the disk, block 5. Although blocks 0 and 1 
seem to be empty, they are reserved for sys- 
tem use. So don’t store any user programs 
there. 

You can verify the storing action by turn- 
ing off the power to the system. Leave it for 
a few seconds and turn it back on again. 


Type 
COLD [RETURN] 
to reset the system. Then initialise the mem- 
ory for the disk drive again by typing 
HEX 1800 MEMTOP [RETURN ] 
Do a disk read by typing 
0 10 INDEX [RETURN] 
You should get 


: TRY 


HACADSFODNDNAWANNEO 


10 OK 

Note that this time the 10 is in hexadeci- 
mal. The system stays in one number base 
until it is changed. On the cold start, the de- 
fault base is decimal until it is changed by 
hex. To run your program, the easiest way 
is to type 

5 LOAD [RETURN] 

The LOAD command will put the program 
you created in block 5 on to the Forth dic- 
tionary. The word TRY you created be- 
comes another Forth word. Calling the 
word will execute the function defined by 
the word. 

Now try running your program by typing 

TRY [RETURN ] 

The system will display 
This is a small testing 
program OK 

So far so good, but what about erasing 
files on the disk? You can, of course, list 
that file and erase line by line until the file is 
blank and store it back. This is a lengthy 
method. Unfortunately, the word WIPE 
which exists in the RSC-Forth manual does 
Not exist in this system. There is no single 
Forth word to enable you to erase a file on 
the disk. 

But, don’t worry, ETI has solved the 
problem with a program to erase files on the 
disk. A listing of this program is shown here 
(as well as in the RSC-Forth manual). This 
program is created using the commands dis- 
cussed above. If you want to store this pro- 
gram in block 12 (decimal), type 

DECIMAL 12 LIST [RETURN ] 
Then enter your instructions using the x 
>LINE command. The finished program 
looks like the following 

SCR #12 

OQ (Word to clear a screen) 

1 

2 (S—S WIPE BLANKS etc. ) 

3 : WIPE BLOCK 1024 BLANKS 


Piggy-back board for the Forth card if 65F12 is used. 


4 UPDATE FLUSH ; 


OONoan 


15 ;S 
Store the program in the disk using the 
FLUSH command. To mun it, type 
12 LOAD [RETURN ]} 
The definition WIPE created by you is put 
into the Forth dictionary. Typing 
5 WIPE [RETURN } 
will erase the block (screen) 5 on the disk 
for you. You can verify this by typing 
0 5 INDEX [RETURN] 
Block 5 should be a blank block. 


Printing files 

It is not always convenient if you can only 
check and correct your programs on the 
screen. The Forth operating system kernel 
and the development ROM do not allow 
you to print files from disk to a printer di- 
rectly. A printer driver program has to be 
written and stored in the disk for future use. 

To print any file, that program has to be 
called from the disk and compiled using the 
LOAD command. The listing of the printer 
program is as follows: 


SCR #10 

QO (Centronics Driver: P-On, 
P-Off, Print) 

1 (FILTER OUT FORM FEEDS) 
BASE @ HEX 


2 LATEST DP @ 100 + H/C 

3 CODE STB—PRT 10 3 RMB, 0 2 
RMB, O 2 SMB, RTS, END-CODE 

4 CODE ACK-WT BEGIN, 11 3 
BITSET UNTIL, RTS, END- 

CODE 


Sh 282248 ) 





5 CODE HOUT 1 STA, OA #CMP, 0= 
NOT IF, 'STB—PRT CFA @ JSR, 
6 'ACK-WT CFA @ JSR, THEN, 
RTS, END-CODE 
7 0 HEADERLESS ! 
8 : P-ON [ ' HOUT CFA @ } 
LITERAL 0046 ! ; 
9 : P-OFF FSEF 0046 ! ; 
10 : FORM—FEED OC EMIT 
11 ' P-ON LFA ! BASE ! 
12 : PRINT 1+ OVER P—-ON DO DUP 
LIST 1+ LOOP P-OFF ; 
13 : P-SCR P—ON LIST P-OFF ; 
14;S 
15 
Store the printer driver program in the 
disk with FLUSH command. As usual type 
10 LOAD [RETURN ] 
to put the word into the Forth dictionary. 
To print blocks 10 to 20 from the disk on to 
the printer, type 
10 20 PRINT [RETURN } 
If only one block is to be printed, try 
10, P—~SCR [RETURN ] 
Whatever is on block 10 will be printed. 
There was a problem when I first tried 
this program. It does not output a line-feed 
to the printer and, consequently, the whole 
file gets printed on the same line. To avoid 
this, you have to choose the auto line-feed 
option in your printer. This facility is nor- 
mally selectable by the rocker switches in 
your printer. For the one I was using, con- 
necting a 0 V (ground) line to pin 14 on the 
Centronics plug has the same effect. 


Input/output ports 

It would be a pretty useless computer if 
the Forth card could not control general 
purpose ports with software. A quick look 
at the specifications of the mother chip 
65F11 will leave you stunned. Apart from 
the usual parallel ports, under your pro- 
gram’s control, you can address two 16-bit 
counter latches and a full duplex serial com- 
munication channel. 
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some handshake pins can also be detected 
by software. 

The input/output power of the card can 
be enhanced if you are willing to spend a lit- 
tle more money. A piggy-back adaptation 
board with a 65F12 chip will let you use an- 
other three 8-bit parallel ports. That is, 24 
V/O lines which are fully bidirectional. 

The following paragraphs will show you 
how to read and write to the parallel ports 
(port A, port B). Before you write a pro- 
gram, it’s best to find out where the ports 
are. 

J3 is an expansion header connector with 
port pins on it (see Figure 1). Names such as 
PBO, PA2 etc on that drawing refer to port 
B, bit 0 (least significant) pin, and port A, 
bit 2 pin respectively. Although shown, 
ports C and D are not normally used for I/O 
purposes. Only ports A and B can be used 
with the 65F11. 

After locating which pins on J3 corres- 


TEC DISK DRIVE ALIGNMENT 


There are three adjustments to be made. As 
they require measurement of quite fast 
pulses you will need an oscilloscope of rea- 
sonable bandwidth to give good results. 
15 MHz or better Is desirable. 

You will note there is a jumper at pin 1 of 
the 2793. Taking this jumper to +5 volts en- 
ables internal precompensation. Taking this 
pin to ground disables . The 
drives used were TEC 40-track drives from 
Energy Control. The sation ad- 
justment was disabled as {t was found to be 
unnecessary. If other drives are used, refer to 
the manufacturer’s data to find what precom- 
pensation pulse-width is required. Write- 
precompensation provides a delay before a 
write-pulse Is Issued to the write-head of the 
Grive. The actual delay is adjustable between 
100 ns and 250 ns. if you choose to use 
precompensation carefully follow this 
procedure: 

1. Set TEST (pin 22 U12) to a high. 

2. Push the RESET button. 

3. Set TEST (pin 22 U12) to a low; inserting a 
jumper at the link marked T will accomplish 
this. 

4. Observe pulse-width (pin 31 U12). 

5. Adjust R22 for the desired precompensa- 
tion pulse-width. 


DATA SEPARATOR ADJUSTMENT 


The following adjustments should be made 
carefully as misalignment will cause 
read/write errors: 


1. ised — (pin 22 U12) high by removing 
ink T. 

2. Push the RESET button. 

3. Set TEST low by Inserting jumper at T. 

4. Observe pulse-width (pin 29 U12). 

5. Adjust R23 for a pulse-width of 500 ns. 

6. Measure the frequency (pin 16 U12). 

7. Adjust C7 for 250 kHz at pin 16 U12. 

8. Set TEST (pin 22 U12) to a high (remove 
Jumper from T). 



















































pond to what bit in the port, you can read 
the port by the following 
COLD [RETURN ]} 
COLD will reset the system. The default of 
ports A and B is input ports. Now type 
HEX PB C@ [RETURN] 
The system will respond with OK. HEX 
changes the number base of the system to 
hexadecimal. PB C@ causes the voltages on 
pins of port B to be read and stored in the 
stack. To read what they are, type 
[RETURN ] 
The system will display 
FF OK 
meaning all the eight pins on port B are at 
logic 1. 
Now try to earth some of the pins of port 
B with a wire connected to ground, say, 
connecting pin PBO for the sake of trying 
something simple. The logic pattern on port 
should be 11111110. Type 
PB C@ . [RETURN] 


DISK STORAGE WITH FORTH 


Disk-based systems have traditionally re- 
quired a disk operating system (DOS) to han- 
die such functions as program and data stor- 
age, file maintenance, loading and execution 
of programs, and so on. Forth, however, does 
not provide a DOS In the usual sense. Pro- 
grams or ‘words’ as they are referred to In 
Forth are stored in blocks of 1024 bytes. The 
words ‘block’ and ‘screen’ are often used In- 
terchangeably In Forth but they represent the 
same thing. ‘Screen’ Is perhaps more repre- 
sentative of how a block appears on the 
user’s terminal. A screen Is organised as 16 
lines of 64 characters. The number of screens 
that can be stored on a disk Is a function of 
the drive size. For example, an 80-track dou- 
ble density drive can provide 637 screens. 

it should be noted that enough system 
RAM must be provided to allow memory allo- 
cation for screen buffers. The bipolar PROM 
decoder supplied by Energy Control allows 
three 2K by 8-bit RAM chips. It will be neces- 
sary to provide at least 6K to effectively use 
the disk system. 

The heart of the disk interface is the 2793 
floppy disk controller (FDC) chip (in socket 
U12). This chip provides all the functions 
necessary to step the head, seek tracks, and 
read/write sectors and tracks. 

U21 is used as a monostable to delay the 
head load timing signal on U12 pin 40. It is 
triggered by the head load signa! on U12 pin 
26. 


The FDC address Is derived from the FDC 
signal from the bipolar decoding PROM (U6). 
Forth requires the FDC at $100. Additional 
decoding is provided by U13 and U4 for drive 
status and control registers at $106. Reading 
$106 provides status information on D5 to D7 
via U14. Writing to $106 latches data Into U15 
to provide control of drive and side select, 
and also a signal to turn the drive motor on. 
U18 and U19 are open-collector buffers to In- 
terface the disk drive control lines. 

The network C6, CR1, R14 attached to U12 
pin 23 is a filter that controls the response of 
the Internal VCO of the 2793 during data 
recovery. 





The system should respond correctly with 
FE OK 

To write something to port B, you have to 
send a byte of 00 (in HEX) to port B to tum 
it into an Output (rather than input) port. 
Once this is done, port B will remain an out- 
put until it is changed. Perform this with 

HEX O PB C! [RETURN] 
Now any binary pattern can be loaded into 
port B by, for example, typing 

AS PB C! [RETURN] 
A multimeter may be used to check the 
voltages appearing on port B pins. 

This testing procedure is logical but a bit 
boring. The accompanying listed program is 
a lot more interesting. Before you try it, a 
simple hardware interface circuit has to be 
built. Use a breadboard if you wish to save 
time and components. 

The schematic of the interfacing hard- 
ware is shown in Figure 4. Try this simple 
program interactively on the console. That 
is, the program will not be stored in the 
disk; it is executed directly from the key- 
board to be thrown away later. Reset the 
system with 

COLD [RETURN] 
HEX 1800 MEMTOP [RETURN] 
O PBC! [RETURN] 
DECIMAL [RETURN ] 
Create your program as usual with 
6 LIST [RETURN ] 
Use x >LINE command to enter your in- 
structions as before. Don’t use the FLUSH 
command if the program is not to be stored 
in the disk. The listing of the program is 
shown below. 
SCR #6 
O : ( Turn LEDs on/off ina 
binary pattern ) 
1 : FLASH CR 500 0 DO I PBC! 
2000 0 DO LOOP LOOP ; 


33228883 


Do a6 LOAD [RETURN] command straight 
away. It compiles your program and the 
new Forth word FLASH is put in the Forth 
dictionary. To run your program, type 
FLASH [RETURN ] 

You should see the eight LEDs turn on 
and off like a counter counting up the bi- 
nary scale. That is, the LED connecting to 


MicroMaster is a new single board computer with more features and higher 
performance than previously thought possible in a board of this size. Based 
on the STD bus, it is possible to expand the MicroMaster into an extremely 
powerful multi-user system with hard disks. A friendly user interface and 
performance benefits are provided by a CP/M compatible operating system 


with MSDOS and UNIX—like features. 


Features 


@ High performance microcoded CPU with pipelining 


e Z-80 compatible but faster 
@ up to 512K bytes RAM with MMU 


e two RS232 serial ports with on-board drivers 


e Centronics parallel port 


9 = Ves (GROUND) 10 = Vag 29 = Vec 
10 = Veg (GROUND) 


= V 

31 = 

32 = $2 (CLOCK) 
33 = Ves 

“u= Vas 





PBO will flash twice as fast as that to PB1 
and four times as fast as the LED connected 
to PB2 etc. The counting keeps going on 
until the nested DO loop finishes itself. 
Changing the 500 to a larger number, say 
1000, will double the time this flashing 
operation lasts before it stops. Changing to 
2000 will, on the other hand, affect the 
flashing rate of the LEDs. 


Precautionary notes 

Extra I/O capability of the Forth card can 
be obtained if 65F12 is used. A small piggy- 
back adaptation board allows for the differ- 
ent sizes of the 65F11 and 65F12. The white 
silkscreened position U23 is not for solder- 
ing a chip on to. Instead, two 20-way header 
connectors have to be soldered on the bot- 
tom side of the board. 

The pins of the headers connect the two 
boards up electrically. Naturally, the 65F11 


(U1) has to be unplugged from its socket, > 


$750 


(plus sales tax) 


@ momitor/boot PROM in 2732-27256 

e two DMA channels for fast data transfers 
e two 16-bit counter-timer channels 

@ 12 level interrupt controller 


For more information or to place orders(!) contact: y 4 — 
Microtrix Pty. Ltd. 24 Bridge Street, Eltham, Vic., 3095. Ph. (03) 439 5155 | VHGRCIEMs 


e Floppy disk controller for 32, 5%, 8-inch drives 
e Support for new dual speed 51-inch drives 
e Compatible with CP/M, Z-System, CP/M3, TurboDOS 


e Full 12 months warranty. Distributor and OEM 


enquiries welcome. 
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Project 696 


allowing the header connector pins to go in. 
You will find the pins aren’t quite long 
enough. Pushing them deep into the socket 
will force the little board to press against 
UI’s neighbouring components. The easiest 
solution to this problem is to buy another 40 
pin IC socket. Stack it up on top of the 
original socket to make it taller before join- 
ing the two boards. It is a good idea to put 
four standoffs between the two boards and 
fix them tight with screws. Holes are al- 
ready drilled on both boards for this 
purpose. 

A 64-pin IC socket has to be soldered on 
to U22. A double row 34-way header con- 
nector is soldered on to J6. A fine soldering 
tip is recommended. Next, insert the 65F12 
into the socket. Inserting this chip properly 
will be much harder than you think! To en- 
sure good contact between the IC and the 
socket, pins of the IC are flared outwards. 
The pins are forced back when you insert 
them. 

The fact that this ‘fat? monster has two 


FORTH CARD 


J3 EXPANSION CONNECTOR 





columns of pins on each side makes for an 
extremely hard job. Somehow, you have to 
bend four columns of pins at the same time 
as you insert the chip into the socket. How- 
ever, you should be able to manage it with a 
bit of patience and care. 

A good contact is very important. For a 
while with mine I thought there was a bug 
on the board. My screen kept displaying 
garbage symbols and the cursor buzzed cra- 
zily. Not until a fifth attempt at inserting 
this monster chip could I eventually get it 
working. 

There is no information on the pin assign- 
ment of the 34-way header connector in J6. 
I have tracked this down by tracing through 
the tracks on the little board. As you might 
have guessed, most of the pins on the con- 
nector are for the additional ports offered 
by 65F12. The pin assignment for J6 is 
shown in Figure 3. This uses the convention 
of PEO, PF6 etc, where PE, PF are ports E 
and F respectively and 0 and 6 refer to the 
bit position of the specified ports. e 





Figure 4. Port B testing hardware. 
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These are excellent ‘starter’ mics for the beginners who 
are looking to “hone” their skills on a microphone that 
sounds good and is rugged enough to withstand years 
of use. Shure is world acclaimed for its emphasis on 
ruggedness and reliability. 


PERFORMANCE 

Prologue microhphones deliver a sound that is distinc- 
tively “clear and alive”’ The frequency response of ev- 
ery Prologue microphone is tailored for vocal intelligi- 
bility, and is equally satisfying for music reproduction. 





PROLOGUE 10 


The slim, probe shape of the Prologue 10 is in- 
tended to give the unit a low profile when hand- 
held or stand-mounted in both vocal and 
instrumental applications. It is an excellent choice 
for podium use also. It is available as either a high- 
impedance (1O0H-LC) or low-impedance (1OL-LC) 
model. Frequency response is 80 to 10.000Hz. 


PROLOGUE 12 


The popular ball shape of this model is designed 
to provide increased ruggedness. plus 

added protection against speech-produced 
“popping” sounds. It is also better suited to 
hand-held use than probe-shaped microphones. 
Available in either the high-impedance (12H-LC) or 
low-impedance (t2L-LC) model. Frequency 
response is 80 to 10,000Hz. 








PROLOGUE 14 


The Model 14 has all the advantages of a ball 
micrphone, plus such additional features as 
improved performance, a durable. non-glare matte 
finish case and switch-locking capability. Available 
in either the high-impedance (14H-LC) or low- 
impedance (14L-LC) model. Frequency response is 
40 0 13.000Hz. 


AUDIO ENGINEERS PTY. LTD. 


442 Kent St.. Svdney, NSW 2000 
SHURE :::2)-: 





Introducing a new standard of quality in an 
affordable line of microphones 


The PROLOGUE microphones from 
SHURE 


AUDIO ENGINEERS (QLD). 
Cnr. Jane & Buchanan Sts., 
West End. Old. 4101 

(O7) 44 8947 






CONSTRUCTION 

Each Prologue features an all-metal, die-cast case. And 
becuase they are dynamic microphones, they stand up 
well to heat and humidity. 


QUALITY 

You can count on Prologue microphones for consisten- 
cy in frequency response and output level. Prologue 
microphones are subjected to rigid Shure specifications 
and quality control procedures. But if a Prologue micro- 
phone ever needs servicing, you need only return it to 
Shure for repair. Prologue models are not “throwaway” 
designs. 





























MARKETEC PTY. LTD. 


Unit H. 28 Welshpool Road, Ly hw 
Welshpool. WA. O106 E 
(O9) 3601 5954 . 


shures esUS* 













HRISTMAS GIFTS FROM JAYCAR - 


AT LAST! Alow cost 10 

Amp Digital 
Multimeter with 

transistor test 


Digital multimeters are very popular these days but 
good quality ones with 10 amp scales generally cost 
well over $100 We think that is too expensive so 
we ve decided to do something about rt 

Jaycar is pleased to announce a direct import digital 
multimeter with sensational specifications at an 
unheard of price! 





Check the specs 

DC VOLT —_ OlmvV- 1000V 
AC VOLT _. . a 0 IimvV - 700V 
DC CURRENT sae ENeKew 1uA - 10A 
AC CURRENT — ..— 1uA-10A 
RESISTANCE _.— —-. 01-20 Mohm 
CONTINUITY _. less than 30 ohm @ ImA 
hFE TEST _. 0-1000 10uA 2.8V NPN/PNP 
DIODE TEST . . imA 


Basic accuracy of Volks, Current & resistance is 
between 05 - 12% depending on range 
DIMENSIONS _ 170(H) x 90(W) x 35(D)mm 


w 0.5" high digits 
w High quality probe set supplied! 

Ww Virtyl carry case supplied! 

%& Built in tilting bail! 

w LED & buzzer continuity test! 

w& Precision thin film resistors 

used for long term accuracy! 

% CMOS logic 1000-2000 hours battery life’ 
& Single function range switch 

w Complete with battery. spare fuse 
(2AG) andi struction manua! 
%& Protected ON/OFF switch! 
w& Auto polarity 

%& Protected 

Ww Floating decimal point 
Cat QM-1530 


$89.95 














DESK MOUNTED LAMP 
MAGNIFIER 


This unit magnifies any object under a clear cool 
fluorescent light The magnification is the maximum 
obtamable (lens 127mm diameter biconvex 4 Dioptres, 
focal length 254mm) consistent with minimum dis- 
tortion and eyestrain and good off-angle viewing 

Itts NOT cheap, but then again it will definitely last a 
lifetime It is built ike a Rolls Royce (We doubt 
whether 20 years continuous use would wear out the 
German made flexuble arms for example) Spare 
fluoro tubes are available erther from us or electrical 
outlets If you have trouble with fine PCB work or 
component identification but stl! want both hands 
free, this 1s for you We thoroughly recommend this 


uality Australian made product 
technical information 
Humination 22W Fleorescent 
Weight 8.16hkg 
Lateral Extension 254m 
Verucal Extension 254mm 
Fuung Heavy table base (grey) with two chrome 
plated flexible erms. 
Lens (se@e text) 


NOTE: This t the GENUINE 
‘Maggylamp’ - don't fall for cheap 
substitutes. 
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Cat. SL-2700 


Call in to any Jaycar store in 
December and see our great 
range of Christmas gifts. We 
simply do not have time to list 
them all. 


AT LAST! A low cost 10 


Jaycar ts proud to announce a genuine low cost high 
performance combination Muhimeter/Capacitance 
meter for the enthusiast! This unit is all the most 
commonly needed test gear rolled into one! 
Similar units are on the market to sell from around 
$150 to over $200 Why pay more when you can get 
a Jaycar direct import for less” 


DC VOLT O1lmvV- 1000V 
ACVOLT __. __ = s—_ __—s—O0.1mV - 700V 
DC CURRENT... _.___ 1uA- 10A(20Amax 30 secs) 
ACCURRENT _ _ __ 1uA- 10A(20Amax 30secs) 
RESISTANCE _ 2... — 01-20M ohms 
CAPACITANCE _. _.__ I pF - 20uF (2%) 
CONTINUITY _ _ less than 30 ohms @ 1mA 
hFE TEST __ __. _ .._ 0-1000, 10uA 2.8V 
DIODE TEST _. 1mA (Buzzer & LED) 
FEATURES 


% 0.5" high digits 
© igs quality probes supplied’ 

* and Buzzer continuity test 

& Precision thin film resistors for long term stability 
% CMOS logic 1000 - 2000 hours battery life! 

%& Meter protection Fused 

% Complete with battery. quality probes, spare fuse 
Ww Floating decimal point 
% Auto polarity 

%& Impact resistant case 
Cat QM-1540 





Owners Club - ring (02) 


747 1888 or call in to 


one of our stores for 


detalis. 


$169 
ny 40 
ng fb 







FREE 
DEMONSTRATION! 


We now have the Dave Tillbrook designed 
Vifa 8° 2 way speakers on demonstration 
at our Sydney city and Gore Hill stores 
and in our Brisbane store. Call in now! 


YOU WILL NOT BE SORRY! 


vueaky Clean Mains 


| af iter * Tas farncastic low cost models MS 
401% all supply up to 4 appliances Each 240V 
socket i isolated from the other 1e interference 
trom dv.c drrves 19 de coupled from the CPU power 
“apply etc It will supply up to 4 outlets with a total 
load of & amps ‘unswitched) 

Cat MS 40149 


ONLY $125.00 


Single 7.5 amp tine 
socket type fiiter. 


iUnswitched) 
Cat MS-4012 


ONLY $34.95 


























vw ve NEW x ¥& 
BALANCE (Curve M-N) 
POTS 


For Playmaster Series 200 Amp Kits 
Were the balance pots missing from your Playmaster 
200 amp kit? It certainty would not have been if you 
purchased a Jaycar kit 

Jaycar have suMcient stocks of the ORIGINAL balance 
pots (as used in the EA prototype) for other uses. 
Please note, however, that these pots are the 4" shaft 
pot (with flat) as ORIGINALLY used by EA They are 
not ‘metric’ pots 

You can purchase one of these pots and so finish off 
your valuable project 

Cat EE-4200 


ONLY $3.95 


BACK IN STOCK 
VOYAGER CAR COMPUTER 
FUEL FLOW SENSORS 


At last after being out of stock for a year we now have 
stock If you are a Voyager owner it may be prudent 
to buy a spare. The Voyager is now out of production 
in the UK and we do not expect to ever get any more 
of this item 

Cat XC-2036 


ONLY $45.00 


wiv NEW & wv 
SOLAR BATTERY 
CHARCER 


Cat. MB-3502 


ONLY $16.95 


This 1s a genuine new product which we feel will have 
tons of appeal 

The solar panel in the lid wil charge up to 4 x AA 
NiCads in a fairly short time! It is ideal for yachts. 
campers or anywhere where 240V is not readily 
available It ts NO DEARER than an ORDINARY NiCad 
charger but takes about the same time to charge in 
reasonable sunlight 





vy EXCLUSIVE! 
GREAT NEW BOARD 
GAME POR XMAS! 
“TUOGHK’”’ 
A great treat for Jaycar 
customers who owna 
Commodore VIC-64 


Jaycar is the exclustve NSW distributor of the great 
new board game called Untversity of Hard Knocks’ 
Basically the game works like this 
You load a cassette into your VIC-64 which contains 
5000 Trivia type questions 

Community chest’ or Chance’ 
Type statements 
Other instructions 
You then lay out the attractive vinyl covered playing 
board and play the game The computer provides all 
questions and answers as well as the odd setback if 
you land on the wrong square The game can also be 
played at different levels so accommodating people 
playing at the same time with different degrees of 
general (trial?) knowledge 
The game progresses until you achieve a ‘Degree’ in 
the trivia subjects that you have mastered 

No computer skill 1s required The computer simply 
provides information to operate the board game 
Around the same price as conventional board games 
Cat XG-6000 


ONLY $49.95 


All game pieces etc included. 

















Call in or telephone Jaycar for 


a FREE copy of our GIANT 
XMAS MAILER. It's full of 
incredible bargains! 


w ow NEW wx x 
HEADPHONE WITH 
INBUILT MICROPHONE 


% Quality dynamic mic insert Omnidirectional, 600 
ohm impedance, -84dB sensitivity. cord length 7 feet 
% Headphone 40mm Mylar drivers, 400mW rating, 
28-32 ohm impedance. stereo, 6 foot cord 

These quality phones feature an excellent gymbal 
mic boom adjustment This multi axis adjustment 
enables you to position the mic comfortably close to 
your mouth - no matter what shape head you have! 
Cat. AA-2020 


ONLY $29.95 


% Ideal for pop groups 
w& CB. amateur radio use etc 
& Telephone etc 







240V NEGATIVE AIR 
IONISER 


Whilst the scientific proof its thin, many people swear 
by the efficacy of negative ionisers This unit ts locally 
made and highly regarded 


Cat. ¥X-2900 
ONLY $69.95 


MAIL ORDER HOTLINE 
(O02) 747 1888 


ETONE 10" SUGWOOFER 


As used in the Electronics Australia subwoofer system 
% Size 10° (250mm) ®& Cast frame, QT = 0 39. VAS 
= 631 #& Power handling 100 watts rms w Free air 
resonance 32Hz £!Hz ® Voice coil diameter 2° & 
Magnet assembly 3kg (6 6Ibs) 

Cat CW-2119 


ONLY $99.95 


AA NICADS 
RECHARGEABLE BATTERIES 
AA size. | 2V - 450mA Charges at 45-50mA (14-16 
hours) Will outlast well over 1000 recharge cycles 
with average use 
Cat SB.2452 


1-9 $2.50 
10-24 62.20 


25-99 $2.00 
100 up $1.80 each 
OPEN THURS NIGHT ‘TILL 
8.30 p.m. 
VORK ST. CITY 
HURSTVILLE 
CARLINGFOR 


RISE Ah 
QUAR 








TZ CRYSTAL 
CLOCK MOVEMENT 
@ Very compact and reliable @ Self starting one- 
second stepping motor has strong torque ® Powered 
by | SVAA battery that lasts for one year @ Supplied 
with one set of hands @ +15 second/month 
accuracy @ 56mm square. 15mm deep @ Complete 
with data sheet. instructions 


Cat XC-0100 ONLY $12.95 


CORRECTION 





a ’ 





Ee Ee 
DO IT YOURSELF IN DECEMBER & SAVE! 


MULTI FEATURE 
RECHARGEABLE 
TORCH 










INTERCOM BARGAINS 
HUGE SCOOP 


PURCHASE! 
DEAL 1 


2 station telephone system with call button Units can 
be up to 2km apart Quality units Sie 76 x 224 x 
80mm 













vw NEW X & 
CENTRONICS 57 Series 
Micro Ribbon IDC Line/ 
Chassis Socket 


Quality moulded unit with strong plug retaining clips 
Can be chassis mounted or use as 4 line socket 
Cat PS-0896 





Cat Al-5506 $17.50 each 
$69.95 per pair (system) 10 up $16.50 each 
eo IDC plug to suit & solder type are 
a “4 available. 
“ 2 wm 4 
rid a Gee" 
a Fe (ere ent OPEN SATURDAY 
{aye ee TILL 4 p.m. 
OA ALL STORES 
Fe | 
f ee a ~K, eee 
“ue” Channel 0-28 to 


DEAL 2 10 statton all master common talk 


telephone system Allows one conversation at any 
one time between two and/or all stations surtable 
for installations requiring between 3 to maximum 10 
stations - call selector button to each station - each 
unit with readily identifying junction box (previous 
wiring experience not required) adjustable volume 
control - winng 13 strands (for 10 installation) 
distance to 1000 metres - power source (each unit 
12V DC - idling current 1 9MA - Dimensions 225 x 
100 x 80mm 

Cat Al.5508 


$69.95 per station 


as 


es) 






TRANSFORMER 
BARGAINS! 


Two small power transformers at never-to-be-repeated 
prices Stocks strictly limited 


MELT? 240 10 6.9 & 12V AC at 300mA 
Conventional chassis mount 
Cat MM-1994 


ONLY $3.95 


MALT -S 240vV 10 6 9 & 12V AC at 500mA 


Chassis mount 
$4.95 
f 


Cat MM-1996 





SCOOP PURCHASE 
600 Ohm line 
transformers 
SLASHEDIN 


Another amazing below cost buy! Australian made 
chassis mount 600 600 ohm Ine tsolating (or 
matching) transformer at a bargain price Both 
primary & secondary windings are an identical 600 
ohms The transformer measures 27(W) x 20(D) x 
21(H)mm and features a grain oriented silicon steel 
for hi fi There is no doubt that the untt would pass 
line level. even +4dB/m without trouble, probably 
more 

Cat MT-4725 


1-9 $2.95; 10:24 $2.50 
253+ $2.25 each 


aucar 


ELECTRONICS 





Incorporating ELECTRONIC AGENCIES 


NUMBER 1 FOR KITS 












go UHF only in 
JANUARY! 


The multicultural channel (0-28) will cease 
VHF transmissions at the end of December 
1985. In order to receive this network properly 
(which has some GREAT programs on it), 
you will need a TV antenna with elements cut 
for the shorter wavelength bands. All 
commercial channels have UHF channels as 
well 

Why not use this opportunity to update that 
old antenna so that your reception continues? 
Remember you will probably have time over 
the holiday break and you won't miss a great 
deal of worthwhile TV as it is a non-ratings 
period You may also find you get a better 
picture on the UHF commercial channels 
than VHF 

We at Jaycar have updated our range of TV 
antennas/accessories to provide you with 
the most cost effective solutions to your 
antenna problems 

Call into Jaycar for expert advice! 

























TV GUTTER MOUNT 
BRACKET 


This ts basically a short section of galvanised mast 
with a clamp at one end It fixes to a rain gutter or 
other suitable fixing place You than have a light duty 
mast to mount an antenna! 10 metres of 300 ohm 
terminated lead is included Idea! for the Quick Rig 
(Cat LT-3175) 

Cat LT-3914 


ONLY $9.50 


N.S.W. 
SHOWROOMS 


QUEENSLAND 
MAIL ORDERS: 
HEAD OFFICE: 


Mor Fr; 
830am 







See Box for other shop hours 


ur ue NEW + zz 

AUTOMOTIVE TYPE 2 
PIN PLUG/SOCKET 

CONNECTOR 


Bullet type moulded plug and socke! fits into a 
matching moulded recepticle Generous quantity of 
lead supplied each way Ideal polarised automotrve.’ 
marine connector 

Cat PP 2016 


ONLY $2.85 


1 
YY, 
a wy 











RECEPTION 
“Quick Rig” VHF/UHF 


Primary Reception Antenna 
This is our lowest cost F/UHF antenna !t 1s 


supplied with U-bolt for most mounting Because tt 
does not present a large wind load :t can be gutter 
mounted via the gutter mount mast bracket ‘See Cat 
LT-3914) 

The Quick Rig ts all you need if you live in the 
majority of the metropolitan areas of the major 
coastal cities 

Cat LT-3175 


ONLY $44.95 
MAST EXTRA 


ww NEW s & 
“GHOST BUSTER’ 
All new VHF/UHF 
Anti-Ghosting TV 
Antenna 


& Superb front-to-back ratio 

we High gain on UHF & VHF 

*% 75 ohm output 

%& Very strong but light 

%& Registered unique design 

We expect this to be our hottest seller! 
Cat LT.3150 


ONLY $99.50 


75 ohm 'F59' type male connector 


Cat. PP-0640 ONLY $1.20 


Call in to Jaycar for a great range of TV 
accessories including cable, splitters, 
dtplexers, amplifiers etc. 


SYDNEY: 117 York Street Tel (02) 267 1614 
CARLINGPORD: Cnr Carlingford & Pennant Hills Road Tel (02) 872 4444 
CONCORD: 115/117 Parramatta Road Tel (02) 745 3077 
HURSTVILLE: 121 Forest Road Tel (02) 570 7000 

GORE HILL: 188/192 Pacific Highway (Cnr Belevue Avenue) Te! (02) 439 4799 


BURANDA: | 44 Logan Road Tel (07) 393 0777 
?O Box 185. CONCORD 2137 

115-117 Parramatta Road, CONCORD 2137 
Tel (02) 747 2022 Telex. 72293 

SHOP HOURS 


<arkngford Hursrvile Gore Hil Brisbane 
Sam 
Sydney and Concord 


POST & PACKING 
$5 $999 $290 


$1c $2499 
$25 $4999 
$5C $9999 
$150 - $198 
Over $199 


$375. 
$450 
$650 
$800 
$1000 


30pri 


5 30pm 


COMET ROAD FREIGHT ANYWHERE IN AUSTRALIA ONLY $1350 
















Ca: YS.5035 


ONLY $29.99 


Firstty other brand name versions of this product 
sel: fot around $45 This unrt1s better and has more 
features 

& Automatically comes on as an emergency light 
w Exclusive in-built magnet for attachment to steel 

surfaces eg car 

w® Cost INCLUDES charger & NiCads 

w Swrve! head for vertical operation 

w& Red filter supplied for flashing emergency light use 


w Wall fixing screws supplied 
NOT $45 


® Wall cradle supplied 


ONLY $29.99 


Ref: EA January 1983 
Latest version of this fantastically popular kit’ The 
Jaycar ktt comes COMPLETE down to the plastic TO-3 
transistor covers. genuine heatsink and DIE CAST 
BOX - as used in the original EA unit 
Beware of kits that use fimsy sheet metal This kit is 
designed to be used with contact breaker points If 
you want Hall-Effect breakerless option we suggest 
the KA-1505 
Cat KA-1506 


LY $37.95 


TAl HALL-SPPeaCT 


“BREAKERLESS*’ 
Ref EA December 1983 
This kit is virtually identical to the KA-1506 except 
that it contains the tnterface electronics for the K) 
6655 Hall-Effect Triggerhead 
Cat KA-1505 


ONLY $39.95 


CONTACTLESS HALL- 
SPPECT “BREAKER 
POINTS” 

See EA December 1983 


A professionally engineered electronic (‘‘breakeriess ’) 
contact breaker systern Each idt contains the folowing 


* Hall Effect Triggerhead 

* Magnetic rotors for both 4 & 6 
cylinder cars 

* Over 6 cam lobe adaptors 

* Over 12 different adaptor plates 
for your particular distributor 

* Other hardware (l.e. screws) 

* Removes from car when you 
sell it. 

* As easy to install as a set of 
points 


* Simple instructions included 
Cat Kj-6655 


ONLY $32.50 








OPEN THURS NIGHT ‘TILL 
8. 3 fe ] Bp. e mn. 

VORK ST. CITY 
HURSTVILLE 
CARLINGFORD 
BRISBANE 





sy 


MAIL ORDER VIA 
YOUR PHONE 
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FOR THE CAT 


FAX picture from a satellite, re-broadcast from AXM. 





Typical AXM Met weather map showing pressure systems. 
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FAX/RTTY DECODER ~ 


Design by Andrew Keir, VK2XKK, 
Dick Smith Electronics 


Development by Robert Irwin 


This FAX/RTTY decoder for 
the Cat computer will 
introduce you to the world of 
pictures and text over radio. 
With your set constructed you 
can start decoding weather 
information or adapting the 
software to decode more 
esoteric signals. 





THE DECODER is powered from the com- 
puter itself, so to set it up is merely a matter 
of plugging it into the games paddles port 
and connecting your receiver’s audio output 
to the audio input of the decoder. 

To get started it is best to begin with 
AXM so that you know the signal formats 
are compatible. Tune your receiver to 
5.1 MHz. You can figure our whether FAX 
or RTTY is being transmitted by checking 
the time: from the hour to half past the hour 
RTTY will be broadcast and the remaining 
half hour will be FAX. Let’s look at FAX 
first. 

Before each picture a period of high tone 
is usually sent. You can use this to tune your 
receiver for maximum meter deflection on 
the decoder. Set the volume of the receiver 
output to give about % @fale deflection on 
the decoder’s meter. 

Before the start of the picture, alternate 
bursts of high and low tone will be sent at 
about 300 Hz. Following this will be the 
phasing pulses. These consist of the low 
tone with a burst of high tone to indicate the 
end of a line. At this stage the PHASE 
pushbutton should be momentarily pressed 
(the SYNC switch should be in the ‘on’ posi- 
tion). Doing this will set the internal flip- 
flop of the decoder and allow the sync 
pulses of the decoder to be phase shifted 
each cycle with respect to the phasing 
pulses. 

On the front panel you should be able to 





see the SYNC LED flashing and the meter 
‘bouncing’ up and down. These bounces on 
the meter should slowly catch up with the 
flashes of the SYNC LED and once they do 
the PHASE LED should light, indicating 
that the decoder has locked on to the in- 
coming phasing pulses. Sometimes, under 
noisy listening conditions, it is possible for 
the PHASE LED to be triggered before the 
decoder is actually in phase. In these cases 
you should be able to see that the SYNC 
LED is not flashing in time with the 
bounces on the meter. If this happens just 
press the PHASE button and try again. 

Once the decoder has locked on to the 
phasing pulses you should keep watching 
the meter. When it goes high and stays 
there it means that the picture is being 
transmitted. You should then start the data 
collection program and go and make your- 
self a nice cup of tea. It will take about eight 
or nine minutes for the picture to be col- 
lected and then the program will stop execu- 
tion. You can then either save the picture to 
disk for future reference or print it out. A 
printout will usually take about two 
minutes. 

To receive the RTTY signal, the set up is 
as it was for FAX except the SYNC is 
switched out. All that is necessary is to tune 
your receiver to the correct frequency and 
run the RTTY program. The incoming data 
will then automatically be displayed on the 
screen for you to read. You may use the 
front panel meter to peak the receiver tun- 
ing, however this is not all that critical with 
the RTTY transmissions. 


Surveying the software 

The software comprises three main mod- 
ules. These are for RTTY, FAX data collec- 
tion and FAX picture printing. A floppy 
disk containing all necessary software will 
be supplied as part of the kit from Dick 
Smith Electronics. 

The FAX data collection program ini- 
tially examines the sync pulse input on SW1 
of the games paddle and when the sync 
pulse is seen commences to sample the SW0 
input. 

The SWO inp is sampled 1920 times in 
each half 0 ino sam After each three 
samples are obtained, they are examined 
and if the majority of samples are logic 
high, one is stored in a memory location as 
the LSB. If the sample is low then zero is 
stored in the LSB. The memory location is 
then rotated left and the operation repeated 
until 8 bits have been stored in the memory 
location. The resulting byte is then stored in 
memory. 

When 80 bytes have been collected (640 
bits) the program waits for the sync pulse on 
SW1 before starting the next line. Due to 
memory constraints and in the interest of 
providing a reasonable aspect ratio for the 
picture, each three lines collected are 


FAX PRINTER DUMP FLOWCHART 







ADD 80 TO ADDRESS 
OF PICTURE BYTE 
GET CONTENTS 
FROM THAT ADDRESS 





INCREMENT ADDRESS 
TO NEXT BYTE OF 
PICTURE DATA 


INITIALISE PRINTER AND 


SEND GRAPHICS MODE COMMANDS 


SET ‘N' = 80 HEX 
GET CONTENTS OF 
A PICTURE BYTE 
AND BYTE WITH 'N’ 
TO TEST IF BIT ON 


IF BIT ON STORE 1 
IN LSB OF ROTATING 
BYTE, ELSE STORE 

0 INLSB 


ROTATE BYTE LEFT 


SEND CONTENTS OF ROTATING 
BIT TO PRINTER AS GRAPHICS 
INFORMATION 






SEND CARRIAGE 
RETURN AND 
LINE FEED 


80 BYTES SENT YES 


TO PRINTER? 





DIVIDE ‘N’ 
BY2 
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ANDed together to form one line stored in 


BASIC PROGRAM FOR THE RITY/FAX DECODER: memory. When a pre-defined upper 


this program allows the call of subroutines from a menu on the screen. tua location is reached the program 
exits. 


If the program was called from BASIC 
then control will be returned to BASIC at 
WIDTH 8@: PR# 1: PRINT CHRS (27); CHR® (64): PR# @: HOME this point and the BSAVE command may 
be used to store the picture on disk. The 


PRINT * oe hae ever: picture occupies memory from 2480 HEX to 
PRINT " ss35Se=secEee= " 8FFF HEX. 

After setting the printer into graphics 

PRINT : PRINT mode the printer dump program examines 

the picture stored in memory and sends data 

PRINT "1 START COLLECTION OF FAX PICTURE" to the printer one byte at a time. Each byte 

7 . sent is composed of a vertical row of eight 

ae Saas Free ELLIE Ty ee dots. As an example, at the start of the pic- 

PRINT “3 PRINT FAX PICTURE FROM DISK” ture the program builds a byte composed of 

the dots in the left most position of the first 

PRINT "4 PRINT FAX PICTURE FROM MEMORY" eight lines of the picture. This byte is sent to 

PRINT “5S -- RUN RADIO TELETYPE PROGRAM" the printer which fires the printhead wires 

corresponding to the bits which are high. 

PRINT 1 PRINT : PRINT "SELECT OPTION...": GET AS The process repeats using the next vertical 
row of eight dots and so on. 

A= VAL (AS) Two versions of the printer dump are 

. provided. These are for the C-ITOH type 

aS eae ee ee ee oe 8510 printer and the CPA80/Epson type 

ON A GOTO 200,220 ,300,320,600 printer. These two types of printer require 


differing commands for their graphic modes 


PRINT CHR (4);"BRUN FAXOBJ" the printhead wires is inverted. Both ver- 
sions of the printer dump program use their 
GOTO 18 own printer driver routines to avoid the 
resident printer driver from masking some 
PRINT "SAVING FAX PICTURE TO DISK" bytes sent to the printer. 


The RTTY software operates in a similar 
manner to the FAX data collection pro- 


PRINT CHR® (4);"BSAVE FAXPC@ ,A$248@ ,L86B81" 


GOTO 1@ gram. The program initially examines the 
SWO input and loops waiting for a pulse 
HOME +: PRINT “LOADING FAX PICTURE FROM DISK" which exceeds a preset length. This pulse is 


the stop pulse. The program then waits for 


Se SMe, Sn, emer leery the start of the next pulse and delays for a 


GOTO 1@ time corresponding to the middle of the 
next pulse. A sample of the input is made 
HOME : PRINT "WHICH TYPE OF PRINTER": PRINT and the result is stored in the LSB of a 
; A memory location which is then rotated left 

PRINT "1 CPA-8@ / EPSON as in the FAX program. 
PRINT "2 -~ C-ITOH 8510/6515": PRINT : PRINT “SELECT OPTION..." As RITY is sent using the 5-bit Baudot 
code the program loops until 5 bits have 
GET AS:A = VAL (AB): IF (A = 6) OR (A > 2) THEN GOTO 3286 been collected in the storage byte. When 5 


bits have been collected the resulting value 


et Sere? Sen peee in the storage byte is used as an offset to 


HOME : PRINT "PRINTING PICTURE" point to a location in memory which con- 
tains the ASCII code of the character re- 
PRINT CHR® (4);"BRUN CPAS8@A” ceived. The ASCII character is then dis- 
played on the screen and if the printer flag is 
Bord 38 set sends the character to the printer. 
HOME : PRINT "PRINTING PICTURE" The program then examines the key- 
board to see if a key is pressed. If not it sim- 
PRINT CHR® (4);"BRUN DUMPOB" ply waits for the stop bit and continues with 
the next character. If a key is pressed the 
BOID iF program looks to see which key it is. If a ‘P” 
PRINT CHR® (12) is pressed the printer flag is set and all 
subsequent characters are sent to the print- 
PRINT CHR® (4);"BRUN RTTY2" er. If a ‘Q’ is pressed the printer flag is 


reset. If an ‘L’ is pressed the program is 
forced into the ‘letters’ mode and if an ‘F’ is 
pressed it is forced into ‘FIGS’ mode. If any 
other key is pressed the program will exit. 


GOTO 1@ 
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FAX DATA COLLECTION FLOWCHART 


GET DATA SAMPLE 
AND TEMPORARILY 
STORE IT 


GOT 3 SAMPLES? 
YES 


WERE 
MAJORITY OF 
SAMPLES 
HIGH ? 


YES 


STORE 1 AT LSD 
OF ROTATING BYTE 
ROTATE BYTE LEFT 


GOT 8 BITS IN 
ROTATING BYT 
? 


—_—————_ 
STORE BYTE IN MAIN MEMORY | 


AND INCREMENT ADDRESS FOR NEXT 
LOCATION 


YES —GotT 80 BYTES? 





Modifying the program 

The majority of pictures transmitted by 
AXM have a predominantly white back- 
ground so the dump program has been ar- 
ranged in the same format. If you wish to 
reverse the black and white areas, the byte 
at 214C HEX in both the DUMPOB and 
CPA80A subroutines must be changed from 


EXIT PROGRAM 


STORE 0 AT LSB 
OF ROTATING BYTE 


RTTY FLOWCHART 


DO HEX to FO HEX. 

The listed software for RTTY reception 
(RTTY2) is set up to receive at SO baud 
which is the standard transmitted by AXM. 
If you wish to change this you will need to 
change the values in three of the program 
loops. 

The loop which provides the delay be- 





DELAY TILL MIDDLE 
OF FIRST DATA BIT 
GET SAMPLE OF 
DATA INPUT 


STORE 0 IN LSB 
OF ROTATING BYTE 


STORE 1 IN LSB 
OF ROTATING BYTE 
ROTATE BYTE LEFT 


GET CONTENTS OF ‘ADDR’ 
PLUS VALUE OF ROTATING BIT 
(THIS CONTAINS ASCII 
VALUE OF CHARACTER) 


PRINT ASCII 
CHARACTER 


tween bits has its values stored at 236F 
HEX and 2379 HEX. These are given in the 
program as 48 HEX and 16 HEX respec- 
tively. The value 48 HEX is decremented 
until it equals zero. Each time it reaches 
zero a register is incremented and compared 
with the value in memory location 2379 
HEX (16 HEX). When the two values agree > 
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the loop exits, having gone round 1548 
HEX times. 

A second loop determines the delay from 
the beginning of the start bit until the mid- 
dle of the first data bit. The values control- 
ling this loop are given at locations 237E 
HEX and 2388 HEX. 

A third loop gives the delay which detects 
the stop pulse. This is controlled by the 
values at 23A7 HEX and 23AE HEX. This 
pair must have higher values than those 
used for the bit length (locations 236F HEX 
and 2379 HEX) as the program detects the 
stop bit by looking for a bit with a greater 
length than a normal data bit. 

A starting point for configuring the sys- 
tem for 75 baud would have the values as 
follows: 


Location Value 

236F HEX 48 HEX 
2379 HEX 10 HEX 
237E HEX FF HEX 
2388 HEX 16 HEX 
23A9 HEX FF HEX 
23AE HEX 12 HEX 


The above will only give an approximate 
75 baud decoder. The numbers may have to 
be fine tuned for reliable operation. Other 
baud rates can be obtained in a similar 
manner. @ 








SAMPLE OF RTTY TRANSMISSION FROM AXM 


1979 @57A38828 152935636708 858601222719811 2271711 
@1010672 01011217 88127162 10754126 1774721 89852338 
25272287 87184278 M@71625688 P80S6584925 MAGGBBG9714 
P@6118@13 PB1094679 PB7362360 804053273 869076012 7449 


8000499999 M@Q276388 PO8097188 P@8S12926 SPNESPARE 


FREQUENCIES, APT 137.5 MHZ, HRPT 1698 MHZ, BEACON 


DSB 136.77 MHZ. -@5 $-6/NIGHT 2/4. APT VIS CH. 2 
40.725 TO 1.187 AND IR CH. 4 /1@.57T011.5/WILL 

BE, XMTD CONTINUOUSLY. DCS TIME DAY 351 62215.@. 
NOTE NOAA K AVHRR DATA HAVE BEEN USABLE SINCE 
1/18/85. THE PREVIOUS PROBLEM MAY ROCCUR, AND 
DATA MAY BE UNUSABLE AT TIMES. 

NOTE THE N@AA-8 S/C WAS STABILIZED 5/23/85. SAR 
1S ON IN FIXED GAIN MODE. S/CINSTRUMENTS ARE 


BEING TURNED ON TO DETERMINE STATUS. MORE LATER. 





FAX PICTURE COLLECTION SUBROUTINE 
FAXOBJ A$20D0, L$0130 


28D0= EA EA EA EA EA EA 78 AD BB BS ES 85 ES B5 E? AY 
* 


29EB- 24 85 E4 8S E2 AD BA 85 Ei 85 
*% 


2BF8= ES 96 38 G2 53 69 18 AY BB AD 
* 


2190= EF 28 28 21 AE 61 CO ED 388 34 
* 


2119= Aé EE EB ES B82 FH 19 86 EE AC 
*% 


2120= @2 F@ OD 86 EE 4C Bl 21 A2 66 
* 


2139= Aé EF ES OGG FO OD EA 18 69 B1 
* 


2149= 4C FB 28 18 69 88 CO BO? FO BS 
* 


2158= 9B AS EF ES GB FB 66 EG G2 FY 
¥ 


2160= E3 AW‘°GO ASB ES ES 386 ES EG 5G 
% 


2170= @8 85 EC AS £4 469 O@ GS ED AS 
% 
2180= E4 18 AG AW AF GG 3C FB 2H AG 
* 


2194= E? E8 86 EF A2 GG 86 ES AG El 
*% 


21AG= 4C EC 21 AZ BA 6 EF Ao Es 
*% 


m 
Ov 


E3 4C EC 21 Aé E4 


GB A2 BB 86 EE 86 


oi 


CA E@ OB DS FB 69 


C89 @7 FS 11 2A CB 


2A C3 4C FB 29 AS 


66 31 ES AG 6B 91 


F@ 1D 18 AS E3 69 


E7 EG @2 Fa 14 AS 


5 ES BB FOG 1D 66 Eo 


2iBG= Aé El ES s6 El S56 ESR EG GO DO BS AS EP EB B6 E2 
21C@= AB E2 86 E4 AZ AGO 36 ES 4C EC 21 AZ AM G6 EG 18 
ae AS El 69 79 BS Es AS E2 69 U2 565 EF AS Ea 38S El 
2iEG= a5 €3 AS E9 3S E2 4S EF AZ 4G G6 ES AD 62 CD CP 
* 


A6é EF ES 86 EF 


iN) 
- 
mal 
Q 
" 

yy 
&Q 


10 F9 4C EE 29 G6 GO OF OG JO BE BGA AD BY BEB 


21 Ao EE EB ED 


PRINTER DUMP SUBROUTINE FOR C-ITOH-TYPE PRINTERS 
DUMPOB AS20F0, L$0160 


28F0= EA EA EA EA EA EA EA EA EA EA EA EA EA EA AQ 1B 
* 


2188= 29 36 22 AD 54 28 36 22 AY 31 28 36 22 AD 36 28 
* 


2119= 36 22 AY 24 85 ES 85 E7? AF BM B85 E4 BS E2 B5 E6 
% 


2128= AI @8 BS ES 85 ES 85 EF 85 EA 85 EB 85 El EA EA 
+ 


2139= EA EA EA EA EA EA EA EA EA EA 29 SA 22 AG BB AG 
*% 


2149> E3 ES 98 38 G1 66 BL E2 25 E4 C9 BB DG 29 AS ED 
+ 


2158= 18 69 88 Aé ES EB 66 ES ES BB FS 42 6A BS ED 18 
% 


2168= AS E2 69 81 85 ES AS EB 69 BG BS E1 AS ES BS E2 
* 


2178= AS El 85 E3 4C 3F 21 18 AS EF AS ES EB 96 ES ED 
*% 
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21983 66 83 Ei AS EM 8S E2 AS E1 85 E3 4C 3F 21 85 E9 2200= 86 EB 69 46 EB ES G2 FO G1 468 AD BA 29 36 22 AD 


r+ 
* *% 
21AG= A2 2B 86 ES AS EF 28 36 22 20 EF 21 AG EB ED B7 2210= 1B 28 36 22 AD 4B 20 36 22 AY AW 20 36 22 AD G2 
*¥ % 
21BG= DS 24 A2 GB C6 EB 16 AS ES 69 BB BS E2 AS EF 69 2220= 28 36 22 EA EA EA EA EA EA EA EA EA EA A2 BS 86 
¥ * 
21C@= 6@ 85 E3 AS E2 85 Eé AS E3 85 E7 AD BB BS EF AZ 2238= EA 86 EB 68 @@ 88 48 AD C1 C1 38 FB 68 BD 99 CB 
* ¥ 
21D0= 380 86 E4 4C 3F 21 A6 ES ES 86 ES AS ES 85 E2 AS 224G= 68 62 AG BO BO BB BG AG BO BA BB OG BH AB BB oA 
% 
21E9= E? 85 E3 AS E4 6A 85 ES AD BB 385 ED 4C BF 21 AG 
¥ HEX MACHINE CODE LISTING FOR THE RTTY SUBROUTINE 
21FO= EA EB 86 EA EB OS FO G5 ES 3G FH B? 6G AS EB EB RTTY2 A$22D0, L$0171 
% 
22D8= EA EA EA EA EA AY BB BD 48 25 BD 41 25 4C 9C 23 
2200= 86 EB 60 46 EB EG 92 FO Bi 68 AD GA 28 36 22 AD * 
t 
22E9= 16 AD 61 CO C9 B88 38 FF 29 7D 23 AX BB AC 41 CH 
22182 1B 28 36 22 AD 53 20 36 22 AD 3B 28 36 22 AD 36 * 
¥ 
22F92 CB 88 18 BE 18 69 B1 C9 PF 1B 15 2A 26 6E 23 4C 
2229= 28 36 22 AD 34 28 36 22 AP 3A 26 36 22 A2 BB BS * 
% 
230G= ED 22 18 69 BO C9 7F 19 BF? 2A 26 6E 23 4C ED 22 
2239= EA 86 EB 68 4M 68 48 AD Ci C1 38 FB 68 8D 99 CB * 
% 
23182 29 7F AC 48 25 CH Bi DS 34 18 69 IF AA BD BO 24 
22499= 69 88 OS OB BO BO AD GO BH AB OO BA GO BSB BA BB * 
23232 C9 66 FB 68 C9 6C FB 6C C9 BOD FB BC C9 BA FS BB 
PRINTER DUMP SUBROUTINE FOR EPSON-TYPES af 
CPA 80A A$20F0, L$0160 ds C9 SA 18 ADI C9 28 38 AS 48 29 F9 C9 68 AE 41 25 
2OFG= EA EA EA EA EA EA EA EA EA AS 1B 28 36 22 AD 41 
% 2340= ES 1 FO 63 3C DD 22 26 E38 23 4C DD 22 AA BD WG 
*% 
21898= 28 36 22 ADI OB 28 36 22 AF 24 85 EB B65 EZ AD BB 
¥ 2359= 24 C9 66 FO 37 C9 46C FS 3B 48 26 FO C9 68 AE 41 
¥ 


2118= 85 E4 85 E2 85 Eé AD BB BS ES 85 ES 85 EF BS EA 
* 2369= 25 EG G1 FS G3 4C DD 22 29 ES 


nN) 
w) 


4C DD 22 A2 48 


2129= 85 EB 65 Ei EA EA EA EA EA EA EA EA EA EA EA EA 


¥ 2370= A® @@ CA EB GG DG FB CS CY 16 DO FS 68 AZ FF A 
* 

2130" EA EA EA EA EA EA EA EA EA EA 28 BA 22 AB BB AG 

¥ 2380= G@ CA EG OO DG FB C8 CH 23 DS Fo 69 AP B1 BD 4B 
* 

21485 E3 EZ 98 3G Bi 6G Bi E2 25 E4 C9 BB DB 29 AS ED 

¥ 23995 25 4C DD 22 AP GO 3D 40 25 4C DD 22 AD 61 CH CP 
* 

2158= 18 69 O1 Aé ES EB 86 ES ES BB FB 42 2A BS ED 18 ; . 

¥ 23AG= 30 13 F9 AZ 98 49 GS ES ES FF D@ FE Ca CM 18 DB 
¥ 

2168= AS E2 69 B1 85 ES AS EB 69 OB BS Ei AS ES BS E2 : 

¥ 23BG= FS AD 61 CG CO 24 1G E4 AD GO CH 3G WS 4C EG 22 
* 

2178= AS E1 85 E3 4C 3F 21 18 AS ED Ad ES EB B6 ES ED - 7 a 

¥ 23CG= 24 4D C3 AA EA CC FO CC EB Cé FO CO ES DO FY BS 
*% 

218@= 08 FG 1B ZA 35 =9 15 AS EZ 69 G1 85 EG AS E3 69 _ _ , Game 5 . 

¥ TQD9= EG D1 F449 eG AZ JL GE 41 25 IC EW 22 AZ 3O BE 
* ® 

2190= 98 85 £1 AS ES 385 E2 AS El 85 ES 4C 3F 21 85 ED ; , 

* 23EG= 31 25 4C EO 22 4C EG 22 48 AD C1 C1 36 FB 68 OD 
x 

21AG= A2 BB 86 ES AS ED 28 36 22 26 EF 21 AS ES ED B7 ; ; —— ae ; 

* I3FG= 98 CI od OH 4G YO 9G BH OH UO OF 9S BB UB BA BB 
<+ 

21BG= DO 24 A2 BB 86 EB 18 AS E6 69 BB BS E2 AS E? 49 ; ; 

¥ 240G= 08 54 OA 4F 28 48 4E 4D OD 4C 52 47 49 SO 43 56 
+ ‘ 

21C3= @@ 85 EB AS E2 AS E6 AS EF BS EF AD BB BS ED AZ 

* 2418= 45 SA 44 42 53 59 46 58 41 57 4A 66 55S 51 4B 6S 
* 

21D6= 26 66 E4 3C 3F 21 AS ES EB 26 EB AS E46 BS E2 AS 

ri 2428" 35 BA 39 28 23 2C 2E BD 29 34 26 38 38 3A 3B 33 
* 

21EG= E7 65 E3 AS £4 6A 85 E4 AD GB BS ED 4C 3F 21 AG 

‘ . = ° 2430= 22 24 3F G7 36 21 2F 2D 32 27 66 37 31 28 6C BB 
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HOBBYBOT 


easy-to-build navigating 


robot 


The hardware construction of your Hobbybot in Part 1 
(November ETI) had you doing everything for your robot. And 
for some, that was probably a little frustrating. Now you can 
have your revenge with software programs that will keep you 
sane and send your Hobbybot around the bend. 





IN LAST MONTH’S ETI we showed you 
how to build your Hobbybot. Now it’s time 
to look at software programs so you can put 
your robot to use. 

A comprehensive robot control language 
has been developed for the Hobbybot, with 
all of the features of advanced programming 
languages. 

Figure 8 shows that the Hobbybot is nor- 
mally in command mode (green LED on). 





From there you have a choice of four differ- 
ent functions: 

1. You can run the robot manually by 
selecting sequences of F, B, L, R and 
STOP from the keypad. 

2. You can lear a program by storing a 
sequence of commands. The full set 
of software commands is available in 
learn mode, not just the F, B, L, R 
and STOP commands. 


LEO 4] 


LEARN —— [DIGIT] ——— (STATEMENT LIST) 


COMMAND 


e————£E ofr —______-» 


OmLAY O@LAY 
(PAUSE) (CONTINUE) 
ANY OTHER KEY 
(ABORT) 


RUN —————_ (DIGIT) 


[STATEMENT LIBT) 


FLASHING LED 





COMMAND ———7// 


BYNTAK ERROR (OURING COMMAND OR LEARN MODES) 
—~< \—crean—// 
STACK OVERFLOW (OURING RUNMANG) 





Figure 9. Leam mode. 
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3. Having learned a program or pro- 
grams, you can select one to mun. 
When in run mode, you can pause a 
program by pressing the DELAY but- 
ton and then continue on by pressing 
DELAY again, or you can exit the 
program by pressing any other 
button. 

4. You can clear any or all previously 
learned programs. 


Using the keypad 

Each keypad has two possible functions 
(the second function can be obtained by hit- 
ting the 2ND key before pressing the de- 
sired key). Also, some functions require 
numbers to be entered: the digits (0-9) are 
like a third function for each key, but be- 
cause the robot knows when it wants a num- 
ber and when it doesn’t there is no need to 
tell it when these 3RD key values are 
required (ie, the numbers are ‘context 
sensitive’). 


Operating the Hobbybot 


When the robot is first turned on it is in 
command mode (the two lights will be on to 
indicate this) and can be driven around 
manually using the F, B, L and R com- 
mands. Also, in this mode programs can be 
run or cleared or the robot can be told to 
‘learn’ a program, thus entering learn 
mode. (Note that during run mode or learn 
mode the green light will be off until the 
robot returns to command mode.) 

The robot may be programmed with up 
to 10 programs by pressing the LEARN key 
followed by a digit (0-9). The robot will 
then be in learn mode and ready to receive 
commands from the keypad and add them 
to the specified program. If a program has 
already been learned it will be necessary to 
‘clear’ the old commands before entering a 
new program — this can be done before en- 
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tering learn mode by hitting the CLEAR 
key followed by the number of the program. 
(Note that during learn mode the CLEAR 
key means something different — ie, ‘clear 
the current command’.) If the , (comma) 
key is hit after CLEAR, all programs will be 
cleared. 

When the program is completed press the 
COMM key to return to command mode. 

The program can now be run by hitting 
the RUN key followed by the appropriate 
program number. The execution of the pro- 
gram can be suspended at any time by hit- 
ting the DELAY key, which causes the 
robot to stop whatever it is doing until this 
key is pressed again. If any other key is 
pressed while a program is running then it 
will immediately return to command mode 
and await further instructions. 


Programs 

A program consists of a string of com- 
mands separated by commas (,). If you hap- 
pen to hit the wrong key, the current com- 
mand can be cleared using the CLEAR but- 
ton. Should the green light start to flash 
when you are entering a program, a syntax 
error has been made (or the memory ca- 
pacity has been exceeded). The flashing will 
continue until the CLEAR button is pressed 
— the last command (which caused the 
error) can now be re-entered or learn mode 
can be exited in the usual way. 


The robot programming commands are as 
follows: 

F,B,L,R 

Tums the motors on to go forwards, 

backwards, left and right respectively. 

DELAY 

This command followed by a number (0- 

65535) will cause the program to pause 

for this number of time units before 

going on to the next step. For example 


... ,DELAY 45, . . . will cause a delay 
of 45 time units (one time unit is ap- 
proximately half a second). 

STOP 

Turns the motors off. 

The commands can be used to very easily 
specify mobile robot behaviour. For 
example: F, DELAY 10, STOP turns the 
motors on; waits for 10 time units then turns 
them off again. So the robot goes forward 
for a time then stops. F, DELAY 2, STOP, 
L, DELAY 6, STOP causes the robot to go 
forward for one time unit then turn left for 
six time units then stop. 


Shortcut form 

To avoid pressing a lot of buttons the 
commands F, B, L and R may be followed 
by a positive number (0-65535) which takes 
the place of the DELAY and STOP com- 
mands. So,... ,F 10,. . . has the same ef- 
fectas...,F, DELAY 10, STOP,.. . and 
...,L6,... has the same effect as... , 
L, DELAY 6, STOP, ... 





For more interesting robot behaviour the 
following command features have been 
included. 


Variables 

The variables are nine memories in the 
robot which each hold a positive integer (0- 
65535). Each variable is specified by the 
VAR key followed by one of the digit keys 
(1-9). For example, ‘VAR2’, ‘VAR7’, etc. 

Numerical values may be put into (or ‘as- 
signed to’) each variable by using the = 
(equals key). For example,..., VAR4 = 
34, . . . means ‘put into variable 4 the value 
34’ or ‘variable 4 is assigned 34’. 


Changing the value of a variable 

The values assigned to the variables can 
be altered in several ways. One way is to as- 
sign another value over the top of the old 
one. Another way is to add 1 to (or ‘incre- 
ment’) the variable by pressing F after the 
variable name. For example, ... , VAR4 


F,. . . means ‘increase the value of variable » 
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4 by 1’. (Note that this does not mean ‘for- 
ward for the time specified by variable 4’.) 
A further method to alter the value is to 
subtract 1 from (or ‘decrement’) the vari- 
able by pressing B after the variable name, 
for example,..., VAR6B,... 

Note, however, that the variables have 
‘wrap around’; that is, if a variable is in- 
creased past the highest number (65535) it 
will start again at zero and, similarly, if a 
variable is decreased below zero it will start 
again at the highest number. 


Numbers 

In each of the above examples a ‘number’ 
has been specified as a string of digits — but 
there are several other ways of obtaining 
values which may be used in any of the 
above examples in place of the digits. The 
possible forms of specifying a number are as 
follows: 


A String of digits 
For example, ... , VAR3 = 2556, .. ., 
VARI =0,...,F3,..., ete. 


The value of another variable 

For example,... , VAR4 = VARS,... 
means ‘put into variable 4 the value of vari- 
able 5’;. .. , L VAR3, . . . means ‘go left 
for the number of time units specified by 
variable 3’. 


A sonar range reading 

This can be obtained by the RANGE 
key. For example, ..., VARI = 
RANGE, . . . means ‘take a range reading 
using the ultrasonic sensor and put the num- 
ber in variable 1’;. .. , DELAY RANGE, 
. .. Means ‘take a range reading and delay 
for this number of time units’ (should you 
ever want to do this). Note that one range 
unit is approximately 3 centimetres. 

It is important to remember that the 
robot must not use its motors and its ultra- 
sonic sensing equipment at the same time, 
so the motors will automatically stop (for a 
very short time) whenever a RANGE is to 
be taken, and then continue on with what- 
ever they were doing. 


A random number 
This is obtained by using the RANDOM 
key followed by a string of digits (0-65535). 
It tells the robot to randomly pick a number 
between zero and the number specified. For 
example, ..., VAR6 = RANDOM12, 
. Means ‘pick a number between zero 
and 12 and put it in variable 6’; ..., F 
RANDOMS, L RANDOM3, ... means 
‘go forward for a length of time somewhere 
between 0 and 5 then go left for a length of 
time somewhere between 0 and 3’. 


REPEAT, IF and WHILE statements 
Even more interesting robot behaviour is 
possible with these commands which allow 
the robot to repeat command sequences and 
to make certain decisions about which com- 
mands it will execute next. 
The REPEAT statement allows a se- 
quence of commands to be repeated a speci- 


| fied number of times. An example of a Re- 


peat command is ..., REPEAT4S5{F10, 
L3], . . . which means ‘repeat whatever is in 
the brackets 45 times’. The number of repe- 
titions (in this case 45) can in fact be speci- 
fied using any of the methods mentioned 
previously. For example, . . . , REPEAT22 
[...],...3..., REPEAT VARI [. . .], 
...3...+, REPEAT RANGE [...], ...; 
or... ,REPEATRANDOM7[...],.... 

If no number is given, the commands 
within the brackets are repeated forever or 
until told to stop by hitting any key during 
the running of the program. For example, 
..., REPEAT [L3, R3] will repeatedly 
turn left then right forever. 

The IF statement enables decisions to be 
made. The robot can choose which instruc- 
tions to execute next depending on a speci- 
fied condition. An example of an IF state- 
mentis...,IF VARS > 63[L2, FS], .. . If 
the condition before the brackets is true 
then the bracketed commands are executed 
before continuing on with the program. In 
this case the robot will only perform the 
‘L2, FS’ commands if variable 5 has a value 
greater than 63. If the condition is not true 


TABLE 2. PERSONAL ROBOT COMPARISON 


Voice Functioning 
isaines synthesis arm 
Topo Yes No No 
Hero 1 Optional Optional No 
RBSX Optional Optional Yes 
Hubot Yes No Yes 
Hero Jr Yes No 
Turtle Tot Optional No 
Fred Yes No 
Omnibot No No No 
Hobbybot No No Yes 


Preprogrammed 
software 


available 


Can be used Base price 
without (Including voice 
separate Hf available) 
microcomputer 


Other 


options 
available 


snack tray 
robotics course 
RCL software 
small printer 
radio control 
infrared link 
battery charger 


Polaroid Sensor Kit (as a stand alone evaluation kit) 


* including arm 


Adapted from A Robot in Every Home by Mike Higgins 
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(VARS = 60, say) then the brackets are 
skipped and the commands following the 
brackets are executed as normal. 

In the above example the condition on 
which the brackets were executed was 
‘VARS > 63’ buc in fact any two possible 
number specifications could be compared 
using any of the following comparisons: > 
(greater than); > = (greater than or equal 
to); = (equals); or = > (not equals). For 
example, RANGE > 45; VARI > = 
RANGE; RANDOM10 = 5; VARS > 
VARI; 61 = VAR7; etc. 

An example using IF which would cause 
the robot to stop if an object were too close 
in front of it is: ..., IF 25 > RANGE 
[STOP], ... 

The ELSE command may be used with 
the IF command in the following way: . . ., 
IF VAR4 > = 12 [F1] ELSE [STOP], .. . 

‘If’ the condition is true then only the first 
set of brackets is executed or ‘else’ only the 
second set is executed before continuing on 
with the rest of the program. So the effect of 
the above example is to go forward for one 
time unit if variable 4 is greater than or 
equal to 12; otherwise stop the motors, then 
continue with the rest of the program. For 
example, ... , IF RANGE > 20 [F] ELSE 
[B], DELAYS, STOP, . . . will take a range 
reading and use it to decide whether to go 
forward or backwards for five time units. 


An exampleof the WHILE statement is 
... , WHILE RANGE > 30 [F1, VAR4 
F], ... This repeats the bracketed com- 
mands ‘while’ the condition is true. The 
robot first decides whether the condition is 
true or not. If it is not true then it skips over 
the bracketed commands and continues on 
without executing them. If the condition is 
true it executes the bracketed commands 
then jumps back and rechecks the condi- 
tion, and if it is still true it does the brack- 
eted commands again, and continues in this 
way until the condition becomes false. 


The example above would repeatedly go 
forward for one time unit and increment 
variable 4 until the range reading is no 
longer greater than 30. This has the effect of 
going forward until the robot is 30 range 
units away from the nearest object, with 
variable 4 keeping a count of the number of 
time units actually spent doing this. 

When using conditions containing the 
RANGE function, remember that the 
motors are turned off for a short time 
WHILE using the ultrasonic sensor, so 
when commands F,B,L and R are used in- 
side a while statement a DELAY should 
also be included inside the brackets to give 
the motors time to get started before taking 
another reading, ie, ..., WHILE 
RANGE > 20[F 1], . . . causes the program 
to wait for one time unit before going back 
and retesting the condition. 


Programs within programs 
It is possible for a program to cause an- 


other program to be executed by entering 
say ..., RUN4, ... as a program com- 
mand. In this example program 4 would be 
executed then the rest of the current pro- 
gram would be continued in the normal 
way. If program 4 has not yet been learned, 
then the command will ‘do nothing’ when it 
is executed and the robot will go straight on 
with the next commands. 


Another example is: 
LEARN 1 
WHILE RANGE > 20 [F1], L10 
COMM 
LEARN2 
REPEAT 7 [RUN 1] 
COMM 


In this example, running program 2 (by 
hitting RUN2 whilst in command mode) 
will cause program 1 to be performed seven 
times. The robot will go forward until it is 
near an object and then turn left for 10 time 
units, after which the entire sequence of 
events will repeat again until it has hap- 
pened seven times. 


Nesting the commands 

The REPEAT, IF and WHILE com- 
mands may be used repeatedly inside each 
other (or ‘nested’) thus enabling very simple 
or very complex behaviour to be specified. 


For example, REPEAT [WHILE RANGE 
> 30 [F1], VAR1 = RANDOM2, IF VARI 
= 0 [B3] ELSE [IF VAR1 = 1 [L3] ELSE 
[R3]]}]. This example would cause the Hob- 
bybot to go forward until near an object 
then randomly choose whether to back up 
or turn left or turn right and then repeat the 
process forever. 


Another example, REPEAT [WHILE 20 
> RANGE [B1], WHILE RANGE > 30 
[F1]] causes the Hobbybot to back if an ob- 
ject gets too close and go forward if an 
object gets too far away. 


The input/output port 

The hardware for the port can be added 
to the Hobbybot as an optional extra. Once 
installed the port enables the robot to com- 
municate electronically with the outside 
world, thus enabling it to control a range of 
add-on hardware devices. 

There are actually two 8-bit ports, one for 
input and one for output, which are both 
controlled using the PORT key. During 
programming this PORT function may be 
treated exactly like a variable: when ‘assign- 
ing’ to the port (ie, ..., PORT = 255, 
. . .) the number will appear in binary form 
at the output port; when ‘obtaining the 
value’ of the port (ie, ..., VARI = 
PORT, ...) the input port is read. Note 
that incrementing and decrementing the 
port (ie, ..., PORTF, ..., PORTB, 
. . . ,) Causes the number at the output port 
to be incremented or decremented (for fur- 
ther details see the port technical specifica- 
tions). 
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Sample programs 
Person follower program 
LEARN 1 
VAR6 = RANDOM 1, REPEAT VARI 
= RANGE, IF 15 > VAR! [B1] 
ELSE [IF 20 > VAR1 [STOP] 
ELSE [IF 30 > VARI [F1] 
ELSE [RUN 8]]]] 
LEARN 8 
RUN 7, VARS = 0, VAR 9=0, WHILE 
VARS = 0 [VAR9F, RUN7, RUNSQ, 
IF VARS = 0[VAR 9F, RUN7, RUN9]] 
LEARN 9 
VAR 7 = 0, WHILE VAR9 > VAR7 
[VAR 7F, IF VAR6 = 1 {L1] ELSE [R1], 
IF 30 > RANGE [VARSF, VAR7 = 



























VAR9]]} Jasia Reichardt 
LEARN 7 
IF VAR6 = 1 [VAR6B] ELSE [VAR6F] Australian Robot Association, 
Wall follower Shorey NSW 3001. 
LEARN 2 Contact: Mr James Trevalyan, president 
REPEAT [L3, WHILE 35 > RANGE Annual membership: $25 
[Ri], R2, F3] 





Personal Robotics News, 
6300 Telegraph Ave, 
Oakland, CA 94609, USA 
Contact: Mike Higgins, editor 
Annual subscription: $US145 


Play with 35 and R2 to suit your house. 
Person monitor 

REPEAT [VAR = RANGE, IF 15 > 

VARI [B1] ELSE [IF VAR1 > 25 

{F1] ELSE [STOP]]] ® 
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Sealed lead acid & nickel cadmium 
rechargeable batteries 0 — 


BATTERY 


Yuasa ge 


COMPLETE RANGE sS2 
OF BUTTON CELL STACKS **-' 


assembled in Australia to customers specifications. 


15-17 Normanby Road, Clayton, Vic. 3149 Phone (03) 544 8411 
31 Phillips Street, Thebarton, S.A. 5031 Phone (08) 352 2066 
.E.1. (AUST.) PTY. LTD. 248 Johnston Street, Annandale, N.S.W. 2038 Phone (02) 692 0999 
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use them, 


~  &use them, 
c= & use them. 


se Now you have the widest 
) choice of sizes in rechargeable 
? 48) high performance batteries. 
8) Lithium batteries ‘“/2AA” to 
“DD” and NiCAD “Sub C” 
to “F.” 
5 These sealed cells provide 
~ years of reliable and effective 
service in arange of demanding 


NO TRACE 


AWF4LVE WNIHLIT 
ADNAN] HOIH 
NWMLAVL 


Now, when you need a multimeter eee 


as well as an oscilloscope, you can 
still count on BWD 


industrial, consumer and military applications. 
Stable discharge, re-sealable safety vent, low-internal 
resistance, single cell and battery pack configurations are 


just some of Tadiran’s NiCAD features. 

And for the new generation of microelectronics, Lithium 
batteries give high cell voltage (3.6V), high energy density, 
long shelf life, and wide operating temperatures. 


Recharge your batteries by calling: 


SYDNEY 4392200 MELBOURNE 5423260 


11 Waltham Street, Artarmon, N.S.W. 2064. 


~ _— TECNICO ELECTRONICS 
For electronic components & instrumentation. 


the UN 153 


These analog and digital 20,000 ohms per volt sensi- 
instruments have everything tivity: and the BWD label 
you'd expect from BWD. guarantees accuracy and 

Up to 1000V, 20A, 20M2 and dependability. 


HC 129 For literature and full information, contact 


BWD._ Industries Ltd. 


P.O, Box 325, Springvale, Victoria 3171. 

5-7 Dunlop Rd., Mulgrave, Victoria. 

Phone: National (03) 561 2888. International 613 561 2888. 
Telex: 35115 

VIC. (03) 561 2888 N.S.W. (02) 684 1800 
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118-122 LONSDALE STREET, MELBOURNE. VIC. 3000 AUSTRALIA. @ 662 3506 
KITSET, P.C.B. & FRONT PANEL SPECIALISTS “HOBBYIST” & INDUSTRIAL 
* HERE’S A FEW OF OUR HUNDREDS OF KITS!! * 


AEM 5501 [AEM SEP 85] 
EXPERIMENTERS’ 
NEGATIVE ION 
GENERATOR 


e For those who wish to explore the effects of 
negative ions on air pollutants, plant growth 
or your own health. There's a simple-to-build, 
low cost project. 


less F/P 


$39.63 inc to 


$4.88 p. & cert. p. 


ETI- 
rowen| en 254 1 | Ra 
POWER 


4 
ETI251 OP-AMP POWER SUPPLY 


Se D 


E fe | 


on ideal supply for OP-AMP experimenter 
e those with solderless bread boards. 


ETI466 


[ET! FEB 80] 


THE BRUTE! 


e 300 watts of sheer power 
into 4€ or 200 ear 
shattering watts into 8Q. 
@ Only 1V input required for full power. 

e Ideal for disc jockeys or bands. 

eUse it as a base for that “perfect” high- 
powered stereo system. 

e Can be mated with ETI467 4-input mixer 
preamp. 


Module only $1 07. 56 inc.tax  $6.88p. &cert. p. 


H/S to suit $35.00. Transformers to suit (PF 4363) 
$59.30. H/S bracket to suit $10.00. 





Microwave 
Equipment 


Radio 
Equipment 


General 


e Importers e Sales 


he ETI251 provides +12V rails at1A 
pote solves those “spilt rail blues") ™ 
COMPLETE KITSET— 


$6.88 p. & cert. p. 


Radar 
. Equipment - 
E.&O.E. 


ETI699-—300 BAUD 
DIRECT CONNECT 
MODEM [MAY 85] 


e Use your telephone to access a floppy disc 
for the price of a local call. 
e Download hundreds of free programs. 
e Use “Electronic Mail’. 
e A modem will make your computer a 
remote terminal on some of the most 
exciting systems around. Join the 
Big Boys for only 


— $1 40 . 42 inc. tax 


Less F/P & Handset 
|] $7.88 p. & cert. p. 


EA HIGH 
VOLTAGE 
INSULATION 
TESTER 


[EA JUNE 85] 


e For simple insulation test on mains wiring. 
e For transformers, etc. 

e To check for insulation breakdown at 500 
V.D.C. 

e Tests for 10GQ resistance. 

e INCLUDES PRE-WOUND COIL!! 


$49.26 inc tax 


Less F/P $4.88 p. & cert. p. 


Industrial 
Electronics 


Pulse 


Techniques e Instrumentation e 
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WAVETEK 


You dont have to 
plug itin to appreciate this 
function generator. 


WAVETEK 2 MHz Function Generator model 20 


In fact, you may never plug it 
in. Because the Model 20 can 
operate off internal NiCad 
batteries*, as well as external 
ac or dc sources. 
That gives you complete 
freedom from ground loops— 
and power outlets. 
But don’t get the idea this is 
a toy. It covers a wide 0.002 Hz 
to 2.1 MHz frequency span 
in seven overlapping ranges. 
Model 20 can be triggered 
a gated, or aereiod asa 
voltage controlled generator, 
and it outputs Sines, triangles SCIENTIFIC DEVICES AUSTRALIA PTY. LTD. 
oe Ene VIC. 2JACKS RD., SOUTH OAKLEIGH 3167. (03) 579 3622. TELEX: AA 32742 
peak-to-peak amplitude. There N.SW. 559A WILLOUGHBY AD., WILLOUGHBY 2068. (02) 95 2064. TELEX: AA 22798 


is also a TTL pulse output that 
can drive up to 20 loads. S.A. 31HALSEY AD., ELIZABETH EAST 5112. (08) 255 6575. TELEX: AA 88125 





iis] DIGITAL MULTIMETERS 



























FEATURES 

4 Digit 

3% Digit * 
Conductance e 
Peak Hold e 
Pulse Memory 

Audible Continuity Check e 
TTL Logic & Pulse Detect e 


Hfe Measurement 

10 amp Capabiliry AC/DC 
Frequency Measurement 
Diode Test 
MIC 7000FA 
MIC 6800LP 
MIC 6800LM 
MIC 6600C 





MIC 6600C $82°* MIC 6800LP $95°%* 
MIC 6800LM $89°* MIC 7000FA $229°* 


Free carry case supplied with all models. 


(P e} PACIFIC ELECTRONICS 


i 45 Wellington St., Windsor, Vic. 3181 

SEMIS BALES LAr @ (03) 529 8500. Telex: AA38432 
Agents: SA (08) 264 5237. QLD (070) 51 2404. 
DEALER ENQUIRIES WELCOME 
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Our biggest box 
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for electronic hobbyists. 
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NeW, IMPR ep Monet |W ea “=m Transformer 
; OVE L | rae 

Dry cell or recharqeabe “gi Input. 0-240v 

lav battery operation) Output. 8Bv+8v 

v vt able 

sheet eetinel Homie een an e or 1Ov+l0v 

Oc fav power oefpuls. IDEAL 

FOR HOMES, SHOPS, OFFICES! 
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THIS MONTH ONLY 
54°SSDD 10 for 825 
5a" OSDD 10 for $35 
8" DSSD 10 for *50 

a DSDD 10 fer 854 
cee #. $500 10 tor 865 


Xmas Special.....3% D5DD 10 for $89 
Floppy Q Disk a 5% DISK 
cleaners \..~' "| Kee CASE 
see $1750 craton 
RAl575S iss eget LM3.9 OO geet oi 


IMAGE 
STABILIZER ENIURES NO VERT. 


OVER 501 of! SQ Pronk comvectan sik 
ALARM or EMERGENCY !!! 

eee RADIO = 

7X: STROBE |contro Gee ee 
e FLASHER we REMOTE Pera 200 IW RESISTORS 


ORANGE SWITCH ++ 100 CERAMIC CAPS 


RB, 250 REO 30 GREENCAPS 
vere tE8°7° 1 CAR alarm model 95 45 ELECTROLYTICS 
FAN Aa fee with 2 transmitters $ 2 20 POTENTIONETES 
$ 25 PRESET POTS 


Ei ALARM ar : ri ig Single oR Dual CHANNEL 

AGONIC for home, alarme, gara °0rS, | EACH PACK Pp 

+RADIO KEY, 0 sede carte eefggttciene’ | BUY 10 40. RADIOTV KNOBS 

Interior motion 12,000 programable codes. US FUSE 
ICH + TRANSMITTER.....6115 GET 1 | 20 VARIO +h 5 

FREES \2 Swi 
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CARTRIDGE 2764. 57-30 eth (is 104 

— ered (\lev LAMP2S¢ 4164 $2.90 eet er ger 39eu EA 25 

go oo Sn ex aioties mh ue PACK 3 $2 = ORDER|SSS timer 102. a alls C 106 SCR 10, 

aay, . «enna ied mae rts COST. POST 00 VALUE! 1741 op amp 10:.°2-95 ue an Oe i 
PRE-PAK 1a WEST ST, 569-9797 Phone or mall order 
electronics p/l LEWISHAM, NSW 24 HR PHONE ORDER SERVICE BANKCARD accepted 
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IDEAS FOR EXPERIMENTERS 


Binary display 


One way of getting a binary out- 
put to display decimal is to use a 
74185 driver. However, these 
chips are not available every- 
where, so you might like to copy 
Ian Davies of Cheltenham Vic. 
who built his own out of a zillion 
diodes and some common-as- 
mud chips. 

IC1 is a one-of-sixteen decod- 
er, from which is derived a BCD 
output for the 4543. The MSD is 
driven by outputs 13 to 17. If 
any of these is active, it pulls the 
base of Q1 down, and so turns 
the digit into a ‘1’. 


‘IDEA OF THE MONTW’ CONTEST 


Scope Laboratories, which manufactures and distributes soldering irons 
and accessory tools, is sponsoring this contest with a prize given away 
every month for the best item submitted for publication in the ‘Ideas for 
Experimenters’ column — one of the most consistently popular features in 
ETI Magazine. Each month we will be giving away a 60 W Portable 
Cordless Soldering Iron, a 240 Volt Charging Adaptor together with a 
Holder Bracket. The prize is worth approx. $100. 

Selections will be made at the sole discretion of the editorial staff of ETI 
Magazine. Apart from the prize, each person will be paid $20 for an item 
published. You must submit original ideas of circuits which have not 
previously been published. You may send as many entries as you wish. 


COUPON 
Cut and send to: Scope/ETI ‘idea of the Month’ Contest, ETI Magazine, P.O. 


Box 227, Waterloo NSW 2017. 


“| agree to the above terms and grant Electronics Today International all rights to publish my 
idea in ET! Magazine or other publications produced by it. | declare that the attached idea is 
my own onginal material, that it has not previously been published and that its publication 
does not violate any other copyright.” 

* Breach of copyright is now a criminal offence 


Title of Idea 
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> PRIZE WORTH > 
APPROX. ; 
$100 


RULES 


This contest is open to all persons normaily resident in Australia, with the exception of 
members of the staff of Scope Laboratories, The Federal Publishing Company Pty Limited. 
ESN, The Litho Centre and/or associated companies. 

Closing date for each issue is the last day of the month. Entries received within seven 
days of that date will be accepted if postmarked to and including the date of the last day of 
the month. 

The winning entry will be judged by the editor of ETI Magazine, whose decision will be 
final. No correspondence can be entered into regarding the decision. 

The winner will be advised by telegram the same day the result is declared. The name of 
the winner, together with the winning idea, will be published in the next possible issue of ETI 
Magazine. 

Contestants must enter their names and addresses where indicated on each entry form. 
Photostats or clearly written copies will be accepted but if sending copies you must cut out 
and include with each entry the month and page number trom the bottom of the page of the 
contest. In other words, you can send in multiple entries but you will need extra copies of the 
magazine so that you send an original page number with each entry. 

This contest is invalid in states where local laws prohibit entries. Entrants must sign the 
cari on the coupon that they have read the above rules and agree to abide by their 

itions. 





IDEA OF THE MONTH 





Mark Barber, 
Geelong, Vic 3220 


This circuit was developed for 
a rebuilt F100 truck but can be 
fitted to almost any vehicle. It 
completely replaces the existing 
system, with the exception of 
the indicator switch assembly. 
Initially, with SW1 in the posi- 
tion shown, the junction of D1- 
D2 is low so TR1 holds 4-bit 
counter IC2 disabled, via pin 5 
(CE), and in the parallel load 
mode (pin 1 high). Zero is 
loaded into the counter. If the 
left input is taken to +13.8 V, 
via the existing switch assembly, 
diode OR gate D1-D2 goes 
high, TR1 conducts, and IC2 


9 09 RIGHT INDICATOR LAMP 


01-010 = 1NDI14 


starts counting in the up direc- 
tion due to clock pulses from the 
°555 astable. IC3 decodes each 
binary code to light the respec- 
tive LED. Thus LEDs D3-D17 
form a left moving dot, which 
when mounted on the dash- 
board provides an indication to 
the driver of the direction 
indicated. 

Similarly, applying +13 V to 
the right input also enables the 
counter but now the count direc- 
tion pin (10) is low due to in- 
verter IC5a. The counter counts 
downward, and the dot moves to 
the right. 


When any of the middle eight 
LEDs are lit, diode OR gate 
D18-D25 provides a high signal 
(of 50% duty cycle) to ICS gates 
b and c, via inverter ICSd. Dur- 
ing right indication, ICS gate b is 
disabled, so only the nght indi- 
cator lamps flash, via driver cir- 
cuitry TR2-3. ICS gate c is dis- 
abled during left indication and 
so only the left lamps flash. 

If SW1 is moved to the famil- 
iar ‘hazard’ position, IC2 is ena- 
bled and the LED display dot 
starts moving, only now the 
count direction is reversed when 
the dot reaches its limits (D3- 


D17) by the flip-flop IC4, and 
the appearance of a bouncing 
dot is given. Since during hazard 
indication the indicator switch 
will be at the neutral position, 
both gates b and c of ICS will be 
enabled and all four indicator 
lamps will flash in unison. 

Since the bulk of the circuitry 
operates from 9 Vdc, the IC 
regulator in Figure 2 will pro- 
vide the lower voltage needed to 
run from the vehicle’s nominal 
13.8 Vdc supply. 
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EVERYTHING YOU NEED TO MAKE PRINTED CIRCUITS 


Dual i in Line Packages All $4. 37/pack 
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Cut Pad 


Oty/ 
Phg. 
32 1x 


No. of 
Leeds 


4 fet 


-geeeeea— 
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Catalog 
Number 


Ez6014 
Ez6038 








EZ6004 
£26109 
EZ6900 
E26901 








£26535 
£26536 
EZ6903 
Ez6904 


ie = Qetavetelele— 


‘ " = ‘er a= 


= -ANolelotelele— 


Ges, de ~~ oO 


Cut Pad With Conductors 


@ Use where conductor traces 
must be rouled between pads 


Catalog 
Number 
E£ze760 
Eze761 


26763 
€z6764 
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[7 08 me, Poiasene. 


SUP 


wiastns tape me 


“poeeeee- 
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wre wae 


Narrow Cut Pad 


@ Use where a longer lerminal area's 
desired Can be used with conductors 
between terminals 


Catalog 
Number 


EZ6013 
Ez6071 


EZ6453 
Ez6244 





Hes 


Ezeoes 
Eze98s 


Ez6967 
Ezeess 


P.C. Drills 





poooeoces 


Catalog 


Number 


Take your pick of tungsten carbide 
or high speed steel Available in 
08.09.10and12mm TC grills 
$5.85 each H S Steel $1.75 each 


Donut 
Pads 


0) 





The basic all-purpose PC terminal area 





tor termination of wire of component 
leads extending through the PC board 
1D aids in accurale pad location to grid 





Center 
to 
Center 
Spacing 


Palterns shown 1X (1 1) 
Dimensions shown 1X ( 


a2 
efog 


.100" 


OM 
eis ‘S¢ 


5 Eee gees 
(8086668 
= 


centers 
£-2Z CIRCUIT Tape Donut Pade are un- 





surpassed for unitormity and accuracy 
These photographically opaque termi- 





“Voooeee 


nal areas are accurate to + 002° 
(0.05mm) €-Z Circuit opaque black 


pads are only 005" (0,!3mm) thick 








nm 


e006 


scale 
11) scale 


for 2X scale multiply values shown by 2 


100 





Edge Connectors $4. 1.37 /pack 


Strips, 
Pack 


Contacte/ 


Scale Strip 


$3.35/pack 


1. Select the largest possible pad 
Allow enough room for conductor 


traces and !he physical conditions of 
ariwork preparation and manufacturing 
of the actual board (MIL-STD-275) 

2. A smail ID makes registration easy, 
but may make it difficult to locale pad 
center after photo reduction 

3. Choose an (ID smalier than hole to be 
drilled. (Drill size for plated-through 
holes must be larger than final hole.) 
4. Use Multi-Pad configurations tor 
Muilti-pad terminal patterns 

{1 18 much easier, much faster, and 





much more accurate to lay down a 
whole pattern printed to specific toler- 
ances than to tediously position indi- 


Precision Slit Tapes 


“Super” 201 is a flexible extra-strong 
photographically opaque, pressure- 
sensitive precision slit tape with ex- 
ceptional adhesive characteristics It 
will not creep or lift if stretching is 
avoided during application. “Super” 201 
is extremely flexible and has a non- 
reflective matte finish. Only 005° 
(0.13 mm) thick 


e Precision slit to exacting tolerances 

to assure highest quality PC artwork 

and photography 

Manufactured from the same high 
Quality materials as E-Z CIRCUIT 
PREKUT TAPE SHAPES to insure 
compatible PC artwork and photography 


STANDARD INCH 
20 Yds./Roll 


Tape Size 
In. 


020 
026 
031 
040 
050 
062 
080 
093 
100 
125 
200 
.250 
500 


Accurate Grids 


Grids are produced on accurate 
stable film with Q 1° pattern tor 
maximum accuracy Matte one 
sided, 003” thick 


Cat. No. 


EZC3000 
EZC3002 
EZC3004 
EZC3006 
EZC3008 
EZC3010 
EZC3012 
EZC3014 
EZC3016 
EZC3018 
£2C3020 
EZC3022 
EZC3024 


0.79 
1,02 
1,27 
157 
2,03 
2,36 
2,54 
3.18 
5.08 
6.35 
12,70 


10 x 10 


Sheet Size Catalog Number 
_ $2. 63 


$4.87 


£21463 


EZ1466 


Knife & Blades 


X-Acto Knite Holder $3.56 


@ Use to apply E-Z CIRCUIT pressure- 
sensitive printed circuil drafting aids 

@ Use to cut and trim E-Z CIRCUIT 
pressuré-sensiive pointed circuit 
artwork tape 


nee r) ls 
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ae 
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DIN41612 Connectors 
All $4. 37/pack 


18 Tamm 7 100 


vidual pads 


STANDARD INCH 


[nm] fom | S| 


In. | mm 

289 03s | 079 | Ezoz16] 
pase 031] 0.79 | €zo101] 

aa [305 | | €20239| 

125 

150 

156 

160 

187 


© Ideal for trimming E-Z CIRCUIT 
pressure-sensitive Copper Tape and 
Component Mounting Configurations 





@ Includes X-Acto blade (Order No 
EZ3108, shown below) 





E26716 


X-ACTO REFILL BLADES 


No 16 Blades $3.05 == sy 


5 blade pack 


No 11 Blades $3.05 SS 


5 blade pack 








atime 


ae 























DIN41612 connectors patterns have three row designations A. B and C 
Three pattern combinations are available AB. AC and ABC They are also 
available witn round or square pads 
ROUND PAD 


64-Pin Pattern (A-B) 64-Pin Pattern (A-C) 96. Pin Patiern (A-B-C) 
Catalog 


Symbols 
Scale Per Phg Number Scale q 
2 Ezes7s 2n 2 
le 508mm 200 » 84:Pin Pattern (A-B) 64-Pin Pattern (A-C) 
Catalog Catstog 


| So Per Pkg. 
Number Scale Per = Number 
2 Ez6879 x iin: 


Catalog 


Number Catalog 


Number 


eeeoeeese 
9 


08680 
npn th £26870 


SQUARE PAD 


76 Tamm 3 100 - 


96-Pin Pattern (A-B-C) 
» | 2 | 


254mm | 100 1 ~~ b @ dian 


SERBS OReRR8eGCEEa8 Catalog 





ee 
AOGSCPOTOTECSSGaseseaaseusssasne 
4amm 019 a ‘52mm. 060 00 


NOW STOCKING COMPLETE RANGE OF E-Z CIRCUIT DRAFTING — 
SIIId yO T1V9 $ 1vOIWaHO ‘STVINILVIW NOLSIY IO FJONVY T1N4 


GEOFF WOOD ELECTRONICS PTY LTD 
Incorporated in N.S.W. 

656A Darling St, Rozelle 2039 

(One door from National Street) 


8.30 to 5 Monday to Friday. 8.30 to 12 Sat. 

Mail Orders add $3.00 to cover posta! charges. 
Next day delivery in Sydney add $5.00. 

All prices INCLUDE sales tax. 

Tax exemption certificates accepted if line value 


exceeds $10.00. Tel: 


8106845 


$10.00 minimum 


specialising in electronic components for the professional and hobbyist. 
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@ Bandwidth 20MHz @ Rise time less than 17 n 
sec. ®@ 5mV/DIV sensitivity @ Channel A, 
channel B, dual, add, subtract @ Component 
tester @ X-Y mode @ TV video synch filter. 









Perr. 


INCL. 
TAX 





@ Rechargeable battery operated 6 hrs. 
operation Bandwidth 15MHz ®@ 2mV/DIV 
sensitivity @ Dual channel @ 95cm rectangular 
screen @ Ideal for field work 








Prices subject to change without notice. 


COUCMICS 


FOR HIGH TECHNOLOGY ELECTRONICS 


37 Ryedale Road 
West Ryde NSW 2114 : 
Australia. Telex AA 73264 BUY 


Phone (02) 807 4739 DIRECT 
DELIVERED ANYWHERE It 
IN AUSTRALIA FOR $7.50 J BAND SAVE 


Prices correct and goods expected in stock at time of gong to press 


$1475 








@ Bandwidth 35MHz @ Rise time to 10 n sec. 
@ Sensitivity to ImV/DIV @ 6KV acceleration 
eo wie sweep @ Trigger hold off @ Alt. 
trigger @ Single sweep 
























@ Top of the range @ 45 MHz bandwidth 
(usuable to 7OMHz) @ Signal delay @ Trigger 


delay @ 15KV acceleration @ 5mvV/DIV 
sensitivity ( 1mV at reduced bandwidth) 



















The rugged ones (UL and DIGITAL 
VDE approved). Pick your MULTIMETERS 
pick - pushbuttons or 
rotary selections. Hc 


$78 incl. tax. $78 incl. tax. 





Phone on the Hotline (02) 807 4739 
Avoid disappointment. Order your 
Scope or DMM by bankcard on the 
phone. Just call up, reverse the 
charges and we'll take your order. 
Shipping is only $7.50 anywhere in 
Australia - including packing and 
insurance. 

Full 12 month warranty. Yeur 
Scope is fully guaranteed for a full 
year. 
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The T 1100 has 256K RAM 
and an integrated 720K, 3!4-inch 
floppy disk. It will also support 
an optional, external 3% or 5%4- 
inch floppy disk. It will run for 
up to eight hours under re- 
chargeable battery power and 
has an optional ac adaptor for 
mains power. Claims are the 
computer can run all the popular 
IBM-PC programs. The machine 
incorporates a low energy con- 
sumption LCD screen or can be 
connected to a video monitor. 

The selling price of this 4.1 kg 
battery powered machine and 
Access IV package is $2995. 

The T1100 will be sold 
through the Dick Smith Elec- 
tronics network of 56 stores 
across Australia, with hardware 
support being provided by 
Toshiba’s service network. 


COMPUTING NEWS 


DSE to sell Toshiba 
lap-top 


Dick Smith Electronics is to market the Toshiba T 1100, an 
IBM compatible lap-top computer, throughout Australia. 





ey - 








Apple adds might to 


memories 


Apple Computer Australia has 
announced significant enhance- 
ments to its Apple II line of per- 
sonal computers. 

The enhancements include 
the UniDisk 3.5, a 3%-inch 
floppy disk drive capable of stor- 
ing up to 800K of information 
(more than five times the ca- 
pacity of Apple’s current 5%- 
inch drives); and the Apple II 
memory expansion card, an in- 
terface card capable of expand- 
ing the Apple II’s maximum in- 
ternal memory to over one 
megabyte (the current maxi- 
mum is 128K). 

The new 800K disk drive is 
said to bridge the storage and 
speed gap between Apple’s low- 
end 143K floppy disk drives and 
the high-capacity 10M Apple 
ProFile hard disk. 

The extra RAM memory can 
also be used as an internal disk 
drive (called a RAM disk), al- 
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lowing programs to be directly 
loaded and executed in the com- 
puter’s internal memory, en- 
hancing program operating 
speed. With revised software, 
the extra memory can be used 
for creating much larger docu- 
ments or many more small files. 

Apple is also introducing the 
MouseDesk program selector to 
allow several software programs 
to be stored at once on either 
the UniDisk 3.5, ProFile or the 
memory expansion card. 

According to Apple more 
than 100 software developers 
have been working with Uni- 
Disk 3.5, the Apple II memory 
expansion card and MouseDesk 
since early this year, and ap- 
proximately 40 companies plan 
to release new or enhanced soft- 
ware by the end of this year that 
supports one or more of these 
new products. 


Videotex on IBM-PC & 


Apricot 


Mview is a low cost videotex 
emulation package launched by 
Supertext Videotex at the inau- 
gural Pan Pacific Computer 
Conference. 

Its claims are to convert any 
IBM-PC, Apricot or BBC into 
an advanced videotex terminal. 
Once installed Mview gives a 
range of videotex facilities in- 
cluding double/single height 
characters; coloured _ back- 
grounds; flashing text graphics; 
the choice between separated 
and contiguous graphics; the 


CLUB CALL 
A new club, Personal 
hand-held 


ability to inspect a local data- 
base; carousel facility and the 
ability to print out frame con- 
tent. Mview can reportedly com- 
municate with most Viatel-type 
systems throughout the world. 

The Mview package comes 
with a free instructional disk, 
and instructional and technical 
handbooks for $250. 

For more information contact 
Australian Caption Centre, Ist 
Level, Fortune House, 88-90 Fo- 
veaux St, Surry Hills, NSW 
2010. (02)212-5277. 


Programmers of Melbourne has formed, devoted to 
or calculators (Casio, Sharp, HP, etc). Many members 


have Forth, BASIC and HP RPN experience. The club meets 3rd Tuesday 


each month at 9th Floor, Menzies Building 


, Monash University at 8 pm. Paul 


Cooper, 40 Karen St, Box Hill Nth, Vic 3129, (03)898-7672 ah, can be 








Qld Microsoft distributor 


Microsoft has appointed Brisbane based company, Qsoft, 
Queensland distributor of its products, making it responsible 
for supporting them as well as providing training. Qsoft was 
established this year by Margaret Willis, Robyn Dunn, and 
Dennis Hobb. 


Synchronous RS422 fibre optic modem 

The IFS MX422 is a high performance, low cost fibre optic 
modem, designed for the transmission of RS422 data signals. 
It transmits both asynchronous and synchronous signals over 
several kilometres of standard low cost telecommunications 
50/125 fibre. It operates between de and 10 Mbps. For more 
information contact Integral Fibre Systems Pty Ltd, 2 Thomas 
Street, Chatswood, NSW 2067. 






31” 320K drive for the apple 
The Interlink S/320-D is a double capacity 3'%" drive for the 
Apple designed to work with the standard Apple drive con- 
troller. Patch disks are supplied with the drive to support 
ProDos, DOS 3.3 and CP/M 2.0. For more information con- 
tact Interlink, 171 Dorcas St, South Melbourne, Vic 3205. 
(03)699-4177. 


Sendata 1275 modem 

This new device features 75TX/1200RX (Videotex), 300 bps 
full duplex transmission rates. 2 mode switch, —45 dBm re- 
ceiver sensitivity, and RS L Australia ' 
signed and manufactured ' Tel «ii ,-proval wum- 


WOW! It'S HERE 


Get Your Copy!!! 


BBG 
—» 2 












200 Ci.{CUITS 
AND IDEAS 







TECHNICIAN 
& HOBBY 
‘| ENTHUSIAST 










COOKBOOK #5 


ALSO AVAILABLE BY MAIL ORDER 
$3.95 plus $1 postage 


FEDERAL MARKETING 
P.O. BOX 227 WATERLOO, N.S.W. 2017 






ber C83/37/1045. More information is available from Sendata, 
11 Stamford Rd, Oakleigh, Vic 3166. (03)568-6299. 






No-tape rapid backup 

The new Fastback from Daneva is designed to eliminate the 
need for expensive tape backup systems for the IBM-PC, XT 
and AT. 10 Mbyte is backed up on a single drive IBM-PC in 
eight minutes using 23 standard 5%” floppy disks. Fastback 
works with PC-DOS or MS-DOS version 2.0 or higher. For 
more information contact Daneva Australia, 64-66 Bay Road, 
Sandringham, Vic 3191. (03)598-5622. 



























microbee disks 


Up to 800k of fast reliable disk storage 
from ROM BASIC, WORDBEE, EDITOR 
ASSEMBLER and MYTEK WORD 
PROCESSOR ** PLUS ** ability to read and 
write over 150 CP/M disk formats in 
32 and 64k microbees, from $350. 














Dreamdisk Controller Card $350 
Complete 400k drive system $760 
Complete 800k drive system $840 
Dual 400k drive system $940 
Dual 800k drive system $1080 
Add on 400k drive $220 
Add on 800k drive ci 


Mitsubishi Hi-res green screen 


Cail or write for more information on: 
Microbee memory upgrades to 56k and 64k 
3.5 inch and 1600k drives. IBM style keyboard for 
the microbee Spectravideo upgrades and 
peripherals and more coming... 


DREAMDISK PTY. LTD. 


171-173 MORAY STREET 
SOUTH MELBOURNE 3205 
PHONE: (03) 690 8283 

SYDNEY (02) 523 8550 (AH) 
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ALTECH 
= ee fe), ile 
COMPUTERS & 
ACCESSORIES 


ALTECH PC-200 ibm 
compatible *8088 cpu *256K 
ram 150ns *2x 360K Chinon 
disk drives *3 output 
colour/graphics card 

* Multifunction card with 
clock/calender, games port, 
parallel port, serial port and 
384K memory expansion 

* 135W power supply 

x optional 10,20 or 40 meg 
harddisk. 

* & & 12 Months full warranty 
* x * Fully tested by us 


xxx $2100.00nn%% 


* Optional 384K ram expansion 
$150 (chips only) 

fitted if specified with order 
MONITORS, FLOPPY DISK 
DRIVES, HARD DISK DRIVES, 
PRINTERS, PLOTTERS, DISKS, 
PAPER, EXPANSION CARDS FOR 
APPLE AND IBM. 


——— SPECIAL 

FUJI MD1D Floppies (ideal 
for all IBMs and compatibles, 
Apples etc) 


kkk 


3.00 per box 10 
isks 


kkk $300.00 per carton 
100 disks 

Phone for SPECIAL prices on 

* Apple compatibles 

* Sinclair QL 

* Memotech MTX512 

* Sony HB75-AS MSX 

computer 


EPROM BURNER kits. Will 
burn all common eproms 
without problems. Available 
early January. Phone for all 
details. 


ELAM! ROBOT 

Leading the Robot Invasion 
Programmable speech, facial 
expression, moving arms and 
hands, infrared vision. The 
latest in edutainment - 

ONLY $179.00 

All prices include sales tax. We 
supply tax exempt where 
certificates supplied. 
Packaging and freight extra. 
We attempt to hold prices 
constant but currency 
fluctuations may cause sudden 
price changes. 


ALTECH ELECTRONICS 
418 PRINCES HIGHWAY 
CORRIMAL NSW 2518 
PHONE (042-84-3059) 
Dealer enquiries welcome 


ERE. 
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lan J. Truscott's 


ELECTRONIC 
WORLD 


MORE & MORE 


People are discovering us each 
week. Both the home enthusiast 
through to the small manufacturer. 


* * * 


COMPONENTS e 
TOOLS e KITS 


In any quantity. buy one. or one 
thousand, we're happy to oblige 


SCHOOLS @ CLUBS 
EI. 


Inquire about our bulk discount 
deals 


Save yourself a tnp lo the city - come to 


30 LACEY STREET 
CROYDON 
OR PHONE 


(03) 723 3860/ 
723 3094 


Mail orders welcome. 





Preston Electronic 
Components 
“The Circuit Board Specialists” 


Copper Clad “Single Sided PCB Super Special”. 


Single Sided Board 
SS/30 735mm x 150mm 
SS/100) 150mm x 150mm 
SS/150) 230mm x 83mm 
SS/200) 300mm x 150mm 


Copper Clad “Double Sided PCB Super Spectal™. 

Double Sided Board wae 
DS/50 75mm x 150mm $2.05 
DS/100) 150mm x 150mm $2.95 
DS/150) 230mmx 85mm $3.95 
DS/200 300mm x 150mm $5.25 


Preston 
Eleetronic 
Components 


217 HIGH STREET, PRESTON 
(Corner of Bell and High Streets) 
Phone: 184 0191 


Specialising ina wide range of 
RESISTORS — CARLES — CIRCUIT BOARDS 
CAPACITORS — SPRAYS — PCB ARTWORK 
INSTRUMENT CASES — RELAYS — AIT SETS 
SEMI CONDUCTORS (AIL Ts pes) — TREIMPOTS 

PHOTO SENSITIVE — TRANSFORMERS 
SW EPCHES — PRODUCTS. ETC. 


“Mail Orders Welcome”. 































A Rockwell 


65XXX — 68000 


R6S502P ............. 8.50 
R6S502AP ........... 9.28 
RESOSAP ........... 7.24 
R6SO4AP ........... 7.24 
RGS505AP ........... 7.24 


R6SO7AP ........... 7.24 


R6520AP ........... 5.98 
R6522P ............. 6.77 
R6522AP ........... 7.55 
R6532P ............. 9.44 


R6S32AP ......... 


CMOS DEVICES 
R65CO2P 1 ....... 10.39 
R65CO2P2 ....... 11.80 
R65C102P 1 ...... 10.39 
R65C102P2 ...... 11.80 


R6S5C21P1 ......... 5.62 
R65C21P2 ......... 6.77 
R65C22P1 ......... 7.71 
R6ESC24P1 ......... 6.61 
AG5C24P2 ......... 7.71 
R6ESC51P1 ....... 12.27 
AGSC51P2 ....... 13.53 
R6SC52P1 ....... 22.03 
R6S5C52P2 ....... 24.86 
HIGH LEVEL 
LANGUAGE 
CIRCUITS 
R65F11P ......... 32.42 
RGESFIIAP ....... 35.72 
R6SF12Q ......... 42.33 
R65F12A0Q ....... 46.58 
R6ES5FRIP ......... 97.25 
RESATA2P ......... 97.25 
R6ESFRSP ......... 97.25 
R6ES5FK2P ......... 10.70 








Please 


SAVE $$S$$ 





All prices include sales tax 





DISPLAY 


CONTROLLERS 
10937P-50 ....... 11.02 
10951P-50 ....... 11.02 
10938P .......... 9.44 
10939P 0.0.0... 9.44 
10941P oo... 


SERIES 1.C.’s 
R68000C10 ...... 69.24 
R68000010 ...... 33.04 
R6S8465P ......... 16.52 





2764 oo. eecee seen 3.18 
27128 ccsssesccencees 5.75 
CRYSTALS 
32.768KHz-CMOS 
Calendar ........... 1.96 
1.8432MHz ........ 3.08 
2.000MH2 .......... 3.08 
2.4576Ml2 ........ 1.96 
3.6864MHz ........ 1.96 
4.000MHz .......... 1.96 
4.9152MHz ........ 2.80 
8.0000MH2 ........ 1.96 
12.000MHz ........ 1.96 
Quip Socket 
for R6511Q, 

R680000, R65F12, 
Modem l.C. ....... 3.12 
PROTOTYPING 
CIACUITS — 


Emulators for Mask 
Programmabie I.C.'s 
R6500/1EAB3 .. 69.24 
RAG65/11EB2 ...... 62.94 
R65/11EAB ...... 69.24 
R65/41EAB ...... 69.24 








include $6.50 for 
packaging and freight 






Prices subject to alteration 
without notification 


enerou 


CONTROL 


73 Eric Street, Goodna Q 4300 





P.O. Box 6502, Goodna Q 4300 
Telephone (07) 288 2455 


Telex AA43778 ENECON 



















S.M.E SYSTEMS PTY. LTD. PRODUCT RANGE FOR 1985 


SYSTEMS—SINGLE USER 
UNICORN XT-F 18M Compatiable, 640K 


Ram, Dual Fioppy, 2 Serial, 1 Par. Printer, Real 
Time Clock, Mono/Colour Graphics Card, 150 
Watt Power Supply, Keyboard 

$4550.00 TaxExempt $4767.00 Tox inc. 
UNICORN XT-H 18M Compatiable, 640K 
Ram, Dual Floppy, 1 x 20Mg Hard Disk, 2 Serial, 4 
Par. Printer Port, Real Time Clock, Mono/Colour 
Graphics Card, 150 Watt Power Supply. 
Keyboard 

$2800.00 Tax Emempt $3492.00 Tax inc. 
KNIGHT 2002 CP/M 8 bit System, Dual 800K 
Floppy, 280 @ 4 Mhz CPU, 128K Ram, 2 Serial 
Ports, 1 Centronics Port, Bus Expansion, 
Switched Mode Power Supply, IBM Style 
Keyboard, 12” Green Screen 

$4995.00 Tax Exempt $2274.00 Tax inc 


SYSTEMS—MULTI USER 


MPU-700 Multi Processor System. 8 Bit Master. 
280 @ 6 Mhz. 542K Ram, 4 Serial/Centronics 
Ports, Real Time Clock, 20 Mg Hard Disk Dirve, 
4-800 kK Floppy. 10 Slot $100 Bus Mother Board, 
450 Watt Power Supply, Add On 8 & 16 Bit User 
Cards, 8 Users Max., CP/M 3.0 & Turbodos 
$6500.00 Tax Exempt $7440.00 Tax inc. 
MPU-200 muiti Processor System, As Per 
MPU-700 Except No Drives, 20 Slot S100 Mother 
Board, Up To 16 Users 

$3950.00 Tox Exempt $4503.00 Tox inc. 


DISK DRIVE SYSTEMS 


SDU-8 Single 8”, Double Sided, 1/2 Height 
Drive, Built in Power Supply 

$800.00 Tox Exempt $942.00 Tax inc 

DDU-8 Dual 8” Double Sided, 1/2 Height Drive. 
Built In Power Supply 

$4600.00 Tox Exempt $4824.00 Tox inc. 
HDU-2004 Single 5 1/4 Double Sided 
800/400 K Floppy. 20 Mg Hard Disk Drive. Built In 
Power Supply, SAS! Controller 

$3250.00 Tax exempt $3705.00 Tax inc 
HDU-7004 Single 5 1/4 Floppy Disk-800/400 
K, 70 Mg Hard Disk Drive, Built In Power Supply. 
SASI Controller, Voice Coil Drive 

$6975.00 Tax Exempt $7952.00 Tax Inc 


CARD CAGES 


SCC-8 S.T.D. Bus Mini Card Cage. 8 Slot, 3/4” 
Pitch, Plated Through Hole Mother Board, Vert. 
or Horiz. Mounting, No Power Supply 

$485.00 Tox exempt $240.90 Tax inc 
MCC-5 S100 Bus Mini Card Cage 5 Slot, 3/4” 
Pitch, Plated Through Hole Mother Board, Vert. 
or Horiz. Mounting. No Power Supply 

$450.00 Tax Exempt $474 £00 Tax Inc. 
MPU-100 S100 Bus Card Cage. 10 Slot, 3/4 
Pitch, Plated Through Hole Mother Board, 15 
Amp Power Supply, Cooling Fan, Line Filtered 
Inlet, Switched 240V Outlets, mains Keyswitch, 
Bench Mount, Front Reset Switch, Low Profile 
$550.00 Tax Exempt $627.00 Tax Inc 


$100 CARDS 


SBC-542 Master Single Board Computer, 8 Bit 
Z80 @ 6 Mhz, On Board 542 K Bank Switched 
Ram, 16 K Eprom, 41/O Ports-Serial or 
Centronics, Battery Backed Real Time Clock 
$4295.00 Tox Exempt $4476.30 Tox inc 
SME-83U 8 Bit User Card, 280 @ 4 Mhz, 128 K 
Bank Switched Ram. 2 Serial or Centronics Ports 
$875.00 Tax Exempt $997.50 Tax ine 


SME-86U 16 Bit User Card, 8088 @ 5 Mhz, 256 

ae) 4 Mg On Board Ram, 2 Serial or Centronics 
orts 

$4500.00 Tox Exempt $4740.00 Tax inc 

FDC-3 Floppy Disk Controller, Supports 8” —5 

4/4" —3 1/2" Single & Double Sided & Density 

Drives, SASI Hard Disk Interface 

$525.00 Tax Exempt $598.00 Tax Inc 

SPC-29 1/0 Card, Dual Serial, RS232, 


440-9600 Baud, 9 x 8 Bit Parallel Ports, TTL Levels, 


Wire Wra 
Parallel |/O 
$295.00 Tox Exempt $336.30 Tax inc 
MPC-6 smart !/O Card, 6 Serial Ports, RS232 
440-19.2 K Baud, Z80 CPU, 4 K Eprom, 6 K CMOS 
Buffer Ram, Multi Protocol Format 
475.00 tax Exempt $544.50 Tax inc 
MPC-EXPANDER 6-Male, 25 Way “D” 
connector Expander For MPC-6 Card, Link Area 
for Signal Lines, 50 Way Cable To MPC-6 
$425.00 tax Exempt $442.50 Tax inc. 
ADC-32 32 Channel 8 Bit A to D Card, Single 
Ended Inputs, 0-5 Volt Range, Expandable, 
Span & Zero Adjustments, Voltage Or Current 
Inputs 
$375.00 TaxExempt $427.50 Tax inc. 
PGC-150 Prom Programmer Card, 2708, 
TMS2716, 2716, 2732, 2764, 27128, 27256, 8048 
Single Chip Micro, Fuse Link Proms, 24 Pin Z.1.F. 
Socket, Adapters Required For Non 24 Pin 
Devices @ $95.00 Each Tax Exempt. 
$295.00 Tax Exempt $336.30 Tax inc. 
GDC-542 Graphic display Card, 512 x 490 
Dots, Z80 CPU 64 K Display Ram- (Dual a 
On Board Smart Commands, Composite 
Direct Video, VDU Function, Programmable 
Character Set 
$495.00 tax exempt $564.30 Tax inc 
CMC-100 Colour Mixer Card, R G B Output. 
Can Display Up To 256 Colours Selected From 
16.5 Million Shades, Can Control Up To 8 
GDC-512 Cards, High Level Commands 
$825.00 Tox Exempt $940.50 Tax inc. 
SBC-800 Single Board Computer, 8 bit 280 @ 
4 Mhz, 12 K Eprom, 2 K CMOS Battery Backed 
Ram, Real Time Clock, Dual Serial RS232 Ports, 
Centronics Printer Port, 20 TTL1/O Lines, Power 
an Jump, CP/M 3.0 BIOS & Monitor Eprom, CTC 
imer 
$495.00 Toxexempt $564.30 Tax inc 
CRC-64 CMOS Ram Card, 64 K, Battery 
Backed, Rated At 8 Mhz, Software Write 
Protect, Bank Select, Flexable Address 
Decoding, Low Power 6116 Rams 
$495.00 Tax Exempt $564.30 Tax inc 
EXT-4100 Extender Card, 7” High, Numbered 
Test Points Gold Plated Edge Connector, Solder 
Resist, Linked Power Rails 
$65.00 Tax Exempt $74.40 Tax inc 
WIRE WRAP CARD. Plated Through Holes, 
Provision For Regulators, TO3 for 5 Volt Rail, .1” x 
A"1/O Connector On Top Of Card, .3” or .6" 
Pitch IC’s, Heavy Power Rails Throughout Card 
$45.00 Tax Exempt $54.30 Tax inc 


S.1.D. BUS CARDS 


THERMOCOUPLE CARD 
8 Channel, 13 Bit Res. Cold Junction 
Compensation, Screw Terminals, 


$695.00 Tax Exempt $792.30 Tax Inc 


Linking for Cross Connections on All 


ATO D CARD 16 Channel. 12 Bit. 0-5 Volt, 
ane Ended, High Speed 

$475.00 tax Exempt $544.50 Tax inc. 
THERMOCOUPLE POWER SUPPLY A TO 
D CARD FREQUENCY Converter. 4 
Channel High Speed CARD, 5 Volt In, +/- 12V or 
45V 4 Channel, 12 bit. High Speed to Voltage 
Converter, 4 Channel Strain Gauge Card 4 
Channel, High Speed 


STAND ALONE CARDS 


ABC-II Aussie Byte II Single Board Computer, 
Z80 @ 4 Mhz, 256K Ram, 64K Graphics Ram, 600 
x 600, 4 Serial Ports, Centronics Port, 8” & 5 1/4" 
Floppy Disk Controller, W.D Hard Disk Interface, 
Par/Serial Keyboard Interface, 80 x 24 Video 
Display Driver, Real Time Clock, Voice Syn. Chip 
ey Malet, Provision, DMA & interrupt Driven, 
P/M Version 3.0 BIOS 
$995.00 Tax Exempt $4434.30 Tax inc 
MASTER CARD Single Board Computer, 280 
@ 4 Mhz, 128 K Ram, Floppy Disk Controller, 8" & 
5 1/4", CP/M BIOS, 2 Serial Ports, Centronics 
Port, Keyboard Port, 20 TTL ue Lines, 80 x 24 
Video Display Controller, CP/M Ver. 3.00 
included. 
$895.00 Tax Exempt $4020.30 Tax Inc 
CRC-4128 CMOS Ram Module, 128 K Battery 
Backed, Port Addressed, Fioppy Disk Lookalike, 
BaF Compatiable to SBC-800, High Speed 
$675.00 tax Exempt $769.50 Tax inc 
SASI Hard Disk Controller 5 1/4 Form Factor 
Controls 2 Drives, Buffered Seek 
$675.00 Tax Exempt $769.50 Tax inc. 


IBM BUS CARDS 


STD MONO & Colour Graphics Display Card 
$420.00 ToxExempt $436.80 Tax inc. 
HER-II Mono Graphics Card, High Res, 720 x 


348 

$162.00 Tax Exempt 184.68 Tax inc. 

TEC Colour Graphics Card High Res 16 Colours 
$465.00 Tox Exempt $530.40 Tax inc 

HARD DISK Controller, 2 Drives, Disk Bios 
$375.00 ToxExempt $427.50 Tax inc 


MISCELLANEOUS 


MICRON Remote Power Switch, Allows Auto 
Answer Modem to Turn On/Turn Off Computer 
System, Password Protected, Timed Power Off, 
Provides Auto Dial For Modem, 10 AMP 
Capacity, LED Status, Override Switch 
$295.00 Tox Exempt $336.30 Tax inc 


SME ALSO PROVIDE 


Printers, Terminals, Plotters, Modems Contract 
Programming, Design & Development, 
Production, Wave Soldering & Assy, Software, 
Cable Assy, Turnkey Systems, OEM Products, 
Data Loggers, Control Systems, Disk Copiers, 
Training, And Lots More. 


Mem RETAIL SALES: 8 WHITEHORSE ROAD, BLACKBURN 3130 @ (03) 877 1622 





les 


SME SYSTEM PTY. LTD. 22 QUEEN STREET, MITCHAM 3132 @ (03) 874 3666 TELEX AA 37213 
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special opportunity 
for our readers to 
save at least 20% on 
the regular price of 


Professional Magnetic 
Media disks by 














Plastic library 


case included 
in purchase price 








Could you ever place a value on the information you store on your computer disks 


CODE DESCRIPTION PRICE 




























... let alone the time it took to put it there? With so much at stake, don't settle for per box 
ue less than the very best disks available — Nashua Professional Magnetic MD1 51%" single sided $30.00 
a. : ; . 

What is the Nashua difference? Simply this: their disks are strictly monitored during Pl A) 
every stage of production. They don’t rely solely on an inspection of the finished MD1D 5%” single sided $33.00 
product to detect flaws. Nashua build their product right In the first place. If a disk double density 

doesn't stay within narrowly defined quality margins . . . well, it’s just not good MD2D 51%" double sided $43.20 
enough to carry the Nashua name! double density 


Nashua disks offer you quality with unequalled consistency. And by special 
arrangement, we proudly offer our readers an opportunity to save on this superb 
product. 


We are dealing directly with Nashua on your behalf. . . so their superb 


MD2F 51%" double sided $49.80 
96 tracks per inch 


FD1 8” single sided $45.00 































Professional Magnetic Media disks are available to you at prices at least 20% ee 
(more, for some of the varieties shown) below recommended retail. Don’t miss FD1D 8" single sided $51.00 
this opportunity! double density 
Complete and send your order form today! FD2D 8” double sided $52.80 
We regret that disks can be sold in boxes of ten ONLY. Smaller quantities cannot be supplied. double density 


ee er emcee 





I 4 
i | 
| 

| ° Send completed coupon to: Federal i 
i Nashua F loppy Disk Offer Marketing. PO Box 227 Waterloo NSW 201 e 
Pac ei gcse deep aten st eaansueavonneemednundemnnnioainiaonteteaicans CODE QUANTITY PRICE | 
POQIOGS secinmnireren teen. ««-—»«_s Mt atmumaniemmmiamennioce | decteemtineee") hemiemniansiiiongesnnn 
I ssecsretsnsevexes teancnset aed nastentapadaeneenewteness POStCOde 22... cecccccccccssecsssnssssessee | cteeeccssseessser | csessssssssssssessssneeeeees ! 
! UOC ceieicu ee ce temeeaeiaemataee «(I pGieeenermweeten |) anieaciemons | demieetaceuineas j 
I l 
] American Express [] Bankcard C] Cheque* [] seeeecctservecnseencesseeses | saeeccccncecccrets | cavtsensenseersacneceserenenene | 
|“ Please make cheques payable to the Federal Publishing Company Pty 0 ccsne L seseecasaceeusse P sssaseeustenseennsaneene 1 
| Credit Card No: | Plus $2.50 postage & | 
! handling per box ! 


oe Expiry Date: ........... cc eeeeeeees Allow 14 days for delivery. TOTAL 
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CRO COMPETITION 


ANSWER THREE EASY QUESTIONS 
AND YOU COULD WIN THIS GREAT _ 


RON Mod 





VALUED 
AT $1576!! 


el BS-625 . 






The AARON BS-625 is a good, fast, practical 


working CRO. Features include delayed triggering 


sweep, TV-sync and X-Y operation. 


a 9.0.9,9.0,0.9.0,0,0,0,0,0,9.0,.9.0,.0,.0.0.0.0.0.0.0.2.1 


The CRO comes complete with two Coline probe kits. 


eee See a ee eee eee 


Yes! Please enter me in the ETI-Elmeasco Instruments CRO Competion ... 


The answers to the competition questions are: 


. How many kilohertz are there in 10 gigahertz? 


. A1kHz, 2.12 Vrms sine wave signal is measured on a 
CRO with 10X probe. If the vertical sensitivity is set at 50 
mV/div, how many divisions would the waveform take up 
peak to peak? 


. If you have an infinite number of 1002 resistors connected 
in parallel, what is the total resistance? 


Winners will be chosen by the Editor of ETI on 6 February 1986 and 
announced in the next possible issue of ETI. Employees of the Federal 
Publishing Company and Elmeasco Instruments, and their direct relatives, 
are ineligible to enter this competition. Entrants from South Australia may 
enter on a separate piece of paper. 


2 PROBE KITS 


Competition closes 31 January 1986 » a 


OOO OOOO OOOO OOOO OOOO OOOO OY Cg 


Send your entry to: 


The Federal Publishing 
Company Pty Ltd, 


Waterloo, NSW 2017. 


Permit numbers are issued under the Lotteries and Art Unions Act of 1901 
N.S.W. permit number —TC85/2464. ACT permit number — TP85/552. VIC. 
permit number — 85/1006. 


BOO KS OF SPECIAL INTEREST 


electronics 


textbooks 





ELEMENTS OF ELECTRONICS- BOOK 1 

This five book series is an introduction to modem elec- 
tronics. All of the necessary mathematics is introduced 
and explained as required. The emphasis is on under- 
standing concepts rather than digressing over the whole 
field. The author anticipates difficulties the beginner may 
have and explains them as they occur. BOOK 1 covers all 
of the fundamental theory necessary to understand sim- 
ple electronic circuits and components. 209pp. 
A0003B 


ELEMENTS OF ELECTRONICS- BOOK 2 
See Book 1: Covers alternating current theory. 216pp. 
A0004B $9.05 


ELEMENTS OF ELECTRONICS- BOOK 3 

See Book 1: Covers semiconductor technology and in- 
troduces transistors and ICs. 204pp. 

A0005B $9.95 


BASIC ELECTRICITY/ELECTRONICS Vol. 2 
Assuming some background in overall theory and the 
practical aspects of electricity and electronics, this 
volume builds a detailed coverage of AC and DC circuits 
including series and parallel circuits, electro-magnetism, 
resistance, capacitance and inductance with explana- 
tions of the associated calculations. 318pp. 


A0008H $15.95 


electronics 





for beginners 


BEGINNER’S GUIDE TO ELECTRONIC 
PROJECTS 

This guide enables the complete beginner to tackle the 
practical side of electronics so that the projects featured 
regularly in popular magazines can be approached with 
confidence. The basics are covered in detail using prac- 
tical examples in the form of simple projects. 107pp. 
C0030B $6.95 


RADIO CONTROL FOR BEGINNERS 

Newcomers to the fascinating hobby of radio contro! will 
find this practical introduction invaluable. A number of 
constructional projects,many with complete board lay- 
outs, are included to help the beginner simply and suc- 
cessfully build up the circuits. 92pp. 

C0034B $5.95 


SOLID STATE SHORTWAVE RECEIVERS FOR 
BEGINNERS 

Details the design and construction of several solid state 
shortwave receivers giving a high level of performance 
yet utilising few components. 93pp. 
C0044B $5.95 


constructional 





projects 


HOW TO MAKE WALKIE-TALKIES 

This treatise on low power transmitter-receivers (walkie- 
talkies) Covers many aspects, from licensing require- 
ments and bands, through practical circuitry and con- 
struction to the types of aerials that may be used. 104pp. 
DO056B $6.95 





REMOTE CONTROL PROJECTS 

Primarily for the enthusiast who wishes to experiment 
with remote control. Full explanations of the how the 
circuits work are given and many of the designs can be 
adapted to circuits that have been published elsewhere. 
Covers remote control by ultra-sound and infra- red as 
well as radio control. 164pp. 

000468 $6.95 


ELECTRONIC SECURITY DEVICES 

Besides including both simple and sophisticated burglar 
alarm circuits using light, infra-red and ultra-sonics, this 
book also gives circuits for gas and smoke detectors, 
flood alarms, fire alarms, doorphones, etc. 102pp. 
DO0059B 


ELECTRONIC MUSIC PROJECTS 

Provides constructors with practical circuits for the less 
complex music equipment including fuzz box, waa-waa 
pedal, sustain unit, reverb and phaser, tremolo gener- 
ator, and the like. Text covers guitar effects, general 
effects, sound generators, and accessories. 106pp. 
G0135B $5.05 


Bs GUIDE Ts) 
5 in ORE 64 
: &VIC 20 
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circuit techniques 
and design 





HOW TO GET YOUR ELECTRONIC PROJECTS 
WORKING 

Helps you to overcome the problem of a circuit that 
doesn’t work after assembly by indicating how and 
where to start looking. Covers most of the common faults 
that occur when constructing an electronic project. 
81pp. 
FO114B $6.95 
TROUBLESHOOTING WITH THE OSCILLO- 
SCOPE 

Excellent for the professional service technician or se- 
rious hobbyist. It combines step by step procedures for 
using the ‘scope with the specific nuts and bolts of televi- 
sion receiver troubleshooting. 92pp. 

FO121P $17.95 


ELECTRONIC TROUBLESHOOTING HANDBOOK 
This workbench guide shows you how to pinpoint trouble 
in minutes, how to test almost anything electronic and 
how to get the most out of low-cost test equipment. 
215pp. 


F0257H $16.95 


USE OF THE DUAL-TRACE OSCILLOSCOPE 

This programmed text breaks down the process of oper- 
ating a ‘scope into a series of logical steps. It starts with 
the deflection of the electron beam and continues 
through the proper use of the triggering controls to mea- 
sure the phase difference between two waveforms. 

F0259H $43.50 


Postage and packing additional: 
Please refer to reply card for charges. 





circuit techniques 





and design 


HOW TO DESIGN ELECTRONIC PROJECTS 
Tackles the problem of combining and integrating com- 
ponents into a complete working project with the mini- 
mum of trial and error and without advanced mathema- 
tics. Guides the reader through examples with circuit 
analysis, possible solutions and practical designs includ- 
ing component values. 101pp. 

E0062B $6.55 


BASIC ELECTRICITY/ELECTRONICS 

Volume 2 gives a detailed coverage of AC and DC circuits 

including series and parallel circuits, electro-magnetism, 

resistance, capacitance and inductance with explana- 

tions of the associated calculations. 318pp. . 
15.95 


electronic music 


and audio/video 





AUDIO AMPLIFIER CONSTRUCTION 

Provides a wide range of preamplifier and power ampli- 
fier designs including a low noise microphone, tape head 
and guitar preamps, and various tone controls. Written 
for those with limited experience in construction, but 
certainly useful for the more advanced hobbyist. 99pp. 
G0132B $6.55 


ELECTRONIC SYNTHESISER PROJECTS 

For the electronic music enthusiast. This invaluable refer- 
ence is full of circuits and information on how to build 
analogue delay lines, sequencers, voltage control oscil- 
lators, envelope shapers, etc. The author takes a clear 
and logical approach to the subject that enables even the 
beginning enthusiast to understand and build up what 
appear to be quite complex instruments. 81pp. 
G0133B 


THE MUSICIAN AND THE MICRO 
Astraightforward and practical guide for keen musicians, 
teachers and those who work in the music industry. It 
covers the exciting world of microprocessor applications 
and computerised musical instruments. 192pp. 
G0280D $9.95 


AUDIO 

A theoretical study of sound waves and acoustical quan- 
tities which leads into a study of hearing and room 
acoustics. A discussion of microphones and loudspeak- 
ers is developed into sections on amplifiers and record- 
ings, Covers digital as well as magnetic and disc record- 
ing. 308pp. 

G0332B 

YOUR CALCULATOR AND YOUR MONEY 
if you are interested in money and do even the simplest 
calculations, this book is a ‘must.’ It shows how to get the 
most practical use out of this efficient and powerful tool. 
The contents cover everything from simple arithmetic to 
compound interest, and depreciation. $4.75 RRP, 
174pp. 
M0246B $2.00 
FUN & GAMES WITH YOUR ELECTRONIC 
CALCULATOR 

Calculators might be a powerful and time saving tool, but 
they can also be an endless source of amusement and an 
excellent source of relaxation, as this book shows. What 
do 55 snakes in a 14 foot square pit do? (You'll have to 
read page 6 to find out.) $2.50 RAP, 63pp. 

M0370B $2.00 


$7.55 


ORDER TODAY — Simply return the Freepost reply card! 
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TO OUR READERS. ... 


computer hardware 


and techniques 





THE USER’S GUIDE TO APPLE 

The editors of Consumer Guide have compiled a thor- 
ough introduction to the Apple lie and II Plus computers, 
software and peripherals. With colour illustrations and a 
clearty written text, this reference will guide the newcom- 
er through all phases of learning how to use the compu- 
ter: From setting the system up, learning what each key 
does, expanding the system with peripherals, to buying 
new software. Specific exercises are included for each of 
the keys. Spiral bound, 80pp. 

H0061G $8.50 


THE USER'S GUIDE TO COMMODORE 64 & 
vic 20 

The editors of Consumer Guide have compiled a thor- 
ough introduction to the Commodore 64 and Vic 20 
computers, software and peripherals. With colour illus- 
trations and a clearty written text, this reference will guide 
the newcomer through all phases of learning how to use 
the computer. From setting the system up,leaming what 
each key does, expanding the system with peripherals, 
to buying new software. Specific exercises are included 
for each of the keys. Spiral bound, 80pp. 

HOO65SG $8.50 


EASY-TO-UNDERSTAND GUIDE TO HOME 
COMPUTERS 

Confused by all those computer terms? This clearly writ- 
ten book from the editors of Consumer Guide tells exact- 
ly what computers are, how they work and why they are 
$0 amazingly useful, all in plain English. Here is all of the 
information needed to understand and use computers, 
and even to start programming. A special buying section 
compares the most popular home computers. This book 
is your ticket to the computer age! Spiral bound, 96pp. 
HOO66G $8.50 


COMPUTER TERMINOLOGY EXPLAINED 
Concisely explains the most common terms encoun- 
tered by the home computer enthusiast as well as many 
of those used with mini- and mainframe computers. In- 
cludes tables of ASCII codes and BASIC control codes. 
81pp. 
HO143B $5.95 
SPOTLIGHT ON COMPUTER AWARENESS 

An introduction to speaking confidently about how com- 
puters work, their applications, their history (from abacus 
to IBM) and employment prospects in computer related 
fields. Includes a comprehensive glossary. 84pp. 
HO145P 


HANDBOOK AND RADIO, TELEVISION, 
INDUSTRIAL AND TRANSMITTING TUBE AND 
VALVE EQUIVALENTS 

There is no better equivalents handbook for amateurs 
and servicemen. Has more than 18,000 entries listing old 
and new valves from the United States, Britain and the 
rest of Europe, Japan and the military (CV) with commer- 
cial equivalents. 93pp. 

NO251B $3.95 


HOW TO BUILD ADVANCED SHORTWAVE 
RECEIVERS 

Full, practical constructional details of a number of re- 
ceivers are given. These should have performance at 
least equal to commercial sets of similar complexity at 
much less cost. Includes add-on circuits such as Q- 
multiplier, S-meter and noise meter. 118pp. 

NO340B $6.95 


THE APRICOT 

This is a handy, up to date reference (more current than 
the latest ACT Apricot manual) covering components 
and upgrades, the software and a concise view of its 
operation. This is a first-rate bridge between the new 
user and the manual as it puts the hardware, software 
and manual into their proper perspective. One of the 
well-known Pitman Computer Handbooks. 117pp. 
J0057P $7.95 


INTRODUCING THE APPLE lic 

This introduction to the remarkable features of the Apple 
lic is also an excellent resource manual: Each chapter 
starts with elementary explanations, moves on to more 
technical descriptions and ends with detailed refer- 
ences. The thorough text is supplemented by exhaustive 
appendices and a full glossary. 400pp. 

Jo0e4P $27.95 


Z80 MICROCOMPUTER DESIGN PROJECTS 

A complete look at the internal architecture of the Z80, 
the heart of many microcomputers, and even shows how 
to build a microcomputer, the EX80, using this powerful 


chip. 
J0156P $20.75 





A PRACTICAL INTRODUCTION TO 
MICROPROCESSORS 

Takes the reader through the construction of a simple 
microprocessor and experimenting with it to gain an 
insight into the complexities of microprocessing. The 
book assumes a general knowledge of electronics. 
J0158B $5.95 


MICROCOMPUTING DESIGN & 
TROUBLESHOOTING 

Explains designing microcomputer systems and making 
ther work without expensive commercial development 
systems or the need for costly test instrumentation. In- 
cludes a complete description of two microprocessors- 
the 8085 and the 6502. 346pp. 

J0161P $28.75 


STD BUS INTERFACING 

Tells what the STD bus is, why it should be used and how 
to interface it with various peripherais. Explains addres- 
sing I/O devices, the use of different techniques to assign 
or decode addresses and the transfer of data and control 
signal timing. 286pp. 

J0164P $21.95 


EASY ADD-ON PROJECTS FOR COMMODORE 
64, VIC-20, BBC MICRO & ACORN ELECTRON 
The simple and inexpensive projects include a pulse 
detector, mode! controller, light pen, lap sensor and 
more plus six projects that make up a weather station. 


191pp. 
J01658 $6.95 


Prices subject to change without notice. 


FEDERAL MARKETING BOOK SALES 


PO Box 227, Waterloo 2017, NSW 





A Z80 WORKSHOP MANUAL 
Intended for those who want to progress beyond prog- 
ramming in BASIC to topics such as machine code and 
assembly language programming or who need hardware 
details of the Z80-based computers. 184pp. 
J0283B 


SECRETS OF THE COMMODORE 64 
A beginner's guide to the C64 with masses of useful 
information and programming tips as well as describing 
how to get the best from the powerful sound and 
graphics facilities. Includes two useful chapters on 
machine code. 109pp. 
J0297B 


MICRO INTERFACING CIRCUITS: BOOK 1 
Guides those who are unaccustomed to microprocessor 
techniques but have some knowledge of electronics, 
through a practical approach to address decoding, para- 
llel and serial interfacing, analogue to digital and digital to 
analogue converters, etc. 96pp. 
J03258 


$5.95 


$6.55 


MICRO INTERFACING CIRCUITS: BOOK 2 
Developes the practical side of interfacing introduced in 
Book 1. Discusses sound and speech generators, 
temperature and optical sensors, motor controllers, etc. 
87pp. 


J0326B $6.55 


Stock of some titles may be limited. 


computing 


software 





WILDCARDS 4 

No tips, techniques or theory in this volume: It’s mainly 
quality games with PCG graphics- games of strategy and 
games of fast reflexes, many of them taking full advan- 
tage of colour graphics. From simple Boxes (not so sim- 
ple!) to Radio with complex scenery: This is a book that 
teaches the fun way. 109pp. 

K0024P $15.95 


ASSEMBLY LANGUAGE FOR THE 8086 AND 
8088 


The Intel 8086 16-bit programming instruction set, data 
organization and addressing capabilities are covered in 
detail, but some knowledge of assembly programming 
language is assumed. Interrupt and I/O features are co- 
vered, while the main part of the book is a complete 
programming instruction glossary. One of the well- 
known Pitman Computer Handbooks. 105pp. 

KOoo3sP $7.95 


INTRODUCTION TO OPERATING SYSTEMS 

Designed for those who want a general introduction to 
operating systems or for those ready to generalise their 
knowledge of a specific system. This concise reference 
covers concepts and frameworks which lead to full 
understanding of the specific system used, whatever it 
may be. One of the well-known Pitman Computer Hand- 
books. 88pp. 
KOO40P 


C LANGUAGE 

Describes the C language as implemented on a diverse 
range of processors and operating systems. the compre- 
hensive coverage starts with the C language definition of 
Kemighan and Ritchie and then covers 10 other versions 
including U7, CR, VAX, CC and MS; other compilers are 
also taken into account. One of the well-known Pitman 
Computer Handbooks. 120pp. 

K0041P $7.95 


$7.95 
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THE BIG FAT BOOK OF COMMODORE 64 
GAMES 

Add over 30 new games to your Commodore 64 library! 
The large easy to read type makes it easy to enter these 
wide-ranging games for all the family: Practice your man- 
agement abilities in the Quest for Riemannen, escape 
from your machines central processing unit with CPU 
Prisoner, rewrite history with Gettysburg Dice and leam 
how to get the most from your Commodore by having 
fun. 409pp. 
Koo042P 


APPLE lle PROGRAMMER’S REFERENCE 
GUIDE 

Has a logical approach that gives the beginner general 
rules and a survey of BASIC statements, commands and 
functions. Those with some programming experience 
will learn the finer points of text formatting, color graphics 
and advanced disk operations. The more advanced 
programmer will find an invaluable reference in the mem- 
ory map descriptions and 6502 programming techni- 
ques. 366pp. 

KO0043P $29.95 


AN INTRODUCTION TO MSX BASIC 

For those wanting to leam to program, Microsoft Ex- 
tended (MSX) Basic offers a powerful and flexible version 
of the most popular computing language. This compre- 
hensive introduction starts with the basics and progres- 
ses by stages to the more advanced programming tech- 
niques and includes coverage of advanced multicolour, 
sprite graphics, and the programmabie sound generator. 





$19.05 


88pp. 

K0047B 

8088 ASSEMBLER LANGUAGE 
PROGRAMMING: THE IBM PC 
This second edition includes the PC/XT and covers the 
new versions of DOS and the introduction of the double- 
sided disk driyes and the complications of diskette com- 
patibility. This is a thorough introduction to assembly 
language programming for the IBM PC for fast program 
execution and close control. Sample programs and a 
complete instruction set are included. 268pp. 

KOOSOP $24.95 


INSTANT PROGRAMMING ON YOUR SEGA 
$C3000 COMPUTER 

Spiral-bound for easy use, this is THE Sega SC3000 
beginner's book! In carefully explained, easy to follow 
steps, it covers the function of each key and all of the 
commands needed for super fast mastery of BASIC 
programming. This is a book for do-ers: The second part 
of the book teaches the real art of programming with 
plenty of examples and subroutines. 84pp. 

KO051P $12.05 


THE BEST VIC/COMMODORE SOFTWARE 
Trying to find the most suitable software for personal 
computers can be frustrating. The editors of Consumer 
Guide have compiled comprehensive reviews of VIC 20 
and Commodore 64 programs based on ratings by user 
groups; further evaluation is given by the editors and 
Commodore software experts Jim and Ellen Strasma. 
Each review describes the ‘s purpose and fea- 
tures, detailing both the good points and bad. Each prog- 
ram has been rated for ease of use, clarity of written and 
on-screen instructions, and overall performance. The 
program's price, publisher, format and hardware require- 
ments are also included. The reviews are presented in 
sets by topic: Word Processing, Business, Home, 
Education, Networking, Strategy Games, Arcade Games 
and Programming Aids. Spiral bound, 192pp. 

KO0052G 


Postage and packing additional: 
Please refer to reply card for charges. 


WILDCARDS: VOLUME THREE 
This collection of programs, tips and techniques for all 
models of Applied Technology’s Microbee personal 
computer takes a ‘hands-on’ approach. Small business 
applications are given, as well as utilities and graphics, 
and there is a machine language game tutorial included. 
122pp. 

KO0S4P 


THE BEST APPLE SOFTWARE 

Trying to find the most suitable software for personal 
computers can be frustrating. The editors of Consumer 
Guide have compiled comprehensive reviews of Apple Il, 
Il Plus and Ile programs based on ratings by user groups; 
further evaluation is given by the editors and Apple soft- 
ware expert Roe Adams. Each review describes the 
program's purpose and features, detailing both the good 
points and bad. Each program has been rated for ease of 
use, Clarity of written and on-screen instructions, and 
overall performance. The program’s price, publisher, for- 
mat and hardware requirements are also included. The 
reviews are presented in sets by topic: Word Processing, 
Business, Home, Education, Networking, Strategy 
Games, Arcade Games and Programming Aids. Spiral 
bound, 160pp. 

K0060G $8.50 


$15.95 


Order Today!! 
Don't be disappointed! 


DISCOVERING KNOWLEDGEMAN 

According to prestigious Byte magazine, Knowledge- 
Man may be the most powerful relational DBMS currently 
available for microprocessors- and this is a powerful 
introduction! After a general overview, data management 
and spreadsheet capabilities are examined in eight sets 
of detailed lessons structured to give maximum learning 
benefits. 342pp. 

Koos6eP $34.95 


AN INTRODUCTION TO PROGRAMMING THE 
BBC MODEL B MICRO 

Teaches the use of BBC BASIC by guiding the reader 
through BASIC instructions and functions one at a time, 
building programs in a logical manner with increasing 
complexity. 134pp. 

K0174B $5.95 


STARTING FORTH 

This clear and complete guide to FORTH, covers fun- 
damenta! principles and then a full set of high-level com- 
mands. It concludes with advanced techniques and 
style. 348pp. 

K0177H $37.95 


AN INTRODUCTION TO 6502 MACHINE CODE 
Starts with a general background to microprocessing 
and then details all of the legal 6502 instructions. Also 
covers the use of address modes and gives machine 
specific listings and sample programs. 107pp. 
K01788 $6.55 


AN INTRODUCTION TO Z80 MACHINE CODE 

Starts with a general background to microprocessing 
and then details the full set of Z80/Z80A instructions. 
Also covers the use of address modes and gives 
machine specific listings and sample programs. 107pp. 
K01808 $8.55 


APPLE II ASSEMBLY LANGUAGE 

Teaches assembly language programming at the begin- 
ning level: No prior knowledge of 6502 assembly lan- 
guage is needed. Includes hands-on excercises and ex- 
periments with both software and hardware. Provides 
interfacing circuits and programs that can be used on the 
Apple || without modification. 334pp. 

K0195P $23.96 


new books 


LINEAR IC EQUIVALENTS AND PIN 
CONNECTIONS 

This invaluable addition to any electronic enthusiasts’s 
library shows the equivalents and pin connections as 
well as the country of origin, manufacture and functions 
of a user-oriented selection of linear integrated circuits. 
the selection has been based on usefulness and practi- 
cality to designers, hobbyists andservice engineers. 
247pp. 
BOOoo6B $11.95 


AN INTRODUCTION TO MSX BASIC 

For those wanting to learn to program, Microsoft Ex- 
tended (MSX) Basic offers a powerful and flexible version 
of the most popular computing language. This compre- 
hensive introduction starts with the basics and progres- 
ses by stages to the more advanced programming tech- 
niques and includes coverage of advanced multicolour, 
sprite graphics, and the programmable sound generator. 


$6.95 





VISICALC 

This quick and easy reference to the features of the 
VisiCalc spreadsheet package covers the commands 
and facilities of the latest available version and explains 
the variations with the operating features of the Com- 
modore range, Apple Il and IBM PC. VisiCalc aims, com- 
mands, and functions are all given detailed coverage in 
their own sections. One of the weil-known Pitman Com- 
puter Handbooks. 86pp. 

Loo23P $7.96 


25 SIMPLE SHORTWAVE BROADCAST BAND 
AERIALS 

Describes concisely the design and construction of sim- 
ple and inexpensive aerials that perform well: from sim- 
ple dipole to end-fire arrays. Includes dimensions and 
other data for spacing and cutting phasing lengths. 
63pp. 
NO362B $5.95 
THE WORLD IN MY EARS 

This is THE basic manual for anyone with an active in- 
terest in shortwave listening written by Aurthur Cushen 
M.B.E., world-reknown authority and broadcaster. In the 
first section, the book covers the historical develope- 
ment of shortwave broadcasting and the listening hobby 
that grew up with it. The second section covers the 
Practical aspects: how to start out, how to erect anten- 
nas, all about time zones, DX clubs, reporting, news 
sessions, etc. 204pp. 
NO420C $0.95 


Stock of some titles may be limited. 
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Three Dimensional 
Bar Graphs 


Richard Bushell 
Baulkham Hilis, NSW 2153 


This program uses hi-res graphics to 
plot a 3D bar graph on the screen 
which can be dumped to an XX-80 type 
series/parallel printer. 

This can be used to display sales etc 
for 12 months, or for comparing items 
for a maximum of 12 separate periods. 

The data is input at the prompt, and 
may be saved to tape when finished. 
The program uses colour for converted 
Microbees but will run on any Micro- 


bee. 
DEMONS TRAT LON 
56 
S 42 
A 
L 
E 2B 
S 
14 
8. 
JAN FEB MAR APR MAY JUN JUL AUG SEP OCT NOV DEC 
MONTHS 
DATA 
JAN= 23. FEB= 32. MAR= 21. APR= 45. 
mAY= 23. JUN@= 54. JUL= 32. AUG= 12. 
SsEP= 12. OCT= 2. NOV]= 45. DEC= 56. 


CONTRIBUTORS PLEASE NOTE 
All contributions to this column should be accompanied by a listing 
of the program from a printer. Hand written or typed listings are 
not acceptable. 

There are two reasons for this. The first is that a listing from 
your computer gives us some guarantee that you have the listing 


correct. 

Secondly, if you present us with a neat final copy of your 
program we can use photographic techniques to reproduce it in 
the magazine, without risk of errors. 

Contributors will be paid $20 for each item published in this 
column. Submissions must be original programs which have not 
been previously published. You may send as many programs as 
you wish with the accompanying declaration. 


coseo 
to4 agree to the above terms and grant Electronics Today Intemational all | goer 


rights to publish my program in ETI Magazine or other publications 
produced by it. | declare that it has not been previously published and that 
| its publication does not violate any other copyright.” 
| “Breach of copyright is now a criminal offence. 
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BAR CHART PRINTING PROGRAM 
By RICHARD BUSHELL 


00100 ON ERROR GOTO 960 

o0110 CLS 

00120 COLOR 16 

00130 PRINT TAB(235)" BAR CHART ° 

00140 PRINT TAB(24) °R.BUGHELL 6/65 ° 

00150 PRINT TAB(13)°FOR MICROBEE WITH XX-@0 TYPE PRINTER” 

00160 PRINT 

00170 COLOR 6 

001980 PRINT °This program draws a 3 dimensional bar graph to your data input.°: 
CURGS 10,13: PRINT" X axis is horizontal, Y axis is vertica).° 

©0190 CURS 14,16 : PLAY22,1: INPUT “Do you wish to load data from tape 7 °1D1S 
00200 IF DIS(s1,1)="Y° THEN 860 

00210 CLs 


00220 REM SHHHHH: INPUT DATA 

00230 PLAY22,1: INPUT “Heading 7? “sHIS 

00240 PLAY22,1: INPUT ‘Label for X axis 7? "IXIS 
00250 IF Ki®="* THEN 240 

00260 PLAY22,1: INPUT “Labe! for Y axis ? "SY1® 
00270 IF Yi@=** THEN 260 


PLAY22,1: INPUT “Number of Sections 7? (Max.12)°I6 

IF S12 THEN PRINT “ERROR : GOTO 260 

COLORB 1:COLOR 2 

CLE: CURES, 4: PRINT “DUMP RESULTS TO WHERE 7°\\\\TAB(40)"1=Parallel, "\TAB(40 
*SPLAY 20,1: INPUT 


00310 
1°4=300nd Gerial,*\TAB(40)°S=1200bd Serial, °*\TAB(40)"7=No Dump 
K 


00320 PRINT “Gave data to tape when finished (Y/N) ? ° 

GOSSO DIS=KEY : IF DIS®<>°Y* AND DI®<>*N* THEN 330 

00340 DIM 61(6),82(68) ,631(6) 

00350 FOR I=1 TO 8 

00360 CLB 

00370 PRINT “Section “1° name.(3 char.) “|: PLAY22,1: INPUT GIB(1) 
COSCO IF LEN(SL1@(1))>3 THEN PLAY 2,3 : PRINT “ERROR*® : GOTO 370 
00390 PRINT "Date tor section “15: PLAY22,1: INPUT S2(I) 

00400 IF 62(1)>82(m) THEN LET mer 

00410 NEXT I 

00420 FOR I*1 TO & 


SICLIM(62C1I) /S2(M) #195 

REM @HHHHE DIGPLAY GRAPH 

NEXT I 

CLS : HIRES 

COLORB 4 : COLOR 4 

PLOT 30,230 TO 30,34 TO 491,34 

CURS 20,16 : PRINT X15 

FOR I=1 TO LEN(Y1®) ; CURS 2,1¢4 : 

CURS (464-LEN(Y19))/2,1 > PRINT HIS 

1=642 

RESTORE 440 

FOR T=1 TO & 

COLOR T+2 

WINT(GS(TII63IS 2 LeL!e3S 

PLOT 1,34 TO I,W TO 1-15,W TO I-15,34 

PLOT 30,34 TO 60,44 10 60,240 

PLOT 1,34 TO 1915,39 TO 1¢15,¥+5 TO 1,W TO 1-15, TO 1,895 TO L+15,005 

FOR Pei TO 15 3 PLOT I-P,34 TO I-P,W > NEXT P 

READ O:CURS 0,15: PRINT SIB(T) 

NEXT T 

FOR Oit=t 10 3 2 CURS S$, 2°INI(U183) > PRINE INT (8219) -62(9) 8017/4) 
CURS 3,14 > PRINT O : CURS 3,2 : PRINT INT(S2(M)) 

00640 DATA 11,16, 20, 24,29, 33,38,42,47,51,55,59 

00630 REM ##4HHHHT SCREEN DUMP 

00660 IF K=7 THEN 760 

00670 QUIL®@K :LPRINT CHR(27)°S": 
X,Y 2: NEXT x 

00680 LPRINT CHR(27)1)°A° I CHRIGIS 

00690 FOR Yeo TO 15 

00700 FOR U=0 TO 8 STEP 8 : LPRINT CHR(27) “K*CHRIOICHRIZ) 5 

00710 FOR X#O0 TO G3 :ASUGRIS3A, 614400U* LGEPEEK (614404 Y8644XK)) 

00720 LPRINT CHRI10245 

00730 NEXT U : NEXT Y 

00740 LPRINT CHR(27)°2°CHRI7)5 

007350 LPRINT :LPRINT°DATA*: FOR I1*1 TO &S STEP 4 : 

410) BIS(L+U) 5 ome TAB(UMIIC16)IS2(T¢Ud)* “EPS MEXT Us 

00760 IF DI®="N" THEN END : REM #HHHE GAVE ON TAPE 300 

OUTL@2 :CURB 10,16 >: PLAY22,1: INPUT 
LPRINT °@ORE'()°: PLAYO,2 

LPRINT HIS: PLAYO, 2:LPRINTX1®8: PLAYO, 2:LPRINTY1®:PLAYO, 2;LPRINTG: PLAYO, 2 

FOR 1=1 10 S : LPRINT GIS(1) 2 PLAYO, 2;LPRINTSZ(I):PLAYO, 2: NEXT I 

END 

DATA 42,1,211,11,96, 109,14, 128, 229, 6,0, 203, 34, 126, 161 

DATA 40,2, 203, 194,35, 16,243, 122, 205, 49, 126, 225, 203,57 

DATA 46,233,61,0,211, 11,201 

REM @7HHHHHE LOAD FROM TAPE 300bd 

IN@®2 CINPUT K18: LFKI@C>°H#@RE' 1)" THEN 660 ELSE INPUT H1®: INPUT X18 : 

: INPUT 6 

DIM 61 (8) ,82(8) ,S3(8) 

FOR [=1 TO S : INPUT 816(I1) 
TF 62(1)>62(8) THEN LET Mel 

C0900 NEXT I 

IN®O0 

00920 PLAY22,1: INPUT °Dump results to where ? (1°9Paraile!,4=3J000d Serial,5@1200b 

d@ Serial,7=Na Dump) "1K 

00P30 DIS="N° 

o0v740 80TO420 

00950 REM HHHHE PCG OVERFLOW 

00960 CLB : PRINT "CATASTROPHIC SYSTEM ERROR - 

UM 


PRINT YiI@CpI,I)9: MEXTI 


3 NEXT OL 


RESTORE 620 : FOR X#336 TO 371 : READ VY : POKE 


: MEXT K 


FOR Ue0 TO 3 : LPRINT TAB(UEI1 
LPRINT CHR(A3) : NEXT I 
BAUD 


“START TAPE AND PRESS RETURN °1;D18 


INPUT 


: INPUT G2(I) 


PROGRAM WILL RERUN” : PLAY 0,24:R 


Undo Utility 


Philip Summers 
Mt Lawiey, WA 6050 


The following code provides a method 
of recovering a BASIC program after 
erasing it with the NEW command. The 
code is written in Z8O assembly lan- 
guage because of its small size, speed 
and ability to be stored in EPROM. 
The program works by searching the 
BASIC program area for two end-of-file 
markers, (FFH), which indicate the end 


of a program. The address of the end- 
of-file markers is then stored at 8D2 
Hex, the location containing the pro- 
gram end pointer. 

To use the program, simply store it in 
any free memory or in any EPROM and 
execute it using the BASIC command 
USR(n). 


ADDR CODE LINE LABEL NEM OPERAND 
00100 ; 
OOL10 3 OLD - restore BASIC prograa after NEW. 
00120 ; 
0400 210209 00130 OLD LO HL, 902H § start of BASIC prograa. 
0403 7C 00140 LOOP = LD A,H $ check for top of sesory 
0404 FE4O 00150 cP 40H § 80H for 32K Microbee’s 
0406 CB 00160 RET 1 } top of memory reached. 
0407 7E 00170 LD A, (HL) } gett a byte 
0408 23 00180 INC HL + point to next location 
0409 FEFF 00190 cP OFFH ; is it Ist EOF flag? 
0408 20F6 00200 IR NZ, LOOP $ No, 6o continue search 
040D 7£ 00210 LO A, (HL) $ yes, 50 get next byte 
O40E FEFF 00220 cP OFFH 3 is it 2nd EOF #lag? 
0410 20F1 00230 JR N2, LOOP } No, so continue search 
0412 220208 00240 LD (BD2H) , HL $ yes, restore prog. end 
O415 210001 00250 LD HL, 148 ; erase EOF flags and 
0418 220009 00260 LD (900H) , HL j restore Ist line no. 
O41B C9 00270 RET 
OF 89 00280 END 200585 
00000 Total errors 
LOOP 860403 = OLD 0400 
Reaction Times 
David Rapson 
Bellevue Heights, SA 5050 
This program can be used to check a 
person's reaction time to either visual 
or audible stimulus. An approximate in- 
dication of the time taken is displayed 
in hundreds of seconds. 
OO100 REM Program REACTION. MWB 


00110 REM This program will test your reac 
ges 

00120 REM Written by David Rapson, 
00130 CLS 
001490 HIRES : 
00150 CURS 23,2 : 
00160 CURS 23,3 : 
00170 CuRS 8,15 : 
00180 CURS 15,8 
OO190 C1IB=KEYS 
00200 IF C1iBe"Vv" OR C1iB="Vv" 
00210 IF C1@="A" OR C1O="a" 
00220 GOTO 196 

00230 CLS 


Ss. Aus 


PRINT "3 eree™ 
PRINT 


> PRINT 


“use the 
"Select 


THEN LET L=O 
THEN LET L#1 


tion time, to visual and audible respor 


t. 28 April 1985 


PLOT 0,0 TO 0,235 TO 311,255 TO 311,060 TO 0,90 
PPINT "Reaction Time Tester” 


space bar to start and stop the timer." 
Visual or Audible response’; 


:GOTO 230 
:GOTO 230 


Start REACTION TIMERS; 


co290 IN@O 

OO2SO CURS 1,1 : PRINT "Press ‘space? to 
00240 AlLBS=FEYS: IF AlB="" THEN 260 

00270 CLS !: POKE 220,22 :REM remove the cursor 


Q0280 CURS 1,7 : PRINT "Get Ready... "1 
00290 R= INT(RND#S000) 

00300 INWO OFF 

©0310 FOR Jeli TO R : NEXT J S REM wait for 


00320 T#0 
00330 1F L*=G THEN CURS 1,7 : INVERSE: 
“(AIS 133) : IN#O 
00340 IF Lel THEN OUT 2,0: OUT 2,64 :INWO 
OO3S0 BIS=KEY® ;Ielel : TF Bisa = THEN 350 
00360 NORMAL 
00370 POKE 220,111 :REM restore the curso 
OO3SBO T2BFLTC(TI/177 REM timing factor, t 
OO390 CURS 1,12 : PRINT "Your Reaction Tim 
00400 IF 12.0.1 THEN PRINT “Fluke '''°* 
00410 ITF 12°00.) AND 12¢=«0.2 THEN PRINT "T 
00420 IF 12°0.2 AND 12¢80.2 THEN PRINT °T 
G04at0 If 12°0.3 AND [2¢=81 THEN PRINT “You 
00440 IF 12°71 THEN PRINT 
00430 GOTO 240 


PRIN 


a@random length of time 


T (AIS 133}33° Go-Go frit <spece Go-Go 


rf to normal 
ry 1/3 of 177 ¢or 2MHz Microbees 
e@ 38 “31F6.2 12)17 seconds” 


Hat's guick...* 
hat's OK...” 
"re a little slow...” 


“Wake up when you're ready''” 


Miroslav Kostecki 
Elizabeth Pk, SA 5113 


lf you use any maths at all in your life, 
this program may make it easier, but 
even if you just like graphics, definitely 
try it. 

An integral is simply the area under a 
graph, down to where x = 0. A specific 
integral is the area between two points 
along a graph. Integrals are very useful 
for calculating areas, volumes, times, 
etc, if these are complex. 


02180 
02110 
00120 
00130 
00148 
00150 
02160 
08170 
08180 
00190 
88200 
00218 
08220 
8230 
00240 
00250 
@02E0 
00270 
00280 
00298 
00200 
00312 
00320 
B72 
0348 
00350 
Q07E0 
00370 
OOTEO 


REM 
SD 8 
FNi= 
IN #0 OFF 


AB(O) =O: 


NEXT X 


REM 
Hi=-SE30: 


NEXT I 


using 


Z1=FN1iCB1i)+Z13: 
AB(C) =Bi-A1: 


The program uses Simpson's 
Method to find the integral of the func- 
tion In line 130. An ODD number of 
steps should be used. A hi-res graph is 
plotted on the screen of the section. 
This graph has been automatically 
scaled in both the x and y directions. 


REM Find Specific Intesrai 
Simpsons Method. 


Khe +08 +4 
INPUT"START, END, STEPS"A1, B1,C 


DIM AB(C), BACC) 
Z1=FN1 (CAL) #2 
BQ(O)=71/2 
D1=(B1-A1)/FLT(C) 
FOR X#1 TO C-1 

ABCX) sD1L*FLTCX) 

BQ (X) =FN1(A1+ABC X) ) 

ZZ=2*BO(X) 

Z1=Z1+Z22+722/5E5 

IF X/2#22Xt 
CURS 16, 16: 


Z1=Z1+Z2 
PRINT CIE X13 


Z1=D14(1/35)"Z1 
BO(C) =FN1¢(B1) 


Scale and Plat. 

L1=9E20 

FOR I=@ TO C 
IF Hi (BOCI): 
IF L1)BQc1I): L1=BOc I) 


H1=BO¢ 1) 


P1l=255/(H1-L1) 
P2=511/AQ(C) 
FOR 1=@ TO C 


OQ79M ABCI)=ABC1) PZ 

00400 BOCI)=(BOCT)—-L1)*P1 
@041@ NEXT I 

00420 HIRES 

8@458 R=INTCAQ(A)) 

Q@0440 S=INT*ABS( BOC) >) 

@0450 FOR I=@ TOC 

@0460 X=INT*CAQCI)) 

002470 Y=INTCABS( BOI)» 

@@48@ PLOT R.S TO X,Y 

Q@0@490 R=X: S=Y 

@OS0O NEXT I 

08512 CURS@: IN #@ ON 

Q@0520 PRINT "Between"sA13" and" Bl 
Q@O57Q@ PRINT " the integral="3Z1 


interrupting the Interrupt 


Lindsay R. Ford 
Eltham North, Vic 3095 


Owners of Microbee Personal Com- 
municators or earlier machines that 
have been upgraded may have difficul- 
ties in verifying 1200 baud BASIC or 
WordBee tape files and in using ROM 
based software (such as my Chip-8 in- 
terpreter/compiler) because of a fac- 
tory mod on the motherboard. In some 
machines a link has been installed be- 
tween ICQ, pin 40 (the Z80 MPU) and 
1C1, pin 34 (the PIO) to enable an inter- 
rupt to drive the real time clock in the 
Teicom ROM. This causes major head- 
aches unless the interrupt can be 
turned off when the clock is not in use. 

Machines fitted with Telcom V2 or 
later and multiple EPROM sockets can 
avoid these problems by tuming off the 


clock when not in use, but earlier ver- 
sions of Telcom don't have this facility. 
Applied Technology suggests that the 
answer is to cut the link (Engineering 
Notes ECN 1-40684), but this causes 
even bigger problems as it leaves the 
interrupt pin on the Z80 floating and in- 
terrupts will now occur randomly every 
time there is a little stray electrical in- 
terference. If this link is cut then it is es- 
sential to connect IC9, pin 40 via a 4k7 
resistor to V+. A resistor pad (R7 — 
left side of PIO when viewed from the 
front) is provided for this purpose, but 
often either the resistor isn’t installed or 
is left unconnected after people cut the 
link. 
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It’s unbelievable! The amazing VZ-300 colour computer is at 
its lowest price ever!! Whether you’re a computer expert or a 
first-timer, the VZ-300 has plenty to offer. 

Now, for under $100 there’s a computer that will expand to 
meet your needs. With 18K RAM memory — expandable to an 
amazing 32K, high resolution graphics, and optional disk drive, 
printer and a host of extras available: the VZ-300 is unbeatable 
value! 

Because it uses the most popular computer language in the 
world, ‘Microsoft Basic’, there’s an incredible range of software 
available; games, business/management, education .. . there’s 
dozens to choose from! 

Look at these fantastic specifications!: 

CPU. — Z80A running at 3.5MHz 

Memory. — 16K Basic ROM 

RAM — 18K expandable to 32K 

Keyboard — 46 key full stroke with automatic repeat key. 





Graphics — 32 columns x 16 lines. 128 x 64 dot (8 colour), 64 x 
32 dots (9 colour) selectable colours. 

With an unbelievable range of add-ons available your VZ-300 
will give you years of service! When good value isn't good 
enough — DSE makes it even better! Cat X-7300 


Dick Smith Electronics Pty Ltd 
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See address detalis page 108 


Force Electronics 
DECEMBER SPECIALS 


CALL IN, PHONE OR MAIL ORDER AT ANY STORE ($3.00 P&P) 








203 Wright St., 24 Beach Rad., 6, 17 South Rd., 504 Brighton Rd., 
Adelaide Christies Beach Reynella Brighton 


212 5505 382 3366 381 2824 296 3531 
















































Va Watt WALKIE TALKIES CMOS CRASHES 
Full Range. . 3c each Crystal Controlled WAS NOW 
Operates on two 9-volt batteries 4001 65c.. .40c 
TANTALIZING GOPOG . s iicanewacak tonsa ie 2 $14.95 pr. 4011 85c.. .40c 
TANTALUMS 4013 $1.15....70¢ 
ALL 25 volt... 34 off! C.B. MIKES 4017 $1.40... .90c 
IUF20c 2.2UF 20c SSS oe 5 se RET S beh ee EO $3.95 4049 95c...65c 
4.77UF30ce 10UF40c 40106 95c.. .65c 
DIODES DROP Soi ane ate ney DatstaSarsevwen: $7.95 74LSs DOWN 
IN914 10c.... 5cea. WAS NOW 
IN400720c.....10€  gigg5. iniceame sie ” pes: LO. tees Se 
IN5408 45c..... 25c 7ALS02 0 75c. . 39¢ 
74LS04 80c. . 39c 
RedLeds....... 10c seats SE RSHED 74LS14 =90c.. 49c 
GreenLeds..... 20c 74LS138 $1.40. . 75c 
Supertool $45.95 oe eeeT beeen = $29.95 74LS244 $2.10 $1.40 
TRANSISTORS Plugs into 240 V Mains electricity 74LS$245 $2.10 $1.40 
TOPPLE Digital Multi/meter $69.95......... $49.95 
Rechargeable Torch $39.95........ $29.95 ZENERS ZAPPED 
a hed -. Seeach with rechargeable batteries 400mW........ 15¢ 
32C.... 85ceach __‘ Security Light $7995............. $59.95  1watt......... 25c¢ 
BD 681, Features: 
682... $1.25each Simple, easy installation. For use on walls VOLT REGULATOR 
or ceilings. SHOCK 
ASSORTED AXIAL 
“Ts Elect 5c each! Hapoel gash 
eCtros.. . . . 96 €ac Major agent for Altronics! See our range 7805 $135 95¢ 
of kits ideal for Christmas. 7812 $135 95¢ 






7815 $140 85c 






PHONE ORDERS, BANKCARD, ALL MAIL 
ORDERS WELCOME. ALLOW $3.00 P & P 
FOR ORDERS UP TO 5kg. 







Major agents for Altronic kits and 
components. 












Distributors of Cannon products 
All semis, genuine Motorola or T.1.! 
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COMMUNICATIONS NEWS 


Viexico radio 


The earthquake in Mexico has caused an upsurge of interest in 
amateur radio following the central communications function 
performed by hams during the disaster. 


The earthquake hit on 20 
September at 7.20 am_ local 
time. It measured 8.1 on the 
Richter scale and was centred 
290 km north of Acapulco. It 
did little damage in the resort 
city, but hammered Mexico 
City. Afterquakes rolled 
through during the day, some 
measuring as high as 7.5. 

News reports said the death 
toll was in the thousands, with 
half the buildings in the centre 
of the world’s largest city de- 
stroyed. Significantly, older 
buildings survived the quakes. 
People in modern buildings — 


the hotels, hospitals and tele- 
communications facilities were 
most at risk. 

In fact, the scale of the disas- 
ter was so savage that for 24 
hours there was only one TV 
station broadcasting informa- 
tion to the city’s 18 million 
people. All international and 
much of the internal telephone 
traffic was also destroyed. In 
this situation ham operators, of 
which there are many in the 
city, sprang into action. Most 
were forced to rely on emer- 
gency power to provide a 
service. 


Initially most of the traffic 
consisted of damage reports 
and aid requests directed to the 
various Mexican consulates and 
Red Cross agencies, who were 
quick to respond to the disas- 
ter. The international news 
media also began working the 
hams in an effort to get news 
of what was happening. Also 
demanding a lot of attention 
were requests to pass on “are 
you all right” messages from 
worried friends and relatives. 

According to the American 
Radio Relay League Public In- 
formation Office (WA3VJB), 
ARRL offices have been 
plagued by calls from hams re- 
questing help passing messages 


into Mexico. There is a large 
Mexican population in the 
south of the US and particu- 
larly in Los Angeles. 

An emergency _so network 
sprung up spontaneously during 
the hours after the earthquake 
on 14.275 MHz. As time went 
on this net expanded right 
through the 20 metre band dur- 
ing the day time, spilling over 
into 40 MHz and 80 MHz at 
night. According to observers 
in the area, most of the English 
language transmissions were on 
20 MHz, with 80 MHz reserved 
for Spanish speakers. 40 MHz 
apparently sounded like the 
tower of Babel. 





KILOHERTZ COMMENT 
GERMANY: The regional station at 
Baden-Baden known as South West 
Rundfunk is heard on 7265 kHz at 
0630 UTC and later. The power is 
20 kW and the station uses a new om- 
nidirectional aerial. The full schedule is 
0300-2205 UTC. 

Deutsche Welle is using some new 
frequencies for its transmissions to 
Australia both in German and English. 
The transmission in English 0930- 
1020 UTC is now on 9650, 9770, 
15160, 15245, 17780, 17800, 21500, 
21680 kHz and the second transmis- 
sion is at 2100-2150 UTC on 6185, 
7130, 9765 kHz. The transmission in 
German for evening reception at 0600- 
1000 UTC is on 9690, 9735, 11785, 
11795, 15105, 17845, 21560 kHz. 
Broadcasts originate from two trans- 
mitter sites in Germany as well as relay 
bases on Antigua, Monserrate and Sri 
Lanka. 

NEPAL: Radio Nepal at Katmandu is 
now heard using two frequencies with 
English news up to 1502 UTC. Fre- 
quencies of 7165 and 5005 kHz are 
used and there is interference on both 
channels up to 1500 UTC. Radio 
Korea is using 7165 kHz up to this time 
with Radio Malaysia also using 
5005 kHz to sign off at 1500 UTC. After 
the close of English news, Radio Nepal 
continues with local programmes 
which include many commercial an- 
nouncements in Nepali. 
PHILIPPINES: The Far East Broad- 
casting Company at Manila is using 
11865 kHz for a broadcast in English 
0000-0300 UTC. The FEBC transmis- 
sion to Australia is on 11890 kHz, 
0800-1000 UTC and includes news at 
0830 UTC. On Friday at 0840 UTC 
there is a special program for short- 
wave listeners with the title “DX Dial” 
and is contributed by Alok das Gupta, 
of Calcutta. 
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USA: The Voice of America indicates 
its plans for the Caribbean include a 
Puerto Rican relay station which will in- 
clude transmitters for both medium- 
wave and shortwave broadcasting, 
while the new station to be built in Bel- 
ize will have two high powered trans- 
mitters which will operate on separate 
frequencies. 

The latest private commercial sta- 
tion in the United States, NDXE, is to 
beam programmes to Australia when 
operations commence in March. Ac- 
cording to information received from H. 
Dickson Norman, general manager of 
Global Radio, NDXE will broadcast to 
Australia from 0900-1200 UTC using 
the 49 metre band. 

There has been delay in the con- 
struction of the station due to equip- 
ment delivery but key staff members 
have been appointed including Mr G. 
Taylor, former president and general 
manager of WLS in Chicago. NDXE 
plans a mass appeal format and a pro- 
gram service unique in shortwave 


broadcasting. It will operate with 
100 kW power and the proposed 
schedule covers transmissions 


beamed to Europe, North and South 
America and the Pacific, with all trans- 
missions in English. The schedule is 
for 24 hours a day operation. The ad- 
dress of NDXE is Global Radio, 705 
Second Ave, Opelika, Alabama 36801, 
USA. 


This Item was contributed by Arthur 
Cushen, 212 Earn St, Invercargill, 
New Zealand, who would be pleased 
to supply additional information on 
medium and shortwave listening. All 
times quoted are UTC (GMT) which 
is 10 hours behind Australian East- 
ern Standard Time; areas observing 
Daylight Time should add a further 
hour to these schedules. 


BBC boosts service from 


Hong Kong 


The British Broadcasting Cor- 
poration has ordered transmit- 
ters and antennas to equip a new 
transmitter station in Hong 
Kong. When completed in early 
1987 the station will improve the 
audibility of BBC World Service 
programmes in the Far East 
region. 

The first order is for two Mar- 


coni B6131 250 kW transmitters 
incorporating advanced Pulsam 
modulation. The transmitters 
are designed for high overall! ef- 
ficiency and will be equipped for 
remote control via a digital data 
link. The second order is for the 
associated antennas comprising 
4 HF multi-band curtain arrays 
with mode/slew switching. 





Red Cross radio 


Following the introduction of a 
new schedule at Swiss Radio In- 
ternational the test transmis- 
sions of the International Com- 
mittee of the Red Cross have 
been retimed for Australia. The 
broadcasts are now heard 0740- 
0757 UTC in English on 9560, 
15305, 15570 and 17830 kHz. 

The Red Cross Broadcasting 
Service began during the final 
days of World War II, when the 
ICRC broadcast lists of pris- 
oners awaiting repatriation, and 
of people who were missing be- 
cause of the war. In 1948 the 
ICRC was granted the use of a 
frequency in time of major 
crisis, and then began test trans- 


missions. It has its own record- 
ing studio in Geneva and broad- 
casting facilities are given free of 
charge by the Swiss PTT and 
Swiss Radio International. The 
programmes in English, French, 
German, Spanish, Portuguese 
and Arabic contain news of Red 
Cross action around the world. 
The Red Cross Broadcasting 
Service has listeners in every 
continent and welcomes reports, 
comments and questions to: In- 
ternational Committee of the 
Red Cross, 17 Avenue de la Paix 
— CH 1211 Geneva, Switzer- 
land. IRCs are appreciated. 


— Arthur Cushen 


no 


Christian Science Monitor 
joins broadcasters 


The Christian Science Monitor, 
Boston, Massachusetts, which 
has been published for more 
than 75 years is planning to 
move into shortwave broad- 
casts. The paper has no religious 
content and is a respected publi- 
cation with its own news source. 

The publisher, John Hogland, 
plans to put a 24 hour news ser- 
vice on shortwave. The first goal 
is to broadcast into Europe for 
evening reception in that area 
with an expected schedule of 
1800-2400 UTC. The station 
plans to present the entire news- 
paper which will be adapted for 
radio broadcasting. In addition 
some of the best known series of 
religious magazines published 
by the Christian Science Monitor 
are to be rewritten for broad- 


casting. 
In a recent interview with 
Jonathan Marks of Radio 


Nederland, Mr Hogland advised 
that the station would be located 
in north eastern Maine for 
broadcast in Europe and will use 
500 kW and 100 kW transmit- 


ters and high gain aerials. The 
station plans later to have a simi- 
lar facility in the south eastern 
United States to cover Latin 
America and Africa and later 
possibly on Guam to broadcast 
to Asia and the Pacific. The con- 
struction of the full project will 
take five years and application 
for the first station has been 
made to the Federal Communi- 
cations Commission. 

Broadcasts in English only are 
anticipated even though there 
is a multitude of languages in 
Europe. It is felt that just as the 
paper reaches readers in almost 
every country, the radio broad- 
cast would reach a sizeable audi- 
ence of listeners with a know- 
ledge of English. 

Funding of the station will be 
by the Chnstian Science 
Church. The Christian Science 
Monitor is not a profit making 
venture, but intended as a public 
service, so the new station will 
be noncommercial. . 


— Arthur Cushen 





Radio Japan 


Radio Japan is the name of the 
shortwave service of the Broad- 
casting Corporation of Japan 
(NHK). Broadcasting had its 
beginning in Japan in 1925 on 
mediumwave with the first 
broadcast of Nippon Hoso Kyo- 
kai (NHK). The shortwave ser- 
vice began ten years later. 
Overseas broadcasting started 
on 1 June, 1935 with daily one 
hour transmissions in English 
and Japanese directed to the 
west coast of North America. 
The transmission went out at 
1000 UTC and was also beamed 
to Hawaii. One transmitter with 
a power of 20 kW was used for 
the first broadcast, but by 1937 
transmitter power had been 
raised to 50 kW and broadcasts 
to Europe and South East Asia 
added to the schedule. Also in 
1937, with the Chinese-Japanese 
War, Radio Japan became the 
voice of the Japanese Govern- 
ment, and lost its independence. 


By 1941 broadcasts were ex- 
tended and women were added 
to the announcing staff. 

In September 1945, at the end 
of World War II, overseas 
broadcasts from Japan were pro- 
hibited by the Allied Forces, 
and it was February 1952 before 
they were resumed. Shortwave 
broadcasts were renamed Radio 
Japan and the new domestic 
structure allowed private com- 
mercial stations as well as NHK 
to operate on the mediumwave 
band. 

Radio Japan today focuses on 
a cross-section of Japanese life 
and provides several specialist 
programmes including one for 
the shortwave listener. Ten 
years ago there was a boom in 
shortwave listening in Japan and 
even today 45,000 members still 
belong to Japan’s largest short- 
wave federation. 


— Arthur Cushen 


Audio scrambler chip 

Total Electronics is distributing the COM9046, a single band 
scrambler/descrambler chip containing two identical channels 
(for full duplex operation), with either channel capable of 
performing the scrambling or descrambling functions. The 
COM9046 offers high S/N ratio and low insertion loss. For 
further information contact Total Electronics, 9 Harker St, 
Burwood, Vic 3125. (03)288-4044. 


Simplex radio link 

The new version SDX-PKT 1.2 CPU-100 modem is designed 
to provide error free data communications over a standard 
voice bandwidth simplex radio link. It connects between a ter- 
minal, computer or remote sensing device via an RS232 port 
and the radio transceiver. The data rate on the link is 1200 
baud depending on radio link quality. See GFS Electronic Im- 
ports, 17 McKeon Rd, Mitcham, Vic 3132. (03)873-3777. 


New rf power meter frequency counter 

The new Fujisoku power meter with built-in frequency 
counter, covers the frequency ranges 0-150 MHz, 30- 
500 MHz and 330-960 MHz. Three power ranges of 1.5, 7 and 
15 watts are available. For further information contact Vicom 
Australia, PO Box 366, South Melbourne, Vic 3205. (03)62- 
6931. 


Codan to sell Midland 

Codan is to distribute all Midland Syntech mobile and port- 
able radios in Australia. This includes VHF/UHF land mobile 
radios, for which accessories and spare parts will be stocked at 
its Adelaide facilities. 


An rf exposure meter 

With the recent release of an Australian standard for maxi- 
mum exposure levels, it is now possible to routinely check for 
excessive radiation. Tech-Rentals has available the Holaday 
type HI-3002 field strength meter, designed to make both 
E-field and H-field measurements. For further information 
contact Tech-Rentals on (03)879-2266. 





NHK broadcasting centre in Tokyo. 
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THE PERFECT GIFT FOR THE 
ELECTRONICS TINKERER! 
PUT A SMILE ON SOMEONE’S FACE 
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A fantastic little multimeter for the beginner or for anyone who 
gives their multimeters a hard time! It's an 11 range, 2000 ohm/ 
volt pocket sized meter that's ideal for general work! It's rugged 


and reliable and right now comes with a bonus carry case... 
FREE! Cat Q-1010 
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It's four tools in one and a mustfor any hobbyist, technician, etc! 
Not only do you get the normal ranges found on a digital 
multimeter but it also has five ranges of capacitance checking, 
two ranges of conductance PLUS diode check position! For 
Xmas you'll save an amazing $20!!! Cat Q-1460 


Don't throw those old batteries away — you could be throwing 
good money out! This battery, lamp and fuse tester checks a 
huge range of cells from 1.5V-9V actually under load! Checks 
Nicads, calculator and watch batteries and miniature lamps 
and cartridge fuses! Cat Q-1525 





NSW Treloar's Bidg, Brisbane St Tamworth 66 1961 Gold Coast Hwy & Welch St Southport 32 9863 
Swift & Young Sts Albury 21 8399 263 Keira St Wollongong 28 3800 Bowen & Ruthven Sts Toowoomba 38 4300 
T55 Terrace Level Bankstown Sq 707 4888 ACT Ingham Rd & Cowley St West End Townsville 72 5722 
Shop 1, 65-75 Main St Blacktown 6717722 96 Gladstone St Fyshwick 80 4944 Cnr Pacific Hwy & Kingston 

613 Princess Hwy Blackehurst 546 7744 VIC Woodridge Rd Underwood 341 0844 
Oxford & Adelaide Sts Bondi Junction 387 1444 Creswick Rd & Webster St Ballarat 31 5433 SA 

531 Pittwater Rd Brookvale 93 0441 145 McCrae St Bendigo 43 0388 Wright & Market Sts Adelaide 212 1962 
Campbelitown Mall Queen St Campbelitown 27 2199 Shop 46,Box Hill Central,Main St Box Hill 890 0699 Main South & Flagstaff Rds Darlington 298 8977 
Shop 235, Archer St Entrance Chatswood Chase 4111955 Hawthorn Rd & Nepean Hwy East Brighton 592 2366 Main North Rd & Darlington St Enfield 260 6088 
147 Hume Hwy Chullora 642 8922 260 Sydney Rd Coburg 383 4455 24 Park Terrace Salisbury 281 1593 
162 Pacific Hwy Gore Hill 439 5311 1150 Mt Alexander Rd Essendon 379 7444 WA 

315 Mann St Gosford 25 0235 Nepean Hwy & Ross Smith Ave Frankston 783 9144 Wharf St & Albany Hwy Cannington 451 8666 
4 Florence St Hornsby 477 6633 Shop 9 110. High St Geelong 43 8522 66 Adelaide St Fremantle 335 9733 
Elizabeth Dr & Bathurst St Liverpool 600 9888 291-293 Elizabeth St Melbourne 67 9834 William St & Robinson Ave North Perth 328 6944 
450 High St Maitland 33 7866 Bridge Rd & The Boulevarde Richmond 428 1614 Centreway Acde, Hay St Perth City 321 4357 
173 Maitland Rd, Tighes Hill Newcastle 611896 Springvale & Dandenong Rds Springvale 547 0522 TAS 

Lane Cove & Waterloo Rds North Ryde 88 3855 QLD 25 Barrack St Hobart 31 0800 
George & Smith Sts Parramatta 689 2188 157-159 Elizabeth St Brisbane 229 9377 NT 

The Gateway High & Henry Sts Penrith 32 3400 166 Logan Rd Buranda 391 6233 17 Stuart Hwy Stuart Park 81 1977 
818 George St Railway Square 211 3777 Gympie & Hamilton Rds Chermside 359 6255 

125 York St Sydney 267 9111 Queen Elizabeth Dr & Bernard St Rockhampton 27 9644 


Dear Customers, 


Quite often, the products we advertise are so popular they run out within a few days, unforeseen circumstances might hold up shipments so that advertised lines are not in the stores by the 
time the advert appears. And very occasionaly, an error might slip through our checks and appear in the advert (after all, we're human too!) Please don't blame the store manager or staff: they 
cannot solve a dock strike on the other side of the world, nor fix an error that’s appeared in print. If you're about to drive across town to pick up an advertised line, why not play it safe and give 
them a call first just in case! Thanks. Dick Smith Electronics 


MAJOR DICK SMITH ELECTRONICS AUTHORISED RESELLERS 


NSW: ¢ Ballina: A. Cummings & Co. 91-93 River St 86 2284 * Bathurst: Electronic Shop, 74 Bentick Street, 31 4421 * Bowral: Barry Gash Electronics, 370 Bong Bong St 61 2577 * Broken Hill: Hobbies & 
Electronics, 31 Oxide St 88 4098 * Charlestown: Newtronics 131 Pacific Hwy 43 9600 © Coffs Harbour: Coffs Harbour Electronics, 3 Coffs Mall, Park Ave. 52 5684 ¢ Deniliquin: Deni Electronics, 220 Cressy 
St, 813672 © East Maitiand: East Maitiand Electronics, 99 High St 33 7327 .* Gosford: Tomorrows Electronics & HiFi, 68 William St, 24 7246 * Lismore: Decro 3A/6-18 Carrington St, 21 4137 * Port Mac- 
quarie: Hall of Electronics, Horton Centre, Horton St, 83 7440 Orange: Fyfe Electronics 173 Summer St, 62 6491 Tumut: Tumut Electronics Wynyard St, 471 631 © Tweed Heads: Stuart Street Wholesale, 
Sh 3, 4 Stuart St, © Swansea: Swansea Electronics, 184 High St, 711674 * Wagga: Phillips Electronics 82 Forsyth St, 21 6558 * Windsor: M & E Electronics, Sh 7, Mc Ewans Arcarde, 206 George St, 77 5935 
*Young: Keith Donges Electronics 186 Boorowa St 821 279 VIC: * Hamilton: John Thompson & Co, 138-148 Gray St, 72 2000 * Echuca: Webster Electronics, 220 Packeham St 82 2956 * Mildura: 
McWilliams Electronics 110A Langtree Ave, 23 6410 © Morwell: Morwell Electronics, 95 George St, 34 6133 * Shepparton: GV Electronics Centre 100 High St, 21 8866 QLD: * Atherton: Maartens Music 
Centre 55 Main St, 91 1208 * Bundaberg: Bob Elkin Electronics, 87 Bourbong St, 72 1785 © Cairns: Electronic World Shop 27 K-mart Westcourt Plaza, 518 555 * Gladstone: Supertronics Cnr Hebert & 
Auckland Sts 72 4321 * Mackay: Stevens Electronics, 42 Victoria St, 51 1723 * Maryborough: Keller Electronics, 218 Adelaide St, 21 4559 * Mt Isa: Outback Electronics 71 Barkley Hwy 433 331 * Rock- 
hampton: Purely Electronics, 15 East St, 21 058 SA: « Mt Gambier: Hutchessons Communications, 5 Elizabeth St, 25 6404 ¢ Whyalla: Eyre Electronics Shop 15 Forsythe St, 45 4764 WA: © Albany: Micro 
Electronics 133 Lockyer Ave 41 2077 TAS: * Launceston: Advanced Electronics 5A The Quadrant, 34 1399 NT: * Darwin: Ventronics 24-26 Kavanagh St, 81 3491 
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DY ..;: ORDER SERVICE cecal ii 


Use your Bankcard, Mastercard or Visacard 

Just phone 008 226610 (toll free) for. ORDERS 6 

fast 24 hour despatch of your order FREE D VER $75 

Enquiries. By mail, or phone (02) 8882105 ELIVERy MasterCard 
POST & Order Value Charge Order Value Charge 

PACKING $5.00- $9.99 $2.00 $50.00 -$74.99 $6.00 


$10.00-$24.99 $3.50 $75.00 or more =a 
CHARGES $25.00-$49.99 $450 
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Gow Adelaide. 10 Pulteney St. Adelaide 


EVERY HOBBYIST WANTS A WELL 
EQUIPPED WORKSHOP! MAKE ONE 


HAPPY WITH THESE SUPER VALUE 
TOOLS AND COMPONENT PACKS! 


Die Set 


Wow! It's a six piece 
die set! Comes com- 
plete with instructions 
& hinged plastic carry 
case! Cat T-4905 


WAS $29.50 


NOW 








































Cordless ) 
Soldering 
Gun! 


Now you can work anywhere! The scope 
rechargeable soldering iron lets you work in 
the field... anywhere without a power point! 
A huge 60 watt capacity it will get the heat 
where you want it in just six seconds. Now 
you can have portable power and $AVE! Get 
a FREE Bonus Charger, spare Tips and Ele- | save $3 with our OSE Xmas Bonus Offer! 
ment with cordless iron! Cat T-1600 Cat T-1310 


port? NOW NOW 
3 not | LatTED 


Hole Punch Set 


You'll save with this handy hole punch set! 
Ideal for chassis work. You get 12mm tapered 
reamer, tommy bar and § punches from 16mm 
to 30mm. It'll handle steel up to 22 gauge and 
aluminium up to 16 gauge. You won't need 
any more! Cat T-4900 
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DSE Soldering Iron! 


No workshop should be without a quality OSE 
soldering iron! With every OSE 15 watt 240 
volt soldering iron we're giving away a Bonus 
rollot Desolder Braid... and it's FREE! You'll 














if you've got a die set 
you'll need a tap setso 
you can do a pro- 
fessional job! Here's 
fantastic value! A five 
piece tap set with 2mm 

to 5mm taps and 4 jaw NOW 


tap holder. You'll 
over 25%! Cat T-4810 sos 
WAS $13.50 


68 Piece 
Deluxe Repair Kit 


\deal for auto electricians, technicians, handy- 
person, etc!. You get wire cutter/strippers, 
long nose pliers. 12V circuit tester, screw- 
drivers, insulating tape, spare wire plus an 




















WAS $29.95 


NOW ‘27° 


Cable Snippers 


Wow, the highest quality Boker 5056 cable 
snippers! They're a must for any workshop. A 
quality German made tool that will give you 
years of reliable service! It's like owning the 


Quality 38 
Piece Tool Set! 


Give a gift that means something! This quality 
38 piece tool kit would be at home in any 
workshop. Comes with multimeter, wire 
cutters/strippers, pliers, screwdrivers, tape, 
and assorted connectors. Allin a sturdy plas- 
tic carry case! Cat T-4832 


Soldering Iron! 


Buy one of our fantastic value 20 watt, 240 
volt soldering irons and you'll get Bonus Solder 
and 4 piece Solder Aid Set FREE! You'll save 
$51! The ideal Xmas gift for any workshop! 












a " assortment of the most used connectors. All Roll { \ 
Cat T-1330 STOCK § Over $35 Value!!! in waturdy plastic carryicasel Cat T0806 a qh of wire snippers 
Valued at $15.90 LIMITED WORTH OVER $35! WORTH OVER $25! 








PARE <| 


COMPONENTS — BUY IN BULK & SAVE 












Resistor 
Pack 


Over 300 computer 
selected 1/4W types for 
this ridiculous Xmas 
Special low price! Ideal 
for any workshop — pro- 
fessional or hobbyist! 
You'll save on our regular 
price and get the lot for 
over 66% less than the 
individual price! 

Cat R-7010 


WAS $6.95 


NOW $500 


Ceramic 

Quality ceramic 
capacitors in a 
specially selected pack! 
Over 60 in all. Voltages 
from 50V to as high as 
630V. Save a fortune 
on one-off prices and 
save again with our 


Xmas Special! 
Cat R-7050 


WAS $4.95 














Metal Film 
Resistors 


Save heaps! Over 300 
precision 1% 1/4W E-12 
metal film resistors for 
this all time low price. 
Now there's no excuse 
for not using metal film 
resistors in your pro- 
jects! Cat R-7015 


WAS $13.95 
NOW 


$4 20° 


Signal 
Transistors 


100 of the most used 
transistors the hob- 
byist, technician etc 
can have! You get 
DS547. 548 and 549s 
NPNs, DS557 & 558s 
and BC 159 PNPs — all 
in one extremely useful 
pack! Cat Z-3000 


WAS $11.95 
NOW 


40° 





E-24 Metal 
Film 1% 
Resistors 


The savings are even 
bigger! Over 300 E-24 
metal film 1% resistors 
for those who really need 
precision resistors. 
Covers over 60 values 
from 11ohm to 910k 
ohms: computer chosen 
for maximum useful- 
ness! Cat R-7020 


WAS $17.95 


vow 9” 


Signal 
Diodes 


100 quality diodes that 
can be used in anything 
from crystal sets to 
computers! With 0A90, 
OA91/DSOA91, OAYS. 
OA47 and 1N914 
silicon diodes all in one 
pack! Put one in the 
junk box now and save! 


WAS Cat Z-3005 


$11.95 NOW 


sg 





Electrolytic 
Pack 


Enormous savings on 
Electrolytics! 55 top 
quality single ended 
electrolytics. There's 
bound to be the one 
you need! From 2.2uF 
to 470uF and voltages 
from 10 to 25! You 
won't forgive yourself if 
you miss it! 

Cat R-7030 


WAS $6.95 


NOW $95 


Power 
Diode 
Pack 


Now, 57 diodes and 
SCR's for half of what 
you'd pay to buy them 
separately! And there's 
no useless rubbish 
values either. They're 
the most used values 
— so you'll always have 
just what you need. 


Cat Z-3010 NOW 


WAS a? hd 


$14.95 





Greencap 
Pack 


60 quality greencaps. 
And there's no weird. 
rubbish values in this 
pack. They're all pop- 
ular greencaps = and 
they're rated at 100 
volts too! Values from 
.0O1UF to 0.22uF! 

Cat R-7040 


WAS $9.95 


NOW $95 


Premium 
LED Pack 


100 premium quality Smm 
LEDs to get your pro- 
jects looking great! You 
get red, green, yellow and 
orange — enough for 
anything! That's $33 
worth for under $20. You 
save $4 off our regular 
price! Cat Z-3015 


WAS $23.95 


wow 9° 








250 Mixed 
Capacitors 


Unbelievable value! No 
workshop should be 
without. You get 250 
mixed capacitors of 
varying value. 


Cat R-7110 


now § 8° 


Microswitch 
Pack. 


Throw one of these into 
the junk box — you can't 
go wrong. 10 quality 
microswitches in one 
pack! Cat J-1036 


WAS $7.50 $§°° 


Signal Mixed 
Transistors 


100 commonly used 
signal transistors in one 
pack. Incredibly handy 


to have around. 
8° 


Cat J-1037 
WAS $9.90 





BO70 


WAS $9.95 





COMMUNICATIONS REVIEW 


SETTING THE PACE 








— Sony ICF 2001D receiver 


For the DX enthusiast, the ‘airband browser’ or the casual 
listener, this Sony receiver has a lot to offer. Tricks like 
scanning add some novelty value to the receiver's 
performance, but the Sony 2001D incorporates some true 


functional innovations. 


THE SONY ICF 2001D is a PLL-synthe- 
sised receiver covering from below the 
broadcasting band to 30 MHz as well as FM 
broadcasts and the aircraft band. To the 
uninitiated or non-technical reader PLL 
means phase-locked loop which synthesises 
or generates the various tuning frequencies 
needed. 

This receiver is, of course, designed for 
the shortwave enthusiast who likes to listen 
to AM or FM entertainment bands. Most 
avid DXers and those with an interest in air- 
band snooping should find their needs ca- 
tered for also, and there is plenty to interest 
the casual listener with one finger exercises 
on the control keyboard. 

If you are a budding SWL or casual lis- 
tener, then we should take time out to indi- 
cate that there are three major classifica- 
tions of ‘communication’ receivers (here 
listed in decreasing cost): 

1. professional ‘communication receivers’; 

2. semi-professional receivers — used by 
dedicated enthusiasts or the radio ama- 
teur; and 

3. those for casual listeners, or people want- 

ing to get their feet wet with DX. 

Professional communication receivers are 
rugged specialised units with very stable os- 
cillators, remote control facilities and exem- 
plary specifications in all the areas which 
contribute to reliable reception — possibly 
for 24 hours a day, seven days a week ser- 
vice. For example professional receivers ex- 
hibit good cross modulation, adjacent chan- 
nel selectivity and blocking performances, 
as needed in such professional applications 
as marine or other government point-to- 
point services. For $9000 upwards you can 
have one of these. 
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The semi-professional receiver will do 
everything the professional receiver does, 
but for less money. However, the compro- 
mise is in somewhat reduced performance 
specifications; frequency stability, band- 
width options and other specialised func- 
tions are not quite as sophisticated or 
demanding. This type of receiver is perfect- 
ly adequate for most applications and now 
often includes scanning and memory func- 
tions. For $950 up to around $2000 you can 
indulge your tastes and have almost profes- 
sional performance with appearance not 
quite lounge-room quality, but definitely 
not out of place in the den or shack. 

The Sony ICF 2001D falls into the last 
class. Professional performance is definitely 
not part of its act. Nor is a multitude of little 
used controls. This is the type of receiver | 
would suspect has been developed by ‘mar- 
keting’ with assistance from the engineers! 
These cosmetically appealing receivers, 
produced for the casual listener as well as 
the budding DX enthusiast, cover other 
bands such as the FM and airbands which 
are not usually available (nor wanted) in 
professional and semi-professional equip- 
ment. 


Features 

The Australian version of the ICF 2001D 
provides the following ranges: 

AM/SSB 150 kHz to 30 MHz 

FM 76 MHz to 108 MHz 

airband 76 MHz to 136 MHz 

Some models for overseas markets do not 
have airband or single sideband facilities. 
People visiting Singapore or Hong Kong 
with empty shopping bags, beware! 

A programmable timer will turn the re- 


Peter D. Williams 


ceiver on at a desired time and you can 
automatically program it to turn off after 
60, 30 or 15 minutes. Four timer pro- 
grammes can be selected which means that 
four separate frequencies can be turned on 
and off at predetermined times. 

The sleep timer will turn the receiver off 
either 60, 30 or 15 minutes after it is activat- 
ed. You can also see how long it takes you 
to go to sleep as the remaining time is also 
displayed! If this sounds Irish, may I com- 
mend to your attention the manual which 
says that reception of 455 kHz may be diffi- 
cult! For the non-technical reader, one of 
the frequencies used in practically all receiv- 
ers to carry the signal through to the 
speaker is 455 kHz. Anyone transmitting on 
this intermediate frequency would, with suf- 
ficient power, block out the reception of 
any Other wanted signal. Needless to say, 
the world’s broadcasting services are pro- 
hibited from using this or other common IF 
signal frequencies such as 10.7 MHz and 
21.4 MHz. 

There are several scanning modes. The 
scan range can be checked by pressing the 
SHIFT key and L1 and L2. You can then 
see the lower frequency or the highest fre- 
quency of any preset scan range. 

Band scan buttons on the keyboard en- 
able any of the bands the receiver is capable 
of handling to be monitored. The keyboard 
is a dual function device which means that 
keys can act as memory positions or select 
bands, depending on whether you activate 
the shift button to reverse the function. 

Also included is scanning of the 32 pre- 
programmed memories, the scanning will 
stop for 5 seconds on each of the stations. 
When a desired programme comes up, the 


scanning can be stopped by pressing the 
memory stop key. If you want to omit sta- 
tions on the broadcast band for instance, 
you can arrange the program to skip those 
stations. Really keen band watchers can 
initiate another method of covering the ac- 
tion called ‘scan tuning’. This is somewhat 
similar to the scanning function in the re- 
cently reviewed Yaesu amateur VHF trans- 
ceiver. You can scan bands, parts of bands 
or scan between frequency limits. The mode 
can be selected to stop scanning at the first 
station located or to dwell for 1.5 seconds at 
each station located. I would have liked the 
dwell time to be longer on airband as 1.5 
seconds is not quite long enough to press 
the stop button if a choice bit of airline 
repartee is not to be missed. Most airband 
transmissions are short enough anyway. 
There is a little juggling to be done when 
scanning and selecting a station. Because 
scanning action stops as a result of detector 
voltages being applied to the processor, 
strong signals may inhibit the scanning ac- 
tion before the receiver is correctly tuned, 
which means that you have to make a small 
adjustment with the manual tuning knob. 

When scanning the mediumwave bands, 
the scanning interval is preset at 9 kHz but 
it is possible to select a 10 kHz interval 
which is the frequency allocation step in the 
USA and Canada. There is no doubt that all 
scanning and dual functions perform ad- 
mirably. I wonder however, if these facili- 
ties are really necessary and how much use 
they would get in practice. 

The Sony is an attractive 288 x 159 x 
52 mm _ package weighing in at 1.7 kg, a 
clean-cut design with solid construction. 

It can be powered by internal battery, 


240 Vac or a car battery with appropriate 
adaptors. We only had the battery supply 
(3D cells). Readout is by way of LCD for 
time via a quartz clock, and for actual fre- 
quency of station received, another LCD 
display is used. 


Front panel 

Important controls are conveniently lo- 
cated. The tuning knob is on the top right 
hand side with a slider volume control at the 
lower right hand side. You have to read the 
manual if you want the best performance. 
We had red faces after checking AM sensi- 
tivity and getting low figures and found that 
the rf gain control was down to minimum. 








inside view showing oscillator/VCO boxes and relatively uncluttered layout. 


The rf gain control is on the lower right 
hand side and can be missed. However, it 
only works on AM or SSB. 

Immediately below it is a three-position 
tone switch, again slider operated. A new 
term for tone controls 1s introduced: the 
three positions are labelled HIGH. LOW 
and ‘NEWS’. The implication of this is to 
expect a reduction of high frequency audio 
static when in the NEWS position. 

The main tuning knob has a slow/fast 
switch associated with it. The slow position 
allows 5 kHz per revolution of the tuning 
knob and the LCD display increments in 
100 Hz steps. This is perfectly adequate for 


broadcast band and AM tuning but requires >» 


ET| December 1985 — 111 





When elders give good 


advice to their juniors, 





talk is certain to turn to 
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ELMA< switches 


As long-standing customers, they 
appreciate the long service lives of ELMA 
switches (25000 switching cycles are 
guaranteed). And the short delivery times, 
even when the call is for special designs. 
Quality control at ELMA also ensures that 
— years later — each individual switch can be 
reproduced exactly. In fact, ordering 
ELMA switches becomes a habit in time. 
And one which is definitely worth passing 


on. 


Sydney (02) 709-5700 
Melbourne (03) 561-2966 
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> Microbe 


WS ACKERS 
HANDBOOK 
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From the publishers 
of ‘ETI’ and ‘Your 
Computer’ magazines. 
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x The Microbee Hackers Handbook 
K will tell you how to: 


x e Get more from the Bee's graphicsy> 
capabilities. — % 
© Set up for telecommunications on 
x the Bee. 
e Play music on the Bee. 
> 4 ® Build a joystick and a light pen for 
the Bee. 
x © Get hardcopy — cheaply. 
e Expand your 16K Bee to 32K 


« @ Make the Bee a better games 
machine. 


x e Turn your Bee into a facsimile 
decoder. 


Ke Solve equations on the Bee... 
and much more! 


* 


$6.50 at your newsagent now. 
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some care when resolving amateur band sin- 
gle sideband transmissions. 

The rf gain control which only operates 
on AM/SSB, also needs some judicious use 
as strong SSB signals cause a disconcerting 
‘pumping’ action of the AGC (automatic 
gain control). Reducing the rf gain clears up 
this annoying effect. 

The fast tuning switch position works on 
50 kHz per revolution and is perfectly ade- 
quate for rapid excursions when tuning the 
shortwave bands. The LCD display will 
show 1 kHz increments in fast tune. You 
then select the slow tuning rate to get a de- 
sired frequency or tune in SSB. 

For FM the LCD display will show 
50 kHz increments. I found this perfectly 
satisfactory. 

There is a total of 67 pushbuttons — more 
PBs than transistors/ICs — a figure not in- 
tended to be off-putting as most of them are 
used infrequently and labelled so that they 
are self explanatory. 

The top row sets the programmable time 
and the three operation times outlined ear- 
lier. The TIME SET button is to the right 
and when pressed while turning the tuning 
knob it allows time to be set. This dual func- 
tion of the tuning knob is unique. 

The next row of buttons selects AIR, FM 
or AM and then mode controls such as 
SYNC, USB, LSB/CW together with the 
two bandwidth controls WIDE/NARROW. 
(I will have something to say about SYNC 
later as it is a detector or mode that is not 
currently available on even more expensive 
communication receivers.) 

Scan stop-start buttons are to the left al- 
though for most people, major activity will 
centre on the 32 pushbuttons in the centre 
of the panel which serve as frequency 
memories and band selectors. These push- 
buttons/keys are ‘dual function’. All func- 
tions can be activated by the keyboard; di- 
rect tuning can be done by the small key- 
board to the right of the memory keyboard 
buttons. 

One annoying feature is the lack of 
squelch or audio muting when manually 
tuning the air band. The background noise 
is aggravating but if the receiver is set to 
SCAN the airband, audio muting is acti- 
vated and the distraction of the background 
noise is eliminated. 


Reception 

Using the built in telescoping whip, sensi- 
tivity was more than adequate for local lis- 
tening to the entertainment programmes. 

Tuning by means of the keyboard or 
manually (direct entry) was simple and ef- 
fortless, but with the limitations on tuning 
rate expressed earlier; nevertheless, ade- 
quate for the casual listener. 

The signal strength indicator consists of 
10 small LED ‘pin heads’ which progres- 
sively light up as signal strength increases. 
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Figure 1. Area of greatest interference. When 
in SYNC, tune USB of Fc2 if you want to listen 
to this signal. Tune LSB of Fc1 if this is the 
signal of interest. Assume that there are no 
other signals adjacent to either Fc1 or Fc2. 





The same LEDs are used too for indicating 
the state of the battery supply. 

Using an external antenna, signal pickup 
was vastly improved. Sensitivity and general 
performance was more than adequate for a 
receiver of this type. I should caution 
against using coaxial cable feed line if you 
are planning to use an external antenna of 
indiscriminate length. Coax cable is fine if 
matched to the antenna for a specific nar- 
row frequency range or for coupling from 
an antenna tuner if you decide to be serious. 
If used as lead-in from a long wire with its 
high impedance, the capacitance between 
the conductors will shunt or attenuate the 
radio frequency energy and give the impres- 
sion that the receiver is insensitive. 

If you are primarily interested in airband, 
arrange for a ground plane or discone type 
of antenna by all means, but don’t expect it 
to be efficient on shortwave or commercial 
broadcast. The converse is also true: a 
long wire will not be particularly good for 
airband or FM unless you are within the 
metropolitan areas of capital cities. 


Synchronous detection 

One of the problems with AM reception, 
especially relevant to the DX listener on 
either shortwave or commercial broadcast is 
living with fading distortion and interfer- 
ence from other stations. 

Fading distortion in normal diode detec- 
tors is caused by the received carrier being 
attenuated by propagation effects and resul- 
ing in over modulation, and hence, distor- 
tion. It may also happen that phase rever- 
sals during passage to and from the ionos- 
phere may reduce the carrier to zero and as 
everyone knows, you can’t have a useful de- 
tector for AM without a ‘carrier’. No carn- 
er, no audio: too little carrer gives distorted 
audio. 

The second problem is interference, and 
despite filters, the double sideband trans- 
mission of AM stations means that you will 
hear annoying interference beats from adja- 
cent stations if they are close to one side- 
band and/or stronger than the station you 
wish to hear. 

Both these problems can be overcome to 
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Local oscillator antenna radiation. Reference 
level —40 dBm; vertical 10 dB/div; centre 

500 MHz, 100 MHz2/div; 100 kHz resolution. 
Highest level at 700 MHz (—48 dBm). 


Local oscillator injection at 100 MHz. Vertical 
reference —50 dBm, 10 dB/div; horizontal 

5 kHz/div; 100 Hz resolution 10 Hz VF. Note 
freedom from spurs and low noise close to 
oscillator frequency. This helps to produce a 
good reciprocal mixing figure and clean signals 
when using the synchronous detector. 


a large extent with synchronous detection, 
which works like this. A carrier frequency is 
introduced, or synthesised in the receiver 
with no level variation and synchronised 
with the original carner. With no carrier to 
fluctuate when the signal fades, there is no 
fading distortion. Any interference can be 
minimised too, as it is possible to tune each 
sideband independently. Any interference 
on the one sideband will be well down in 
amplitude. 

We had to devise our own test for this 
type of detector feature in the Sony. What 
we did was to use two signal generators, one 
modulated with 1 kHz at 30% and the other 
signal generator 2 kHz away and modulated 
with 400 Hz, 30%. With the receiver on 
synchronous detection and tuned to the 
upper sideband of Fc2, or the lower side- 
band of Fcl there was a 20 dB reduction in 
the unwanted tone (see Figure 1). Aurally, 
it was just a slight nuisance in the back- 
ground. On the other hand, on going back 
to ‘ordinary’ AM, it was difficult to tune 
either carrier and the tone sidebands were 
indistinguishable. 

The Sony gave a good account of itself 
with AM and those interested in shortwave 
DXing would find that pushing the SYNC 
button helps a lot. One of two small LEDs 
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LAB REPORT 


SENSITIVITY: 
Mode SSB for 10 dB S+N. 

N 
Frequency of test 14.1 MHz 
Test figure —119 dBm. 
AM 
Test figure —109 dBm using narrow filter. 
Test figure — 106 dBm using wide filter. 
Using synchronous detector, the test figures 
were about the same, although there was a 
slight increase in background noise. The 
sensitivity figures were quite good overall and 
there was little variation from one end of the 
tuning range to the other. 
AIRBAND: 
The sensitivity was worst when on this band 
and we could only manage —98 dBm at 
122 MHz for 12 dB SINAD. This is not 
particularly good but airband listening is done 
on a local basis and aircraft at high altitude 
have no trouble making themselves heard. 
FM BAND: 
We used 45 kHz deviation at 1 kHz and for a 
12 dB SINAD the sensitivity was —111 dBm at 
100 MHz. This is perfectly satisfactory. 
MDS (Minimum discernible signal): 
The figures show the following: 
SSB at 14.1 MHz is —131 dBm 
AMat 14.1 MHz is —134 dBm 
FM at 100 MHzis —114dBm 
Airband 122 MHzis —117dBm 
On the broadcast band at 1000 kHz and using 
the narrow filter, our MDS level was 
—108 dBm. 
SIGNAL (‘S’) METER INDICATOR: 
As mentioned in the text, a 10 LED ‘pin head’ 
progressively illuminates according to signal 
strength. The first LED illuminates at around 
—110 dBm with number 10 lit up at —80 dBm. 
AUDIO RESPONSE: 
For AM with 30% modulation and using the 
three positions of the tone switch, NEWS, LOW 
and HIGH, we have the following at the —3 dB 


illuminates to show which sideband has 
been tuned. 

From a marketing and indeed operational 
point of view, the provision of optimum 
AM detection is a decided plus. I have no 
idea of how many listeners there are who 
would appreciate the benefit that synchro- 
nous detection gives. Suffice it to say that 
receivers for serious DXers on shortwave 
bands should have it. 


Evaluation 

As a ‘class 3 receiver’, per earlier discus- 
sion, the Sony is an admirable performer. It 
will receive all signals in the commercial 
broadcast and SW bands that more expen- 
sive professional receivers do. Selectivity 
and tuning rates are not optimum, nor is ul- 
timate stability but then it does not have to 
perform to exacting professional require- 
ments. 

To my mind scanning functions are for 
shortwave and constitute the ‘bells and 
whistles’ of this receiver which endear 
themselves to the marketing department. 
The only concession I would make is that 
scanning the airband is a useful feature, 
however the dwell time is a little short as 
mentioned earlier. 

The tuning rate is a little sharp which 


points, measured at earphone socket: 
NEWS LOW 

Upper 1.5 kHz 1.6 kHz 

Lower 190 Hz 83 Hz 


Roll of 40 dB octave. 
For FM 50 kHz deviation at —3 dB points: 


NEWS LOW HIGH 
Upper 1.5 kHz 1.7 kHz 10 kHz 
Lower 90 Hz 22 Hz 25 Hz 


The response for FM in high was only 1 dB 
down at 10 kHz — very good for recording. 


INPUT IMPEDANCE: 

AM/SSB high impedance 

AIR high impedance 

FM 100 ohms at 100 MHz 

RECIPROCAL MIXING at 10 kHz: 

Our figure of 148 dB per Hz is quite good. The 
local oscillator appears to have good ‘close in’ 
characteristics without high noise sidebands. 


BLOCKING DYNAMIC RANGE: 

Measured with 20 kHz separation at 14.1 MHz 
we got a figure of 90 dB. With 10 kHz 
separation, our figure was 78 dB. Not 
particularly good, but then this is not a 
communication receiver. 


THIRD ORDER IMD DR: 

With 20 kHz separation and at test frequencies 
of 14.1 and 14.12 MHz the IMD DR (3rd order) 
was 85 dB. 


IMAGE REJECTION: 

These figures were 30 dB for FM, 69 dB for 
airband and 83.6 dB for AM. They are quite 
good for airband and AM but poor if FM was a 
communication band. 


SPURIOUS SIGNALS: 

Looked at on the antenna socket, spurious 
signals extending up to 700 MHz were seen 
with worst level at this frequency of —48 dBm 
which is 1 mV. On airband and AM maximum 
level was —55 dBm at around 55 MHz. Most of 
this came from the local oscillator. 


HIGH 
1.8 kHz 
83 Hz 





does not always make it easy to tune in side- 
band. However, the greatest plus on this 
Sony is the synchronous detection. I spent 
some days in the country trying to listen to 
the broadcast band at night. Fading and het- 
erodyne whistles were a nuisance until the 
synchronous detector was activated. 

For people camping or boating and away 
from capital cities, SD on broadcast or 
popular SW bands is the real bonus and 
marketing can take full credit for this one. 

The serious listener can use the Sony ICF 
2001D as an auxiliary receiver; its size and 
performance will keep him or her in touch 
with events on the bands. For the newcomer 
to the world of DX listening, airband moni- 
toring or just bedside FM music, the Sony is 
an excellent choice. 

Last but not least is to mention the oper- 
ating and technical manuals (not supplied 
with the receiver). Both books are superb in 
the usual Sony way and troubleshooting for 
those familiar with PLL would be assisted 
by using the clear, well documented sche- 
matics. At an RRP of $569 the receiver is 
good SW listening value. For the person 
who has a comms receiver, this is just what 
you need to take away on that vacation. @ 

Peter Williams is director of Associated 
Calibration Laboratories, Melbourne. 
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WHY LITHIUM? 

A lithium battery is a battery using lithium as the 
anode material. Different cathode materials give rise 
to various specific characteristics, but all hermetical- 
ly sealed lithium cells have a number of features in 
common including: 

— long active shelf life (over 10 years) 

— high energy density (up to 10 times greater than 

Zn-C batteries) 
— large operating temperature range 


TYPES OF APPLICATION 

The three main types of application are as follows: 

e Backup power sources for CMOS-RAM type 
memories; 

¢ Continuous energy supply immediately following 
installation; 

e Very long-term storage of the battery together 
with its associated equipment (during which time 
the battery is not operating), followed by a brief 
period of supplying energy (lasting from a few mil- 
liseconds to a few hours). 


HIGH ENERGY DENSITY 

Lithium, the lightest metal known, has the highest 
electrode potential of any metallic element with a 
theoretical electrochemical capacity of 3862 Ah/kg. 
So, if we compare energy/weight ratios (we could do 
the same thing with energy/volume ratios), we can 
see that the energy/weight ratio for Ni-cad is only 30 
Wh kg while it is nearly 14 times as much again for 
L-SOCl2 cells (AA size). (See figure 2). 


LARGE OPERATING TEMPERATURE RANGE 
The use of non-aqueous electrolytes gives lithium 
cells the ability to function over a wide temperature 
range. The electrolytes may be inorganic or organic. 

Compared with conventional batteries which pro- 
vide poor services below -10°C and above +40°C, 
lithium batteries are capable of operating at temper- 
atures as low as -55°C and as high as + 150°C. Fig 
3 shows the discharge curve of Li-Cu0 at different 
temperatures under a 500 ohm load, and we can ob- 
serve the good performance at +150°C. 








Plessey components also supply an extenisive range 
of Nickel-Cadmium cells and batteries to suit all 
professional applications 


We invite you to contact your local Plessey Components office to get all the facts 
for your individual requirements. 


PLE Plessey Components Pty Ltd 
Seen oeY __@& N.S.W. (02) 72.0133 _—-VIC: (03) 320 4349 S.A.: (08) 42 6241 
omponents Christina Rd, 87-105 Racecourse Rd, 68 King William St, 


VILLAWOOD 2163 N. MELBOURNE 3051 KENT TOWN 5069 
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in the same way as the steam vessel over- 
took the sailing ship, valve technology, de- 
veloped over 60 odd years, fell victim to the 
introduction of solid state. Smaller, more 
eliable and far more efficient, the inven- 
ion of the pn junction heralded a solid state 
“equivalent for virtually every thermionic de- 
vice known, and provided many more possi- 
ble variations. 

The diode valve was invented in 1904 by 
J.A. Fleming with Lee de Forest adding a 
third element in 1906, resulting in the 
triode. Diodes are simply electronic devices 
that allow an electrical current to flow in 
only one direction, blocking the current 
should it try to reverse its direction. The 

triode, however, is a device capable of 
amplifying a voltage; its invention repre- 
sents the beginning of electronics as we 
know it today. Further development of the 
valve nevertheless continued over the de- 
cades, radio and television providing great 
stimulus to the valve industry. 

On the afternoon of 23 December 1947, 
however, Walter H. Brattain, John Bar- 
deen and William Shockley, from Bell Tele- 
‘phone Laboratories demonstrated the am- 
/ plifying action of the first transistor. Using 

semiconductor materials, this device has 
, spawned the vast array of components that 
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has enabled moon landings, hi-fi videos, 
computers, etc. 


The pn junction 

The first diodes used as detectors in radio 
receivers were, in fact, solid state. Referred 
to as point contact diodes, a fine wire (cat’s 
whisker) was held against a point on the sur- 
face of a galena crystal (lead sulphide), to 
form a small pn junction. Point contact 
diodes are still manufactured in encapsu- 
lated form, and are used primarily in appli- 
cations employing low power at high fre- 
quencies, such as in radio receivers. How- 
ever, the majority of diodes in common use 
are of a more rugged construction, allowing 
higher currents and higher reverse voltages. 

As already mentioned, a diode is a device 
that permits current (a flow of electrons) to 
pass in one direction only. This property is 
fundamental to electronics and finds appli- 
cations in many areas of the field. Figure 1 
illustrates what’s behind the concept of a pn 
junction. Diodes are often called ‘semi- 
conductors’, and are made of either silicon 
or germanium (which gives them different 
characteristics). A semiconductor material, 
as the name implies, is a material neither 
good at conducting nor resisting a flow of 
electrons. In diode manufacture the ma- 
terial is ‘doped’ by adding an impurity that 
imparts a property to the otherwise benign 
semiconductor. Doping either adds ‘carri- 
ers’ in the form of ‘free’ electrons for the n 
negative material, or ‘holes’ for the p posi- 
tive type. 

This combination creates an effect at the 
junction of the two pieces of material which 
permits, in the case of the diode, uni-direc- 
tional properties. One important character- 
istic of a pn junction is the value of the ‘bar- 
rier voltage’ that needs to be overcome if 
conduction is to occur. This value is around 
0.5-0.7 volts for silicon devices, and 0.2-0.4 
volts for germanium. A study of the physics 
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of semiconductor devices is complex, and 
necessary only if a deep understanding is re- 
quired. Our concern is for the effects, 
rather than the cause, but interested readers 
may like to pursue the matter by consulting 
textbooks on the subject. 

The pn junction is the basis of most solid 
state active devices. Transistors require a 
sandwich of three pieces of doped semicon- 
ductor to provide two junctions; other de- 
vices use one or three junctions. The result- 
ing component depends on the construc- 
tion, the degree of doping, the type of mat- 
erials used and the manner of using the end 
product. 


Semiconductor diodes 

The simplest semiconductor device is the 
diode with a single pn junction. Figure 2 
shows the identifying diode marks and cur- 
rent flow. As this diagram also shows, the 
two terminals are referred to as the anode 
and cathode. Current can flow if the anode 
is positive with respect to the cathode, in 
which case the diode is said to be ‘forward 
biased’. Under these conditions the diode 
can be considered a closed switch, with a 
small voltage drop occurring across the 
diode. This voltage, as already mentioned, 
will be around 0.6 volts for the silicon 
diode, and about 0.2 volts for germanium. 
Known as the forward voltage drop, this 
voltage is relatively independent of the 
value of the current, but is affected by tem- 
perature: for each °C rise the voltage falls 
by 25 mV. 

Reversing the battery to give ‘reverse 
bias’ causes the diode to behave as an open 
switch, with a very small leakage current 
flowing. As germanium diodes exhibit 
higher reverse leakage currents, particularly 
at higher temperatures, silicon devices are 
preferred and are the most common types. 
Obviously there is a limit to the value of 
voltage the diode can withstand when it is 
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Figure 1. The pn junction: the doping process 
does not impart an electrical charge to the 
material; that is, if you measured it with a 
voltmeter no voltage would register. Rather, 
doping imparts carriers. The concentration of 
these carriers (holes and electrons) in the 
depletion region creates a barrier voltage of 
around 0.6 V for silicon and 0.2 V for 
germanium which must be overcome before 
the device can conduct. 





reverse biased, and all diodes are given a 
rating, known as the peak inverse voltage 
rating (PIV). This rating is one of the most 
important characteristics to be aware of; the 
other is the value of forward current the de- 
vice can handle. 

Special very high frequency diodes differ 
from the diodes discussed so far, and should 
be specially chosen in accordance with the 
circuit specifications. However, most appli- 
cations use the common types and a knowl- 
edge of their characteristics is necessary to 
bring about the correct selection of a diode 
for a given purpose. 


Signal diodes 

Diodes can be generally grouped as either 
power or signal devices; signal diodes are 
usually much smaller physically than their 
power counterpart. Signal diodes are used 
extensively in digital circuits, where the ‘bi- 
nary’ closed-open switch concept is basic. In 
analogue circuitry applications, such as am- 
plifiers, radios, audio processors, etc, signal 
diodes are used for signal processing, clip- 
ping, signal switching, and a host of other 
purposes. 

A very commonly used signal diode is the 
1N4148 (the 1N914 is a near equivalent). 
Rated at 200 mA, (75 mA for the 1N914), 
75 volt PIV, these diodes are classed as 
switching diodes, meaning that their switch- 
ing speed from open to closed is very fast 
(around 4 nanoseconds). Other types often 
encountered include the OA200 and 
OA202. These general purpose signal 
diodes can be used in non-switching applica- 
tions such as low power signal rectifiers, or 
where high switching speed is not critical. 
The OA202 features a PIV of 150 volts and 
a forward current of 160 mA; it is fre- 
quently found in small signal applications. 

A more specialised application is radio 
signal ‘detection’. The purpose of the detec- 
tor (or demodulator) is to separate the intel- 
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Figure 2. Diodes showing ‘conventional current’ flow, from positive to negative. A diode only conducts 
when the anode is positive with respect to the cathode. 


ligence from the carrier frequency used by a 
transmitter to send the information. Be- 
cause the frequencies involved are usually 
high, special detector diodes using the 
point-contact construction are employed. A 
typical detector diode is the OA9Q; its 
higher voltage counterpart is the OA91. 

Another special signal diode is the 
OA202, which is not used as a diode, but 
rather as a ‘capacitor’ capable of being 
varied by a reverse bias. This type of diode 
is known as a varactor or vari-cap diode and 
finds its application in TV and FM tuners. 

All these diodes are cheap, at prices 
around 5 cents to 50 cents each and are 
available from most parts suppliers. They 
cover most small signal applications. 


Power diodes 

A power diode is required to pass high 
values of current, for example in a power 
supply. Other uses include protection (eg, 
across a coil to limit the back-emf created at 
switch-off), special uses in TV receivers 
(scan circuitry), current switching applica- 
tions in power control circuitry and so on. 
These diodes come in a range of package 
styles; stud mounted types for heatsink 
mounting, bridge assemblies and axial lead 
styles are the most common. 

For general purpose power supplies in- 
volving less than 1 amp of load current, the 
1N4000 series is often used. Table 1 shows 
how the PIV rating varies with the type 
number. There ts very little price difference 
between each type; the 1N4007 represents a 
good general purpose power diode to keep 
on hand. For currents up to 3 amps the 
1N5400 series is useful. The PIV ratings are 
shown in Table 2 for each type number. For 
higher currents, such as in a battery char- 
ger, the choice is restricted to either stud 
mount diodes or a power bridge. 

In some switching applications it is imper- 
ative to select the right diode. In high speed 








switching circuits such as in switching regu- 
lators or the scan circuitry of a TV receiver, 
the switching speed as well as the power 
capabilities of the diode must be consid- 
ered. It is good practice to replace a faulty 
diode with one of the same type, or with an 
equivalent or better one. A typical fast-re- 
covery diode for these applications is the 
BY X71-600R (PIV 600 volt, forward cur- 
rent 7 amps). 

Power diode bridges are manufactured in 
various package styles. A bridge rectifier is 
one incorporating four diodes, intercon- 
nected to allow two diodes to be conduc- 
ting while the other two are off, and vice 
versa. Figure 3 shows a bridge diode recti- 
fier circuit. Most power supplies use this 
configuration of diodes in conjunction with 
the ac input to produce a dc output voltage. 
A very common | amp bridge is the WO 
series bridge; the WO-4 is a 400 volt PIV 
device and the WO-8 is a PIV of 800 volts. 
For higher currents, the PB40, rated at 25 
amps, 400 volts can be used; the MB series 
rates at 1.6 amps and the PA series handles 
8 amps. 

The Schottky diode is another power 
diode which features a high switching speed 
and a low forward voltage drop. Forward 
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voltage drop in ordinary diodes becomes a 
problem when high currents are being 
passed or when the initial input voltage is 
small. At high currents (greater than | 
amp), voltage drop across a power diode 
can exceed 1 volt, whereas with the Schot- 
tky diode, voltage drops only reach 0.4-0.6 
volts during conduction. Thus the power 
losses in the diode are reduced, as are the 
voltage drops. 

In most diode applications it is sufficient 
to select a diode based on the required 
value of forward current, the PIV the diode 
must withstand and the switching speed re- 
quirements. Care must be taken to provide 
heatsinking if the diode’s temperature ex- 
ceeds that which allows the ‘touch test’, as 
the ratings for the diode are generally for 
25°C. (A ‘touch test’ is passed if the finger 
can remain on the case of the device being 
touched!) Good design practice dictates 
using components the ratings of which ex- 
ceed those required by as much as 100%. 


Bipolar transistors 

The transistor, essentially a simple de- 
vice, has so many applications that it makes 
electronics seem terribly complicated. Fig- 
ure 4 shows the electrical symbol for the 
transistor, its construction and principle of 
operation. Two symbols are necessary, as 
transistors are made in two basic arrange- 
ments, known as the npn and pnp types. 
The difference in the symbol is merely the 
direction of the arrow. The three terminals 
are referred to as the base, emitter and col- 
lector. The difference between the npn and 
pnp is the direction of the currents flowing 
in the transistor. 


Table 1. List of PIV ratings for the IN4000 
series 1 amp power diodes. 


Table 2. List of PIV ratings for the IN5400 
series 3 amp power diodes. 
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Before dealing with the transistor, it’s 
worth considering just what the direction of 
an electrical current is. Before the advent of 
atomic physics, the nature of an electrical 
current was unknown, and it was assumed 
that it flowed from positive to negative. 
When it was discovered that a current con- 
sisted of a large number of electrons flowing 
(at the speed of light) through the conduc- 
tor, people realised that the previous theory 
had ‘got it wrong’. By this time many text 
books and learning institutions were en- 
trenched with the original belief, and the 
legacy we have today is confusion. 

Reference is now made to ‘conventional 
current’ and ‘electron flow’. The direction 
of ‘conventional current’ is said to flow from 
positive to negative, when actually electrons 
travel from negative to positive. Although 
referring to the same thing, the differentia- 
tion is made to allow compatibility with 
standards derived from years before. The 
electrical symbols used for solid state de- 
vices usually have an arrow of some sort; 
this arrow points in the direction ‘conven- 
tional current’ will flow. The direction of 
the current is not usually important, but it 
helps to understand the polarity of the re- 
quired voltage. We will use the ‘conven- 
tional currrent’ concept, suggesting the 
arrow points in the current’s direction, 
when really the arrow’s tip will be negative 
compared to the other end. 

As Figure 4 illustrates, the principle of a 
transistor is simply one whereby a small cur- 
rent flowing between the base and emitter 
controls a larger collector-emitter current. 
The ratio of the collector-emitter current 
(I,) to base-emitter current (I,,) is a measure 





Schottky barrier diodes. 





Figure 3. Circuit diagram of a bridge rectifier. 


of the transistor’s current gain, referred to 
as its B (sometimes known as Hg). In an 
amplifier, the input signal is used to vary the 
base current (I,), which then varies, by a 
larger amount, the collector current (I,). 
This varying collector current, when passed 
through a resistor produces a varying volt- 
age that is an amplified replica of the input. 

Other uses for transistors include switch- 
ing a high collector current by switching the 
much lower base current, or controlling the 
value of a collector current using the base 
current. The collector current would also 
flow through a load in these examples, and 
allows a low power signal to control a high 
power load. How all the various circuits 
work is beyond the scope of this series, our 
main concern being how to choose a transis- 
tor for a given application. 


Transistor packages 

Any semiconductor device comes to the 
public housed in various types of package. 
These range from small plastic packages, 
eg, TO-92, to metal constructions such as 
the TO-3 package. Transistors are no ex- 
ception. 

When replacing a transistor, it is usually 
necessary for the replacement to have the 
same package outline. When selecting a 
package outline for a design, considerations 
need to be given to the power dissipation re- 
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Figure 4. The principle of transistor operation whereby lg controls Ic, with Is being much smaller than 


Ic. Vag = 0.6 V for silicon; 0.2 V for germanium. 


quired. The TO-3 outline is designed to 
mount directly on to a heatsink, and can 
often handle a very high power (50 to 100 
watts). The TO-220, TO-126, TO-202 et al 
can be directly mounted on the pcb; a heat- 
sink is attached to the package as required. 

The lead configuration (b, c, e) is not 
standard for particular packages so it is nec- 
essary to refer to manufacturers’ data to 
determine lead identification. For example 
the TO-92 comes in three different varia- 
tions as described in Figure 5. 

Generally the metal part of a transistor’s 
case is connected to the collector, allowing 
the most efficient dissipation of the gener- 
ated heat. When mounting a transistor this 
usually requires insulating the transistor’s 
body from the heatsink. An all-plastic pack- 
age, such as the TO-92 or SOT-30 is con- 
fined to low power transistors. Other popu- 
lar packages include the TOP-3, TO-66, 
TO-18 and SOT-25 (two variations). Most 
transistor packages have three leads, how- 
ever some such as the TO-72 have an extra 
lead which is connected to the metal of the 
package. This extra lead can be connected 
to ground to allow shielding of the actual 
transistor pellet, often necessary in high fre- 
quency applications. 


Transistor voltage ratings 

Like the diode, a transistor can withstand 
certain values of voltage beyond which it 
breaks down. Transistor voltage ratings 
refer to the maximum forward voltage the 
device can withstand. The forward voltage 
for a diode is the barrier voltage, but a tran- 
sistor operates differently, and requires dif- 
ferent ratings. 

Abbreviated transistor data generally 
gives a V.., value, which means the maxi- 
mum forward voltage that can be applied 
across the collector-emitter terminals, with 
the base not connected to anything (open 
circuit). Having the base open circuit is the 
worst case situation, hence this voltage rat- 
ing is usually improved when the base cir- 
cuit is considered. The V,,,, value can range 
from 10 volts to 2 kV, and is an important 


parameter to know. If a circuit operates 
from, say, 50 volts supply, then a transistor 
with a V,,,. exceeding 60 or 70 volts may be 
required. 

Reversing the polarity of this voltage will 
usually cause the transistor to break down, 
as most smaller transistors conduct between 
collector and emitter at reverse voltages as 
low as 6 volts. Normally most applications 
make this polarity reversal impossible, with 
protection devices otherwise included if 
necessary. However, if a transistor is inad- 
vertently connected with its collector and 
emitter terminals reversed, or the power 
supply terminals are accidentally swapped 
around, the demise of the transistor is 
likely. 

The forward voltage drop across the base 
emitter terminals is (like the diode) around 
0.6 volts for silicon and 0.2 volts for ger- 
manium; silicon transistors are by far the 
most common. If the polarity of V,, is 
changed, reverse conduction usually occurs 
at voltages of 5 volts or more. This condi- 
tion should be avoided or steps taken to 
limit this reverse current to a very small 
value. Sometimes the maximum forward 
voltage rating between the collector and 
base is given; it is usually higher than V,.,. 

Data for some of the more common tran- 
sistors is given in the accompanying table. 
Figure 6 gives an explanation of the voltages 
being referred to. The polarities of these 
voltages are shown for the npn and pnp 
transistors. 


Reading transistor data 
sheets 

There are countless numbers of transistor 
types. (Obscure varieties often appear in 
cheap imported items of domestic equip- 
ment.) Books are published that aspire to 
give data on every registered transistor; 
such a book is valuable if you intend getting 
into servicing. 

Selection of a type of transistor is not 
critical, and a near match to what you want 
may be all that is required. Some specialised 
circuits, however, will demand a transistor 
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Figure 5. Typical semiconductor outlines or 
packages. 





that is a direct replacement; such instances 
are often noted on the circuit diagram. This 
situation occurs in many high frequency ap- 
plications, in TV scan circuits, switching 
regulators, high voltage power supplies, and 
so on. When in doubt, aim for either a di- 
rect replacement or one that has better 
characteristics on all points. 

Replacing an otherwise unobtainable 
transistor requires matching the original on 
seven basic specifications. As already men- 
tioned, the package outline should be the 
same, although small signal transistors of 
differing lead configurations can often be 
accommodated on the pcb by judicious lead 
rearranging. The next parameter is the pol- 
arity of the transistor, which must be the 
same as the original. Also, the semiconduc- 
tor material should match, a point to watch 
when repairing relatively old equipment. 
Transistor data usually identify the polari- 
ty/semiconductor material by terms such as 
NS for npn/silicon, or PG for pnp/germani- 
um. The package outline to refer to for lead 
identification will be listed, with these case 
outlines usually being presented at the end 
of the book. 

The voltage ratings of the replacement 
transistor should equal or exceed the origi- 
nal. If data on the transistor being replaced 
is unavailable, appropriate ratings can often 
be determined knowing the operating volt- 
ages of the circuit. Exercise caution here if 
the circuit involves inductors, as high volt- 
ages can occur that are not readily measur- 
able. 

The current rating for a transistor is usu- 
ally given as the maximum collector current 
the device can handle. The size of the de- 
vice gives a guide, but is not a reliable indi- 
cator in that current ratings for a given 
package outline can vary enormously. Most 
small signal transistors are operated below 
their maximum current rating, allowing 
some flexibility in the selection of a replace- 
ment. Power devices should be replaced 
with devices that equal or exceed the cur- 
rent rating of the original, to allow for peak 
current values that may not be accounted 
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for by casual observation or measurement. 

The fifth parameter of concer is the cur- 
rent gain of the transistor. Manufacturers 
usually list this value (or possible range of 
values) under the heading B, hy, or Hrg 
and give a collector current for which this 
value is specified. The replacement should 
have a current gain equal to or higher than 
the old transistor. Some multimeters can 
measure current gain, although the collec- 
tor current supplied by the meter may be 
different from that listed in the data sheet. 
This type of measurement is useful in com- 
paring ® values to obtain the highest from 
the stock on hand. 

Power ratings of transistors are usually 
given assuming a case temperature of 25°C. 


Figure 6. The names and polarities of normal 
operating voltages across transistors. Vag is 
normally 0.6 V for a silicon transistor. Vceo is 
the maximum value of Vc_ that can be safely 
applied across the transistor. Reversing the 
polarity of Vce or Vae will often cause 
conduction in the reverse direction at voltages 
of about 5 V to 10 V. 


BIPOLAR TRANSISTORS 
POL 

TYPE CASE MAT 

BC107 TO-18 

BC 108 TO-18 NS 20 30 100 
BC109 TO-18 NS 20 30 100 
BC109C TO-18 NS 20 30 100 
BC157 SOT-25 PS 45 50 100 
BC158 SOT-25 PS 25 30 100 
BC159 SOT-25 PS 20 25 100 
BC177 TO-18 PS 45 50 100 
BC178 TO-18 PS 25 30 100 
BC179 TO-18 PS 20 25 100 
BC182(L) SOT-30 NS 50 60 200 

(T0-92/74) 
BC183(L) SOT-30 NS 30 45 200 
(T0-92/74) 

BC1B84(L) SOT-30 NS 30 45 200 
BC546 TO-92 (VAR) NS 80 80 100 
BC547 TO-92 (VAR) NS 45 50 100 
BC548 TO-92 (VAR) NS 30 30 100 
BC549 TQ-92 (VAR) NS 30 30 100 
BC549C TQ-92 (VAR) NS 30 30 100 
BC556 TO-92 (VAR) PS 80 80 100 
BC557 TO-92 (VAR) PS 45 50 100 
BC558 TO-.92 (VAR) PS 30 30 100 
BU559 TO-92iVAR) PS 30 30 100 
BCY70 10-18 PS 40 50 200 
BCY71 TO:18 PS 4S 45 200 
BCY?72 TO-18 PS 25 25 200 
BD137 TO-126 NS 60 60 JA 
BD138 TO-126 PS 60 60 1A 
BD139 TO-126 NS 60 100 1A 
BD140 TO-126 PS 80 100 1A 
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As this condition is difficult to meet, this 
rating is an absolute maximum, not nor- 
mally attainable. Equalling, or exceeding 
the power rating specification when replac- 
ing a transistor is essential, particularly 
where any power dissipation is involved. 

The final characteristic to be considered 
is the frequency handling capability of the 
device. Generally listed under the heading 
f;, this value is the frequency at which the 
current gain of the device falls to unity. 
Thus, a value of 300 MHz may mean that 
the transistor is really only usable up to 10 
or 20 MHz unless a current gain of unity is 
acceptable. 

Selecting a transistor for a circuit under 
development requires interpreting the 


manufacturer’s data to get the device that 
matches your requirements. Beginning hob- 
byists may feel a little daunted about this, as 
data sheets are usually written in a very 
technical manner. However, it is important 
to carefully select the device to ensure the 
performance you want. It might be a good 
idea to retain and consult the Data Supple- 
ment which in scheduled for the January 
issue of ETI. As a final caution, some tran- 
sistors incorporate added components 
within the case. The Darlington pair config- 
uration is one such example, in which two 
interconnected transistors are present 
within the otherwise normal looking pack- 
age. Specialised devices may also include a 
diode across the collector-emitter terminals 
built into the construction. However, most 
applications are straightforward, and if you 
keep to the more basic circuits, using tran- 
sistors will involve no major hassles. 

& 





Transistors come in various packages. Shown here are (top, from left to right) a TO-3, SOT-93, 
TO-220, TO-202, TO-126; (bottom, from left to right) TO-72, TO-168, TO-92, TO-92 and TO-39. 


Data on some common transistors. (Courtesy Dick Smith Electronics.) 


110-450 2 
0 ) ip 110-800 2 300 r 300 
02 10 200-800 2 300 10 300 
02 10 420-800 2 300 10 300 
025 10 75-260 2 150 10 300 
025 10 75-500 2 150 10 300 
025 10 125-500 2 150 10 300 
025 10 75-260 2 150 10 300 
025 10 75-500 2 150 10 300 
025 10 125-500 2 150 10 300 
025 10 100-480 2 150 10 300 
025 10 100-850 © 150 10 300 
025 10 250-850 2 150 10 300 
o6 100 125-500 2 300 10 500 
06 100 110-800 2 300 10 500 
06 100 110-800 2 300 10 500 
06 100 200-800 2 300 10 500 
06 100 420-800 2 300 10 500 
065 100 75-500 2 150 10 500 
110-330 2 150 500 
75 2 150 500 
125-600 2 150 500 
Os 50 50 10 250 50 350 
05 50 100-600 10 200 50 350 
os 50 50 10 200 50 350 
05 $00 40-160 150 250 500 Bw 
a5 500 40-160 160 75 500 BW 
05 500 40-160 150 250 500 Bw 
05 500 40-160 150 75 500 BW 


SS Amp 
SS. Amp 
Low Noise SS Amp 
Low Noise High Gain 


BC207. BC147, BC1B2 
BC208. BC148 BC183 
BC209. BC149, BC184 
BC209C, BC1B84C. BC149C 


SS Amp BC177. BC307, BC212 
SS Amp BC178. BC308. BC213 
SS Amp 8C179. BC309. BC214 
SS Amp BC157. BC307. BC212 
SS Amp 8C158. BC308. BC213 
SS Amp 8C159,. BC309. BC124 
SS Amp BC107, BC207. BC147 
SS Amp 8C108. 8C208, BC148 


Low Noise High Gain BC109, BC209, BC149 


SS Amp 
SS Amp BC107. BC207. BC147 
SS Amp BC108 BC208 BC148 


Low Noise Small Sig 
Low Noise High Garin 


BC109. BC209, BC149 
BC109C. BC149C 


SS Amp 

GP Small Sig 8C157, O0S557 
GP Smal! Sig 8C158 DS558 
GP Small Sig BC159 

GP BC212 

GP BC212 

GP BC213 

GP O/P 80139 

GP Ov/P BD140 

GP O/P 40409 

GP O/;7P 40410 


FOR SALE: ETI-660 in good condition, 64 x 64- 
bit display colour, 3K, heaps of software, etc. 
$NZ100 ono, Peter Ball (Auck) 836-1847 NZ. 


FOR SALE: PAST ISSUES of ETI. Full set Nov 
76-May 79, most others to mid 1983. Also EA 
1978-1981. (02)634-1350 any time. 


FOR SALE: APPLE 2+ computer, with ADM 
printer. Software includes Filght Sim 2, Home 
a/c, PFS file and report. Phone (079)82-2910 
weekdays after 5 pm. 


FOR SALE: Two DAISP IDC plugs $5 each; 30 
BC556s $10; 30 BC639s $6; 70 IN4004s $4.50. 
Craig Dewick, 22 Coral Rd, Cronulla, NSW 2230. 





FOR SALE: DG750 S100 I/O board, 4 serial, 6 
parallel ports $180. Ackerman Digital System 
S100 Promblaster, up to 256K EPROMs and EE- 
PROMs, fully software driven $190. (02)888- 
7624. 


FOR SALE: Bishops Graphics S100 Colour 
Graphics board, 640 x 200 RGB, 8 colours, 16K 
text buffer with type ahead, sound channel, 
software drivers. $450. (02)888-7624. 


FOR SALE: VZ200 Quality Software. ATC Lear- 
jet, EDASM, Word Processor, Panik, Ladder 
Challenge, Star Blaster, Defence Penetrator etc. 
Speclal offer! 21 programs $38 + $3 p&p. 
(02)982-5965. 


SHOPAROUND 


ETI-751: Miniature FM 
transmitter 

This project is short on components and 
shopping worries. None of the components 
could be easier to get hold of. If you need 
spoon feeding go to Dick Smith Electronics 
with the catalogue numbers given in the 
parts list (see article). 


ETI-696: RSC-Forth card 


extension 

This project comes as a kit from Energy 
Control, 73 Eric St, Goodna, Qld 4300. You 
need the basic kit, which consists of the 
computer board, and the extra chip for the 
disk drive. The project requires a miscel- 
lany of parts (details in the parts lists) which 
are available from the corner electronics 
store. 


ETI-664: Hobbybot 

Robot 

Because the EPROM is proprictary infor- 
mation this project can only be purchased 
as a kit from Allan Branch, Corporate Re- 
search and Planning, 40 Grove Rd, Gle- 
norchy, Tas 7010. (002) 72-0629. Price is 
$337 including tax and freight. 


ETI-757: FAX/RTTY 

Decoder for the Cat 

There are no obscure parts in this project 
barring the MMS5369 crystal divider. It can 
be obtained from DSE which, in any casc, 
will be doing a kit for this one. 


Artwork 

For those making their own pe boards 
or front panels from the ground up, same 
size positive Or negative transparencies are 
available from our ‘Artwork Sales’. Please 
address requests for this service to: 

‘ETI-xxx Artwork’ 

ETI Magazine 

PO Box 227 

Waterloo 

NSW 2017. 
When ordering, make sure you specify 
positive or negative, according to the re- 


quirements of your photoresist. Your 
cheque or money order should be made 
payable to ‘ETI Artwork Sales’. Prices for 
this month’s projects are: 


ETI-751 pc board ..........ceeceeeeeeeeeee $1.95 
ETI-664 pc board ............sscseseeeeeee $8.72 
ETI-757 pc board ..........eeceeecereseeees $6.00 
front PAHel cccsasenironvarcceense $5.17 
rear panel ..........ccccessseeees $5.17 


You might also care to know that al- 
most every pc board (and most front 
panels) ever published by ETI may be ob- 
tained from: 

All Electronic Components 

118 Lonsdale St 

Melbourne, Vic 3000 


RCS Radio 

651 Forest Rd 

Bexley, NSW 2207 
For pe boards produced in recent years, 
the following suppliers either keep stocks 
on hand or can supply to order: 

Acetronics 

112 Robertson Rd 

Bass Hill, NSW 2197 

(02) 645-1241 


Billco Electronics 
Shop 2, 31 Pultney St 
Dandenong, Vic 2175 


Jaetronics 
58 Appian Drive 
St Albans, Vic 3021 


Jaycar 
117 York St 
Sydney, NSW 2000 


Jemal Products 
PO Box 168 
Victoria Park, WA 6100 


Mini Tech 
PO Box 9194 
Auckland, NZ 


Rod Irving Electronics 
425 High St 
Northcote, Vic 3070 





FLUKE 21 & 23 


Yellow caSe colour 
Analog/Digital display 
Touch Hold" function (23) 
0 Cto 50 C operation 

05 &03 bascaccuracy 
100 uV to 1000V dc 

ImV to 750Vac 

10 vA to 10A (22) ail fused 
10 vA to 320 MA (21) fused 


Three year warranty 





FLUKE 25 & 27 


Charcoal or yellow case 
colour 


Analog’ Digital display 
Touch Hold™ function 

15 C1055 C operation 
01 basic accuracy 
100 uV to 1000V ac and de 
01 Ato 10A all fused 


Relative (difference) 
mode (27) 


MIN: MAX recording 
mode (27 | 


Ruggedized waterproof 
case 


Two year warranty 


FROM THE WORLD LEADER 
IN DIGITAL MULTIMETERS. 








See the Fluke 20 series at leading electronics 
stores or contact us for data 


ELMEASCO 
Instruments Pty. Ltd. 


NEW SOUTH WALES VICTORIA QUEENSLAND 
15 McDonald Street eae Highway = Te! (07) 369 8688 
MORTLAKE 1 

PO Box 30 CONCORD PO Box6a3 RINGWOOD S AUSTRALIA 
NSW 2137 VIC 3134 ? 

Tel (02) 736 2888 Tel (03) 879 2322 W. AUSTRALIA 
Telex AA25857 Telex AA30418 ELTENT = Te! :09) 481 1500 





The Packaged Software 





i The *COMPUTER-IN-A-BOOK’ package offer 
e rea ne W doesn’t stop yet. For NO extra cost you have the choice 
— of one of these four great software packages: 
The Games Package — Arcade Games Vol. | and 
O eT rom Family Games Vol. 1 which consists of two disks, 
valued at $59.00 — Yours FREE! 
Arcade Games Volume! ‘Family Games 


@ 
microbee = Robot Man B Australi Ecocey 
@ Scrambler = Concentration 





@ Viper @ Chess | 
m@ Eureka m@ Draughts Plus 
mw Target | 

















The Full Story m ro 











Microbee, the ideal Education and Home/Business OR 
Computer is solving problems every day. Now The Primary Education Package which consists of 
microbee has solved another problem, the ‘Learning Can Bee Fun With Words’ and ‘Learning 
*‘COMPUTER-IN-A-BOOK’ is now a Computer in a Can Bee Fun With Numbers’. Also valued at $59.00 
package. Read on and find out how you can have a — Yours FREE! 
whole ready to go computer package for one incredible 
price. Learning Can Bee Learning Can Bee 
et as PTE Fun With Words Fun With Numbers 
oe oo m Rescue mw Maths Muncher 
a @ Frog Opposites @ AC Math 
(2 vara w Spelling Wars m Add Star 
V4 MS, = Alpha Sort = Gorilla Maths 
A) @ Land of Lex @ T.N.T. 
@ Spelling Wars 2 m Fraction Race 
CONTINENTS mw Alpha Sort 2 @ Maths Race 
m Land of Lex 2 w@ Square Targets 
THE INTERFACE OF 7 eae ! 
TECHNOLOGY AND EDUCATION OR . 


The Secondary Education Package which consists of 





The 3.5 ven BTS "4 ag tana ‘Social Studies’, valued at $59.00 : 
The COMPUTER-IN-A-BOOK has the perfect low Bee Scientist Social Studies 
cost, highly reliable, disk drive system that enables @ Intro to Millikaris m Geograbee 
expansion to meet your changing needs. It’s also @ Millikans Experiment m Histribee 
available with several options, but most of all, it’s an m Kepper’s Law wt Anusieben 
economical way of achieving Disk Drive capability. w Coulomb's Law 
Featuring, an economical 3.5 inch 400K high g Chenical Gomoconds 
speed/high density drive which is very compact and mw Valency po 
expandable to two drives. = Elements and Symbols 

@ Vector Tutorial 

@ IJ Vectors 
The Offer an 
This great package offer boasts all of the following Fda mal cchs UE Due CO De 
equipment: - ; 
w 641 microbes. Valued at $59.00 — Yours FREE! 


@ 3.5 Inch Disk Drive. 

@ Monitor in either Amber or Green Screen. 

@ Full Documentation including a Manual in a binder ALL TH I S) g g 5 
which details all user requirements and operation. fF OR aq Ghoy Bi 

@ In addition to the manual, an exciting 


Demonstration Disk ‘Bee Primer’ is included. Finally, The Software Super Offer — for just an 
‘Computer-In-A-Book’ also features: additional $133.00 you can take all four packages, 
m Microworld Basic (Basic Language). representing a saving of $103.00. 
w Word Bee (Word Processing Software). 

w CP/M (Operating System). 
w Disk Catalogue — Keep a record of all your disks 
with this easy reference diskette. 











Unlike other computers where you need to buy further 
equipment such as Disk Drive, maybe even an interface 
to link to the drive, microbee has it all — built in. 


But, microbee is not without its exciting options. Extras 
include Bee Modem. Connect your Bee with the rest of 
the world with this Telecom approved Modem that will 
convert your microbee into a Videotext Terminal. 
PRICED AT $189.50. 


The Viatel Option at $49.50 used in conjunction with 
the Bee Modem, will bring the world to you. Viatel 
puts you in touch with what's happening — News, 
Weather, Stock Market, Tele Banking Information and 
the new microbee service. 


The DP100 Dot Matrix Printer is another microbee 
option at just $399.00. 


The swivel base adjusts for ease of use at just $24.50. 


For this Fabulous 
All Inclusive Computer Package 
JUST $995.00 





microbee 


Compu ter 





PHONE nip 


Designed and manufactured 
in Australia by 
Microbee Systems Limited 


bankcard ACCEPTED 


Microbee Technology Centres S.A. 


N.S.W. 

1 Pattison Ave, Waitara 2077 
Phone (02) 487 2711 

2/956 Hunter Street, 
Newcastle West 2302 

Phone (049) 61 1090 


VIC. 


50-52 Whitehorse Road, Deepdene 3103 


Phone (03) 817 1371 

W.A. 

141 Stirling H’way, Nedlands 6009 
Phone (09) 386 8289 


117-119 Gouger St, Adelaide 5000 
Phone (08) 212 3299 


QLD. 
455 Logan Rd, Stones Comer 4120 
Phone (07) 394 3688 


FACTORY 
Koala Crescent, West Gosford 2250 
Phone (043) 24 2711 


Microbee Education 

Technology Centre 

Unit 2, Eden Park Estate 

31 Waterloo Road, North Ryde 2113 
Phone (02) 888 9866 


Phone for the address of your nearest 
Microbee Dealer 





Swivel Base Extra 


ART PROM 2722.24. 
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Developments in the battery have been sporadic since its 
invention in the 1800s. While it got off the ground, so to speak 
(and into spacecraft), its fundamental design has not really 
changed and similar constraints hold over design as they did 
decades ago. But while the battery is not charging ahead with 
developments, its sedately paced improvements are worth 


noting. 


THE STORAGE OF electrical power re- 
mains one of the greatest challenges to 
modern science. In spite of huge amounts of 
money being invested, countless optimistic 
statements and numerous false alarms, the 
path to simple, inexpensive mass storage of 
electricity is proving rocky. 

Some statistics illustrate the point. Since 
World War II the energy output from a typi- 
cal battery has improved by only 30 per 
cent. Compare that with the progress of 
miniaturisation of electronic components 
(1000%?), or any of the other physical sci- 
ences. In over 100 years the basic methods 
of cell construction have changed little. We 
have introduced a small range of new mat- 


Prune) MEMO POWER 2? 
a 
@ vi ooh 
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erials, but they all do the same thing and 
follow the same pattern. 

Yet the number of applications that could 
benefit from small, cheap, portable sources 
of power multiplies daily, and advances in 
micro-electronics only make the situation 
more frustrating. In fact, it’s not too much 
of an exaggeration to say that progress is 
being held up in many fields of electronics 
simply because power requirements make 
further miniaturisation worthless. Portable 
communications systems are a case in point. 
Portable computers another. 

Electric cars are in a field of their own. 
The disadvantages of our present way of 
powering private motor vehicles are obvi- 





Jon Fairall 


ous. As cities get bigger and more cars pack 
into a smaller area the problems get worse. 
Electric cars could solve a lot of those prob- 
lems. In spite of years of research the prob- 
lems remain intractable. 


History 

A potted battery history: In March 1800 
Alessandro Volta announced ‘‘construction 
of an apparatus of unfailing charge, of per- 
petual power’. Up until that time, experi- 
mentation had all been done with static 
electricity, and electrical scientists were re- 
quired to be immune to both bangs and 
sparks. Progress was slow. 

With Volta’s new apparatus, things quiet- 
ened down a little, and experimenters and 
mathematicians took over from the wild 
boys with the singed hair. In 1819 Oersted 
discovered that a relationship existed be- 
tween electricity and magnetism. In 1820 
Ampere discovered the law of current inter- 
action. The law due to Ohm came in 1827, 
to Faraday in 1831. 

The existence of cells led to a golden age 
of scientific discovery in electricity, but 
nothing of much practical benefit occurred 
until 1870 when the first electromagnetic 
generators came on to the market. For the 
first time electricity was both abundant and 
cheap. The benefits of a half century of re- 
search flowed through to the community, 
changing it beyond recognition. 

Batteries came back into their own in 
1912 in the US, when Henry Ford put one 
into a motor car to drive the starter motor. 
Structurally, the market for batteries has 
not changed much since then, for the needs 
of the motor industry still dominate the 
market. That’s not to say that other impor- 
tant applications haven't opened up. In the 
1920s for instance, the emerging ficld of 
broadcasting made big use of batteries for 
powering radios. 

The battery market began to expand 
again in the 1950s, as transistors, integra- 
tion and home electronics brought power 
requirements down to a level that made bat- 
tery power practical. And then the battery 


powered car was on everyone’s mind. Un- 
fortunately, that’s where it stayed. 


Physics 

So what was Volta’s apparatus and what 
has happened to it since? Volta discovered 
that if he dipped two lumps of metal into a 
solution of acid, he could make a current 
flow along a wire connecting them. At the 
same time he noticed that a chemical reac- 
tion began between the metals and the solu- 
tion. Disconnect the wire and the reaction 
stopped. He correctly deduced that he had 
discovered an electrochemical transducer, a 
device that would transfer chemical energy 
into electrical energy. 

The basic transducer unit we call a cell. It 
has a voltage dependent only on the nature 
of the chemical reaction going on inside it. 
A group of cells, connected in series to give 
a higher voltage, is called a battery. 

Volta’s metal strips became known as 
electrodes, the solution as electrolyte. And 
while Volta used copper and zinc in his ex- 
periment it soon became apparent that 
there was a large number of metals that ex- 
hibited the same properties. (See Table 1.) 

How did it work? The chemical cell takes 
advantage of two complementary chemical 
processes: oxidation and reduction, known 
to the cognoscente as the redox reaction. At 
one electrode (called the negative elec- 
trode) the metal combines with a negative 
ion and is oxidised, ie, combined with an 
oxygen atom to form an oxide. At the other 
electrode the metal is reduced, ie, an oxy- 
gen atom is stripped away and a positive ion 
liberated. Typical chemical equations look 
like this: 

at the negative electrode: 

Zn+20H — ZnO+H,0+2e 
at the positive electrode: 
Ag2O+H,0+2e — 2Ag+20H 
The chemistry of the whole cell may be 
summarised by: 
Ag, 0+2n > 2Ag+ZnO 

The elements are frequently different but 
all follow the same pattern typical of redox 
reactions; namely that oxygen is swapped 
between the elements. Actually, it doesn’t 
even need to involve oxygen. The pattern is 
so familiar that a whole class of non-oxygen 
substances using reactions are called redox 
reactions. 

The critical point to notice about these 
reactions is that in order for them to be bal- 
anced, an electron must be emitted from 
one electrode and absorbed into the other. 
The way this is done is to allow the electrons 
to flow down a connector between the cells. 
This electron flow is a force capable of 
doing useful work. We call it electricity. 


Types 

Essentially all cells work in this way. 
However there are three divisions it is possi- 
ble to make in the types of cells. 


Primary 

Primary cells have a one-way reaction. 
The most familiar example is the ordinary 
‘C or ‘D’ cell you put in your torch or cam- 
era flash unit. This type of cell has under- 


TABLE 1. STANDARD ELECTRODE POTENTIALS 


Electrode Reaction 
(Acid Solutions) 
Li*+e2@Li 


Kt +e2K 


Cs* +e@Cs 
Ba** + 2e 2 Ba 
Ca** + 2e = Ca 
Nat +e@Na 
Mg** + 2e @ Mg 
Alt? + 3e = Al 
Z2n** + 2e 2 Zn 


E° (volts) 


—3.045 
—2.925 
—-2.923 
—2.90 
—2.87 
—2.714 
-2.37 
—1.66 
-0.763 


Fe** + 2e = Fe 
Cd** + 2e 2 Cd 
Sn** + 26 = Sn 
Pb** + 2e = Pb 
Fe*? + 3e = Fe 


2D* + 2e 2D, 
2H* + 2e 2H, 


Snt* + 2e &@ Sn*? 
Cutt + e@Cu* 
$,0.7 + 2e2 28.0," 
Cu** + 2e @ Cu 


2 
Pt/Fe(CNg)~*, Fe(CN), ° 
PuFe*?, Fe*? 
Ag/Ag* 

Hg/Hg* * 
Pt/Hg2**, Hg** 
PvBr/Br- 
PtMnO./Mn**, H* 
Pv/Cr*?,Cr207", H* 
PY/Cl,/CI- 

PvCe*?, Ce*4 
Pt/Co*?, Co*? 
PvSO,", S20.” 


Pt/Ca/Ca(OH)27/OH™ 
Pt/H2PO,-, HPO3", OH™ 
Zn/ZnO2", OH™ 

PvSO37, SO,”, OH" 
Pt/H2/OH™ 
Ni/Ni(OH)2/OH™ 
Pb/PbCO./CO3 

PVOH-, HO.” 


I, + 2e 2 a> 

Fe(CN), ° + e = Fe(CN),~4 

Fet3 +@ 2 Fet2 

Ag* +e@Ag 

Hg** + 2e @ Hg 

2Hg** + 2e @ Hgo** 

Bro + 2e = 2Br-— 

MnQ2 — 4H* + 2e @ Mn** + 2H,O 
Cr,0,7 + 14H* + 6e & 2Cr*3 + 7H,0 
Clo + 2e @ 2Cl- 

Cet‘ + e = Ce*? 

Co*? + e 2 Co*? 

S20," + 2 e @ 280," 

(Basic Solutions) 


Ca(OH)2 + 2e @ 20H + Ca 
HPO,” + 2e2 H2PO.- + 30H™ 
ZnO." + 2H2O0 + 2e @ Zn + 40H™ 
SO,* + H,0 + 2e2 SO," + 20H- 
2H20 + 2e @ H, + 20H” 

Ni(OH), + 2e = Ni + 20H- 

PbCO, + 2e = Pn + CO," 

HO, + HO + 2e @ 30H- 


From: W.M. Latimer, Oxidation Potentials (New York, Prentice-Hall, 2nd ed, 1952) 


gone some major changes over the years. 
Exotic materials have been used to provide 
powerful combinations of current, voltage 
or capacity. However, economics, the old 
bottom line, ensures that carbon zinc re- 
mains the most popular choice for general 
applications. 


Carbon zinc 

This is one of the oldest cell types, often 
known as the Le Clanche cell after its dis- 
coverer. Typical construction consists of a 
zinc can with a carbon rod in the centre. A 
paste of magnesium dioxide is packed 
around the carbon rod, and separated from 
the zinc by a separator. The reaction eats 
the zinc and removes the oxygen from the 
manganese. As time goes by the internal 
resistance of the cell rises and it steadily 
loses working voltage. 


Alkaline 

This describes a family of cells that use al- 
kaline rather than acid electrolytes. They 
have a lower internal resistance than carbon 
zinc, and tolerate high current drain much 
better than the traditional cell. 
Lithium 

A generic term for cell types that use a 





lithium anode and a carbon cathode, with a 
variety of electrolytes. They feature a very 
high voltage (3.6 V) and exceptional shelf 
life. Some manufacturers claim that cap- 
acity drops by only 20 per cent after ten 
year’s storage. Their main disadvantages 
are expense and the ‘slow start’ phenome- 
non. When the cell is not in use an oxide 
layer forms on the lithium, forming a dielec- 
tric layer. This inhibits the reaction of the 
cell. It’s the reason that it lasts so long, but 
it also means the cell doesn’t work very well 
until the oxide disappears. It is necessary to 
draw current from it for a few minutes be- 
fore this happens. One possibility is to place 
a small bleed resistor across the cell to keep 
a trickle of current, a few microamps, flow- 
ing. This is sufficient to stop the oxide 
forming. 


Silver oxide 

This cell has exceptional voltage perform- 
ance and energy density. The main prob- 
lem, as one would expect, is price. 


Secondary 

Secondary cells were the first type to be 
developed. The distinguishing feature is 
that the reaction that powers them is revers- 
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ible, ie, it is possible to pull electricity out of 
them and push it in. The reaction inside the 
cell just reverses itself. 


Lead acid 

For instance, in the standard secondary 
cell, the type used to power car starters, the 
electrodes are of lead and lead dioxide. The 
electrolyte is sulphuric acid. At the positive 
plate the lead dioxide is converted into lead 
sulphate and the acid turned into water. At 
the negative plate the lead is turned into 
lead sulphate and the acid turned to water. 
So over time both plates become more alike 
and the voltage between them drops. Also 
the acid becomes more and more diluted. 

Now if we force current back into the 
cell, precisely the opposite reaction occurs. 
The acid becomes more concentrated, and 
one plate turns into lead dioxide and the 
other into pure lead. 


NiCad 

The other really common rechargeable 
cell type is nickel-cadmium, the NiCad bat- 
tery. The positive plate is nickel. A com- 
mon electrolyte is cadmium hydroxide. 
These cells have been used for nearly fifty 
years in small power applications where re- 
chargeability is important. Modern NiCads 
are practically indestructible, with lifetimes 
measured in thousands of cyles. 


Fuel cells 

If the ordinary cell can be thought of as a 
device for turning chemical energy into 
electricity, the fuel cell is the ultimate trans- 
ducer. The idea is that it is possible to de- 
sign a primary cell in which some chemical 
is absorbed and turned into electricity. The 
limit on the capacity of such a cell is the 
amount of the necessary chemicals inside 
the cell. It could be made infinite if the 
chemical being consumed could be stored 
outside the cell and fed in as required. 

The first attempt at what we would con- 
sider a fuel cell was made by the English- 
man, Grove, in 1839. Modern interest 
began with the work of O.K. Dartian in 
1947 and research reached a peak in the 
1970s. There were some notable successes: 
Mercury, Gemini and Apollo spacecraft all 
used fuel cells. However, an economically 
viable unit has proven elusive. 

Some promising technologies: 


Hydrogen oxygen 

A typical fuel cell type reaction has hy- 
drogen being fed to one electrode, where it 
forms hydrogen ions in the presence of a 
catalyst. At the other electrode, oxygen is 
reacting with water to form negatively 
charged OH radicals. Both then combine in 
the electrolyte to form water. The electrons 
liberated at the negative electrode are ac- 
cepted back at the positive one. 

So the input is hydrogen and oxygen and 
the output is water and power. You can see 
why fuel cells are an attractive idea. 

One production variant, manufactured 
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A typical application of lithium cells: memory 
back-up. The cell is soldered to the pcb and will 
last the lifetime of the unit. 


by GE and flown aboard the Gemini space- 
craft weighed 68 Ib (31 kg) — ten cubic feet 
for every kilowatt. It delivered 23.3 to 
26.5 volts and produced a pint of water for 
every kilowatt hour. All electrodes were 
platinum. 


Metal air 

Another variation on this theme is the 
metal air battery, in which the positive elec- 
trode is oxygen. The first of these was de- 
veloped by Heise and Schumacher in 1932. 
It uses a porous carbon block, open to the 
air, as the positive electrode. 


Research 

So, what's going on? After all the hype, 
and in view of the importance of the prob- 
lem, why no radically new solutions? For a 
start, as people in the industry will hasten to 
assure you, a lot is going on. Numerous dif- 
ferent combinations of battery have been 
tried, new themes have been played on old 
fiddles, and the result has been slow but 
steady improvement in the quality of the 
batteries available. 

The biggest problem has been, and con- 
tinues to be, an economic one. It is very dif- 
ficult to design economic electrochemical 
transducers. For instance, during the seven- 
ties electric cars were produced that had 
performance figures from a single charge 
better than those from an equivalent car 
with a tank full of petrol. At the right price 
quite a proposition, you might think. The 
problem was that the batteries used silver 
electrodes. Take half the weight of your 
typical family sedan, multiply by the cost of 
silver, and add on a bit for bodywork and 
passenger comforts and you have some idea 
of why electric cars didn’t make it on the 
world market. 

Researchers in the US even played 
around with the idea of using gold elec- 
trodes, which have better properties than 
silver. The economics boggle the mind. 

Fuel cells have also come up against the 
same types of difficulty. It turns out that the 
idea of replenishing the cell from outside is 
not quite as simple as might be supposed. 
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Figure 1. Cut-away of a lithium cell, courtesy’ 
Technica. 


For a start, the types of reaction under con- 
sideration need a very stable controlled en- 
vironment, usually at elevated tempera- 
tures. Values above 2500°C are common for 
the best reactions. Secondly, it turns out 
that reactions are quite sensitive to the 
amounts of chemicals actually present, so 
complex control systems need to be built in 
that monitor the amounts of chemicals and 
arrange for addition or removal of chemi- 
cals from the cell. Thirdly, it turns out that 
although the inputs and outputs are very 
simple, the types of reaction we want will 
only work in the presence of dangerous 
and/or expensive catalysts. 

All these put limitations on the type of 
uses fuel cells can enjoy. Firstly they need 
expert care all the time. Secondly they need 
a controlled and predictable environment, 
thirdly, price must be no object and finally, 
weight must be considered. All of which 
leaves you with spacecraft and a few special 
military applications. Certainly they don’t 
go in the family sedan. 

Nevertheless, all is not doom and gloom. 
There have been a number of interesting 
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Figure 2. Voltage over time for lithium cells. Notice the ‘slow start’ when 
high current drain is called for, due to oxidation of the plates; also 
flat voltage rating over most of the life of the cell. Courtesy Tadiran. 


FUEL CELL 


developments, which, while they do not 
shake the world, still improve the quality of 
the product. Sealed batteries for use in 
motor cars are one classic example. The 
problem with an ordinary car battery is that 
while it’s on charge it ‘gasses’, that is, gives 
off oxygen and hydrogen gas at the expense 
of water. Clearly this must be vented to the 
outside if pressure is not to build up inside 
the battery. 

A considerable amount of work has been 
done on recombination batteries, in which 
the gasses are forced to recombine as water, 
thus alleviating the pressure and replenish- 
ing the water supply. In fact it should result 
in a steady state system in which the amount 
of gas just matches the amount of water. 
Result: a battery that never needs topping 
up with water, or any other maintenance. 
This has immense appeal to the motoring 
public, as well as being an ideal source for 
powering remote equipment where main- 
tenance is difficult or uneconomic. 

Another trend has been the use of thin- 
ner plates in all sorts of batteries, which re- 
sults in greater storage capacity for the same 












OF 
(0.37AN) (0.37An) DISCHARGE (%) 


Figure 4. The basics of a hydrogen oxygen cell. It's a little more complex than the structural diagram looks! Courtesy IE. 


weight or in lighter batteries. Also of con- 
cern has been decreasing the internal resist- 
ance of the cell, thus increasing its ability to 
handle rapid charge and discharge. This re- 
search has particular implications for NiCad 
batteries which are very vulnerable to ex- 
cess current drain, particularly on the 
charge cycle. 

Above all, though, the battery market is 
device driven. A battery is a pointless piece 
of equipment without something to power. 
Thus a considerable amount of research 
time and energy is spent on changing the 
packaging of well understood technologies 
to fit suitable applications. 

The recent, spectacular, growth in 
lithium and silver batteries is a case in point. 
Both these types are superb when it comes 
to long life, low drain applications, as for in- 
stance, in memory back-up or watches. 
Here the current requirements might be of 
the order of microamps for several years. In 
addition, because the devices they must 
drive are small, they should be physically 
small too. 

This changes the whole economics of bat- 
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Figure 3. How to cycle NiCads — estimated life as a function of depth of 


discharge. Courtesy Technica 
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tery production. If the battery is small, the 
material cost is also small, relative to the 
cost of packaging and distribution, so one 
can use more exotic materials. 


The future 

One would like to say that in a few years 
we will have the ability to power our motor 
cars with water in a fuel cell, receive satel- 
lite signals from a wristwatch powered by a 
tiny battery that supplied amps of current 
indefinitely, but that picture is most un- 
likely. 

The amount of research money available 
is a key constraint, of course, and that will 
depend to a large extent on the future of oil 
prices. People in that industry say that 
around the turn of the century we may ex- 
pect the price to go through the roof again, 
so maybe that’s how long it will take. 

On the other hand there is also a school 
of thought that sees the production of bat- 
teries as something of a black art. Improve- 
ments don’t come from laboratories, but 
from the slow development of ideas on the 
shop floor of battery plants. 
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AUMITEX 


ELECTRONICS 
YOUR NEW SUPPLIER FOR 


YUASA 


BATTERIES 


NP SERIES XL SERIES 


Features: Features: 
e Sealed construction e Long shelf life e Long life (10 years High discharge capacity 
¢ Maintenance free e Well known reliability on standby) Ideal for stationary/standby 
e Cyclic or float application ¢ Available in 4, 6 or 12V Maintenance free application 
e Expected life (3-5 years versions Completely sealed Available in 6V or 12V 
on standby) Explosion proof filter versions 


36 LISBON STREET — FAIRFIELD 2165 Telephone: 02-728 2121, 727 5444 Telex: AA 27922 Fax: 02-728 2837 
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Microbee of ‘ETI’ and ‘Your Cif : 


HACKE R’S ——— Hard and soft projects 


for Bees of all ‘ 
HANDBOOK nse crotew | 
/ 


The Microbee Hackers Handbook will tell you how to get more from the | @ Explore the innards of their 

Bee’s graphics capabilities; How to set up for telecommunications on the machine 

Bee; How to play music on the Bee; How to build a joystick and a light | @ Experiment with practical 

pen for the Bee; How to get hard copy — cheaply; How to expand your programming 

16K Bee to 32K; How to make the Bee a better games machine; How to @ Put their soldering f 

turn your Bee into a facsimile decoder; How to solve equations on the irons to - 

Bee ... and much more. use a 
We’ve also included list-| |For sociable Hackers rainy i¢ Ss. ; / $6.50 
ings of the Bee’s BASIC | \there are the contact eet PE | AUST 
scratch area and machine | |addresses and phone 4 ; ‘ t crn linliiy 
language locations — to||numbers of all known e & fs ee \i $6.95 NZ 
make the Hacker's pur-| |Microbee user groups. PA _ 7: _" 
suits easier. 


At your local newsagent, or from ETI Book Sales, 140 
Joynton Avenue, Waterloo 2017. 
(Please add $1 to the cost of the C( 
magazine, to cover postage and 
handling.) (} TL 
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FOR QUALITY AND 
VALUE TALK TO 


THESE PEOPLE 
ABOUT FLUKE 
MULTIMETERS 


ACT. 


Actiec Ply Lid 
34 Geelong St Fyshwick 
(06?) 80 6576 


N.S.W. 


Ames Agency Ply Ltd 
605 Flivabeth St Redfern 
699 4524 


George Brown & Co Pty Ltd 
174 Parramatta Rd 
Camperdown - 519 5855 
Newcastle 69 6399 
Canberra 804355 


Bryan Cattindustries Pty td 
10'59-61 Gymea Bay Rd 
Gymea 

426 2222 


Collier Tools (Aust) Pty Ltd 
185 Parramatta Rd 
Homebush 

763 1888 


DGE Systems Pty Ltd 
103 Broadmeadow Rd 
Broadmeadow 

1049) 69 1625 


Davred Flectionics Pty Ltd 
127 York St Sydney 
?67 1385 


WF Dixon & Co Pty t td 
PO Box 4? Wickham 
10.419) 61 5628 


Macelec Pty itd 
99 Kenny St Wollongong 
1042) 29 1.455 


Pauls (Merchants) Pty Ltd 
2? Canterbury Rd 
Bankstown 

709 2311 


Radio Despatch Service 
869 George St Svdney 
110291 


Selectro Parts Ply Utd 
182 Hume Hwy Yaqoona 
108 3244 


Standard Commune ations 
Ply [td 


6 Frank St Gladesvillt 
896 1755 

Geotf Wood Electronic: 
Pty Ltd 

656A Darling St Rozelle 
810 68.15 

WESTERN AUSTRALIA 
Atkins Carlyle (td 
YMilliqan St Perth 

SPT 0101 

Dobbre Instiaments Aust 


Pry Lid 
9 Boag Rd Morley 
276 8888 


Carers Instrument Services 
3? Wickham St Bast Perth 
34, Ad 
Willis Trading Ce Pty te 
1HS Albany Hyey 
Victoria Patix 
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VICTORIA 


Radio Parts Pty Ltd 
562 Spencer SI 
West Melbourne 
329 7888 


GB lelespares Pty Ltd 
504 Queensbury Rd 
North Melbourne 

328 3371 


Browntronics Pty Lid 
92 Sackville St Collingwood 
419 3986 


RKB Agency 

20 Council St. Hawthorn 

82 7704 

AJ Ferquson & Co Ply Ltd 
558-568 Swanston St Carton 
347 6688 


SIRS Sales Pty (1d 
1Fdols Pl North Geelang 
(052178 1251 


TASMANIA 


George Harvey Flectrics 
Head Office 

76 York St Launceston 
003) 31 6533 

Hobart (002) 34 2233 


SOUTH AUSTRALIA 


Protronics Pty Ltd 
174 Wright St: Adelarde 
212 3111 


Tria Electrix Pty Ltd 
177 Gilbert St Adelaide 
212 6235 


Redare Electronics 
253 Main Rd Blackwooc 
278 7488 


QUEENSLAND 
LE Roughen & Cc 


33 Railway Tee Millon 
369 1277 


Colourview Wholesale 
5 Commerce St Salisbury 
275 3188 


Fred Hoe & Sons Ply (td 


246 Fvans Rd Salisbury Nth 
Pre ABI 

Nortek 

36 Puna St Towrsyilit 
‘0771 79 8600 
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Fortitude Valley 
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Instruments Pty. Ltd. 


NEW SOUTH WALES VICTORIA 


15 McDonald Street 


QUEENSLAND 


12 Maroondah Highway Te! 07) 369 8688 


MORTLAKE RINGWOOD 
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lee] TOOLS 


MINISCOPE 
PENCIL IRON WITH REAL POWER 
* Adjustable wattage 10w-70w 

Adjustable heat® Fast heating 
* Low voltage safety ® Automatic 
c/~ switch off 


CODE MS 
1OW 7OW 


CODE PSU 


SOLDER REMOVER 
METAL BODY - SELF CLEANING 


CODE SR 


INDEXING PCB 
HOLDER 


TILTS-TURNS & LOCKS IN 
32 POSITIONS 
Rotates & locks in 45° increments 
Tilts & locks at 45° -90° -120° 
Vertical adjustment of 200mm 
Quick loading facility ° Offers 
~ cross bars to 750mm. 


CODE 333 


SOLDER BLOTTER 


2 M IN WIND BACK DISPENSER 


e Avoid burnt fingers 
because metal 
tipped container 
keeps fingers away 
from iron tip 

e Dispenser 
locates tape 
positively 


S82 (2mm wide) 
SB3 (3mm wide) 


i. x a 


 TRUSCOTT 
ELECTRONICS 


30 Lacey Street, 
(Cnr. Windsor Street) 


ing 
CROYDON, 3136 eam 
Telephone: (03) 723 3860 SCOPE 











Disco World pty Ita 


Showrooms: 

300 Main Street, Lilydale 
P.O. Box 509, Lilydale, 3440 
Melb. Vic. (03) 735-0588 
673 High Street, Preston 
(03) 470 5822 








AMPLIFIERS 
ZPE Series Il (6OOW) $1750.00 
DISCO MIXERS 
Citronic SM 350 $750.00 
Arista with equaliser $350.00 
JUMBO STROBE $179.19 
Scanner $120.45 
HELICOPTER 
2 ARM Spinner $238.00 
4 ARM Spinner $395.28 
6 ARM Spinner $452.00 
UFO Spinner $1698.55 
PINSPOT 
Par 36 $52.75 
Par 46 $70.79 
MIRROR BALLS 
MB 008-8” $44.64 
MB 0412 $77.49 
MB 014 $4112.25 
MB 048 $130.44 
MB 020 $181.10 
SMOKE MACHINES 
Great for Special Effects 
Hand Held 240V $352.00 
Super Model 
Has remote control lead to 


operate off-stage. We are so 
excited about this that full money 
back guarantee will be valid for 40 
days from purchase date 


$1200.00 
Fluld—1 litre $15.00 
MIRROR BALL MOTORS 
AC 240V $32.50 
Heavy Duty $93.20 
ROLLING LIGHTS 
8 x 4515 lamps $1150.74 
AUDIO CHASER 
(DW4LC4000) $295.00 
Musicolor and chaser all in one! 
Er Our own product. 
CECE LORY 
CE CCOCOL 3 Oy 
COSMO BALL ( Fae 
24 lamps i+” $1690.00 
Half Ball rotary light 
6 lamps $428.74 


LAMPS all colours, soft glass 
No Warranty on Breakages 


ES 240V 60W box of 25 $75.00 
BC 240V 40W box of 100 $77.00 
BC 240V 25W box of 100 $75.00 


Prices subject to change without 
notice. 
Power Cords not included. 
Trade Enquiries Welcome. 
Send S.A.E. with 60 cents 
postage for free price list. 
Cut this out for 10% discount and post 
to us with your order and money. 
Valid till 31/1/86. 


Silly software dept 

ACCORDING TO AN EXPERT wit- 
ness testifying before a court in the USA, 
the computer program used to count more 
than one third of the votes in the last gen- 
eral election could have been tampered with 
to provide false results. 

The allegation that vote tallies calcu- 
lated by the system may have been se- 
cretly altered has raised concern among 
election officials and computer experts, ac- 
cording to the New York Times. It has 
also raised concern at the Kremlin, but for 
entirely different reasons. 

Officials have said the rapidly increasing 
use of such systems, the lack of Federal or 
State standards and the widespread lack of 
computer skill in local voting authorities 
constituted a serious risk of electoral 
fraud. 


The vote counting program has been 
subject to court scrutiny in the states of 
West Virginia, Indiana and Maryland. Ap- 
parently the locals there trust their politi- 
cians about as much as people in New 
South Wales or Queensland trust the local 
variety. 

Court actions have been instituted by 
losing candidates who have hired com- 
puter programmers to look over the pro- 
gram, with a view to finding parts that 
could be manipulated. The designer of the 
program, John Kemp, says it’s impossible 
to design a program you can’t tamper 
with. 


Bladder pacemaker 

Do you have an embarrassing problem? 
You can’t keep yourself to yourself? Well 
in the US, where everything is bigger and 


better than everywhere else — including 
the problems, scientists at the University 
of California have come up with a device 
to control the urinary tract. 

Apparently, during normal urine evacu- 
ation, the bladder muscles contract; during 
storage they relax. Now scientists at 
UCLA have come up with a device that 
consists of a surgical implant to control 
the nerves that control the bladder mus- 
cles, and a small hand-held switch that 
controls the implant. By turning a switch 
one can make the bladder muscles do the 
appropriate things. 

Wags among you will reflect on the abil- 
ity for misuse presented, should such a de- 
vice fall into wrong hands. 





Fiery temper 

At the end of the day, the purpose of all 
our endeavours is to bring smiles of happi- 
ness to the users of equipment we design or 
maintain. Nowhere is this more apparent 
than in the broadcasting area. However, as 
technical people we are inclined to remain 
aloof from the hurly-burly created by our 
fellow citizens when they pour vitriol on 
hapless program makers. Occasionally, 
in more excitable places than Australia, 
things get a little out of hand. Arthur 
Cushen on the shaky isles reports: 

Recently Dunedin Radio 4XD was put 
off the air when an irate listener set fire to 
the transmitter building. Radio 4XD is the 
world’s oldest non-commercial radio sta- 
tion, opening in 1922. It is operated by the 
Otago Radio Association and the staff are 
all volunteers. 

Radio 4XD_ broadcasts easy listening 
music and some transcribed gospel pro- 
grammes. It is popular with older listeners 
in the southern part of New Zealand for its 
entertaining sessions. 

The fire was observed by Post Office em- 
ployees visiting the site on Highcliff, which 
is also the location of the transmitters and 
masts of 4YA, 4YC, 4ZB and 4XO. They 
found the transmitting hut completely burnt 
out and two transmitters beyond repair. 
The heat from the fire blistered the lattice 
tower, but it was not badly damaged. The 
transmitter was a 2 kW unit, a standby unit 
and VHF links back to the city studios at a 
loss estimated at $NZ50,000. 

When I interviewed the station manager 
of 4XD, Lindsay Rackley, he remembered 
abusive phone calls and one letter from a 
listener who was frustrated because he 
could not listen to Hit Radio 3ZM 
Christchurch on 1323 kHz duc to interfer- 
ence from 4XD on 1305 kHz. A Dunedin 


130 — ET! December 1985 


man has since been arrested and charged 
with setting fire to the 4XD transmitting 
building. 

In the meantime the Broadcasting Corpo- 
ration of New Zealand has hired a caravan 
for the station, complete with a 1 kW trans- 
mitter. Broadcasts have again resumed on 
1305 kHz with transmissions Monday- 
Saturday at 0600-1100 UTC and Saturday 
2100 to 1100 Sunday. The 1 kW transmitter 
has been replaced with a 400 W transmitter 


Something remains .. . 


which is housed in a concrete block trans- 
mitting building and later this transmitter 
will be replaced with a 2 kW unit so 4XD 
will be back to its authorised power. 

An appeal has been launched by Dunedin 
Senior Citizens in order to raise funds to- 
wards rebuilding the station, which was only 
partially insured. About $5000 has already 
been raised towards the replacement costs. 
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DEL T POWER SUPPLY UNIT 
ie ee MODEL PSU 


PORTABLE THE PENCIL IRON WITH 
SOLDERING STATION REAL POWER evour rincer aouusts 


@®CMOS PROTECTION @FULLY EARTHED @ 60W WATTAGE & TEMP. 200-500°C.@ FAST HEAT FOR 
BACK UP @2% TEMP. CONTROL 200-400°C. MAINTENANCE & REPAIR WORK 
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MODEL SR 


SELF CLEAN METAL TIP BODY 


@®CRUSH PROOF METAL BODY @TIP SELF CLEANS EVERY 
CYCLE @ANTI STATIC TIP AVAILABLE 





INDEXING P.C.B. 
HOLDER DISPENSER INSERTER 
@ROTATES & LOCKS IN 32 POSITIONS STRAIGHTENER STRAIGHTENERS 


@eCONTROL FEED VELOCITY @SLIM LINE FOR HIGH DENSITY 
CONTACT YOUR NEAREST SCOPE RETAILER VARI SLOPE @ANTI STATIC BOARDS @ANTI STATIC @8 SIZES 


FOR A FREE CATALOGUE SEND YOUR NAME AND ADDRESS TO: 
FREEPOST No. 2 SCOPE LABORATORIES P.O. BOX 63. NIDDRIE, VICTORIA, 3042 AUSTRALIA 
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Selectro Parts (02) 708 3244 ECQ (07) 376 5677 
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VIC. 
Aust School of Electronics (03) 523 5622 
Ballarat Electronics Supplies (053) 31 1947 AA37435 
Ellistronics Pty Ltd (03) 561 5844 (03) 602 3282 
Radio Parts (03) 329 7888 (03) 211 8122 (060) 21 8177 
Teleparts Investments Pty Ltd (052) 21 /085 
McGraths Electronics (03) 347 1122 AA31001 






Martin De Launay Pty Ltd (02) 267 1055 AA26679 St Lucia Electronics (07) 52 7466 AA42883 
David Reid (02) 267 1385 Magraths (07) 832 3944 Rod Irving (03) 489 8131 
Electrotoo! (03) 848 1045 SCOPE 


S.A. WA. BOX 63 NIDDRIE, 
AJF Electrical (08) 269 1244 Atkins Carlyle Ltd (09) 321 0101 AA93750 TAS. VIC., 3042 
Gerard & Goodman Pty Ltd (08) 223 2222 AA 88983 Letco Trading Company (09) 387 4966 AA94396 GHE Electronics (002) 34 2233 (003) 316533 sue AAgES18 
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